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1. INTRODUCTION 

1.1 PROJECT DESCRIPTION 
The Department of Transportation has developed school safety maps for 1,471 schools 
throughout the City.  Schools currently in the program are primarily elementary and 
intermediate schools with an enrollment of at least 250 students.  The safety plans include 
the designation of official school crosswalks, identified by prominent warning signs and 
roadway markings.  DOT also designates curbside locations for school bus loading and 
unloading and other parking controls to improve conditions for students.  In addition, 
nearly 350 speed reducers (humps) have been installed in the immediate vicinity of 
schools. 

  
Under this consultant study, the School Safety Engineering Project, accident data in the 
vicinity of all program schools was reviewed.  As a result, schools were ranked in terms 
of pedestrian safety, and 135 “priority” schools were identified Citywide.  At each of 
these priority schools safety improvements are being recommended (e.g., new school 
crosswalks, new traffic signals and signal timing modifications, new speed reducers).  In 
addition, 32 of these schools will receive further investigation to design physical 
improvements (e.g., raised center medians, widened sidewalks, “neckdowns” or 
“bulbouts” at intersections).  Arista Preparatory School in Brooklyn is one of the 135 
priority schools. 
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2. BACKGROUND—EXISTING CONDITIONS AND ANALYSIS 

2.1 ABOUT THE SCHOOL 
Situated in the Crown Heights section of Brooklyn, in a residential neighborhood, Arista 
Preparatory School has been educating school children since 1982. Arista Preparatory 
School has an enrollment of 240 students, with 160 students in the Main Building on the 
North Service Road of Eastern Parkway (1st grade through 8th grade) and 80 students in 
the Annex on Kingston Avenue (nursery and kindergarten). 

 

 

 

 

 

 

 

 

 

Figure 1: Looking west on 
Eastern Parkway, North Service 
Road 

 

 

 

2.2 NEIGHBORHOOD DESCRIPTION 

Eastern Parkway is a main thoroughfare through the Crown Heights section of Brooklyn 
that divides a mostly residential neighborhood.  The north and south service roads are 
each one-lane roadways with parking on both sides (Figure 1). (See Exhibit 1 for Aerial 
Photograph).   

2.3 MEETING WITH SCHOOL REPRESENTATIVES 
Representatives from the consultant team and from Arista Preparatory School met at the 
school on the afternoon of May 25, 2004.  The representatives from the schools included 
the Arista Preparatory School Headmistress, Administration Director, Principal and a 
Security Guard (see the Appendix for a list of attendees).  

According to representatives of the school, the identifiable problems that student 
pedestrians encounter on a regular basis include the following: 

 Vehicles speeding on Eastern Parkway North Service Road; 

 Lack of curb space to pick up and drop off students on the North Service Road of 
Eastern Parkway; 

 Uncontrolled pedestrian crossing at the north leg of the intersection of Kingston 
Avenue and the North Service Road; 
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 Vehicles not stopping for the red signal on Kingston Avenue at the South Service 
Road of Eastern Parkway.   

2.4 STUDENT ARRIVAL AND DISMISSAL TIMES 
Students begin to arrive at the school buildings at 7:00 am. General dismissal from the 
Main Building is at 4:00 pm and the Annex Building remains open until 6:00 pm.  
Approximately 40 students (participating in after school programs) walk to the Annex 
Building, accompanied by staff members each day at 4:00 pm.  Late dismissal is at 6:00 
pm for all students.  It is noted that student arrival and dismissal times may have changed 
since the date of the school visit. 

2.5 PRIMARY AND SECONDARY ENTRANCES TO SCHOOL 
Students arrive to and exit the main building through its only door on the North Service 
Road of Eastern Parkway.  The Annex Building has one entrance on Kingston Avenue 
south of Lincoln Place.  

2.6 PRIMARY MODES OF TRANSPORT TO AND FROM SCHOOL 
According to school officials, 40% of students walk to and from school, 35% of students 
ride MTA buses or subways, and 25% are driven by a parent or guardian.  See Table 1 for 
the schools estimate of the mode of travel.  Based upon information gathered from the 
school representatives, students that walk to school from the Crown Heights area use 
Kingston Avenue or Brooklyn Avenue. 

 

 

 

 

 

 

 

 

TABLE 1: MODES OF TRAVEL 
(AS ESTIMATED BY SCHOOL OFFICIALS) 

DESCRIPTION PERCENTAGE 
Walk 40% 
Driven by parent of guardian 25% 
School bus 0% 
MTA bus/subway 35% 
TOTAL 100% 

2.7 ADDITIONAL STUDENT PEDESTRIAN TRAFFIC GENERATORS 
There were no traffic generators noted by the school representatives. However, the 
Jewish Children’s Museum is located at the southeast corner of Kingston Avenue and 
Eastern Parkway South.  During a follow-up visit to the school area, a class trip of 
children visiting the museum was observed. 

2.8 CROSSING GUARD LOCATIONS 
According to school officials there are no crossing guards assigned to Arista Preparatory. 
However, two crossing guards are assigned to another school (Oholei Torah Elementary 
– also a priority school), which is on Eastern Parkway at Brooklyn Avenue (see Exhibit 
3). 
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Arista Prep School, Brooklyn 
 

3. TRAFFIC OPERATIONS 

3.1 SCHOOL BUS OPERATIONS 
According to school representatives, there are no school bus operations at Arista 
Preparatory School.   

3.2 PARENT DROP-OFF OPERATIONS 
School officials have indicated that approximately 25% of Arista Preparatory School 
students are driven to and from school by parents or guardians.  

At the Main Building, parents use the North Service Road as a drop-off and pick-up 
point. Parents park or double-park in order to allow a child to exit the vehicle. Arista 
Preparatory School has an adult stationed outside of the building on the Eastern Parkway 
North Service Road of Eastern Parkway to assist parents dropping off students. 

At the Annex Building, all children must enter the building with an adult.  Parents must 
park their vehicles in the existing parking spaces/meters on the west side of Kingston 
Avenue and walk across Kingston Avenue at an uncontrolled crossing. Parents reported 
being ticketed for illegal parking during school arrival and dismissal.  

 
3.3 PARKING REGULATIONS 

Parking is prohibited on the North Service Road of Eastern Parkway on alternating sides 
of the roadways between 8:30 am and 9:00 am.  
 
On the west side of Kingston Avenue, parking is prohibited between 7:30 am and 8:00 
am for street cleaning.  On the east side of Kingston Avenue, parking is prohibited south 
of Lincoln Place for approximately forty feet. Parking is prohibited on the remainder of 
the block between 8:30 am and 9:00 am except Sundays for street cleaning.  Both sides of 
Kingston Avenue have parking meters and a two-hour parking limit the rest of the day.    
 
Exhibit 4 shows parking regulations on the North Service Road of Eastern Parkway and 
Kingston Avenue.  
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Arista Prep School, Brooklyn 
 

3.4 EXISTING SCHOOL SIGNS AND MARKINGS 

The Traffic Safety Map, Exhibit 2, shows existing crosswalk pavement markings. It is 
noted that a citywide signage program is currently underway to upgrade school signage to 
current Federal Manual of Uniform Traffic Control Devices (MUTCD) standards of 
fluorescent yellow-green signs accompanied by downward pointing arrows.  Signs 
scheduled to be installed under this program are shown as “existing” on Exhibit 7. 
 

Figure 2: Advance warning sign
on the North Service Road of
Eastern Parkway, east of
Kingston Avenue (looking west)  
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3.5 ACCIDENT SUMMARY 

Exhibit 5 and Table 2 show a summary of accidents, as obtained from the New York 
State Department of Motor Vehicles (DMV), in the vicinity of Arista Preparatory for the 
three-year period from January 1, 1998 through December 31, 2000. The DMV data 
provides some detail relating to the circumstances and cause of the accidents. Table 3 is a 
summary of more recent accident data obtained from the NYC Police Department 
(NYPD). Though current through 2004, the NYPD data do not provide the same level of 
detail as the DMV data.  

This report targets intersections closest to the school where the highest concentration of 
student pedestrians occurs.  Intersections farther from the school and locations for which 
detailed data was not available at the time of this study will be addressed with the 
ongoing work of DOT’s School Safety Engineering Program.  DMV Accident data is 
discussed in Section 3.6, Traffic Operations and Issues. 

 

TABLE 2: DMV THREE-YEAR ARISTA PREPARATORY ACCIDENT SUMMARY (1998-2000) 

INTERSECTION TOTAL 
ACCIDENTS 

PEDESTRIAN 
ACCIDENTS 

PEDESTRIAN 
FATALITIES 

SCHOOL RELATED 
ACCIDENTS 

Kingston Ave. / South Service Rd. 57 6 0 0 
Kingston Ave. / Eastern Parkway 6 0 0 0 
Kingston Ave. / North Service Rd. 5 0 0 0 
Kingston Ave. / Lincoln Place 7 0 0 0 
Kingston Ave. / St. Johns Place 31 3 0 1 
Brooklyn Ave. / South Service Rd. 68 4 0 1 
Brooklyn Ave. / Eastern Pkwy. 12 0 0 0 
Brooklyn Ave. / North Service Rd. 7 0 0 0 
TOTAL 193 13 0 2 

 

TABLE 3: NYPD FOUR-YEAR ARISTA PREPARATORY ACCIDENT SUMMARY (2001-2004) 

INTERSECTION TOTAL 
ACCIDENTS 

PEDESTRIAN 
ACCIDENTS 

PEDESTRIAN 
FATALITIES 

SCHOOL RELATED 
ACCIDENTS 

Kingston Ave. / Eastern Parkway** 104 14 0 1 
Kingston Ave. / Lincoln Place 23 1 0 0 
Kingston Ave. / St. Johns Place 32 2 0 0 
Brooklyn Ave. / Eastern Parkway** 123 15 0 1 
TOTAL 282 32 0 2 

* School-Related Accidents are defined as accidents involving school-age pedestrians (age 4 – 14), occurring weekdays 
during the school year. 

**Accidents on mainline and service roads are added together in the NYPD data. 
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Arista Prep School, Brooklyn 
 

3.6 TRAFFIC OPERATIONS AND ISSUES 

The following outlines the accidents and operational issues at intersections in the vicinity 
of the school.  

 
3.6.1 Eastern Parkway at Kingston Avenue 

Eastern Parkway has an eastbound and westbound service road, each with one moving 
lane of traffic and parking on both sides (Figure 3).  The service roads are separated from 
the main line traffic by landscaped islands, which are approximately 35 feet wide.  The 
mainline is composed of three through lanes (with a left turn lane) in the eastbound 
direction and two through lanes in the westbound direction.  Kingston Avenue is a one-
way northbound street with two lanes of moving traffic and parking along both sides. 
There are school crosswalks on the east, south and north legs of the intersection. 

A total of 68 accidents occurred during the three-year period, 1998-2000 (this includes 
both mainline and service roads). Six accidents involved pedestrians, and none involved 
school children.    According to the accident data for the 1998-2000 study period, all six 
pedestrian accidents occurred on the south side of the intersection (Kingston Avenue and 
South Service Road), and none on the north side.  

Figure 3: Stop control at the
northeast corner of North Service
Road and Kingston Avenue
(looking south)  

 
All traffic movements, on the mainline and service roads, are controlled by traffic signals 
with the exception of westbound traffic on the north service road, which is controlled by 
a stop sign.  The signal at the South Service Road is an actuated signal, which can be 
activated by an eastbound vehicle.  If there is no actuation call placed, pedestrians can 
cross the South Service Road while east-west traffic on the mainline continues. As shown 
in Figure 4, pedestrians are allowed to cross the service road while having “Do Not 
Walk” signal on the mainline (detailed signal timing plan is included in the Appendix). 
The mainline of Eastern Parkway allows through movements in the eastbound and 
westbound directions and an eastbound left turn movement.  No other turning movements 
are allowed from the mainline of Eastern Parkway at Kingston Avenue. 
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The Arista Preparatory School officials cited this intersection as a major safety concern 
for student pedestrians. The Community Board 8 District Manager, at the request of the 
Arista Preparatory Administrative Director, raised this issue with the Borough 
Commissioner’s Office in the year 2002 (see Appendix). According to the Borough 
Commissioner’s Office, a complete warrant study was conducted during the spring of 
2003 which showed that the signal control should not be modified.   

 

 

Figure 4: Shows the “Do Not Walk” 
symbol for the mainline while the 
“Walk” signal allows pedestrians to 
cross the service road.  
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3.6.2 Kingston Avenue and Lincoln Place

Lincoln Place is a 21-foot wide, one-way eastbound roadway with one moving lane and 
parking on both sides (see Figure 5).  There are school crosswalks on the south and east 
legs of the intersection.  Lincoln Place is stop controlled and Kingston Avenue is 
uncontrolled, making the south crosswalk an uncontrolled school crosswalk. 

 

 

Figure 5: Intersection of Kingston
Avenue and Lincoln Place.
Lincoln Place is stop controlled,
and Kingston Avenue has an
uncontrolled school crosswalk on
the south leg. (Looking east on
Lincoln Place) 

 

There were seven accidents between 1998-2000.  None of accidents were school-related 
or included pedestrians.  

A one-hour traffic count was performed at the intersection on May 18, 2005 from 7:30 
am to 8:30 am (See exhibit 6). The results indicated that only 37 pedestrians used the 
uncontrolled crosswalk during the one-hour count period.  In contrast 365 pedestrians 
used the east crosswalk during the same time period. The west crosswalk, which is not 
designated as a school crosswalk, was used by 191 pedestrians during the one-hour count. 
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3.6.3 Kingston Avenue and St. Johns Place 

St. Johns Place is a 50-foot wide, two-way roadway with one moving lane in both the east 
and west directions and parking along both sides.  There are no school crosswalks at this 
intersection.  

During the 1998-2000 study period, there were 31 reported accidents, involving three 
pedestrian accidents and one including a child. The police report states that a 10-year old 
was crossing Kingston Avenue against the signal when struck by a vehicle traveling west.  

The other accidents involved non-school age pedestrians; both were struck by northbound 
vehicles. The police report indicates one of the accidents was caused by driver inattention 
and the other involved a pedestrian crossing against the signal.  

 
3.6.4 Brooklyn Avenue and Eastern Parkway South Service Road 

This intersection is a large concern of another priority school, Oholei Torah, which is 
located on the Eastern Parkway North Service Road, between Brooklyn Avenue and New 
York Avenue.  This intersection was not a major concern of officials at the Arista 
Preparatory School.  However, during a school meeting with officials at the Oholei Torah 
School, they indicated that more than 90% of the students that walk to school use this 
intersection.  Analysis of this intersection has therefore been conducted under the report 
performed for the Oholei Torah School.        

 
3.6.5 Eastern Parkway North Service Road in front of Arista Preparatory School

As with many schools, there is congestion at the main entrance during arrival and 
dismissal times.  The Eastern Parkway North Service Road is approximately 25 feet wide 
and includes one moving lane and parking lanes against both sides (see Figure 6). When a 
vehicle double parks to drop off or pick up, it blocks traffic.  There is no curbside area for 
parents to pull over to let a student enter/exit a vehicle. 

 

 

Figure 6: Vehicles double
parked during afternoon
dismissal effectively blocking
roadway (looking west) 
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During the 1998-2000 study period, there were no reported mid-block accidents.  
However school representatives indicated that speeding along this roadway in front of the 
school is a concern. 

On June 9, 2005 a speed study was conducted on the North Service Road Eastern 
Parkway in front of the Arista Preparatory School from 1:00 – 2:00 PM.  The results 
indicated that vehicles were not exceeding the statutory speed limit of 30 mph (see Table 
4 and Appendix).  

TABLE 4: SPOT SPEED STUDIES 

LOCATION 
MEDIAN 
SPEED 
(MPH) 

85TH PERCENTILE 
SPEED (MPH) 

Eastern Parkway North Service Road between Kingston Avenue and 
Brooklyn Avenue 24 27 
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3.7 SIGNAL TIMING: PEDESTRIAN PHASE 

Pedestrian crossing time was field verified at all signalized intersections in the vicinity of 
Arista Preparatory School, and found to be adequate in all directions and approaches.  
 

TABLE 5: PEDESTRIAN CROSSING TIMES AT SIGNALIZED INTERSECTIONS 

  
INTERSECTION NAME 

CROSSWALK 
WIDTH  
(FEET) 

PED. PHASE 
ACTUAL 

(SECONDS) 

PED. PHASE 
REQ'D 

(SECONDS) 

TIMING 
ADJUSTMENT?

(YES/NO) 
Kingston Ave @ Eastern Parkway  
    crossing Kingston Avenue  35 75 151 NO 
    crossing Eastern Parkway 25 / 58 / 252 75 / 343 12 / 231 NO 
Notes 
1.  A rate of 3 ft/sec plus 3 seconds reaction time was utilized as the child pedestrian walking rate 
2. The Service roads are each 25’ wide and the mainline is 58’ wide. 
3. The Eastern Parkway service road is a semi-actuated system that provides an additional pedestrian 

crossing phase for the service road unless the signal is activated by a vehicle.  
 
The intersection of Eastern Parkway and Kingston Avenue is controlled by a semi-
actuated signal.  This is a two-phase signal that allows the mainline through traffic a 75 
second green phase.  Therefore pedestrians have 75 seconds to cross Kingston Avenue, of 
which 15 seconds is required. In addition, during this phase (Phase A) the traffic on the 
South Service Road is also stopped, allowing 75 seconds for a pedestrian to cross the 
south service road, which is 25 feet wide and requires 12 seconds. 
 
In the second phase (Phase B), all Eastern Parkway traffic is stopped at a red signal while 
Kingston Avenue traffic has a green signal.  This allows pedestrians 34 seconds to cross 
Eastern Parkway. Eastern Parkway mainline is 58-feet wide and requires 23 seconds to 
cross.  If a pedestrian were to attempt to cross the south service road and the Eastern 
Parkway mainline during this phase, 42 seconds would be required (25’ service road, 34’ 
median, and 58’ mainline). Pedestrians will need two walk cycles to cross Eastern 
Parkway.  The wide medians provide a safe area to rest between walk cycles.   
 
The South Service Road has a loop detector installed, which makes this intersection semi-
actuated.  
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3.8 PHYSICAL CONDITIONS (ROADWAYS AND SIDEWALKS) 

The roadways and sidewalks in the vicinity of the school were generally observed to be 
in good condition. On the east side of Kingston Avenue, south of Lincoln Place, there is 
an asphalt patch that is one inch below grade and perpendicular to the direction of 
pedestrian traffic.   

Figure 7: Asphalt patch on 
Kingston Avenue sidewalk  
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4. POTENTIAL MEASURES TO IMPROVE SCHOOL PEDESTRIAN SAFETY 
This section describes potential countermeasures. These countermeasures are divided into 
short-term and long-term measures. Short-term measures are those that potentially can be 
performed in-house, long term measures are proposed capital improvements. 
 
4.1 SHORT-TERM MEASURES 

 Upgrade Parking Regulations 

“NO STANDING 7AM-4PM SCHOOL DAYS” parking regulations should be installed for 
30’ in front of the school along the Eastern Parkway North Service Road, to provide 
sufficient clear frontage for parents to drop off and pick up students. 

Revise the current parking regulations along the north curb of the Eastern Parkway 
North Service Road.  The current regulation restricts parking from 8:30 – 9:00 am, 
Mondays, Wednesdays, and Thursdays for street cleaning.  It is recommended to add 
an additional restriction- “NO STANDING, SCHOOL DAYS, 7:00 AM - 4:00 PM” 
extending east from the school building to the existing no standing zone at the 
intersection with Kingston Avenue. 

The current metered parking along the west curb of Kingston Avenue from the 
Eastern Parkway North Service Road to Lincoln Place has parking restricted from 
7:30 – 8:00 Except Sunday for street cleaning.  It is recommended that an additional 
restriction “NO STANDING, SCHOOL DAYS, 7:00 AM - 4:00 PM” be added.   

 
  

 Reconfigure School Crosswalks 

- Kingston Avenue and Lincoln Place 

Currently there is no school crosswalk across the west leg on Lincoln Avenue. A 
traffic count (See Exhibit 7) indicated that the crosswalk was used by 191 
pedestrians/hour.  Therefore, it is recommended a school crosswalk be installed 
on the west leg, across Lincoln Place.   

Figure 8: Vehicles double-parked
in front of school during morning
drop-off (looking northwest) 
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- St. Johns Place and Kingston Avenue 

St. Johns Place and Kingston Avenue intersection is a signalized intersection. As 
noted in Section 3.7 many Arista Preparatory students use Kingston Avenue en 
route to school. This intersection was identified as a school crossing by the school 
officials. Therefore, it is recommended that school crosswalks be delineated 
across the east, south, and west legs of the intersection. 
 

  Place advance stop bar ten feet before school crosswalks  

The MUTCD and New York City DOT standard for placement of a stop bar is four 
feet in advance of a marked crosswalk.   At signalized (or stop controlled) crosswalks, 
the vehicle stop line can be placed farther back from the crosswalk in order to 
maximize visibility of pedestrians and to minimize the potential for pedestrian/vehicle 
conflicts.   Therefore, it is recommended that stop bars be placed ten feet in advance 
of all school crosswalks.   
 

 Install enlarged signal lens for vehicles traveling northbound on Kingston Avenue at 
Eastern Parkway 

An enlarged signal lens should be considered for all traffic signal heads at this 
location.  The enlarged heads will allow drivers to see the red lights and deter drivers 
from traveling through the red light. 

 
 Install pedestrian information signs  

Pedestrian signal head information signs should be installed at the north and south 
service roads at the intersection with Kingston Avenue.  These signs will help to 
educate pedestrians on how to safely cross Eastern Parkway in two cycles.   
 

 Administer student pedestrian safety education program 

It is recommended that the NYCDOT Safety Education Program work with the 
school to educate students on pedestrian safety, including crossing the street with the 
WALK phase, and the meaning of WALK - FLASHING DON’T WALK - DON’T 
WALK pedestrian signal sequence.  

 
• Submit a request to the Police Department for a Crossing Guard at Kingston Avenue 

and Lincoln Place intersection 

Currently the northbound traffic is uncontrolled at Kingston Avenue and Lincoln 
Place, although the south leg of the intersection is marked as a school crosswalk. 
Therefore, as a mitigation measure to improve student safety at this location it is 
recommended that a request be submitted to the Police Department for a crossing 
guard during the arrival and dismissal times at this intersection. 
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 Repair Sidewalk 

The sidewalk on the east side of Kingston Avenue, south of Lincoln Place should be 
repaired, replacing the temporary utility patch with new permanent concrete. 
NYCDOT should identify and notify the contractor of needed repair. 

 

4.2 LONG-TERM MEASURE 

 Install raised concrete refuge islands at the following location: 

- At Eastern Parkway and Kingston Avenue intersection – westbound approach  

The proposed raised median will replace an existing painted median and extend 
through the crosswalk to provide refuge for pedestrians (See Exhibit 7).  The median 
should have an ADA compliant at-grade cut-through.  

 

4.3 ADDITIONAL RECOMMENDATIONS FOR PRIORITY SCHOOLS IN THE VICINITY 

4.3.1 RECOMMENDATIONS FOR OHOLEI TORAH ELEMENTARY SCHOOL : 
(All references in Section 4.3.1 refer to the Oholei Torah Elementary School Priority 
School Report) 
 
 Reconfigure School Crosswalks 

- Brooklyn Avenue and Lincoln Place – west and south legs 

This intersection was identified as a school crossing by the school officials. Therefore, it 
is recommended that school crosswalks be installed across the west, and south legs of the 
intersection. 
 
 Install curb extensions at:  

- Eastern Parkway Eastbound Service Road and Brooklyn Avenue –southeast and 
northwest corners 

- Eastern Parkway Westbound Service Road and Brooklyn Avenue – northeast 
corner 

Curb extensions should be installed at the corners as shown in Exhibit 7. 

The purpose of the curb extensions is to reduce speeds of vehicles approaching and 
turning at these heavily utilized school crosswalks. 

These curb extensions will not eliminate or reduce the width of any moving lanes. 
Curb extensions are not proposed where they would hinder the ability of vehicles to 
turn.  Final details pertaining to curb extensions will be developed during the Final 
Design/Contract Document preparation. 
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 Install raised concrete refuge islands at the following location: 

- At Eastern Parkway and Brooklyn Avenue intersection – eastbound approach  

The proposed raised median will replace the existing striped median and extend 
through the crosswalk to provide refuge for pedestrians (see Exhibit 7).  The median 
should have an ADA compliant at-grade cut-through.  
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School: Arista Prep. School Date: 5/25/2004
Address: 755 Eastern Pkwy Time: 8.30 AM
Principal: Marcia Kawlessar, Headmaster
Phone #: 718-493-9290

Agency Title Phone Number

1 Russell Blatt The RBA Group Senior Engineer 212-741-8090
2 Marcia Kowlessar Arista Prep. School Headmistress 718-493-9292
3 Desmond Kowlessar Arista Prep. School Admin. Director 718-493-9293
4 Imogene A. Taylor Arista Prep. School Principal 718-493-9294
5 Ilona R Joseph Arista Prep. School Security Guard 718-493-9295
6
7
8
9

10
11
12
13
14
15
16
17
18
19
20

Name
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Date: Time: School:
Location: Direction:
Surveyor: Comments:

8 0 0.0% 0.0% 0 0
9 0 0.0% 0.0% 0 0

10 0 0.0% 0.0% 0 0
11 0 0.0% 0.0% 0 0
12 0 0.0% 0.0% 0 0
13 0 0.0% 0.0% 0 0
14 0 0.0% 0.0% 0 0
15 0 0.0% 0.0% 0 0
16 0 0.0% 0.0% 0 0
17 0 0.0% 0.0% 0 0
18 0 0.0% 0.0% 0 0
19 0 0.0% 0.0% 0 0
20 8 17.8% 17.8% 160 3200
21 10 22.2% 40.0% 210 4410
22 3 6.7% 46.7% 66 1452
23 4 8.9% 55.6% 92 2116
24 6 13.3% 68.9% 144 3456
25 6 13.3% 82.2% 150 3750
26 0 0.0% 82.2% 0 0
27 1 2.2% 84.4% 27 729
28 0 0.0% 84.4% 0 0
29 1 2.2% 86.7% 29 841
30 3 6.7% 93.3% 90 2700
31 3 6.7% 100.0% 93 2883
32 0 0.0% 100.0% 0 0
33 0 0.0% 100.0% 0 0
34 0 0.0% 100.0% 0 0
35 0 0.0% 100.0% 0 0
36 0 0.0% 100.0% 0 0
37 0 0.0% 100.0% 0 0
38 0 0.0% 100.0% 0 0
39 0 0.0% 100.0% 0 0
40 0 0.0% 100.0% 0 0
41 0 0.0% 100.0% 0 0
42 0 0.0% 100.0% 0 0
43 0 0.0% 100.0% 0 0
44 0 0.0% 100.0% 0 0
45 0 0.0% 100.0% 0 0
46 0 0.0% 100.0% 0 0
47 0 0.0% 100.0% 0 0
48 0 0.0% 100.0% 0 0
49 0 0.0% 100.0% 0 0
50 0 0.0% 100.0% 0 0
51 0 0.0% 100.0% 0 0
52 0 0.0% 100.0% 0 0
53 0 0.0% 100.0% 0 0
54 0 0.0% 100.0% 0 0
55 0 0.0% 100.0% 0 0
56 0 0.0% 100.0% 0 0

45 100.0% 1061 25537

Mean Speed = Median Speed = 
Standard Deviation = 15th Percentile Speed = 

Margin of Error (95% Confidence) = ± 1.0 mph 85th Percentile Speed = 

Westbound
Arista Prep School

Eastern Parkway North Service Road Between Kingston Avenue and Brooklyn Avenue
Eyad Jousef

23.6 mph
3.4 mph

27.1 mph
20.0 mph
23.6 mph

1:00 - 2:00 PM

SPOT SPEED STUDY

June 9, 2005

Speed                              
S                   
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n
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Date: Time: School:
Location: Direction:
Surveyor: Comments:

Mean Speed = Median Speed = 23.6 mph
Standard Deviation = 15th Percentile Speed = 20.0 mph

Margin of Error (95% Confidence) = ± 1.0 mph 85th Percentile Speed = 27.1 mph

Eastern Parkway North Service Road Between Kingston Avenue and Brooklyn Avenue
Eyad Jousef

Arista Prep SchoolJune 9, 2005
Westbound

1:00 - 2:00 PM

SPOT SPEED STUDY
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