
 

 

260 West 26th Street 
NEW YORK, NEW YORK 

BLOCK: 775; LOTS 4, 69, 77, 78, 79 and 80 

 

 

Remedial Action Report 
 

 

BCP Site Number: 11CBCP011M 

 

 

 

Prepared for: 

Chelsea W26 LLC 

37 West 65th Street 

New York, NY 10023-6610 

 

Prepared by: 

Stephen J. Osmundsen, P.E. 

514 Pantigo Road 

East Hampton, NY 11937-2628 

 

 
JUNE 2012 



Stephen J. Osmundsen, P.E. 
Remedial Action Report 

                   260 West 26th Street 
New York, NY 10001-6702 

BCP Site Number: 11CBCP011M 
         

ii 
 

REMEDIAL ACTION REPORT 

TABLE OF CONTENTS 
 

TABLE OF CONTENTS   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  ii 

FIGURES AND TABLES  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  iv 

APPENDICES   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  v 

LIST OF ACRONYMS   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  vi 

CERTIFICATION   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .vii 

EXECUTIVE SUMMARY   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .1 

REMEDIAL ACTION REPORT   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 8 

1.0 SITE BACKGROUND   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .8 

 1.1 Site Location and Prior Usage   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .8 

 1.2  Proposed Redevelopment Plan   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .9  

 1.3  Description of Surrounding Property   . . . . . . . . . . . . . . . . . . . . . . . . . .10 

 1.4  Remedial Investigation   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  10 

2.0 DESCRIPTION OF REMEDIAL ACTIONS. . . . . . . . . . . . . . . . . . . . . . . . 10 

3.0 COMPLIANCE WITH REMEDIAL ACTION WORK PLANNALYSIS . 12 

 3.1  Health and Safety Plan   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 12 

 3.2  Community Air Monitoring Plan   . . . . . . . . . . . . . . . . . . . . . . . . . . . . .12 

 3.3  Soil/Materials Management Plan   . . . . . . . . . . . . . . . . . . . . . . . . . . . . .13 

 3.4  Strom-Water Pollution Prevention   . . . . . . . . . . . . . . . . . . . . . . . . . . . .13 

 3.5  Deviations From the Remedial Action Work Plan  . . . . . . . . . . . . . . . . 13 

  



Stephen J. Osmundsen, P.E. 
Remedial Action Report 

                   260 West 26th Street 
New York, NY 10001-6702 

BCP Site Number: 11CBCP011M 
         

iii 
 

TABLE OF CONTENTS 
(continued) 

4.0 REMEDIAL PROGRAM . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 16 

 4.1  Project Organization . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .16 

 4.2  Site Controls . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .16 

 4.3  Waste Classification Testing . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 22  

 4.4  Materials Excavation and Removal . . . . . . . . . . . . . . . . . . . . . . . . . . . 23  

 4.4.1  Lead-Hazardous Soil . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .23 

 4.4.2  Non-Hazardous Material  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 25 

 4.5  Materials Disposal  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  26 

 4.6  Backfill Import  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 28 

 4.7  Demarcation   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  28 

5.0 ENGINEERING CONTROLS  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 28 

6.0 INSTITUTIONAL CONTROLS   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 29 

7.0 SITE MANAGEMENT   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 29 

8.0 REFERENCES   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  . . . 30 

 

 

 



Stephen J. Osmundsen, P.E. 
Remedial Action Report 

                   260 West 26th Street 
New York, NY 10001-6702 

BCP Site Number: 11CBCP011M 
         

iv 
 

FIGURES 
 

1. Property Location Map 

2. Site Plan with Adjoining Properties  

3. Location of Soil Samples Obtained Prior to Completing Excavation 

4. Waste Classification Test Pit Locations 

5. Project Organization Chart 

6.  Site Plan with Hazardous-Lead Remedial Excavation and Sampling Locations 

7. Map Illustrating the Extent of Site-wide Soil Excavation  

 

 

TABLES 
 

1.  Analytical Results for Volatile Organic Compounds in Soil Samples 

2. Analytical Results for Semi-Volatile Organic Compounds in Soil Samples 

3.   Analytical Results for Pesticides in Soil Samples 

4.  Analytical Results for Metals in Soil Samples 

5.   Summary of Hazardous Waste Disposal Activities 

6.   Summary of Non-Hazardous Waste Disposal Activities 

7.   Summary of Waste Characterization Sampling for Test Pits  

 

   



Stephen J. Osmundsen, P.E. 
Remedial Action Report 

                   260 West 26th Street 
New York, NY 10001-6702 

BCP Site Number: 11CBCP011M 
         

v 
 

 

APPENDICES 
  

A Sustainability Report  

B Property Redevelopment Plans (electronic copies only) 

C Community Air Monitoring Field Records 

D Project Photographs 

E Laboratory Results for Soil Samples Prior to Completing Excavation 

F Daily Reports (electronic copies) 

G Soil Profile and Report with Waste Classification Data 

H Disposal Approval Letters and Operating Permits   

I Disposal Manifests for Hazardous Waste Disposal Activities 

J Soil Test Results for Post-Excavation Samples from Test Pits TP-5 and TP-7  

K  Disposal Manifests for Non-Hazardous Waste Disposal Activities 

L  Water-proofing Membrane Specifications 

   



Stephen J. Osmundsen, P.E. 
Remedial Action Report 

                   260 West 26th Street 
New York, NY 10001-6702 

BCP Site Number: 11CBCP011M 
         

vi 
 

LIST OF ACRONYMS 
 

Acronym  Definition 

CAMP  Community Air Monitoring Plan 

DER‐10  NYS DEC Division  of  Environmental Remediation  Technical Guidance 
Manual 10 

EC  Engineering Control 

HASP  Health and Safety Plan 

IC  Institutional Control 

NYC BCP  New York City Brownfield Cleanup Program 

NYC DEP  New York City Department of Environmental Protection 

NYC DOHMH  New York City Department of Health and Mental Hygiene 

NYC OER  New York City Office of Environmental Remediation 

ORC  Oxygen Release Compound 

PID  Photoionization Detector 

QA/QC  Quality Assurance/Quality Control  

QEP  Qualified Environmental Professional 

RAR  Remedial Action Report 

RAWP  Remedial Action Work Plan 

SCG  Standards, Criteria and Guidance 

SCO  Soil Cleanup Objective 

SMMP  Soil/Materials Management Plan 

SMP  Site Management Plan 

SVOCs  Semi‐Volatile Organic Compounds 

UST  Underground Storage Tank 

VOCs  Volatile Organic Compounds 
 

 

   





Stephen J. Osmundsen, P.E. 
Remedial Action Report 

                   260 West 26th Street 
New York, NY 10001-6702 

BCP Site Number: 11CBCP011M 
     

  

 

1 

 

EXECUTIVE SUMMARY 
 

Site Location and Prior Usage 

The Site is located at 260 West 26th Street in the Chelsea section of Manhattan, New 

York and is identified as Block: 775; Lots: 4, 69, 77, 78, 79, and 80 on the New York 

City Tax Map.  Figure 1 shows the Site location.  The Site area is 26,000 square feet and 

is bounded by West 26th Street to the north, residential and commercial buildings to the 

south, a four-story veterinary practice to the east, and Eighth Avenue to the west.  A map 

depicting the Site boundaries is shown in Figure 2.  Until the recent construction began, 

the Site contained a two-story building and an automotive parking lot with aboveground 

hydraulic car lifts.  A video store and art gallery was located on the first floor of the 

building.  The tenant space located on the second floor of the structure was vacant.  The 

two-story building was demolished in preparation for Site redevelopment.    

 

Summary of Proposed Redevelopment Plan 
 
The proposed future use of the Site includes 204 residential units with a mix of studios as 

well as one and two bedroom apartments.  Forty-one of the 204 units will be rented by 

lottery to residents earning 40% and 60% of the area median income.  The remaining 

units will be rented at market rate.  There will also be approximately 17,000 square feet 

of retail as well as 600 square feet of community facility.  The proposed Site 

development plans are presented as Appendix B.  The current zoning designation is C6-

2A.  The proposed use is consistent with existing zoning for the property.   
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The two-story building along the southern boundary of the Site was demolished in 

preparation for the proposed new building.  The new building will cover the entire Site.  

Excavation for the building’s foundation will extend site-wide from grade down to and 

partially into bedrock.  As part of redevelopment activities, approximately 14,500 tons of 

soil and 10,000 cubic yards of bedrock were excavated. The new structure will be 12 

stories tall with setbacks allowing for penthouses and roof terraces in addition to 

balconies for indoor/outdoor living.  The building will be a LEED-certified building and 

will include many green features including a monitored boiler, low-flow fixtures, energy 

saving appliances, as well as energy-efficient and LED lighting.  The building residents 

will have access to a landscaped roof terrace with panoramic views equipped with lounge 

furniture and a party space with a gas grill.  The basement will consist of mechanical and 

storage rooms, a parking garage, and commercial storage rooms.  The second floor of the 

building will host an array of amenities including a possible play room, gym, media or 

recreation room.  Laundry facilities and an outdoor play area for children will also be 

located on the second floor.   

 

Summary of Past Uses of Site and Environmental Findings 
 
Review of the Sanborn Maps show that the Site was first developed with five 3-story 

structures and a theater in 1890.  By 1976 the Site contained five 3-story stores and 

dwellings, a two-story store, and a parking area.  In 1988, the Site contained two 3-story 

commercial and residential structures, one 3-story store, one 2-story store and a parking 

area.  By 2003, the Site contained three 3-story commercial and residential buildings, a 

two-story store, and a parking area.   

 

A search of the New York City Department of Finance (NYCDOF) ACRIS database was 

also conducted for the Site.  Copies of records are included in the Phase I Environmental 

Site Assessment (ESA) that was conducted in March 2011 (Ref. 1).   
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Based on the results of the Phase I and Remedial Investigation, the AOCs identified for 

this Site include: 
 

1. Urban Fill 

In all areas of the Site that were tested during the Remedial Investigation, the soil 

displayed characteristics of historic fill.  Elevated levels of several Semi-Volatile Organic 

Compounds (SVOCs) commonly referred to as Poly Aromatic Hydrocarbons (PAHs) and 

metals were detected throughout the Site at varying depths.   

 

2. Suspect USTs 

A fuel oil fill port and vent pipe were observed in the northeastern portion of the parking 

lot during the Phase I ESA.  An additional fill port was identified near the aboveground 

hydraulic lifts on the western portion of the Site during the RI Site inspection.  In 

addition, the September 2005 Phase I identified two 275-gallon abandoned ASTs at the 

Site and the NYCDOB database identified the presence of an oil boiler on Lot 78.  

Although no records indicating the proper removal of these tanks were provided as the 

buildings have since been demolished, the geophysical survey did not confirm the 

presence or absence of any anomalies indicative of suspect USTs, ASTs, or leaching 

structures beneath the surface of the Site.   

 

3. Unrecorded Historic Spills 

 
During the Phase I inspection, small amounts of hydraulic oil and grease were observed 

to be leaking from several of the hydraulic lifts onto the asphalt-surface of the parking 

lot.  As elevated levels of several SVOCs were detected throughout the Site in soils at 

shallow depths, it is possible that some of the detections in the area of the lifts may be 

related to these minor spills in addition to urban fill.  An electronic copy of the Phase 1 

ESA was included in the Remedial Investigation Report (Ref. 2).   
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Summary of Environmental Findings 

 

1. Elevation of the property ranges from 23 to 25 feet (Manhattan Highway Datum). 

 
2. Groundwater was encountered at 21 feet below grade during the Remedial 

Investigation.  Regional groundwater flows in a westerly direction. 

 

3. Depth to bedrock ranges from eight to 20 feet below grade at the Site.  

 
4. The stratigraphy of the Site, from the surface down, consists of urban fill 

underlain by unconsolidated Cretaceous age deposits composed of interbedded 

layers of silt, sand, and gravel. 

 
5. Soil/fill samples collected during the RI contained the metals arsenic, copper, 

lead, mercury, and zinc at levels above NYSDEC Part 375 Unrestricted Use Soil 

Cleanup Objectives (Track 1 SCOs).  Most exceedences of Track 1 occur in the 

shallow fill samples. Relatively few samples that exceed Track 1 also exceed 

NYSDEC Part 375 Track 2 Restricted Residential SCOs.  VOCs are not identified 

above Track 1 or Track 2 Restricted Residential SCOs.  Low levels of one PCB 

Aroclor and various pesticides were also identified at levels above NYSDEC Part 

375 Unrestricted Use Soil Cleanup Objectives.  No soil/fill samples exceeded the 

Track 2 Restricted Residential SCOs for PCBs. Several SVOCs exceeded Track 1 

SCOs.  These include benzo(a)anthracene, benzo(a)pyrene, benzo(b)flouranthene, 

benzo(k)flouranthene, chrysene, dibenzo(a,h)anthracene, and indeno(1,2,3-

cd)pyrene. The SVOC compounds identified and the concentrations observed are 

typical for historical fill found commonly in urban areas elsewhere in NYC.  

These metals and SVOC findings are attributed to historic fill material disposed 

on the property and are not considered indicative of any disposal, release or spill. 
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6. Groundwater samples collected during the RI showed a slight exceedence of 

NYSDEC Technical and Operational Guidance Series (TOGS) groundwater 

standards or guidance values (Ref. 3) for the VOC toluene and the SVOC 

chrysene.  No PCBs or pesticides exceeded TOGS.  The dissolved metals 

magnesium, selenium, and sodium were detected slightly above TOGS.  

 

7. Soil vapor samples collected during the RI contained low level VOCs. Most of the 

soil vapor detections are below 2 ug/m3 and there were no valid findings above 5 

ug/m3.  The compounds detected in soil vapor are mostly derivatives of BTEX. 

Some of the VOCs identified in the soil vapor are also found in onsite soils but at 

very low concentrations, generally estimated values below one ug/kg.  These 

compounds are also predominantly BTEX derivatives that are most commonly 

derived from automotive fuel sources.  The soil vapor detections are attributed, to 

on-site automotive parking operations and off-site sources.  The area is 

predominantly paved and encapsulated and vapors from offsite sources will have 

a tendency to migrate laterally prior to discharge to the atmosphere.  

 
8. A fuel oil fill port and vent pipe were observed in the northeastern portion of the 

parking lot and an additional fill port was identified near the hydraulic lifts on the 

western portion of the Site.   

 
9. The geophysical investigation did not confirm the absence or presence of USTs 

associated with the fill ports and vent pipes or any anomalies indicative of suspect 

USTs or leaching structures beneath the surface of the Site. 
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Summary of the Remedy 

1. Prepared a Community Protection Statement and implemented a Citizen 

Participation Plan. 

2. Performed a Community Air Monitoring Program for particulates and volatile 

organic compounds. 

3. Developed a Remedial Action Work Plan with a Track 1 cleanup as the project’s 

primary goal and established Track 4 Soil Cleanup Objectives (SCOs) in the 

event Track 1 could not be attained.   

4. Conducted in-situ soil waste classification testing to profile the soil to obtain 

disposal approval at suitable facilities.  

5. Mobilized site security, equipment, utility mark outs and marking & staking 

excavation areas. 

6. Screened excavated soil/fill during intrusive work for indications of 

contamination by visual means, odor, and monitoring with a PID.   

7. Conducted a site-wide excavation and removed all on-site soil/fill to bedrock to 

achieve Track 1 SCOs.   

8. Transported and disposed all soil/fill material at permitted facilities in 

accordance with all applicable laws and regulations for handling, transport, and 

disposal, and the RAWP.  Sampled and analyzed excavated media as required by 

disposal facilities.  Appropriately segregated excavated media on-site. 

9. Cleaned up a minor surface petroleum spill in compliance with applicable laws 

and regulations. 

10. Installed a water-proofing membrane beneath the building slab and up the 

basement walls.  

11. Implemented storm-water pollution prevention measures in compliance with 

applicable laws and regulations. 
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12. Performed limited dewatering after storm events as-needed in accordance with a 

NYCDEP discharge permit.  

13. Performed all activities required for the remedial action in compliance with 

applicable laws and regulations. 

14. Submitted a RAR that: certifies that the remedial requirements have achieved the 

Track 1 cleanup requirements; defines the Site boundaries; and describes the 

remedial activities including any changes from the RAWP.  
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REMEDIAL ACTION REPORT 
 

1.0 SITE BACKGROUND 

Chelsea W26 LLC has enrolled in the New York City Brownfield Cleanup Program 

(NYC BCP) as a Volunteer to investigate and remediate a property located at 260 West 

26th Street in the Chelsea section of Manhattan, New York (the Site).  A Remedial 

Investigation (RI) was performed to compile and evaluate data and information necessary 

to develop a Remedial Action Work Plan (RAWP) (Ref. 4).  A remedial action was 

performed pursuant to an OER-approved RAWP in a manner that has rendered the Site 

protective of public health and the environment consistent with the proposed use of the 

property.  This RAR describes the remedial action performed under the RAWP.  The 

remedial action described in this document provides for the protection of public health 

and the environment, complies with applicable environmental standards, criteria and 

guidance and applicable laws and regulations.  A Sustainability Report is included as 

Appendix A. 

 

1.1 SITE LOCATION AND PRIOR USAGE 

The Site is located at 260 West 26th Street in the Chelsea section of Manhattan, New 

York and is identified as Block: 775; Lots: 4, 69, 77, 78, 79, and 80 on the New York 

City Tax Map.  A Site Location Map is included as Figure 1.  The Site area is 26,000 

square feet and is bounded by West 26th Street to the north, residential and commercial 

buildings to the south, a four-story veterinary practice to the east, and Eighth Avenue to 

the west.  A Site Plan illustrating the Site boundaries is included as Figure 2.  Currently, 

the Site contains a two-story building and an automotive parking lot with aboveground 

hydraulic car lifts.  A video store and art gallery is located on the first floor of the 

building.  The tenant space located on the second floor of the structure is currently 
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vacant.  The two-story building is slated for demolition in preparation for Site 

redevelopment.    

 

1.2 PROPOSED REDEVELOPMENT PLAN 

The proposed future use of the Site includes 204 residential units with a mix of studios as 

well as one and two bedroom apartments.  Forty-one of the 204 units will be rented by 

lottery to residents earning 40% and 60% of the area median income.  The remaining 

units will be rented at market rate.  There will also be approximately 17,000 square feet 

of retail as well as 600 square feet of community facility.  The proposed Site 

development plans are presented as Appendix B.  The current zoning designation is C6-

2A.  The proposed use is consistent with existing zoning for the property.   

 

The two-story building along the southern boundary of the Site was demolished in 

preparation for the proposed new building.  The new building will cover the entire Site.  

Excavation for the building’s foundation will extend Site wide from grade down to and 

partially into bedrock.  As part of redevelopment activities, approximately 14,500 tons of 

soil and 10,000 cubic yards of rock were excavated. The new structure will be 12 stories 

tall with setbacks allowing for penthouses and roof terraces in addition to balconies for 

indoor/outdoor living.  The building will be a LEED-certified building and will include 

many green features including a monitored boiler, low-flow fixtures, energy saving 

appliances, as well as energy-efficient and LED lighting.  The building residents will 

have access to a landscaped roof terrace with panoramic views equipped with lounge 

furniture and a party space with a gas grill.  The basement will consist of mechanical and 

storage rooms, a parking garage, and commercial storage rooms.  The second floor of the 

building will host an array of amenities including a possible play room, gym, media or 

recreation room.  Laundry facilities and an outdoor play area for children will also be 

located on the second floor.   
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1.3 DESCRIPTION OF SURROUNDING PROPERTY 

The Site is located in a developed area consisting of a mixed-use of residential and 

commercial buildings.  West 26th Street is located to the north of the Site.  Residential 

and commercial buildings are located to the south of the Site.  Eighth Avenue is located 

to the west of the Site.  A four-story commercial building is located to the east of the Site. 

 

There are no surface bodies of water on-site or within approximately ½-mile from the 

Site.  There are no Federal Wetlands mapped within ½ -mile of the Site.  The Site is not 

located within a FEMA 100 or 500 Year Flood Zone.  Public water is supplied to the Site 

and there is no on-site use of the shallow water beneath the Site.  Figure 2 shows the 

surrounding land usage.   

 

1.4 REMEDIAL INVESTIGATION 

A Remedial Investigation was performed and the results are documented in a companion 

document called “Remedial Investigation Report”, dated April 2011 (RIR).  The RIR is 

included as Appendix G of the approved-Remedial Action Work Plan dated April 2011. 

 

 

2.0 DESCRIPTION OF REMEDIAL ACTIONS  

The factors considered during the selection of the remedial action included protection of 

human health, protection of the environment, compliance with standards, criteria, and 

guidelines (SCGs), short-term effectiveness and impacts, long-term effectiveness and 

permanence, reduction of toxicity, mobility, or volume of contaminated material, 

implementability, cost effectiveness, community acceptance, land use, and sustainability 

of the remedial action.  The Site was remediated in accordance with the scope of work 
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presented in an OER-approved Remedial Action Work Plan (RAWP) dated April 2011 

and the Stipulation List dated May 17, 2011 (Ref. 5).    All deviations from the RAWP 

are noted below.  

 

The following remedial actions were completed in this program: 

1. Prepared a Community Protection Statement and implemented a Citizen 

Participation Plan. 

2. Performed a Community Air Monitoring Program for particulates and volatile 

organic compounds. 

3. Developed a Remedial Action Work Plan with a Track 1 cleanup as the project’s 

primary goal and established Track 4 Soil Cleanup Objectives (SCOs) in the event 

Track 1 could not be attained.   

4. Mobilized site security, equipment, utility mark outs and marking & staking 

excavation areas. 

5. Performed waste classification testing to profile the soil for disposal purposes at 

properly licensed facilities.   

6. Screened excavated soil/fill during intrusive work for indications of 

contamination by visual means, odor, and monitoring with a PID.   

7. Conducted a site-wide excavation and removed all on-site soil/fill to bedrock to 

achieve Track 1 SCOs. 

8. Transported and disposed all soil/fill material at permitted facilities in accordance 

with all applicable laws and regulations for handling, transport, and disposal, and 

the RAWP.  Sampled and analyzed excavated media as required by disposal 

facilities.  Appropriately segregated excavated media on-site. 

9. Cleaned up a minor surface petroleum spill in compliance with applicable laws 

and regulations. 
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10. Installed a water-proofing membrane beneath the building slab and up the 

basement walls.  

11. Implemented storm-water pollution prevention measures in compliance with 

applicable laws and regulations. 

12. Performed limited dewatering after storm events as-needed in accordance with a 

NYCDEP discharge permit.  

13. Performed all activities required for the remedial action in compliance with 

applicable laws and regulations. 

14. Submitted a RAR that: certifies that the remedial requirements have achieved the 

Track 1 cleanup requirements; defines the Site boundaries; and describes the 

remedial activities including any changes from the RAWP.  

 
 

3.0  COMPLIANCE WITH REMEDIAL ACTION WORK 

PLAN 
 

3.1 HEALTH & SAFETY PLAN (HASP)  

The remedial construction activities performed under this program were in compliance 

with the Health and Safety Plan and applicable laws and regulations.  The Site Safety 

Coordinator was Jessica Proscia of CA RICH Consultants, Inc.  

 

3.2 COMMUNITY AIR MONITORING PLAN  

The Community Air Monitoring Plan provided for the collection and analysis of air 

samples during remedial construction activities to ensure proper protections were 
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employed to protect workers and the neighboring community.  Monitoring was 

performed in compliance with the Community Air Monitoring Plan in the approved 

RAWP.  The results of Community Air monitoring are shown in Appendix C. 

 

3.3 SOIL/MATERIALS MANAGEMENT PLAN 

The Soil/Materials Management Plan in the RAWP provided detailed plans for managing 

all soils/materials that were disturbed at the Site, including excavation, handling, storage, 

transport and disposal.  It also included a series of controls to assure effective, nuisance-

free remedial activity in compliance with applicable laws and regulations.  Remedial 

construction activities performed under this program were in full compliance with the 

SMMP in the approved RAWP. 

 

3.4 STORMWATER POLLUTION PREVENTION  

Storm water pollution prevention included physical methods and processes to control 

and/or divert surface water flows and to limit the potential for erosion and migration of 

Site soils, via wind or water.  Remedial construction activities performed under this 

program were in full compliance with methods and processes defined in the RAWP for 

storm water prevention and applicable laws and regulations 

 

3.5 DEVIATIONS FROM THE REMEDIAL ACTION WORK PLAN  

There were two deviations from the RAWP that took place during the property 

redevelopment and remediation.  The first deviation pertained to a minor spill incident 

and the second involved the collection of soil samples from the excavation for decision 

making purposes prior to reaching the terminal depth in the northwest corner of the Site.  

The details for both of these deviations are presented in the following paragraphs.    
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The spill incident occurred during preliminary Site preparatory activities.  The initial 

stage of redevelopment was to discontinue the use of the property as an aboveground 

automotive parking lot.  The on-site equipment related to the parking business was 

limited to an attendant booth and aboveground hydraulic lifts.  On July 18, 2011, after the 

removal of the lifts a small amount of hydraulic oil was observed on the asphalt parking 

lot surface.  Although the hydraulic oil appeared to be limited to the asphalt surface and 

no underground hydraulic tanks were removed during the lift decommissioning the spill 

was discussed with NYC OER representatives and out of an abundance of caution 

reported to the NYSDEC Spill Hotline.  NYSDEC assigned Spill # 1104255 to the Site.   

At the time of the incident absorbent material was utilized to absorb the liquids on the 

asphalt surface.  During the performance of waste classification test pit excavations on 

August 30, 2011 the asphalt surface of the affected area was peeled back to allow the 

underlying soil to be examined for evidence of contamination.  Upon removal of the 

asphalt, the soil was inspected by an Environmental Scientist from CA RICH 

Consultants, Inc. of Plainview, New York.  CA RICH’s inspector utilized both a Photo-

Ionization Detector (PID) and olfactory senses to examine the soil and no evidence of soil 

contamination was found.  These findings were discussed with NYC OER representatives 

and no soil sampling was required since the Site soils were being tested for waste 

classification purposes and were schedule for off-site disposal.  The asphalt removed 

from the surface was placed in a stockpile, covered with plastic in preparation for its 

disposal along with the remaining surface asphalt at the Bay Shore Recycling facility in 

Woodbridge, New Jersey.  A photograph of the soil beneath the stain on the asphalt is 

included in Appendix D.   

 

The planned work activities in the RAWP included an approximate 15-foot deep site-

wide excavation into bedrock to facilitate the construction of the new buildings’ 

foundation with a provision for the collection of endpoint soil samples if the bottom of 
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the excavation contained soil as opposed to bedrock.  While the elevation of bedrock 

beneath the majority of the Site was relatively shallow it sloped downward in grids A1, 

A2, A3, B1, B2 and B3 in the northwest corner of the Site.  To evaluate the soil quality at 

14-15 feet below grade in these grids, three sets of soil samples were collected from grids 

A1, A3 and B2 for comparison to Track 1 SCOs (Ref. 6) on January 13, 2012.  Upon 

receipt of the results, it was revealed that three pesticides as well as the metals lead, 

mercury and zinc were found above Track 1 SCOs and below Track 2 restricted 

residential standards.   

 

The results were discussed with NYC OER and the Site Owner and it was decided to 

remove an additional 2 feet of soil from grid A1 on January 23, 2012 to see if the levels 

of pesticides dropped below Track 1 SCOs.  Although the concentration of the pesticide 

4,4 DDT was reduced to 57 ppb it was still above Track 1 SCOs and plans were made to 

further the excavation to bedrock in grids A1, A2, A3, B1, B2 and B3 to achieve the 

Track 1 cleanup requirements.  All of the material was removed from the Site as part of 

the remediation.  A summary of the results is presented on Tables 1-4.  A copy of the 

laboratory reports is included in Appendix E.  The sample locations are depicted on 

Figure 3. 

 

It is noted that soil samples B2 and B2G were obtained beneath the area of the former 

surface spill at the request of NYC OER.  The test results for these samples did not 

contain any VOCs or SVOCs above the NYSDEC CP-51 soil guidance criteria (Ref. 7).  

In addition, all soil from this area was removed as the excavation was advanced further 

until bedrock.  The actions taken pertaining to the minor surface spill incident and the soil 

sampling are protective of public health and the environment and no further action is 

necessary.  Based on the remedial work performed, NYSDEC closed Spill # 1104255 on 

June 4, 2012. 
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4.0 REMEDIAL PROGRAM 

4.1 PROJECT ORGANIZATION 

The Professional Engineer (PE) for this project is Stephen J. Osmundsen.  The Qualified 

Environmental Professional and Project Geologist is Richard J. Izzo of CA Rich 

Consultants, Inc.  The Principal personnel who participated in the remedial action and 

assisted the Remedial Engineer with the coordination and implementation of all 

environmental components of the RAWP were Stephen Malinowski, Jessica Proscia and 

Jason Cooper of CA RICH Consultants, Inc.  A project organization chart is included as 

Figure 5.    

 

4.2 SITE CONTROLS 

Site Preparation 

• During July of 2011 a construction fence was erected around the building located 

on the southwestern portion of the Site.  The building was demolished and 

removed from the Site in July and August 2011.  

• The hydraulic automotive lifts associated with the former parking business were 

removed from the Site in July 2011. 

• A pre-construction meeting was held with OER, the General Contractor and the 

excavation contractors on August 25, 2011.  An OER Project Notice was posted 

at the project entrance and remained in place during all phases of the Remedial 

Action.  

• A pedestrian walkway and construction fence were constructed along West 26th 

Street and 8th Avenue between August 26, 2011 and September 8, 2011. 
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• The BCP Enrollee identified utilities that might be affected by work under the 

RAWP as well as Site redevelopment activities.  Any utilities that would be 

affected were turned off by the appropriate utility company prior to the test pit 

excavation activities which were conducted on August 30, 2011. 

 

• The trees along the south property line were removed on September 8, 2011. 

 

• Artimus Construction, Inc. obtained any local, State or Federal permits or 

approvals that were required to perform the work under this Plan.   

 

 

Mobilization 

• Excavation equipment was mobilized to the Site on August 30, 2011.  Additional 

excavation equipment was mobilized to the Site in October and November 2011 

as the excavation advanced down to and into bedrock.   

• The asphalt pavement from the former parking lot and the concrete sidewalk 

surrounding the Site were removed from September 1, 2011 through September 8, 

2011.  On September 7, 2011 a gravel pad for the truck inspection and wash 

station was installed near the construction entrance along 8th Avenue.   

 

Stabilization 

• In preparation of the site-wide excavation to bedrock, the installation of soldier 

piles began on September 12, 2011 and was completed on October 18, 2011.  The 

soldier piles enabled the installation of shoring and lagging around the perimeter 

of the Site to safely advance the excavation.  The appropriate management of the 

structural stability of off-site structures and installation of sheeting and shoring 

during on-site activities including the excavation was handled by Artimus 
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Construction, Inc. and its excavation and foundation contractor Indus General 

Construction Inc.  In addition, underpinning of the certain adjacent structures was 

conducted during the week of November 14, 2011. Since the Site is surrounded 

by adjoining buildings or New York City streets that are serviced with storm 

water catch basins, precipitation to the ground surface adjoining the Site did not 

result in a soil erosion or sedimentation control issue.   However, in anticipation 

of the need to remove excessive quantities of storm water that could pool up in 

low portions of the Site during excavation activities a discharge permit was 

obtained from the NYCDEP by Artimus Construction, Inc. on November 23, 

2011.  

 

Soil Screening 

• Visual, olfactory and PID soil screening and assessment were performed by a 

Qualified Environmental Professional (QEP) during all remedial excavations into 

known or potentially contaminated material.  Soil screening was performed 

regardless of when the invasive work was done and included all excavation and 

invasive work performed during the remedy and during the development phase, 

such as excavations for foundations and utility work.  There were no elevated PID 

readings obtained during the excavation activities except on February 22, 2012.  

On this date it was determined that the PID readings were the result of a minor 

hydraulic fluid leak from the excavation equipment.  The affected soil was 

properly handled and transported to the Pure Soil Technology Facility which is 

permitted to accept soil containing hydraulic fluid. 
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Stockpile Management 

• The majority of the excavation activities were conducted by directly loading the 

material into trucks for off-site disposal.  However, during the first stage of the 

excavation soil stockpiles were generated.  Stockpiles of soil were kept covered at 

all times with appropriately anchored tarps.  Stockpiles were inspected each work 

day and after every storm event, damaged tarp covers were promptly 

repaired/replaced.  Results of inspections were recorded in a logbook maintained 

at the Site and were available for inspection by NYC OER.  A hose connected to a 

fire hydrant was available on-site for dust control.  

 

Truck Inspection 

• A gravel pad was installed near the Site entrance and a truck inspection and wash 

station was operated on-site.  If needed, all outbound trucks were washed at the 

truck wash before leaving the Site until the remedial construction was complete.  

Locations where vehicles entered or exited the Site were inspected daily for 

evidence of off-site sediment tracking.  Cleaning of the adjacent streets was 

performed as needed to maintain a clean condition with respect to Site-derived 

materials.  

 

Site Security 

• A wooden construction fence was erected around the perimeter of the Site.  The 

entrances were secured with chains and locks when the Site was closed.  During 

hours of operation a security guard was stationed at the entrance along 8th 

Avenue.  All personnel entering the Site were required to sign in and out the Site.  

Security cameras were also in-place at various locations to record on-site 

activities. 

 



Stephen J. Osmundsen, P.E. 
Remedial Action Report 

                   260 West 26th Street 
New York, NY 10001-6702 

BCP Site Number: 11CBCP011M 
     

  

 

20 

 

Nuisance Controls 

• Dust control was obtained by conducting dust monitoring at the perimeter of the 

Site during invasive on-site work.  Although there were no elevated dust readings 

observed during the excavation activities, dust suppression was achieved through 

the use of a dedicated on-site hose connected to a fire hydrant.  The hose was 

equipped with a nozzle capable of spraying water directly onto off-road areas 

including excavations and stockpiles to prevent a dust situation from on-site 

excavation and trucking equipment.  A gravel apron was provided at the truck 

entry/exit point of the Site to provide a clean and dust-free road surface.  In 

addition, on-site roads were limited in length to minimize the area required for 

water sprinkling.  There were no dust complaints received during the performance 

of the remedial activities. 

 

• Odor control was obtained by screening excavated soil and conducting perimeter 

monitoring with a PID during intrusive on-site work.  In addition, Site personnel 

conducting the excavation used olfactory senses to detect any nuisance odors 

during excavation.  To further prevent any odors all stockpiles were covered with 

secured tarps and the majority of the soil was directly loaded into trucks for off-

site disposal.  There were no odor complaints received during the performance of 

the remedial activities.  

 

• During the excavation of bedrock on November 7, 2011, the NYCDEP arrived at 

the Site in response to a noise complaint.  It was determined that the noise was 

attributable to the excavation equipment chipping bedrock in the excavation.  At 

the time of the incident three machines were being utilized to excavate the 

bedrock and DEP personnel equipped with a decibel meter informed construction 

personnel that the level was ½ to 1 decibel above NYC limits.  No violation was 
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issued and work was continued, with only two excavators.  These actions reduced 

the noise level and the construction team, using their decibel meter on-site during 

the rock chopping to ensure that noise was properly controlled. 

 

Reporting 

Daily reports were submitted to NYCOER via e-mail during the implementation by 

the end of each day following the reporting period and included: 

 

• An update of progress made during the reporting day; 

• Locations of work and quantities of material imported and exported from 

the Site; 

• References to alpha-numeric map for Site activities; 

• A summary of any and all complaints with relevant details (names, phone 

numbers); 

• A summary of CAMP findings, including excursions (if any); 

• An explanation of notable Site conditions. 

 

Daily reports included a description of daily activities keyed to an alpha-numeric grid 

map for the Site that identified the work areas.  The reports included a summary of air 

sampling results, odor and dust problems and corrective actions, and all complaints 

received from the public.  All daily reports are included in electronic format in Appendix 

F.  The digital photo log required by the RAWP is included in each daily report as well as 

Appendix D.   
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4.3 WASTE CLASSIFICATION TESTING 

On August 30, 2011, a track-mounted excavator was utilized to install eight test pits 

identified as TP-1 through TP-8 in a uniform pattern across the Site.  Each test pit was 

extended from grade to approximately 15 feet deep or bedrock (whichever was 

shallower).  During the excavation activities, CA RICH personnel continuously screened 

the subsurface soil for VOCs with a PID for evidence of volatile organic contamination.  

There were no PID readings observed during the sampling event.  Soil samples were 

collected from the test pits in accordance with the frequency criteria required by two 

prospective recycling facilities and two beneficial reuse facilities.      

 

The sampling included the collection of a discrete grab sample from middle sidewall of 

each test pit for VOCs using the En Core sampling method.  An additional discrete 

sample for VOCS was collected with an En Core sample from the lower middle sidewall 

of test pits TP-1, TP-2, TP-3 and TP-4 for a total of 12 VOC samples.  A five-point 

composite sample was collected from the sidewalls and bottom of test pits TP-5, TP-6, 

TP-7 and TP-8 for an expanded list of chemical parameters in order to meet the 

acceptance criteria of multiple beneficial reuse facilities.  The sampling for test pits TP-1, 

TP-2, TP-3 and TP-4, included the collection of one five-point composite sample from 0-

7 feet and a second from 7-14 feet for the expanded list of chemical parameters.  In 

addition, 12 five-point composite samples were collected for Total Petroleum 

Hydrocarbons.   

 

Gloves worn for sample handling were discarded between sample collections.  All soil 

samples were placed in lab-supplied containers, stored in an ice-filled cooler and 

submitted to American Analytical Laboratories (a State-certified laboratory located in 

Farmingdale, NY) for analysis.  A complete copy of the Soil Profile Report further 

detailing sampling methodologies and a copy of the soil test results are included in 
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Appendix G.   A Site plan depicting test pit locations on an alphanumeric grid is included 

as Figure 4.  A summary of the testing parameters is provided on Table 7. 

 

The results of the waste classification testing indicated that test pits TP-5 and TP-7 must 

be disposed of as lead-contaminated hazardous soil while the remainder of the soil would 

qualify for disposal at Soil Safe’s facility in Logan, New Jersey or for beneficial reuse at 

the Bellmawr Redevelopment site.  Based on these results, the construction team made 

plans to begin the Site excavation with the removal of the hazardous soil identified in test 

pits TP-5 and TP-7 and then proceed with site-wide excavation of non-hazardous 

material.  Copies of the disposal facility approval letters and operating permits for Soil 

Safe and the Bellmawr Redevelopment Site are included in Appendix H. 

 

4.4 MATERIALS EXCAVATION AND REMOVAL 

4.4.1 LEAD-HAZARDOUS SOIL 

The results of the soil waste classification testing indicated that the soil from test pits TP-

5 and TP-7 contained hazardous levels of lead.  Based on the results, a RCRA Subtitle C 

Site Identification Form was submitted to the United States Environmental Protection 

Agency (USEPA) notifying them of the generation of hazardous waste.  The USEPA 

assigned EPA ID number NYR000814218 to the Site and arrangements were made to 

excavate the soil for off-site disposal at the Clean Earth of North Jersey (CENJ) facility.  

A copy of the approval letter and operating permit from the CENJ facility is included in 

Appendix H.    

 

Upon receipt of the disposal approval paperwork, excavation equipment was utilized to 

unearth the soil from former test pits TP-5 and TP-7.  On October 5, 2011 three 

truckloads of soil were removed from the affected areas in accordance with the 

excavation protocols established in the RAWP.  The material was transported by licensed 
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waste haulers to the CENJ facility under waste manifest control.  After the excavation a 

five point composite samples was collected from each of the sidewalls both excavations 

and analyzed for total and TCLP lead.  The bottom of each excavation was extended to 

bedrock.  The soil samples were submitted to American Analytical Laboratories for 

expedited chemical analysis and the excavation areas were isolated using temporary 

construction fences. 

 

The soil test results indicated that the lead levels were reduced below hazardous levels at 

all locations except the north sidewall of TP-5 and the east sidewall of TP-7.  On October 

7, 2011 an additional five feet of soil was removed from the respective sidewalls of each 

excavation and a second set of soil samples of each sidewall were collected for TCLP and 

total lead analysis.  The samples were submitted to American Analytical Laboratories for 

expedited chemical analysis and the excavation areas were isolated using temporary 

construction fences.  The results for the second set of samples indicated that the soil 

containing hazardous levels of lead was removed and the remaining soils could be 

disposed as non-hazardous material.  The total lead concentrations at the perimeter of the 

excavation for TP-5 ranged from 4.03 ppm to 267 ppm and the TCLP lead concentrations 

ranged from non-detect to 1.18 mg/L.  The total lead concentrations at the perimeter of 

the excavation for TP-7 ranged from 6.66 ppm to 310 ppm and the TCLP lead 

concentrations ranged from 0.014 mg/L to 2.52 mg/L.   

  

Copies of the hazardous waste manifests documenting the proper off-site transportation 

of 148.20 tons of hazardous soil to the CENJ facility are included in Appendix I.  A 

summary of the waste disposal activities is provided on Table 5.  The locations of the 

former hazardous soil lead areas and sampling locations are depicted on Figure 6.  A 

copy of the laboratory results for the total and TCLP lead samples is included in 

Appendix J.   
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4.4.2 NON-HAZARDOUS MATERIAL 

The non-hazardous soil excavation was conducted between October 7, 2011 and February 

23, 2012.  The excavation included the removal of all on-site soils to the shallow bedrock 

interface.  The elevation of bedrock for the entire Site with the exception of the northwest 

corner was less than the required excavation depth necessary to facilitate installation of 

the new buildings foundation (15-feet).  The presence of shallow bedrock required the 

excavation and removal of approximately 10,000 cubic yards of bedrock to achieve the 

required depth for construction.  The broken up pieces of bedrock, brick and concrete 

were segregated and transported off-site to Red Roc Materials in Lyndhurst, NJ, Bay 

Shore Recycling in Woodbridge, NJ.    

 

As previously detailed in Section 3.5, the elevation of bedrock sloped down below the 

required excavation depth of 15 feet in the northwest corner of the Site.  Prior to over-

excavating the soil remaining between the required depth of excavation and the bedrock 

interface soil samples were collected to determine the levels of any residual 

contaminants.  Based on the results of soil samples collected between 14 and 16 feet 

below it was determined that levels of pesticides and select metals were above Track 1 

Unrestricted Soil Cleanup Objectives (SCOs).  The residual contaminant levels were 

discussed with both NYCOER and the Site Owner and a decision was made to advance 

the excavation in the northwest corner of the Site and removal all soil until the bedrock 

interface was encountered to achieve the projects primary cleanup objective of Track 1 

Unrestricted SCO.  

 

As the excavation neared completion additional waste classification samples were 

collected on January 10, 2012 and February 3, 2012 to meet the frequency criteria of the 

Soil Safe facility.  Due to the presence of excess amount of debris beneath the 

construction ramp in grids C1, C2 and C3 the new results along with the previous results 
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from test pit TP-3 were forwarded to the Pure Soil Technologies facility in Jackson 

Township, NJ for disposal approval.  A copy of the additional waste classification data is 

included in Appendix G.  A copy of Pure Soil Technologies approval letter and operating 

permit are included in Appendix H.  There were no underground storage tanks 

encountered during the excavation and no material was reused on-site.   

 

4.5 MATERIALS DISPOSAL 

The soil disposal activities were conducted between October 7, 2011 and February 23, 

2012.  The site-wide excavation included the off-site disposal of a total of 14,568.70 tons 

of non-hazardous soil, 148.20 of lead hazardous soil, and approximately 10,750 cubic 

yards of bedrock, brick and concrete.  All transport of materials was performed by 

licensed haulers in accordance with appropriate local, State, and Federal regulations, 

including 6 NYCRR Part 364.  Haulers were appropriately licensed and trucks properly 

placarded.  Loaded vehicles leaving the Site were appropriately tarped, securely covered, 

and manifested in accordance with appropriate local, State, Federal and New York State 

Department of Transportation requirements (and all other applicable transportation 

requirements).   

 

Prior to shipping any waste off-site the selected disposal facilities were provided with 

information indicating that the material was being generated as part of a cleanup at a 

NYC Brownfield Site.  The facilities were also provided with complete copies of waste 

characterization test results, a summary of the soil profiling methodologies and  historical 

environmental reports.  A copy of the letters to the facilities and waste classification 

results are included in Appendix G. 
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Upon review of the soil profile and analytical data approval letters were received from 

Soil Safe, Inc., Pure Soil Technologies and the Bellmawr Redevelopment Site 

acknowledging their acceptance of the material.  Copies of acceptance letters from each 

disposal facility stating it is approved to accept the material and the corresponding 

operating permits are included in Appendix H.   

 

The tonnage and destination of the soil removed and disposed off-site is presented below: 

 

Destination Type of Material Quantity No of Trucks 

Clean Earth of NJ Lead-Hazardous Soil 148.20 tons 5 

Bellmawr  Site Non-Hazardous Soil 572.84 tons 18 

Soil Safe, Inc. Non-Hazardous Soil 11,583.61 tons 343 

Pure Soil Technologies Non-Hazardous Soil 2,412.25 tons 75 

 Totals 14716.90 tons 441 

 

A summary of the hazardous and non-hazardous waste disposal shipment is presented on 

Tables 5 and 6.  Copies of the final shipping manifest for each shipment are included in 

Appendix I and K.  Tables 5 and 6 summarize the dates, destination and total quantities 

of each class truckload of material removed from the Site. 
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4.6 BACKFILL IMPORT 

Prior to installing the building foundation approximately 1,500 cubic yards of recycled 

crushed concrete aggregate meeting NYC DOT specifications was imported to the Site 

from  NYC Concrete Materials in Maspeth, NY.  The material was utilized to bring over 

excavated areas up to the required construction grade. 

 

4.7 DEMARACTION 

All on-site soils were excavated until bedrock and no residual contaminated soil remained 

on-site.  As such demarcation was not necessary. 

 

 
5.0 ENGINEERING CONTROLS 

The remediation of the Site included site-wide excavation to bedrock to achieve a Track 1 

cleanup.  As such no engineering controls are required under this Remedial Action.  As 

an additional measure and a building structural requirement, a water-proofing membrane 

known as Grace 300LT and 160LT was installed beneath the entire Site.  The water-

proofing membrane was installed by building contractors with its installation periodically 

inspected by the Remedial Engineer or his designee.  The water/vapor barrier was 

installed according to the manufacturer’s product specifications over the entire bottom of 

the Site including the elevator shafts and sump ejector pits.  A technical product 

specification sheet for the Grace 160LT and 300LT barriers is included as Appendix L.  

Photographs documenting the installation are included in Appendix D.  The Grace water-

proofing membrane will also serve as an additional layer of protection against potential 

soil vapor intrusion from an unknown off-site source in the future.  As part of the 

building design, the sub-grade parking garage will be ventilated in accordance with the 

City of New York building code. 
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6.0  INSTITUTIONAL CONTROLS  

The remediation of the Site included site-wide excavation to bedrock to achieve a Track 1 

cleanup, As such no Institutional Controls are required under this Remedial Action.   

 

 

7.0 SITE MANAGEMENT PLAN 

The remediation of the Site included site-wide excavation to bedrock to achieve a Track 1 

cleanup.  As such a Site Management Plan is not required under this Remedial Action.   
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Sample ID EP-B2G EP-XX *Part 375
Sample Depth 14' 14' SCOs 

Matrix Soil Soil Unrestricted
Date Sampled 1/13/2012 1/13/2012 Use 

Units ug/Kg ug/Kg ug/Kg

Volatile Organics

Benzene ND ND 60

n-Butylbenzene ND ND 12,000

sec-Butylbenzene ND ND 11,000

tert-Butylbenzene ND ND 5,900

Ethylbenzene 0.35 J 0.25 J 1,000

Isopropylbenzene ND ND 2,300 **

p-Isopropyltoluene 3.8 J 1.2 J 10,000 **

Methyl Tert Butyl Ether ND ND 930

Naphthalene 2.0 J 1.8 J 1,2000 **

n-Propylbenzene ND ND 3,900

Toluene ND ND 700

1,2,4-Trimethylbenzene ND ND 3,600

1,3,5-Trimethylbenzene ND 0.27 J 8,400

m,p-Xylene 0.80 J 0.53 J 260

o-Xylene 0.34 J 0.26 J 260

Xylene (total) 1.1 J 0.79 J 260

Notes:

All concentrations are reported in micrograms per kilogram ( μg/kg) or parts per billion.

ND=Indicates the compound was analyzed for but not detected.

Sample EP-XX is a duplicate of Sample EP-B2G

J=Analyte detected below quantitation limits

* 6 NYCRR Part 375 Unrestricted Use Soil Cleanup Objectives.

** Guidnace value for these compounds were obatined from the NYSDEC CP-51 Guidance document.

260 West 26th Street, New York, NY

TABLE 1

Analytical Results for Volatile Organic Compounds in Soil Samples



Sample ID EP-A1 EP-A3 EP-B2 EP-X *Part 375
Sample Depth 14' 14' 14' 14' SCOs 

Matrix Soil Soil Soil Soil Unrestricted
Date Sampled 1/13/2012 1/13/2012 1/13/2012 1/13/2012 Use 

Units ug/Kg ug/Kg ug/Kg ug/Kg ug/Kg
Semi Volatile Organics
2-Chlorophenol ND ND ND ND NVG
4-Chloro-3-methyl phenol ND ND ND ND NVG
2,4-Dichlorophenol ND ND ND ND NVG
2,4-Dimethylphenol ND ND ND ND NVG
2,4-Dinitrophenol ND ND ND ND NVG
4,6-Dinitro-o-cresol ND ND ND ND NVG
2-Methylphenol ND ND ND ND 330
3&4-Methylphenol ND ND ND ND NVG
2-Nitrophenol ND ND ND ND NVG
4-Nitrophenol ND ND ND ND NVG
Pentachlorophenol ND ND ND ND 800
Phenol ND ND ND ND 330
2,3,4,6-Tetrachlorophenol ND ND ND ND NVG
2,4,5-Trichlorophenol ND ND ND ND NVG
2,4,6-Trichlorophenol ND ND ND ND NVG
Acenaphthene 30.9 J 58.7 52.5 ND 20,000
Acenaphthylene ND 26.3 J 28.4 J ND 100,000
Acetophenone ND ND ND ND NVG
Anthracene 59.9 146 146 15.9 J 100,000
Atrazine ND ND ND ND NVG
Benzo(a)anthracene 135 304 348 71.8 1,000
Benzo(a)pyrene 122 271 314 67.4 1,000
Benzo(b)fluoranthene 109 256 315 60.4 1,000
Benzo(g,h,i)perylene 69.6 168 199 43.1 100,000
Benzo(k)fluoranthene 83.9 154 180 44.4 800
4-Bromophenyl phenyl ether ND ND ND ND NVG
Butyl benzyl phthalate ND ND ND ND NVG
1,1'-Biphenyl ND ND ND ND NVG
Benzaldehyde ND ND ND ND NVG
2-Chloronaphthalene ND ND ND ND NVG
4-Chloroaniline ND ND ND ND NVG
Carbazole 23.7 J 72 70 ND NVG
Caprolactam ND ND ND ND NVG
Chrysene 126 291 325 64.1 1,000
bis(2-Chloroethoxy)methane ND ND ND ND NVG
bis(2-Chloroethyl)ether ND ND ND ND NVG
bis(2-Chloroisopropyl)ether ND ND ND ND NVG
4-Chlorophenyl phenyl ether ND ND ND ND NVG
2,4-Dinitrotoluene ND ND ND ND NVG
2,6-Dinitrotoluene ND ND ND ND NVG
3,3'-Dichlorobenzidine ND ND ND ND NVG
Dibenzo(a,h)anthracene 15.6 J 40.2 48.5 ND 330
Dibenzofuran 19.5 J 51.6 J 49.9 J ND 7,000
Di-n-butyl phthalate ND ND ND ND NVG
Di-n-octyl phthalate ND ND ND ND NVG
Diethyl phthalate ND ND ND ND NVG
Dimethyl phthalate ND ND ND ND NVG
bis(2-Ethylhexyl)phthalate 93.6 133 109 69.4 NVG
Fluoranthene 306 727 813 131 100,000
Fluorene 32.1 73.9 67.7 ND 30,000
Hexachlorobenzene ND ND ND ND 330
Hexachlorobutadiene ND ND ND ND NVG
Hexachlorocyclopentadiene ND ND ND ND NVG
Hexachloroethane ND ND ND ND NVG
Indeno(1,2,3-cd)pyrene 62.5 144 178 37.8 500
Isophorone ND ND ND ND NVG
2-Methylnaphthalene ND 31.1 J 19.7 J ND NVG
2-Nitroaniline ND ND ND ND NVG
3-Nitroaniline ND ND ND ND NVG
4-Nitroaniline ND ND ND ND NVG
Naphthalene 24.9 J 49.3 30.7 J ND 12,000
Nitrobenzene ND ND ND ND NVG
N-Nitroso-di-n-propylamine ND ND ND ND NVG
N-Nitrosodiphenylamine ND ND ND ND NVG
Phenanthrene 237 692 683 72.6 100,000
Pyrene 253 640 687 131 100,000
1,2,4,5-Tetrachlorobenzene ND ND ND ND NVG
Notes:
All concentrations are reported in micrograms per kilogram (μg/kg) or parts per billion.
NVG=No Value Given
J=Analyte detected below quantitation limits
EP-X is a field duplicate of sample EP-A1
* 6 NYCRR Part 375 Unrestricted Use Soil Cleanup Objectives.

TABLE 2
Analytical Results for Semi-Volatile Organic Compounds in Soil Samples

260 West 26th Street, New York, NY



Sample ID EP-A1 EP-A3 EP-B2 EP-X GP-A1 *Part 375
Sample Depth 14' 14' 14' 14' 16' SCOs

Matrix Soil Soil Soil Soil Soil Unrestricted
Date Sampled 1/13/2012 1/13/2012 1/13/2012 1/13/2012 1/23/2012 Use 

Units ug/Kg ug/Kg ug/Kg ug/Kg ug/Kg ug/Kg

Pesticides
Aldrin ND ND ND ND ND 5

alpha-BHC ND ND ND ND ND 20

beta-BHC ND ND ND ND ND 36

delta-BHC ND ND ND ND ND 40

gamma-BHC (Lindane) ND ND ND ND ND 100

alpha-Chlordane 2.6 ND 2.4 3.3 2.8 94

gamma-Chlordane 2.6 ND 3.0 3.9 2.6 NVG
Dieldrin ND ND ND ND ND 5

4,4'-DDD 6.3 3.1 3.4 1.6 2.2 3.3

4,4'-DDE 10.6 4.5 7.3 3.8 5.6 3.3

4,4'-DDT 82.7 c 16.8 29.1 18.2 57.4 b 3.3

Endrin ND ND ND ND ND 14

Endosulfan sulfate ND ND ND ND ND 2400

Endrin aldehyde ND ND ND ND ND NVG

Endosulfan-I ND ND ND ND ND 2400

Endosulfan-II ND ND ND ND ND 2400

Heptachlor ND ND ND ND ND 42

Heptachlor epoxide ND ND ND ND ND NVG

Methoxychlor ND ND ND ND ND NVG

Endrin ketone ND ND ND ND ND NVG

Toxaphene ND ND ND ND ND NVG

Notes:
All concentrations are reported in micrograms per kilogram (μg/kg) or parts per billion.

b - result is from run#2

c - calibration %RSD/%D exceeded for non-CCC analytes

EP-X is a field duplicate of sample EP-A1

E - compound was reported above the instruments calibration range
NVG - No Given Value

Bold and boxed indicates that value is above 6 NYCRR Part 375 Unrestricted Use Soil Cleanup Objectives.

TABLE 3

Analytical Results for Pesticides in Soil Samples
260 West 26th Street, New York, NY



Sample ID EP-A1 EP-A3 EP-B2 EP-X *Part 375

Sample Depth 14' 14' 14' 14' SCOs

Matrix Soil Soil Soil Soil Unrestricted

Date Sampled 1/13/2012 1/13/2012 1/13/2012 1/13/2012 Use 

Units mg/Kg mg/Kg mg/Kg mg/Kg mg/Kg
Metals

Aluminum 6,770 11,300 7,510 6,180 NVG

Antimony ND ND ND ND NVG

Arsenic ND 2.4 ND ND 13

Barium 96.1 211 136 81.8 350

Beryllium 0.35 0.41 0.39 0.32 7.2

Cadmium ND ND ND ND 2.5

Calcium 7,290 9,900 6,730 6,020 NVG

Chromium 17.6 22.4 18.6 17.7 NVG

Cobalt 5.7 9.3 6.6 ND NVG

Copper 14.1 35 17.4 10 50

Iron 11,500 20,600 13,700 10,900 NVG

Lead 40.4 104 55.4 21.4 63

Magnesium 4,110 6,490 4,170 3,630 NVG

Manganese 269 321 322 299 1,600

Mercury 0.14 0.17 0.2 0.048 0.18

Nickel 24.4 22.4 21.7 23.4 30

Potassium 2,750 6,440 3,610 2,890 NVG

Selenium ND ND ND ND 3.9

Silver ND ND ND ND 2

Sodium ND ND ND ND NVG

Thallium ND ND ND ND NVG

Vanadium 21.2 42.7 26.7 20.6 NVG

Zinc 42.2 127 58.2 36.1 109

Notes:

All concentrations are reported in milligrams per kilogram (mg/kg) or parts per million.

ND=Indicates the compound was analyzed for but not detected.

NVG - No Given Value

EP-X is a field duplicate of sample EP-A1

Bold and boxed indicates that value is above 6 NYCRR Part 375 Unrestricted Use Soil Cleanup Objectives.

TABLE 4
Analytical Results for Metals in Soil Samples

260 West 26th Street, New York, NY



Truck # Date Manifest # Classification Facility Destination Weight 
In Tons

Cumm Qty 
Tons

1 10/05/11 008930754 Haz-Solid (Lead) Clean Earth of North Jersey 28.98 28.98

2 10/05/11 008930754 Haz-Solid (Lead) Clean Earth of North Jersey 30.53 59.51

3 10/05/11 008930754 Haz-Solid (Lead) Clean Earth of North Jersey 31.93 91.44

4 10/07/11 008930770 Haz-Solid (Lead) Clean Earth of North Jersey 29.84 121.28

5 10/07/11 008930771 Haz-Solid (Lead) Clean Earth of North Jersey 26.92 148.20

Total Tons 148.20

Table 5

Summary of Hazardous Waste Disposal Activities

260 West 26th Street, New York, NY
BCP Project #11CBCP011M

Page 1 of 1



Truck # Date Manifest # Classification Facility Destination Weight In 
Tons

Cumm Qty 
Tons

1 10/07/11 001 Non-Haz Soil Soil Safe, Inc. 29.57 29.57
2 10/07/11 002 Non-Haz Soil Soil Safe, Inc. 29.34 58.91
3 10/07/11 003 Non-Haz Soil Soil Safe, Inc. 33.89 92.80
4 10/07/11 004 Non-Haz Soil Soil Safe, Inc. 24.73 117.53
5 10/07/11 005 Non-Haz Soil Soil Safe, Inc. 33.59 151.12
6 10/07/11 006 Non-Haz Soil Soil Safe, Inc. 36.75 187.87
7 10/07/11 007 Non-Haz Soil Soil Safe, Inc. 36.59 224.46
8 10/10/11 001 Non-Haz Soil Soil Safe, Inc. 33.75 258.21
9 10/10/11 002 Non-Haz Soil Soil Safe, Inc. 33.88 292.09
10 10/10/11 003 Non-Haz Soil Soil Safe, Inc. 36.37 328.46
11 10/10/11 004 Non-Haz Soil Soil Safe, Inc. 34.33 362.79
12 10/10/11 005 Non-Haz Soil Soil Safe, Inc. 31.79 394.58
13 10/10/11 006 Non-Haz Soil Soil Safe, Inc. 33.35 427.93
14 10/10/11 007 Non-Haz Soil Soil Safe, Inc. 37.10 465.03
15 10/10/11 008 Non-Haz Soil Soil Safe, Inc. 40.74 505.77
16 10/10/11 009 Non-Haz Soil Soil Safe, Inc. 35.93 541.70
17 10/10/11 010 Non-Haz Soil Soil Safe, Inc. 36.11 577.81
18 10/10/11 011 Non-Haz Soil Soil Safe, Inc. 38.86 616.67
19 10/10/11 012 Non-Haz Soil Soil Safe, Inc. 38.52 655.19
20 10/10/11 013 Non-Haz Soil Soil Safe, Inc. 42.93 698.12
21 10/10/11 014 Non-Haz Soil Soil Safe, Inc. 31.78 729.90
22 10/10/11 015 Non-Haz Soil Soil Safe, Inc. 33.99 763.89
23 10/10/11 547897 Non-Haz Soil Soil Safe, Inc. 39.99 803.88
24 10/10/11 547900 Non-Haz Soil Soil Safe, Inc. 36.26 840.14
25 10/19/11 001 Non-Haz Soil Bellmawr Waterfront Redev. Site 28.18 868.32
26 10/19/11 002 Non-Haz Soil Bellmawr Waterfront Redev. Site 30.61 898.93
27 10/19/11 003 Non-Haz Soil Bellmawr Waterfront Redev. Site 29.93 928.86
28 10/19/11 004 Non-Haz Soil Bellmawr Waterfront Redev. Site 30.36 959.22
29 10/19/11 005 Non-Haz Soil Bellmawr Waterfront Redev. Site 32.70 991.92
30 10/19/11 006 Non-Haz Soil Bellmawr Waterfront Redev. Site 36.94 1,028.86
31 10/19/11 007 Non-Haz Soil Bellmawr Waterfront Redev. Site 28.92 1,057.78
32 10/19/11 008 Non-Haz Soil Bellmawr Waterfront Redev. Site 32.99 1,090.77
33 10/19/11 009 Non-Haz Soil Bellmawr Waterfront Redev. Site 33.13 1,123.90
34 10/19/11 010 Non-Haz Soil Bellmawr Waterfront Redev. Site 29.15 1,153.05
35 10/20/11 001 Non-Haz Soil Soil Safe, Inc. 35.36 1,188.41
36 10/20/11 002 Non-Haz Soil Soil Safe, Inc. 29.24 1,217.65
37 10/20/11 003 Non-Haz Soil Soil Safe, Inc. 24.08 1,241.73
38 10/20/11 004 Non-Haz Soil Soil Safe, Inc. 28.95 1,270.68
39 10/20/11 005 Non-Haz Soil Soil Safe, Inc. 31.78 1,302.46

Table 6

Summary of Non-Hazardous Waste Disposal Activities

260 West 26th Street, New York, NY
BCP Project #11CBCP011M
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Truck # Date Manifest # Classification Facility Destination Weight In 
Tons

Cumm Qty 
Tons

Table 6

Summary of Non-Hazardous Waste Disposal Activities

260 West 26th Street, New York, NY
BCP Project #11CBCP011M

40 10/20/11 006 Non-Haz Soil Soil Safe, Inc. 31.68 1,334.14
41 10/20/11 007 Non-Haz Soil Soil Safe, Inc. 28.16 1,362.30
42 10/20/11 008 Non-Haz Soil Soil Safe, Inc. 31.46 1,393.76
43 10/20/11 009 Non-Haz Soil Soil Safe, Inc. 28.81 1,422.57
44 10/20/11 010 Non-Haz Soil Soil Safe, Inc. 25.57 1,448.14
45 10/20/11 011 Non-Haz Soil Soil Safe, Inc. 34.51 1,482.65
46 10/20/11 012 Non-Haz Soil Soil Safe, Inc. 36.11 1,518.76
47 10/20/11 013 Non-Haz Soil Soil Safe, Inc. 34.24 1,553.00
48 10/20/11 014 Non-Haz Soil Soil Safe, Inc. 35.17 1,588.17
49 10/20/11 015 Non-Haz Soil Soil Safe, Inc. 34.23 1,622.40
50 10/20/11 016 Non-Haz Soil Soil Safe, Inc. 34.79 1,657.19
51 10/20/11 017 Non-Haz Soil Soil Safe, Inc. 34.50 1,691.69
52 10/20/11 018 Non-Haz Soil Soil Safe, Inc. 29.45 1,721.14
53 10/20/11 019 Non-Haz Soil Soil Safe, Inc. 36.66 1,757.80
54 10/20/11 020 Non-Haz Soil Soil Safe, Inc. 34.99 1,792.79
55 10/20/11 021 Non-Haz Soil Soil Safe, Inc. 33.19 1,825.98
56 10/20/11 022 Non-Haz Soil Soil Safe, Inc. 36.59 1,862.57
57 10/20/11 023 Non-Haz Soil Soil Safe, Inc. 36.28 1,898.85
58 10/21/11 001 Non-Haz Soil Soil Safe, Inc. 32.09 1,930.94
59 10/21/11 002 Non-Haz Soil Soil Safe, Inc. 26.73 1,957.67
60 10/21/11 003 Non-Haz Soil Soil Safe, Inc. 34.60 1,992.27
61 10/21/11 004 Non-Haz Soil Soil Safe, Inc. 32.32 2,024.59
62 10/21/11 005 Non-Haz Soil Soil Safe, Inc. 36.90 2,061.49
63 10/21/11 006 Non-Haz Soil Soil Safe, Inc. 40.13 2,101.62
64 10/21/11 007 Non-Haz Soil Soil Safe, Inc. 34.84 2,136.46
65 10/21/11 008 Non-Haz Soil Soil Safe, Inc. 28.18 2,164.64
66 10/21/11 009 Non-Haz Soil Soil Safe, Inc. 26.90 2,191.54
67 10/21/11 010 Non-Haz Soil Soil Safe, Inc. 33.05 2,224.59
68 10/21/11 011 Non-Haz Soil Soil Safe, Inc. 29.64 2,254.23
69 10/21/11 012 Non-Haz Soil Soil Safe, Inc. 34.05 2,288.28
70 10/21/11 013 Non-Haz Soil Soil Safe, Inc. 39.26 2,327.54
71 10/21/11 014 Non-Haz Soil Soil Safe, Inc. 33.62 2,361.16
72 10/21/11 015 Non-Haz Soil Soil Safe, Inc. 40.05 2,401.21
73 10/21/11 016 Non-Haz Soil Soil Safe, Inc. 33.51 2,434.72
74 10/21/11 017 Non-Haz Soil Soil Safe, Inc. 32.07 2,466.79
75 10/21/11 018 Non-Haz Soil Soil Safe, Inc. 36.28 2,503.07
76 10/21/11 019 Non-Haz Soil Soil Safe, Inc. 35.92 2,538.99
77 10/21/11 020 Non-Haz Soil Soil Safe, Inc. 38.21 2,577.20
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78 10/21/11 021 Non-Haz Soil Soil Safe, Inc. 37.66 2,614.86
79 10/21/11 022 Non-Haz Soil Soil Safe, Inc. 35.80 2,650.66
80 10/21/11 023 Non-Haz Soil Soil Safe, Inc. 37.67 2,688.33
81 10/21/11 024 Non-Haz Soil Soil Safe, Inc. 37.16 2,725.49
82 10/21/11 025 Non-Haz Soil Soil Safe, Inc. 38.14 2,763.63
83 10/21/11 026 Non-Haz Soil Soil Safe, Inc. 37.20 2,800.83
84 10/21/11 027 Non-Haz Soil Soil Safe, Inc. 41.31 2,842.14
85 10/21/11 028 Non-Haz Soil Soil Safe, Inc. 36.71 2,878.85
86 10/21/11 029 Non-Haz Soil Soil Safe, Inc. 35.08 2,913.93
87 10/21/11 030 Non-Haz Soil Soil Safe, Inc. 37.89 2,951.82
88 10/21/11 031 Non-Haz Soil Soil Safe, Inc. 37.22 2,989.04
89 10/21/11 032 Non-Haz Soil Soil Safe, Inc. 35.08 3,024.12
90 10/21/11 033 Non-Haz Soil Soil Safe, Inc. 33.40 3,057.52
91 10/24/11 07506 Non-Haz Soil Bellmawr Waterfront Redev. Site 32.48 3,090.00
92 10/24/11 07507 Non-Haz Soil Bellmawr Waterfront Redev. Site 33.13 3,123.13
93 10/24/11 07510 Non-Haz Soil Bellmawr Waterfront Redev. Site 30.92 3,154.05
94 10/24/11 07511 Non-Haz Soil Bellmawr Waterfront Redev. Site 29.10 3,183.15
95 10/24/11 07512 Non-Haz Soil Bellmawr Waterfront Redev. Site 35.04 3,218.19
96 10/24/11 07513 Non-Haz Soil Bellmawr Waterfront Redev. Site 31.85 3,250.04
97 10/24/11 07514 Non-Haz Soil Bellmawr Waterfront Redev. Site 35.56 3,285.60
98 10/24/11 07507 Non-Haz Soil Bellmawr Waterfront Redev. Site 31.85 3,317.45
99 10/24/11 001 Non-Haz Soil Soil Safe, Inc. 27.24 3,344.69
100 10/24/11 002 Non-Haz Soil Soil Safe, Inc. 28.25 3,372.94
101 10/24/11 003 Non-Haz Soil Soil Safe, Inc. 31.24 3,404.18
102 10/24/11 004 Non-Haz Soil Soil Safe, Inc. 31.05 3,435.23
103 10/24/11 005 Non-Haz Soil Soil Safe, Inc. 30.67 3,465.90
104 10/24/11 006 Non-Haz Soil Soil Safe, Inc. 31.65 3,497.55
105 10/24/11 007 Non-Haz Soil Soil Safe, Inc. 34.85 3,532.40
106 10/24/11 008 Non-Haz Soil Soil Safe, Inc. 31.56 3,563.96
107 10/24/11 009 Non-Haz Soil Soil Safe, Inc. 31.10 3,595.06
108 10/24/11 010 Non-Haz Soil Soil Safe, Inc. 33.19 3,628.25
109 10/24/11 011 Non-Haz Soil Soil Safe, Inc. 32.72 3,660.97
110 10/24/11 012 Non-Haz Soil Soil Safe, Inc. 35.21 3,696.18
111 10/24/11 013 Non-Haz Soil Soil Safe, Inc. 31.36 3,727.54
112 10/24/11 014 Non-Haz Soil Soil Safe, Inc. 34.47 3,762.01
113 10/24/11 015 Non-Haz Soil Soil Safe, Inc. 28.17 3,790.18
114 10/24/11 016 Non-Haz Soil Soil Safe, Inc. 30.15 3,820.33
115 10/24/11 017 Non-Haz Soil Soil Safe, Inc. 35.46 3,855.79

Page 3 of 12



Truck # Date Manifest # Classification Facility Destination Weight In 
Tons

Cumm Qty 
Tons

Table 6

Summary of Non-Hazardous Waste Disposal Activities

260 West 26th Street, New York, NY
BCP Project #11CBCP011M

116 10/24/11 018 Non-Haz Soil Soil Safe, Inc. 39.72 3,895.51
117 10/24/11 019 Non-Haz Soil Soil Safe, Inc. 34.94 3,930.45
118 10/24/11 020 Non-Haz Soil Soil Safe, Inc. 33.51 3,963.96
119 10/24/11 021 Non-Haz Soil Soil Safe, Inc. 31.99 3,995.95
120 10/24/11 022 Non-Haz Soil Soil Safe, Inc. 31.00 4,026.95
121 10/24/11 023 Non-Haz Soil Soil Safe, Inc. 29.10 4,056.05
122 10/24/11 024 Non-Haz Soil Soil Safe, Inc. 30.73 4,086.78
123 10/24/11 025 Non-Haz Soil Soil Safe, Inc. 31.37 4,118.15
124 10/24/11 026 Non-Haz Soil Soil Safe, Inc. 29.91 4,148.06
125 10/24/11 027 Non-Haz Soil Soil Safe, Inc. 33.58 4,181.64
126 10/24/11 028 Non-Haz Soil Soil Safe, Inc. 33.50 4,215.14
127 10/24/11 029 Non-Haz Soil Soil Safe, Inc. 32.52 4,247.66
128 10/24/11 030 Non-Haz Soil Soil Safe, Inc. 28.10 4,275.76
129 10/24/11 031 Non-Haz Soil Soil Safe, Inc. 35.74 4,311.50
130 10/24/11 032 Non-Haz Soil Soil Safe, Inc. 29.58 4,341.08
131 10/25/11 001 Non-Haz Soil Soil Safe, Inc. 31.47 4,372.55
132 10/25/11 002 Non-Haz Soil Soil Safe, Inc. 34.27 4,406.82
133 10/25/11 003 Non-Haz Soil Soil Safe, Inc. 33.29 4,440.11
134 10/25/11 004 Non-Haz Soil Soil Safe, Inc. 30.28 4,470.39
135 10/25/11 005 Non-Haz Soil Soil Safe, Inc. 30.63 4,501.02
136 10/25/11 006 Non-Haz Soil Soil Safe, Inc. 30.07 4,531.09
137 10/25/11 007 Non-Haz Soil Soil Safe, Inc. 33.37 4,564.46
138 10/25/11 008 Non-Haz Soil Soil Safe, Inc. 33.74 4,598.20
139 10/25/11 009 Non-Haz Soil Soil Safe, Inc. 36.59 4,634.79
140 10/25/11 010 Non-Haz Soil Soil Safe, Inc. 29.53 4,664.32
141 10/25/11 011 Non-Haz Soil Soil Safe, Inc. 37.25 4,701.57
142 10/25/11 012 Non-Haz Soil Soil Safe, Inc. 29.62 4,731.19
143 10/25/11 013 Non-Haz Soil Soil Safe, Inc. 35.54 4,766.73
144 10/25/11 014 Non-Haz Soil Soil Safe, Inc. 29.15 4,795.88
145 10/25/11 015 Non-Haz Soil Soil Safe, Inc. 37.87 4,833.75
146 10/25/11 016 Non-Haz Soil Soil Safe, Inc. 33.33 4,867.08
147 10/25/11 017 Non-Haz Soil Soil Safe, Inc. 33.93 4,901.01
148 10/25/11 018 Non-Haz Soil Soil Safe, Inc. 32.84 4,933.85
149 10/25/11 019 Non-Haz Soil Soil Safe, Inc. 29.80 4,963.65
150 10/25/11 020 Non-Haz Soil Soil Safe, Inc. 34.75 4,998.40
151 10/25/11 021 Non-Haz Soil Soil Safe, Inc. 29.49 5,027.89
152 10/25/11 022 Non-Haz Soil Soil Safe, Inc. 29.49 5,057.38
153 10/25/11 023 Non-Haz Soil Soil Safe, Inc. 38.35 5,095.73
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154 10/25/11 024 Non-Haz Soil Soil Safe, Inc. 31.86 5,127.59
155 10/25/11 025 Non-Haz Soil Soil Safe, Inc. 30.04 5,157.63
156 10/25/11 026 Non-Haz Soil Soil Safe, Inc. 31.61 5,189.24
157 10/25/11 027 Non-Haz Soil Soil Safe, Inc. 36.52 5,225.76
158 10/25/11 028 Non-Haz Soil Soil Safe, Inc. 33.48 5,259.24
159 10/25/11 029 Non-Haz Soil Soil Safe, Inc. 34.66 5,293.90
160 10/25/11 030 Non-Haz Soil Soil Safe, Inc. 32.75 5,326.65
161 10/25/11 031 Non-Haz Soil Soil Safe, Inc. 32.85 5,359.50
162 10/25/11 032 Non-Haz Soil Soil Safe, Inc. 32.67 5,392.17
163 10/25/11 033 Non-Haz Soil Soil Safe, Inc. 33.61 5,425.78
164 10/25/11 034 Non-Haz Soil Soil Safe, Inc. 35.04 5,460.82
165 10/25/11 035 Non-Haz Soil Soil Safe, Inc. 32.98 5,493.80
166 10/26/11 001 Non-Haz Soil Soil Safe, Inc. 30.16 5,523.96
167 10/26/11 002 Non-Haz Soil Soil Safe, Inc. 30.77 5,554.73
168 10/26/11 003 Non-Haz Soil Soil Safe, Inc. 29.57 5,584.30
169 10/26/11 004 Non-Haz Soil Soil Safe, Inc. 34.68 5,618.98
170 10/26/11 005 Non-Haz Soil Soil Safe, Inc. 33.07 5,652.05
171 10/26/11 006 Non-Haz Soil Soil Safe, Inc. 32.21 5,684.26
172 10/26/11 007 Non-Haz Soil Soil Safe, Inc. 31.39 5,715.65
173 10/26/11 008 Non-Haz Soil Soil Safe, Inc. 31.56 5,747.21
174 10/26/11 009 Non-Haz Soil Soil Safe, Inc. 33.60 5,780.81
175 10/26/11 010 Non-Haz Soil Soil Safe, Inc. 33.62 5,814.43
176 10/26/11 011 Non-Haz Soil Soil Safe, Inc. 37.65 5,852.08
177 10/26/11 012 Non-Haz Soil Soil Safe, Inc. 32.62 5,884.70
178 10/26/11 013 Non-Haz Soil Soil Safe, Inc. 29.62 5,914.32
179 10/26/11 014 Non-Haz Soil Soil Safe, Inc. 30.96 5,945.28
180 11/01/11 001 Non-Haz Soil Soil Safe, Inc. 42.71 5,987.99
181 11/01/11 002 Non-Haz Soil Soil Safe, Inc. 34.69 6,022.68
182 11/01/11 003 Non-Haz Soil Soil Safe, Inc. 35.95 6,058.63
183 11/01/11 004 Non-Haz Soil Soil Safe, Inc. 34.12 6,092.75
184 11/01/11 005 Non-Haz Soil Soil Safe, Inc. 35.14 6,127.89
185 11/01/11 006 Non-Haz Soil Soil Safe, Inc. 37.20 6,165.09
186 11/02/11 001 Non-Haz Soil Soil Safe, Inc. 36.59 6,201.68
187 11/02/11 002 Non-Haz Soil Soil Safe, Inc. 38.61 6,240.29
188 11/02/11 003 Non-Haz Soil Soil Safe, Inc. 40.14 6,280.43
189 11/02/11 004 Non-Haz Soil Soil Safe, Inc. 38.24 6,318.67
190 11/02/11 005 Non-Haz Soil Soil Safe, Inc. 37.31 6,355.98
191 11/02/11 006 Non-Haz Soil Soil Safe, Inc. 41.61 6,397.59
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192 11/02/11 007 Non-Haz Soil Soil Safe, Inc. 41.52 6,439.11
193 11/02/11 008 Non-Haz Soil Soil Safe, Inc. 36.92 6,476.03
194 11/02/11 009 Non-Haz Soil Soil Safe, Inc. 36.89 6,512.92
195 11/02/11 010 Non-Haz Soil Soil Safe, Inc. 33.62 6,546.54
196 11/02/11 011 Non-Haz Soil Soil Safe, Inc. 37.79 6,584.33
197 11/02/11 012 Non-Haz Soil Soil Safe, Inc. 41.81 6,626.14
198 11/03/11 001 Non-Haz Soil Soil Safe, Inc. 39.13 6,665.27
199 11/03/11 002 Non-Haz Soil Soil Safe, Inc. 38.67 6,703.94
200 11/03/11 003 Non-Haz Soil Soil Safe, Inc. 41.61 6,745.55
201 11/03/11 004 Non-Haz Soil Soil Safe, Inc. 36.00 6,781.55
202 11/03/11 005 Non-Haz Soil Soil Safe, Inc. 37.54 6,819.09
203 11/03/11 006 Non-Haz Soil Soil Safe, Inc. 36.64 6,855.73
204 11/03/11 007 Non-Haz Soil Soil Safe, Inc. 36.38 6,892.11
205 11/03/11 008 Non-Haz Soil Soil Safe, Inc. 36.37 6,928.48
206 11/03/11 009 Non-Haz Soil Soil Safe, Inc. 35.45 6,963.93
207 11/03/11 010 Non-Haz Soil Soil Safe, Inc. 35.02 6,998.95
208 11/03/11 011 Non-Haz Soil Soil Safe, Inc. 35.47 7,034.42
209 11/04/11 001 Non-Haz Soil Soil Safe, Inc. 30.58 7,065.00
210 11/04/11 002 Non-Haz Soil Soil Safe, Inc. 36.08 7,101.08
211 11/04/11 003 Non-Haz Soil Soil Safe, Inc. 34.62 7,135.70
212 11/07/11 001 Non-Haz Soil Soil Safe, Inc. 27.00 7,162.70
213 11/07/11 002 Non-Haz Soil Soil Safe, Inc. 31.95 7,194.65
214 11/15/11 001 Non-Haz Soil Soil Safe, Inc. 33.89 7,228.54
215 11/15/11 002 Non-Haz Soil Soil Safe, Inc. 30.20 7,258.74
216 11/15/11 003 Non-Haz Soil Soil Safe, Inc. 34.94 7,293.68
217 11/15/11 004 Non-Haz Soil Soil Safe, Inc. 30.22 7,323.90
218 11/15/11 005 Non-Haz Soil Soil Safe, Inc. 27.45 7,351.35
219 11/15/11 006 Non-Haz Soil Soil Safe, Inc. 36.22 7,387.57
220 11/15/11 007 Non-Haz Soil Soil Safe, Inc. 37.55 7,425.12
221 11/17/11 001 Non-Haz Soil Soil Safe, Inc. 36.70 7,461.82
222 11/17/11 002 Non-Haz Soil Soil Safe, Inc. 28.47 7,490.29
223 11/17/11 003 Non-Haz Soil Soil Safe, Inc. 41.37 7,531.66
224 11/17/11 004 Non-Haz Soil Soil Safe, Inc. 34.23 7,565.89
225 11/17/11 005 Non-Haz Soil Soil Safe, Inc. 40.80 7,606.69
226 11/17/11 006 Non-Haz Soil Soil Safe, Inc. 31.84 7,638.53
227 11/18/11 001 Non-Haz Soil Soil Safe, Inc. 27.50 7,666.03
228 11/18/11 002 Non-Haz Soil Soil Safe, Inc. 28.86 7,694.89
229 11/18/11 003 Non-Haz Soil Soil Safe, Inc. 33.63 7,728.52
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230 11/18/11 004 Non-Haz Soil Soil Safe, Inc. 36.81 7,765.33
231 11/18/11 005 Non-Haz Soil Soil Safe, Inc. 28.88 7,794.21
232 11/18/11 006 Non-Haz Soil Soil Safe, Inc. 34.03 7,828.24
233 11/21/11 001 Non-Haz Soil Soil Safe, Inc. 31.35 7,859.59
234 11/21/11 002 Non-Haz Soil Soil Safe, Inc. 32.45 7,892.04
235 11/21/11 003 Non-Haz Soil Soil Safe, Inc. 35.77 7,927.81
236 11/21/11 004 Non-Haz Soil Soil Safe, Inc. 33.47 7,961.28
237 11/21/11 005 Non-Haz Soil Soil Safe, Inc. 35.85 7,997.13
238 11/21/11 006 Non-Haz Soil Soil Safe, Inc. 29.85 8,026.98
239 12/06/11 120601 Non-Haz Soil Soil Safe, Inc. 27.13 9,297.48
240 12/06/11 120602 Non-Haz Soil Soil Safe, Inc. 31.68 9,329.16
241 12/06/11 120603 Non-Haz Soil Soil Safe, Inc. 33.76 9,362.92
242 12/06/11 120604 Non-Haz Soil Soil Safe, Inc. 33.03 9,395.95
243 12/06/11 120605 Non-Haz Soil Soil Safe, Inc. 35.19 9,431.14
244 12/06/11 120606 Non-Haz Soil Soil Safe, Inc. 35.28 9,466.42
245 12/06/11 120607 Non-Haz Soil Soil Safe, Inc. 36.77 9,503.19
246 12/06/11 120608 Non-Haz Soil Soil Safe, Inc. 35.92 9,539.11
247 12/06/11 120609 Non-Haz Soil Soil Safe, Inc. 38.50 9,577.61
248 12/06/11 120610 Non-Haz Soil Soil Safe, Inc. 36.64 9,614.25
249 12/06/11 120611 Non-Haz Soil Soil Safe, Inc. 32.80 9,647.05
250 12/06/11 120612 Non-Haz Soil Soil Safe, Inc. 36.96 9,684.01
251 12/06/11 120613 Non-Haz Soil Soil Safe, Inc. 37.40 9,721.41
252 12/13/11 001 Non-Haz Soil Soil Safe, Inc. 32.22 8,059.20
253 12/13/11 002 Non-Haz Soil Soil Safe, Inc. 35.49 8,094.69
254 12/13/11 003 Non-Haz Soil Soil Safe, Inc. 36.26 8,130.95
255 12/13/11 004 Non-Haz Soil Soil Safe, Inc. 35.16 8,166.11
256 12/13/11 005 Non-Haz Soil Soil Safe, Inc. 37.59 8,203.70
257 12/13/11 006 Non-Haz Soil Soil Safe, Inc. 36.54 8,240.24
258 12/13/11 007 Non-Haz Soil Soil Safe, Inc. 33.65 8,273.89
259 12/13/11 008 Non-Haz Soil Soil Safe, Inc. 34.34 8,308.23
260 12/13/11 009 Non-Haz Soil Soil Safe, Inc. 36.56 8,344.79
261 12/13/11 010 Non-Haz Soil Soil Safe, Inc. 44.70 8,389.49
262 12/13/11 011 Non-Haz Soil Soil Safe, Inc. 35.56 8,425.05
263 12/13/11 012 Non-Haz Soil Soil Safe, Inc. 31.65 8,456.70
264 12/14/11 001 Non-Haz Soil Soil Safe, Inc. 24.99 8,481.69
265 12/14/11 002 Non-Haz Soil Soil Safe, Inc. 31.56 8,513.25
266 12/14/11 003 Non-Haz Soil Soil Safe, Inc. 31.66 8,544.91
267 12/14/11 004 Non-Haz Soil Soil Safe, Inc. 35.57 8,580.48
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268 12/14/11 005 Non-Haz Soil Soil Safe, Inc. 36.96 8,617.44
269 12/14/11 006 Non-Haz Soil Soil Safe, Inc. 32.17 8,649.61
270 12/14/11 007 Non-Haz Soil Soil Safe, Inc. 31.11 8,680.72
271 12/14/11 008 Non-Haz Soil Soil Safe, Inc. 36.55 8,717.27
272 12/15/11 001 Non-Haz Soil Soil Safe, Inc. 35.13 8,752.40
273 12/15/11 002 Non-Haz Soil Soil Safe, Inc. 33.78 8,786.18
274 12/15/11 003 Non-Haz Soil Soil Safe, Inc. 37.67 8,823.85
275 12/15/11 004 Non-Haz Soil Soil Safe, Inc. 30.80 8,854.65
276 12/15/11 005 Non-Haz Soil Soil Safe, Inc. 30.76 8,885.41
277 12/15/11 006 Non-Haz Soil Soil Safe, Inc. 32.27 8,917.68
278 12/15/11 007 Non-Haz Soil Soil Safe, Inc. 26.75 8,944.43
279 12/15/11 008 Non-Haz Soil Soil Safe, Inc. 37.36 8,981.79
280 12/15/11 009 Non-Haz Soil Soil Safe, Inc. 30.16 9,011.95
281 12/15/11 010 Non-Haz Soil Soil Safe, Inc. 29.76 9,041.71
282 12/15/11 011 Non-Haz Soil Soil Safe, Inc. 29.58 9,071.29
283 12/15/11 012 Non-Haz Soil Soil Safe, Inc. 31.57 9,102.86
284 12/15/11 013 Non-Haz Soil Soil Safe, Inc. 34.56 9,137.42
285 12/15/11 014 Non-Haz Soil Soil Safe, Inc. 36.58 9,174.00
286 12/15/11 015 Non-Haz Soil Soil Safe, Inc. 29.60 9,203.60
287 12/15/11 016 Non-Haz Soil Soil Safe, Inc. 34.28 9,237.88
288 12/15/11 017 Non-Haz Soil Soil Safe, Inc. 32.47 9,270.35
289 12/27/11 001 Non-Haz Soil Soil Safe, Inc. 33.76 9,755.17
290 12/27/11 002 Non-Haz Soil Soil Safe, Inc. 32.52 9,787.69
291 12/27/11 003 Non-Haz Soil Soil Safe, Inc. 35.12 9,822.81
292 12/27/11 004 Non-Haz Soil Soil Safe, Inc. 32.56 9,855.37
293 12/27/11 005 Non-Haz Soil Soil Safe, Inc. 36.54 9,891.91
294 12/27/11 006 Non-Haz Soil Soil Safe, Inc. 35.13 9,927.04
295 12/27/11 007 Non-Haz Soil Soil Safe, Inc. 31.99 9,959.03
296 12/27/11 008 Non-Haz Soil Soil Safe, Inc. 34.12 9,993.15
297 12/27/11 009 Non-Haz Soil Soil Safe, Inc. 33.86 10,027.01
298 12/27/11 010 Non-Haz Soil Soil Safe, Inc. 32.18 10,059.19
299 12/28/11 001 Non-Haz Soil Soil Safe, Inc. 34.53 10,093.72
300 12/28/11 002 Non-Haz Soil Soil Safe, Inc. 35.72 10,129.44
301 12/28/11 003 Non-Haz Soil Soil Safe, Inc. 31.58 10,161.02
302 12/28/11 004 Non-Haz Soil Soil Safe, Inc. 30.60 10,191.62
303 12/28/11 005 Non-Haz Soil Soil Safe, Inc. 32.43 10,224.05
304 12/28/11 006 Non-Haz Soil Soil Safe, Inc. 30.60 10,254.65
305 12/28/11 007 Non-Haz Soil Soil Safe, Inc. 34.52 10,289.17
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306 12/28/11 008 Non-Haz Soil Soil Safe, Inc. 31.55 10,320.72
307 12/28/11 009 Non-Haz Soil Soil Safe, Inc. 32.73 10,353.45
308 12/28/11 010 Non-Haz Soil Soil Safe, Inc. 32.99 10,386.44
309 12/28/11 011 Non-Haz Soil Soil Safe, Inc. 32.12 10,418.56
310 12/28/11 012 Non-Haz Soil Soil Safe, Inc. 32.53 10,451.09
311 12/28/11 013 Non-Haz Soil Soil Safe, Inc. 31.18 10,482.27
312 12/29/11 014 Non-Haz Soil Soil Safe, Inc. 32.29 10,514.56
313 12/29/11 001 Non-Haz Soil Soil Safe, Inc. 32.40 10,546.96
314 12/29/11 002 Non-Haz Soil Soil Safe, Inc. 36.66 10,583.62
315 12/29/11 003 Non-Haz Soil Soil Safe, Inc. 33.11 10,616.73
316 12/29/11 004 Non-Haz Soil Soil Safe, Inc. 34.62 10,651.35
317 12/29/11 005 Non-Haz Soil Soil Safe, Inc. 36.48 10,687.83
318 12/29/11 006 Non-Haz Soil Soil Safe, Inc. 33.70 10,721.53
319 12/29/11 007 Non-Haz Soil Soil Safe, Inc. 37.80 10,759.33
320 12/29/11 008 Non-Haz Soil Soil Safe, Inc. 32.21 10,791.54
321 01/09/12 001 Non-Haz Soil Soil Safe, Inc. 34.77 10,826.31
322 01/09/12 002 Non-Haz Soil Soil Safe, Inc. 27.09 10,853.40
323 01/09/12 003 Non-Haz Soil Soil Safe, Inc. 27.60 10,881.00
324 01/09/12 004 Non-Haz Soil Soil Safe, Inc. 30.19 10,911.19
325 01/09/12 005 Non-Haz Soil Soil Safe, Inc. 34.79 10,945.98
326 01/09/12 006 Non-Haz Soil Soil Safe, Inc. 35.24 10,981.22
327 01/09/12 007 Non-Haz Soil Soil Safe, Inc. 35.52 11,016.74
328 01/09/12 008 Non-Haz Soil Soil Safe, Inc. 36.15 11,052.89
329 01/09/12 009 Non-Haz Soil Soil Safe, Inc. 32.67 11,085.56
330 01/10/12 001 Non-Haz Soil Soil Safe, Inc. 33.50 11,119.06
331 01/10/12 002 Non-Haz Soil Soil Safe, Inc. 30.02 11,149.08
332 01/10/12 003 Non-Haz Soil Soil Safe, Inc. 37.93 11,187.01
333 01/10/12 004 Non-Haz Soil Soil Safe, Inc. 32.04 11,219.05
334 01/10/12 005 Non-Haz Soil Soil Safe, Inc. 29.91 11,248.96
335 01/10/12 006 Non-Haz Soil Soil Safe, Inc. 33.90 11,282.86
336 01/10/12 007 Non-Haz Soil Soil Safe, Inc. 35.79 11,318.65
337 01/10/12 008 Non-Haz Soil Soil Safe, Inc. 33.84 11,352.49
338 01/10/12 009 Non-Haz Soil Soil Safe, Inc. 35.04 11,387.53
339 01/10/12 010 Non-Haz Soil Soil Safe, Inc. 32.96 11,420.49
340 01/10/12 011 Non-Haz Soil Soil Safe, Inc. 30.32 11,450.81
341 01/10/12 012 Non-Haz Soil Soil Safe, Inc. 32.73 11,483.54
342 01/11/12 001 Non-Haz Soil Soil Safe, Inc. 40.58 11,524.12
343 01/11/12 002 Non-Haz Soil Soil Safe, Inc. 31.06 11,555.18
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344 01/11/12 003 Non-Haz Soil Soil Safe, Inc. 31.27 11,586.45
345 01/11/12 004 Non-Haz Soil Soil Safe, Inc. 33.69 11,620.14
346 01/11/12 005 Non-Haz Soil Soil Safe, Inc. 33.30 11,653.44
347 01/11/12 006 Non-Haz Soil Soil Safe, Inc. 31.65 11,685.09
348 01/11/12 007 Non-Haz Soil Soil Safe, Inc. 30.79 11,715.88
349 01/12/12 001 Non-Haz Soil Soil Safe, Inc. 36.89 11,752.77
350 01/12/12 002 Non-Haz Soil Soil Safe, Inc. 34.27 11,787.04
351 01/12/12 003 Non-Haz Soil Soil Safe, Inc. 30.11 11,817.15
352 01/12/12 004 Non-Haz Soil Soil Safe, Inc. 31.65 11,848.80
353 01/12/12 005 Non-Haz Soil Soil Safe, Inc. 26.00 11,874.80
354 01/12/12 006 Non-Haz Soil Soil Safe, Inc. 37.37 11,912.17
355 01/12/12 007 Non-Haz Soil Soil Safe, Inc. 34.57 11,946.74
356 01/12/12 008 Non-Haz Soil Soil Safe, Inc. 29.41 11,976.15
357 01/16/12 001 Non-Haz Soil Soil Safe, Inc. 33.34 12,009.49
358 01/16/12 002 Non-Haz Soil Soil Safe, Inc. 36.16 12,045.65
359 01/16/12 003 Non-Haz Soil Soil Safe, Inc. 39.83 12,085.48
360 01/16/12 004 Non-Haz Soil Soil Safe, Inc. 36.80 12,122.28
361 01/16/12 005 Non-Haz Soil Soil Safe, Inc. 34.17 12,156.45
362 01/31/12 001 Non-Haz Soil Pure Soil Technologies 32.10 12,188.55
363 01/31/12 002 Non-Haz Soil Pure Soil Technologies 22.44 12,210.99
364 01/31/12 003 Non-Haz Soil Pure Soil Technologies 35.43 12,246.42
365 01/31/12 004 Non-Haz Soil Pure Soil Technologies 30.71 12,277.13
366 01/31/12 005 Non-Haz Soil Pure Soil Technologies 31.53 12,308.66
367 01/31/12 006 Non-Haz Soil Pure Soil Technologies 32.46 12,341.12
368 02/03/12 001 Non-Haz Soil Pure Soil Technologies 32.61 12,373.73
369 02/03/12 002 Non-Haz Soil Pure Soil Technologies 27.53 12,401.26
370 02/03/12 003 Non-Haz Soil Pure Soil Technologies 37.17 12,438.43
371 02/03/12 004 Non-Haz Soil Pure Soil Technologies 29.02 12,467.45
372 02/03/12 005 Non-Haz Soil Pure Soil Technologies 34.09 12,501.54
373 02/03/12 006 Non-Haz Soil Pure Soil Technologies 29.07 12,530.61
374 02/03/12 007 Non-Haz Soil Pure Soil Technologies 33.59 12,564.20
375 02/03/12 008 Non-Haz Soil Pure Soil Technologies 32.14 12,596.34
376 02/13/12 001 Non-Haz Soil Pure Soil Technologies 36.18 12,632.52
377 02/13/12 002 Non-Haz Soil Pure Soil Technologies 34.42 12,666.94
378 02/13/12 003 Non-Haz Soil Pure Soil Technologies 33.52 12,700.46
379 02/13/12 004 Non-Haz Soil Pure Soil Technologies 32.65 12,733.11
380 02/13/12 005 Non-Haz Soil Pure Soil Technologies 32.16 12,765.27
381 02/13/12 006 Non-Haz Soil Pure Soil Technologies 32.92 12,798.19
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382 02/13/12 007 Non-Haz Soil Pure Soil Technologies 28.91 12,827.10
383 02/13/12 008 Non-Haz Soil Pure Soil Technologies 31.65 12,858.75
384 02/13/12 009 Non-Haz Soil Pure Soil Technologies 33.89 12,892.64
385 02/13/12 010 Non-Haz Soil Pure Soil Technologies 35.40 12,928.04
386 02/13/12 011 Non-Haz Soil Pure Soil Technologies 34.65 12,962.69
387 02/13/12 012 Non-Haz Soil Pure Soil Technologies 32.60 12,995.29
388 02/13/12 013 Non-Haz Soil Pure Soil Technologies 35.37 13,030.66
389 02/13/12 014 Non-Haz Soil Pure Soil Technologies 30.93 13,061.59
390 02/13/12 015 Non-Haz Soil Pure Soil Technologies 29.09 13,090.68
391 02/13/12 016 Non-Haz Soil Pure Soil Technologies 32.55 13,123.23
392 02/14/12 03108 Non-Haz Soil Pure Soil Technologies 33.70 13,156.93
393 02/14/12 03107 Non-Haz Soil Pure Soil Technologies 34.83 13,191.76
394 02/14/12 03101 Non-Haz Soil Pure Soil Technologies 34.30 13,226.06
395 02/14/12 03106 Non-Haz Soil Pure Soil Technologies 33.69 13,259.75
396 02/14/12 03105 Non-Haz Soil Pure Soil Technologies 33.49 13,293.24
397 02/14/12 03245 Non-Haz Soil Pure Soil Technologies 33.94 13,327.18
398 02/14/12 03248 Non-Haz Soil Pure Soil Technologies 29.42 13,356.60
399 02/14/12 03249 Non-Haz Soil Pure Soil Technologies 33.65 13,390.25
400 02/14/12 03251 Non-Haz Soil Pure Soil Technologies 26.32 13,416.57
401 02/14/12 03252 Non-Haz Soil Pure Soil Technologies 33.89 13,450.46
402 02/14/12 03104 Non-Haz Soil Pure Soil Technologies 28.26 13,478.72
403 02/14/12 03246 Non-Haz Soil Pure Soil Technologies 27.64 13,506.36
404 02/14/12 03247 Non-Haz Soil Pure Soil Technologies 28.55 13,534.91
405 02/14/12 03250 Non-Haz Soil Pure Soil Technologies 30.69 13,565.60
406 02/14/12 03253 Non-Haz Soil Pure Soil Technologies 27.33 13,592.93
407 02/22/12 03241 Non-Haz Soil Pure Soil Technologies 32.66 13,625.59
408 02/22/12 03116 Non-Haz Soil Pure Soil Technologies 36.37 13,661.96
409 02/22/12 03136 Non-Haz Soil Pure Soil Technologies 34.88 13,696.84
410 02/22/12 13120 Non-Haz Soil Pure Soil Technologies 32.84 13,729.68
411 02/22/12 03138 Non-Haz Soil Pure Soil Technologies 37.00 13,766.68
412 02/22/12 03146 Non-Haz Soil Pure Soil Technologies 33.54 13,800.22
413 02/22/12 03145 Non-Haz Soil Pure Soil Technologies 32.58 13,832.80
414 02/22/12 03142 Non-Haz Soil Pure Soil Technologies 32.24 13,865.04
415 02/22/12 03126 Non-Haz Soil Pure Soil Technologies 32.81 13,897.85
416 02/22/12 03134 Non-Haz Soil Pure Soil Technologies 30.31 13,928.16
417 02/22/12 03124 Non-Haz Soil Pure Soil Technologies 29.24 13,957.40
418 02/22/12 03123 Non-Haz Soil Pure Soil Technologies 31.65 13,989.05
419 02/22/12 03128 Non-Haz Soil Pure Soil Technologies 32.25 14,021.30
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Truck # Date Manifest # Classification Facility Destination Weight In 
Tons

Cumm Qty 
Tons

Table 6

Summary of Non-Hazardous Waste Disposal Activities

260 West 26th Street, New York, NY
BCP Project #11CBCP011M

420 02/22/12 03130 Non-Haz Soil Pure Soil Technologies 32.44 14,053.74
421 02/22/12 03141 Non-Haz Soil Pure Soil Technologies 29.04 14,082.78
422 02/22/12 03243 Non-Haz Soil Pure Soil Technologies 32.25 14,115.03
423 02/22/12 03242 Non-Haz Soil Pure Soil Technologies 31.43 14,146.46
424 02/22/12 03117 Non-Haz Soil Pure Soil Technologies 33.26 14,179.72
425 02/22/12 03119 Non-Haz Soil Pure Soil Technologies 32.21 14,211.93
426 02/22/12 03137 Non-Haz Soil Pure Soil Technologies 35.10 14,247.03
427 02/22/12 03118 Non-Haz Soil Pure Soil Technologies 33.62 14,280.65
428 02/22/12 03139 Non-Haz Soil Pure Soil Technologies 33.91 14,314.56
429 02/22/12 03143 Non-Haz Soil Pure Soil Technologies 29.59 14,344.15
430 02/22/12 03144 Non-Haz Soil Pure Soil Technologies 30.27 14,374.42
431 02/22/12 03127 Non-Haz Soil Pure Soil Technologies 31.91 14,406.33
432 02/23/12 03131 Non-Haz Soil Pure Soil Technologies 33.66 14,439.99
433 02/23/12 03132 Non-Haz Soil Pure Soil Technologies 31.67 14,471.66
434 02/23/12 03122 Non-Haz Soil Pure Soil Technologies 32.89 14,504.55
435 02/23/12 03153 Non-Haz Soil Pure Soil Technologies 35.49 14,540.04
436 02/23/12 03240 Non-Haz Soil Pure Soil Technologies 28.66 14,568.70

Total Tons = 14,568.70
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Sample Location Depth (feet) Sample Type Sample Jars Analysis
TP-1 0-7 varying depth 5-pt. composite (2) 2 oz. TPH 8015M - Two (2) five point composite samples from different depths
TP-1 0-7 at Highest PID grab (2) encore and (1) 2 oz. VOCs 8260B (NJDEP Soil Cleanup List + TCL/TAL)
TP-1 0-7 5-pt. composite (2) 8oz. SVOCs (NJDEP Soil Cleanup List + TCL/TAL), Total Metals (TAL) + Cyanide and Hexavalant Chromium, PCBs, Herbidies/Pesticides (NJDEP Soil Cleanup List+TCL/TAL), Full TCLP (VOCs, SVOCs, Metals, Herbs/Pest and RCRA Characteristics)
TP-1 0-7 5-pt. composite (1) 8oz. PAHs 8270, RCRA Metals 6010, Ign, react, corrivity/pH, PCBs 8082A, TCLP RCRA Metals 1311/6010 
TP-1 7-14 5-pt. composite (2) 2 oz. TPH 8015M - Two (2) five point composite samples from different depths
TP-1 7-14 at Highest PID grab (2) encore and (1) 2 oz. VOCs 8260B (NJDEP Soil Cleanup List + TCL/TAL)
TP-1 7-14 5-pt. composite (2) 8oz. SVOCs (NJDEP Soil Cleanup List + TCL/TAL), Total Metals (TAL) + Cyanide and Hexavalant Chromium, PCBs, Herbidies/Pesticides (NJDEP Soil Cleanup List+TCL/TAL), Full TCLP (VOCs, SVOCs, Metals, Herbs/Pest and RCRA Characteristics)
TP-1 7-14 5-pt. composite (1) 8oz. PAHs 8270, RCRA Metals 6010, Ign, react, corrivity/pH, PCBs 8082A, TCLP RCRA Metals 1311/6010 
TP-2 0-7 varying depth 5-pt. composite (2) 2 oz. TPH 8015M - Two (2) five point composite samples from different depths
TP-2 0-7 at Highest PID grab (2) encore and (1) 2 oz. VOCs 8260B (NJDEP Soil Cleanup List + TCL/TAL)
TP-2 0-7 5-pt. composite (2) 8oz. SVOCs (NJDEP Soil Cleanup List + TCL/TAL), Total Metals (TAL) + Cyanide and Hexavalant Chromium, PCBs, Herbidies/Pesticides (NJDEP Soil Cleanup List+TCL/TAL), Full TCLP (VOCs, SVOCs, Metals, Herbs/Pest and RCRA Characteristics)
TP-2 0-7 5-pt. composite (1) 8oz. PAHs 8270, RCRA Metals 6010, Ign, react, corrivity/pH, PCBs 8082A, TCLP RCRA Metals 1311/6010 
TP-2 7-14 5-pt. composite (2) 2 oz. TPH 8015M - Two (2) five point composite samples from different depths
TP-2 7-14 at Highest PID grab (2) encore and (1) 2 oz. VOCs 8260B (NJDEP Soil Cleanup List + TCL/TAL)
TP-2 7-14 5-pt. composite (2) 8oz. SVOCs (NJDEP Soil Cleanup List + TCL/TAL), Total Metals (TAL) + Cyanide and Hexavalant Chromium, PCBs, Herbidies/Pesticides (NJDEP Soil Cleanup List+TCL/TAL), Full TCLP (VOCs, SVOCs, Metals, Herbs/Pest and RCRA Characteristics)
TP-2 7-14 5-pt. composite (1) 8oz. PAHs 8270, RCRA Metals 6010, Ign, react, corrivity/pH, PCBs 8082A, TCLP RCRA Metals 1311/6010 
TP-3 0-7 varying depth 5-pt. composite (2) 2 oz. TPH 8015M - Two (2) five point composite samples from different depths
TP-3 0-7 at Highest PID grab (2) encore and (1) 2 oz. VOCs 8260B (NJDEP Soil Cleanup List + TCL/TAL)
TP-3 0-7 5-pt. composite (2) 8oz. SVOCs (NJDEP Soil Cleanup List + TCL/TAL), Total Metals (TAL) + Cyanide and Hexavalant Chromium, PCBs, Herbidies/Pesticides (NJDEP Soil Cleanup List+TCL/TAL), Full TCLP (VOCs, SVOCs, Metals, Herbs/Pest and RCRA Characteristics)
TP-3 0-7 5-pt. composite (1) 8oz. PAHs 8270, RCRA Metals 6010, Ign, react, corrivity/pH, PCBs 8082A, TCLP RCRA Metals 1311/6010 
TP-3 7-14 5-pt. composite (2) 2 oz. TPH 8015M - Two (2) five point composite samples from different depths
TP-3 7-14 at Highest PID grab (2) encore and (1) 2 oz. VOCs 8260B (NJDEP Soil Cleanup List + TCL/TAL)
TP-3 7-14 5-pt. composite (2) 8oz. SVOCs (NJDEP Soil Cleanup List + TCL/TAL), Total Metals (TAL) + Cyanide and Hexavalant Chromium, PCBs, Herbidies/Pesticides (NJDEP Soil Cleanup List+TCL/TAL), Full TCLP (VOCs, SVOCs, Metals, Herbs/Pest and RCRA Characteristics)
TP-3 7-14 5-pt. composite (1) 8oz. PAHs 8270, RCRA Metals 6010, Ign, react, corrivity/pH, PCBs 8082A, TCLP RCRA Metals 1311/6010 
TP-4 0-7 varying depth 5-pt. composite (2) 2 oz. TPH 8015M - Two (2) five point composite samples from different depths
TP-4 0-7 at Highest PID grab (2) encore and (1) 2 oz. VOCs 8260B (NJDEP Soil Cleanup List + TCL/TAL)
TP-4 0-7 5-pt. composite (2) 8oz. SVOCs (NJDEP Soil Cleanup List + TCL/TAL), Total Metals (TAL) + Cyanide and Hexavalant Chromium, PCBs, Herbidies/Pesticides (NJDEP Soil Cleanup List+TCL/TAL), Full TCLP (VOCs, SVOCs, Metals, Herbs/Pest and RCRA Characteristics)
TP-4 0-7 5-pt. composite (1) 8oz. PAHs 8270, RCRA Metals 6010, Ign, react, corrivity/pH, PCBs 8082A, TCLP RCRA Metals 1311/6010 
TP-4 7-14 5-pt. composite (2) 2 oz. TPH 8015M - Two (2) five point composite samples from different depths
TP-4 7-14 at Highest PID grab (2) encore and (1) 2 oz. VOCs 8260B (NJDEP Soil Cleanup List + TCL/TAL)
TP-4 7-14 5-pt. composite (2) 8oz. SVOCs (NJDEP Soil Cleanup List + TCL/TAL), Total Metals (TAL) + Cyanide and Hexavalant Chromium, PCBs, Herbidies/Pesticides (NJDEP Soil Cleanup List+TCL/TAL), Full TCLP (VOCs, SVOCs, Metals, Herbs/Pest and RCRA Characteristics)
TP-4 7-14 5-pt. composite (1) 8oz. PAHs 8270, RCRA Metals 6010, Ign, react, corrivity/pH, PCBs 8082A, TCLP RCRA Metals 1311/6010 
TP-5 0 - bedrock varying depth 5-pt. composite (4) 2 oz. TPH 8015M - Four (4) five point composite samples from different depths
TP-5 0 - bedrock at Highest PID grab (2) encore and (1) 2 oz. VOCs 8260B (NJDEP Soil Cleanup List + TCL/TAL)
TP-5 0 - bedrock 5-pt. composite (2) 8oz. SVOCs (NJDEP Soil Cleanup List + TCL/TAL), Total Metals (TAL) + Cyanide and Hexavalant Chromium, PCBs, Herbidies/Pesticides (NJDEP Soil Cleanup List+TCL/TAL), Full TCLP (VOCs, SVOCs, Metals, Herbs/Pest and RCRA Characteristics)
TP-5 0 - bedrock 5-pt. composite (1) 8oz. PAHs 8270, RCRA Metals 6010, Ign, react, corrivity/pH, PCBs 8082A, TCLP RCRA Metals 1311/6010 
TP-6 0 - bedrock varying depth 5-pt. composite (4) 2 oz. TPH 8015M - Four (4) five point composite samples from different depths
TP-6 0 - bedrock at Highest PID grab (2) encore and (1) 2 oz. VOCs 8260B (NJDEP Soil Cleanup List + TCL/TAL)
TP-6 0 - bedrock 5-pt. composite (2) 8oz. SVOCs (NJDEP Soil Cleanup List + TCL/TAL), Total Metals (TAL) + Cyanide and Hexavalant Chromium, PCBs, Herbidies/Pesticides (NJDEP Soil Cleanup List+TCL/TAL), Full TCLP (VOCs, SVOCs, Metals, Herbs/Pest and RCRA Characteristics)
TP-6 0 - bedrock 5-pt. composite (1) 8oz. PAHs 8270, RCRA Metals 6010, Ign, react, corrivity/pH, PCBs 8082A, TCLP RCRA Metals 1311/6010 
TP-7 0 - bedrock varying depth 5-pt. composite (4) 2 oz. TPH 8015M - Four (4) five point composite samples from different depths
TP-7 0 - bedrock at Highest PID grab (2) encore and (1) 2 oz. VOCs 8260B (NJDEP Soil Cleanup List + TCL/TAL)
TP-7 0 - bedrock 5-pt. composite (2) 8oz. SVOCs (NJDEP Soil Cleanup List + TCL/TAL), Total Metals (TAL) + Cyanide and Hexavalant Chromium, PCBs, Herbidies/Pesticides (NJDEP Soil Cleanup List+TCL/TAL), Full TCLP (VOCs, SVOCs, Metals, Herbs/Pest and RCRA Characteristics)
TP-7 0 - bedrock 5-pt. composite (1) 8oz. PAHs 8270, RCRA Metals 6010, Ign, react, corrivity/pH, PCBs 8082A, TCLP RCRA Metals 1311/6010 
TP-8 0 - bedrock varying depth 5-pt. composite (4) 2 oz. TPH 8015M - Four (4) five point composite samples from different depths
TP-8 0 - bedrock at Highest PID grab (2) encore and (1) 2 oz. VOCs 8260B (NJDEP Soil Cleanup List + TCL/TAL)
TP-8 0 - bedrock 5-pt. composite (2) 8oz. SVOCs (NJDEP Soil Cleanup List + TCL/TAL), Total Metals (TAL) + Cyanide and Hexavalant Chromium, PCBs, Herbidies/Pesticides (NJDEP Soil Cleanup List+TCL/TAL), Full TCLP (VOCs, SVOCs, Metals, Herbs/Pest and RCRA Characteristics)
TP-8 0 - bedrock 5-pt. composite (1) 8oz. PAHs 8270, RCRA Metals 6010, Ign, react, corrivity/pH, PCBs 8082A, TCLP RCRA Metals 1311/6010 

One composite sample from the site must also get Paint filter Method 9095

Table 7
Summary of Waste Characterization Sampling for Test Pits

260 West 26th Street, New York, NY
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APPENDIX A 

SUSTAINABILITY REPORT 

 

This Remedial Action Work Plan provides for sustainable remediation and redevelopment through a 
variety of means that are defined in this Sustainability Report.  

Reuse of Clean, Recyclable Materials.  Reuse of clean, recyclable materials reduces consumption 

of non-renewable virgin resources and can provide energy savings and greenhouse gas reduction since 

these materials can be locally-derived.  We have used approximately 1,582 cubic yards of recycled 

crushed concrete aggregate.   

Conservation of Non-Renewable Resources.  Reduced consumption of non-renewable resources 

such as soil and top-soil lowers the overall environmental impact of the project on the region by 

conserving these resources.  

Conservation of non-renewable resources was achieved by utilizing crushed concrete to raise and 

level the final grade of the excavation for construction purposes as opposed to virgin soil.  An estimate of 

the cubic yards of non-renewable resources, the use of which was avoided under this plan, is 

approximately 1,500 cubic yards. 

Recontamination Control.  Recontamination after cleanup and redevelopment is completed 

undermines the value of work performed, may result in a property that is less protective of public health or 

the environment, and may necessitate additional cleanup work later that could impede future 

redevelopment.  Recontamination can arise from future releases that occur within the property or by influx 

of existing contamination from off-Site.  

The area of the Site that utilizes recontamination controls under this plan is 32,118.19 square feet, or 

100% of the project area.  The measures taken to prevent site recontamination include the installation of 

a water-proofing membrane below the cellar slab and along all foundation walls and “Track 1” site 

remediation assuring that there are is no contaminated soil left on site.   
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Storm-water Retention.  Storm-water retention improves water quality by lowering the rate of 

combined storm-water and sewer discharges to NYC’s sewage treatment plants during periods of 

precipitation, and reduces the volume of untreated influent to local surface waters.   

 We are utilizing control flow roof drainage on the main roof which will slowly discharge the buildup of 

storm water to the city sewer system in a prescribed CFS allowable rate.  Based on this the 6,533 sq. ft. 

green roof will retain 30% of the storm water falling on this roof.  Based on this, we can calculate the 

discharge – 6,533/43560 x 5.95 x 0.70 = 0.62 cfs.  C of 1.0 = 0.89 cfs.  We effectively are retaining 0.27 

cfs or 30%. 

Linkage with Green Building.  Green buildings provide a multitude of benefits to the city across a 

broad range of areas, such as reduction of energy consumption, conservation of resources, and reduction 

in toxic materials use. 

260 West 26th Street is aiming for LEED Silver certification, following the protocols of the US Green 

Building Certification Institute.  This includes use of VOC-free materials, regionally manufactured and 

recycled materials, native plant species, outdoor space for tenants, light controllability, and energy 

consumption at least 20% below the current ASHRAE baseline.  

Paperless Brownfield Cleanup Program.  Project participated in OER’s Paperless Brownfield 

Cleanup Program.  Under this program, submission of electronic documents replaced submission of hard 

copies for the review of project documents, communications and milestone reports.  A best estimate of 

the mass of paper saved under this plan is 15 pounds. 

Low-Energy Project Management Program.  Project participated in OER’s low-energy project 

management program.  Under this program, whenever possible, meetings were held using remote 

communication technologies, such as videoconferencing and teleconferencing to reduce energy 

consumption and traffic congestion associated with personal transportation.  A gross estimate of the 

number of miles of personal transportation that was conserved in this process is 250 miles.   

Trees and Plantings.  Trees and other plantings provide habitat and add to NYC’s environmental 

quality in a wide variety of ways.  Native plant species and native habitat provide optimal support to local 

fauna, promote local biodiversity, and require less maintenance.  The number of trees planted as part of 

this redevelopment is 5. 
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Dust Monitoring
(micrograms/cubic meter)

Artimus
260 West 26th Street

New York, NY

Date:  09/01/2011

Person Conducting Monitoirng:  Danny Manore

TIME A-Dust A-VOC B-Dust B-VOC C-Dust C-VOC D-Dust D-VOC

7:00

7:30 0.007 0.000 0.000 0.000 0.000 0.000 0.002 0.000

8:00 0.007 0.000 0.003 0.000 0.002 0.000 0.005 0.000

8:30 0.042 0.000 0.014 0.000 0.000 0.000 0.000 0.000

9:00 0.059 0.000 0.058 0.000 0.006 0.000 0.009 0.000

9:30 0.015 0.000 0.016 0.000 0.007 0.000 0.040 0.000

10:00 0.030 0.000 0.005 0.000 0.002 0.000 0.004 0.000

10:30 0.000 0.000 0.015 0.000 0.000 0.000 0.000 0.000

11:00 0.008 0.000 0.033 0.000 0.000 0.000 0.000 0.000

11:30 0.008 0.000 0.008 0.000 0.039 0.000 0.000 0.000

12:00 0.011 0.000 0.042 0.000 0.000 0.000 0.000 0.000

12:30 0.018 0.000 0.077 0.000 0.026 0.000 0.000 0.000

13:00 0.007 0.000 0.075 0.000 0.041 0.000 0.004 0.000

13:30 0.003 0.000 0.088 0.000 0.026 0.000 0.016 0.000

14:00 0.005 0.000 0.053 0.000 0.024 0.000 0.008 0.000

14:30 0.053 0.000 0.020 0.000 0.008 0.000 0.020 0.000

15:00

15:30

16:00

16:30
17:00

Locations:
A Along 26th Street - North Property Line
B East Property Line
C South Property Line
D West Property Line

Meter Reading: PID (ppm)/Dust Meter ug/cubic meter

LOCATION



Dust Monitoring
(micrograms/cubic meter)

Artimus
260 West 26th Street

New York, NY

Date:  09/02/2011

Person Conducting Monitoirng:  Danny Manore

TIME A-Dust A-VOC B-Dust B-VOC C-Dust C-VOC D-Dust D-VOC

7:00

7:30

8:00

8:30

9:00

9:30

10:00

10:30 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000

11:00 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000

11:30 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000

12:00 0.003 0.000 0.000 0.000 0.000 0.000 0.000 0.000

12:30 0.015 0.000 0.000 0.000 0.000 0.000 0.005 0.000

13:00 0.005 0.000 0.000 0.000 0.000 0.000 0.003 0.000

13:30 0.005 0.000 0.000 0.000 0.000 0.000 0.005 0.000

14:00 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000

14:30

15:00

15:30

16:00

16:30
17:00

Locations:
A Along 26th Street - North Property Line
B East Property Line
C South Property Line
D West Property Line

Meter Reading: PID (ppm)/Dust Meter ug/cubic meter

LOCATION



Dust Monitoring
(micrograms/cubic meter)

Artimus
260 West 26th Street

New York, NY

Date:  09/06/2011

Person Conducting Monitoirng:  Danny Manore

TIME A-Dust A-VOC B-Dust B-VOC C-Dust C-VOC D-Dust D-VOC

7:00

7:30

8:00

8:30

9:00

9:30

10:00

10:30

11:00

11:30

12:00

12:30

13:00

13:30

14:00

14:30

15:00

15:30

16:00

16:30
17:00

Locations:
A Along 26th Street - North Property Line
B East Property Line
C South Property Line
D West Property Line

Meter Reading: PID (ppm)/Dust Meter ug/cubic meter

LOCATION

NO DUST/VOC MONITORING DONE TODAY DUE TO RAIN ALL DAY



Dust Monitoring
(micrograms/cubic meter)

Artimus
260 West 26th Street

New York, NY

Date:  09/07/2011

Person Conducting Monitoring:  Danny Manore

TIME A-Dust A-VOC B-Dust B-VOC C-Dust C-VOC D-Dust D-VOC

7:00

7:30

8:00

8:30

9:00

9:30

10:00

10:30

11:00

11:30

12:00

12:30

13:00

13:30

14:00

14:30

15:00

15:30

16:00

16:30
17:00

Locations:
A Along 26th Street - North Property Line
B East Property Line
C South Property Line
D West Property Line

Meter Reading: PID (ppm)/Dust Meter ug/cubic meter

LOCATION

NO DUST/VOC MONITORING DONE TODAY DUE TO RAIN ALL DAY



Dust Monitoring
(micrograms/cubic meter)

Artimus
260 West 26th Street

New York, NY

Date:  09/08/2011

Person Conducting Monitoirng:  Danny Manore

TIME A-Dust A-VOC B-Dust B-VOC C-Dust C-VOC D-Dust D-VOC

7:00

7:30

8:00

8:30

9:00

9:30

10:00 Digging began at 10:25

10:30 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000

11:00 0.002 0.000 0.004 0.000 0.000 0.000 0.000 0.000

11:30 0.049 1.200 0.110 0.700 0.005 1.900 0.011 1.200

12:00 0.001 0.000 0.011 0.500 0.000 0.800 0.000 0.700

12:30 0.004 0.000 0.000 0.000 0.000 0.000 0.010 0.000

13:00 Digging ended at 12:40

13:30

14:00

14:30

15:00

15:30

16:00

16:30
17:00

Locations:
A Along 26th Street - North Property Line
B East Property Line
C South Property Line
D West Property Line

LOCATION

Meter Reading: PID (ppm)/Dust Meter ug/cubic meter



Dust Monitoring
(micrograms/cubic meter)

Artimus
260 West 26th Street

New York, NY

Date:  09/15/2011

Person Conducting Monitoring:  Danny Manore

TIME A-Dust A-VOC B-Dust B-VOC C-Dust C-VOC D-Dust D-VOC

7:00

7:30

8:00

8:30

9:00

9:30

10:00

10:30

11:00

11:30

12:00

12:30

13:00

13:30

14:00

14:30

15:00

15:30

16:00

16:30
17:00

Locations:
A Along 26th Street - North Property Line
B East Property Line
C South Property Line
D West Property Line

Meter Reading: PID (ppm)/Dust Meter ug/cubic meter

LOCATION

 DUST/VOC MONITORING WAS NOT PERFORMED TODAY.                    
Steve Malinowski from CA Rich Consultants, Inc. advised OER that the dust 

monitoring activities at the 260 West 26th Street site have been suspended until 
excavation activities resume.  As discussed between Steve and OER, Artimus 
Construction plans to continue installing HP Soldier piles for the next week or 

two along the perimeter of the site.  The installation process for the piles 
involves a wet drilling operation into bedrock that does not produce any dust 

because the material is saturated with water.  Once excavation activities resume 
the CAMP Monitoring procedures will resume.



















































































 
 
 
 
 
 
 
 

APPENDIX D 
 
 

Project Photographs 
 
 



Looking east across site prior to redevelopment

Looking down at Site prior to redevelopment



Gravel pad for truck wash. Truck wash and inspection area

Air monitoirng during excavation Soil excavation after lead soil removal



Visibly clean soil beneath asphalt of former spill location. Loading of soil for off-site disposal

Soil excavation Soil stockpile awaiting disposal



Excavation of bedrock from bottom of excavation Bedrock exposed along site perimeter

Based of excavation during bedrock removal Bedrock excavation activities



Material staged on bedrock at base of excavation Dewatering pump and filter in use after a rain event

Pooled water ontop of bedrock at base of excavation Rock exposed at base of excavation in grids B1 and B2



Water-proofing membrane along east wall Water-proofing membrane along north wall

Water-proofing membrane along east wall water-proofing membrane covering base of the
excavation



 
 
 
 
 
 
 

APPENDIX E 
 
 

Laboratory Results for Soil Samples  
Prior to Completing the Excavation 
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Accutest LabLink@16:35 27-Jan-2012

Sample Summary

C. A. Rich Consultants
Job No: JA97114

Artimus', 260 West 26th Street, New York, NY

Sample Collected Matrix Client 
Number Date Time By Received Code Type Sample ID

JA97114-1 01/13/12 12:00 JP 01/14/12 SO Soil EP-A1(14FT)

JA97114-2 01/13/12 12:10 JP 01/14/12 SO Soil EP-A3(14FT)

JA97114-2D 01/13/12 12:13 JP 01/14/12 SO Soil Dup/MSD EP-A3MSD(14FT)

JA97114-2S 01/13/12 12:12 JP 01/14/12 SO Soil Matrix Spike EP-A3MS(14FT)

JA97114-3 01/13/12 12:45 JP 01/14/12 SO Soil EP-B2(14FT)

JA97114-4 01/13/12 12:55 JP 01/14/12 SO Soil EP-B2G(14FT)

JA97114-4D 01/13/12 12:57 JP 01/14/12 SO Soil Dup/MSD EP-B2GMSD(14FT)

JA97114-4S 01/13/12 12:56 JP 01/14/12 SO Soil Matrix Spike EP-B2GMS(14FT)

JA97114-5 01/13/12 12:05 JP 01/14/12 SO Soil EP-X

JA97114-6 01/13/12 13:00 JP 01/14/12 SO Soil EP-XX

JA97114-7 01/13/12 13:15 JP 01/14/12 AQ Field Blank Soil FIELD BLANK 1/13/12

JA97114-8 01/13/12 13:15 JP 01/14/12 AQ Trip Blank Soil TRIP BLANK 1/13/12

Soil samples reported on a dry weight basis unless otherwise indicated on result page.
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On 01/14/2012, 6 Sample(s), 1 Trip Blank(s) and 1 Field Blank(s) were received at Accutest Laboratories at a temperature of 2 C. 
Samples were intact and properly preserved, unless noted below.  An Accutest Job Number of JA97114 was assigned to the project.  
Laboratory sample ID, client sample ID and dates of sample collection are detailed in the report’s Results Summary Section.

Specified quality control criteria were achieved for this job except as noted below.  For more information, please refer to the 
analytical results and QC summary pages.

Client: C. A. Rich Consultants

Site: Artimus', 260 West 26th Street, New York, NY

Job No JA97114

Report Date 1/25/2012 4:10:19 PM

CASE NARRATIVE / CONFORMANCE SUMMARY

Volatiles by GCMS By Method SW846 8260B
Matrix: AQ Batch ID: V2B4135

All samples were analyzed within the recommended method holding time.

All method blanks for this batch meet method specific criteria.

Sample(s)  JA97057-1MS, JA97057-1MSD were used as the QC samples indicated.

Matrix: SO Batch ID: VV5301

All samples were analyzed within the recommended method holding time.

Sample(s)  JA97114-4MS, JA97114-4MSD were used as the QC samples indicated.

All method blanks for this batch meet method specific criteria.

Extractables by GCMS By Method SW846 8270D
Matrix: SO Batch ID: OP54262

All samples were extracted within the recommended method holding time.

Sample(s)  JA97114-2MS, JA97114-2MSD were used as the QC samples indicated.

All method blanks for this batch meet method specific criteria.

Blank Spike Recovery(s) for  3,3'-Dichlorobenzidine are outside control limits.  Outside of in house control limits.

RPD(s) for MS/MSD for  4,6-Dinitro-o-cresol are outside control limits for sample  OP54262-MSD.  Outside control limits due 
to matrix interference.

Wednesday, January 25, 2012 Page 1 of 3
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Extractables by GC By Method SW846 8081B
Matrix: AQ Batch ID: OP54286

All samples were extracted within the recommended method holding time.

All method blanks for this batch meet method specific criteria.

Matrix: SO Batch ID: OP54255

All samples were extracted within the recommended method holding time.

Sample(s)  JA97114-2MS, JA97114-2MSD were used as the QC samples indicated.

All method blanks for this batch meet method specific criteria.

JA97114-2 for 4,4'-DDD: More than 40 % RPD for detected concentrations between the two GC columns.

JA97114-3 for gamma-Chlordane: More than 40 % RPD for detected concentrations between the two GC columns.

JA97114-2 for 4,4'-DDE: More than 40 % RPD for detected concentrations between the two GC columns.

JA97114-1 for gamma-Chlordane: More than 40 % RPD for detected concentrations between the two GC columns.

JA97114-1 for alpha-Chlordane: Reported from 2nd signal due to interference on 1st signal.

JA97114-3 for 4,4'-DDD: Reported from 2nd signal. %D of check on 1st signal excess method criteria (20 %) so using for 
confirmation only.

Metals By Method SW846 6010C
Matrix: AQ Batch ID: MP62282

All samples were digested within the recommended method holding time.

All method blanks for this batch meet method specific criteria.

Sample(s)  JA96826-1MS, JA96826-1MSD, JA96826-1SDL were used as the QC samples for metals.

Matrix Spike Recovery(s) for  Sodium are outside control limits.  Spike amount low relative to the sample amount.  Refer to  lab 
control or spike blank for recovery information.

RPD(s) for Serial Dilution for  Antimony, Chromium, Copper, Lead, Magnesium, Nickel, Selenium, Silver, Zinc   are outside 
control limits for sample  MP62282-SD1.  Percent difference acceptable due to low initial sample  concentration (< 50 times 
IDL).

MP62282-SD1 for Manganese: Serial dilution indicates possible matrix interference.

MP62282-SD1 for Calcium: Serial dilution indicates possible matrix interference.

Matrix: SO Batch ID: MP62283

All samples were digested within the recommended method holding time.

All method blanks for this batch meet method specific criteria.

Sample(s)   JA97114-2SDL, JA97114-2MS, JA97114-2MSD were used as the QC samples for metals.

Matrix Spike Recovery(s) for  Antimony, Iron, Manganese, Zinc are outside control limits.  Spike recovery indicates possible 
matrix interference and/or sample nonhomogeneity.

Matrix Spike Duplicate Recovery(s) for  Antimony, Chromium, Iron, Manganese are outside control limits.  Spike recovery 
indicates possible matrix interference and/or sample nonhomogeneity.

Matrix Spike Recovery(s) for  Magnesium, Potassium are outside control limits.  Spike amount low relative to the sample 
amount.  Refer to  lab control or spike blank for recovery information.

RPD(s) for MS/MSD for  Zinc are outside control limits for sample  MP62283-S2.  High rpd due to possible sample 
nonhomogeneity.

RPD(s) for Serial Dilution for  Cadmium  are outside control limits for sample  MP62283-SD1.  Percent difference acceptable 
due to low initial sample  concentration (< 50 times IDL).

MP62283-SD1 for Iron: Serial dilution indicates possible matrix interference.

Wednesday, January 25, 2012 Page 2 of 3

5 of 38

JA97114

2



Metals By Method SW846 7470A
Matrix: AQ Batch ID: MP62139

All samples were digested within the recommended method holding time.

All method blanks for this batch meet method specific criteria.

Sample(s)  JA95379-3MS, JA95379-3MSD were used as the QC samples for metals.

Metals By Method SW846 7471B
Matrix: SO Batch ID: MP62287

All samples were digested within the recommended method holding time.

All method blanks for this batch meet method specific criteria.

Sample(s)  JA97114-2MS, JA97114-2MSD were used as the QC samples for metals.

Wet Chemistry By Method SM18 2540G
Matrix: SO Batch ID: GN60475

The data for  SM18 2540G meets quality control requirements.

Matrix: SO Batch ID: GN60478

The data for  SM18 2540G meets quality control requirements.

Matrix: SO Batch ID: GN60488

The data for  SM18 2540G meets quality control requirements.

Accutest certifies that data reported for samples received, listed on the associated custody chain or analytical task order, were 
produced to specifications meeting Accutest’s Quality System precision, accuracy and completeness objectives except as noted.

Estimated non-standard method measurement uncertainty data is available on request, based on quality control bias and implicit for 
standard methods. Acceptable uncertainty requires tested parameter quality control data to meet method criteria.

Accutest Laboratories is not responsible for data quality assumptions if partial reports are used and recommends that this report be 
used in its entirety.  Data release is authorized by Accutest Laboratories indicated via signature on the report cover

Wednesday, January 25, 2012 Page 3 of 3

6 of 38

JA97114

2



Accutest LabLink@16:35 27-Jan-2012

Sample Results

Report of Analysis

New Jersey

Section 3
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Accutest LabLink@16:35 27-Jan-2012

Report of Analysis Page 1 of 3     

Client Sample ID: EP-A1(14FT) 
Lab Sample ID: JA97114-1 Date Sampled: 01/13/12 
Matrix: SO - Soil   Date Received: 01/14/12 
Method: SW846 8270D   SW846 3550C Percent Solids: 87.5 
Project: Artimus', 260 West 26th Street, New York, NY

File ID DF Analyzed By Prep Date Prep Batch Analytical Batch
Run #1 3E38981.D 1 01/18/12 OYA 01/17/12 OP54262 E3E1713
Run #2

Initial Weight Final Volume
Run #1 35.7 g 1.0 ml
Run #2

ABN TCL List (SOM0 1.1)

CAS No. Compound Result RL MDL Units Q

95-57-8 2-Chlorophenol ND 160 32 ug/kg
59-50-7 4-Chloro-3-methyl phenol ND 160 32 ug/kg
120-83-2 2,4-Dichlorophenol ND 160 52 ug/kg
105-67-9 2,4-Dimethylphenol ND 160 54 ug/kg
51-28-5 2,4-Dinitrophenol ND 640 39 ug/kg
534-52-1 4,6-Dinitro-o-cresol ND 640 39 ug/kg
95-48-7 2-Methylphenol ND 64 36 ug/kg

3&4-Methylphenol ND 64 41 ug/kg
88-75-5 2-Nitrophenol ND 160 34 ug/kg
100-02-7 4-Nitrophenol ND 320 54 ug/kg
87-86-5 Pentachlorophenol ND 320 55 ug/kg
108-95-2 Phenol ND 64 34 ug/kg
58-90-2 2,3,4,6-Tetrachlorophenol ND 160 33 ug/kg
95-95-4 2,4,5-Trichlorophenol ND 160 37 ug/kg
88-06-2 2,4,6-Trichlorophenol ND 160 30 ug/kg
83-32-9 Acenaphthene 30.9 32 9.3 ug/kg J
208-96-8 Acenaphthylene ND 32 10 ug/kg
98-86-2 Acetophenone ND 160 5.6 ug/kg
120-12-7 Anthracene 59.9 32 11 ug/kg
1912-24-9 Atrazine ND 160 6.3 ug/kg
56-55-3 Benzo(a)anthracene 135 32 10 ug/kg
50-32-8 Benzo(a)pyrene 122 32 9.8 ug/kg
205-99-2 Benzo(b)fluoranthene 109 32 11 ug/kg
191-24-2 Benzo(g,h,i)perylene 69.6 32 12 ug/kg
207-08-9 Benzo(k)fluoranthene 83.9 32 12 ug/kg
101-55-3 4-Bromophenyl phenyl ether ND 64 12 ug/kg
85-68-7 Butyl benzyl phthalate ND 64 19 ug/kg
92-52-4 1,1'-Biphenyl ND 64 3.7 ug/kg
100-52-7 Benzaldehyde ND 160 7.4 ug/kg
91-58-7 2-Chloronaphthalene ND 64 9.9 ug/kg
106-47-8 4-Chloroaniline ND 160 10 ug/kg
86-74-8 Carbazole 23.7 64 15 ug/kg J

ND = Not detected MDL - Method Detection Limit J = Indicates an estimated value
RL = Reporting Limit B = Indicates analyte found in associated method blank
E = Indicates value exceeds calibration range N = Indicates presumptive evidence of a compound
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Accutest LabLink@16:35 27-Jan-2012

Report of Analysis Page 2 of 3     

Client Sample ID: EP-A1(14FT) 
Lab Sample ID: JA97114-1 Date Sampled: 01/13/12 
Matrix: SO - Soil   Date Received: 01/14/12 
Method: SW846 8270D   SW846 3550C Percent Solids: 87.5 
Project: Artimus', 260 West 26th Street, New York, NY

ABN TCL List (SOM0 1.1)

CAS No. Compound Result RL MDL Units Q

105-60-2 Caprolactam ND 64 10 ug/kg
218-01-9 Chrysene 126 32 11 ug/kg
111-91-1 bis(2-Chloroethoxy)methane ND 64 13 ug/kg
111-44-4 bis(2-Chloroethyl)ether ND 64 9.6 ug/kg
108-60-1 bis(2-Chloroisopropyl)ether ND 64 9.5 ug/kg
7005-72-3 4-Chlorophenyl phenyl ether ND 64 9.6 ug/kg
121-14-2 2,4-Dinitrotoluene ND 64 14 ug/kg
606-20-2 2,6-Dinitrotoluene ND 64 12 ug/kg
91-94-1 3,3'-Dichlorobenzidine ND 160 8.1 ug/kg
53-70-3 Dibenzo(a,h)anthracene 15.6 32 11 ug/kg J
132-64-9 Dibenzofuran 19.5 64 9.5 ug/kg J
84-74-2 Di-n-butyl phthalate ND 64 7.1 ug/kg
117-84-0 Di-n-octyl phthalate ND 64 16 ug/kg
84-66-2 Diethyl phthalate ND 64 11 ug/kg
131-11-3 Dimethyl phthalate ND 64 11 ug/kg
117-81-7 bis(2-Ethylhexyl)phthalate 93.6 64 28 ug/kg
206-44-0 Fluoranthene 306 32 14 ug/kg
86-73-7 Fluorene 32.1 32 11 ug/kg
118-74-1 Hexachlorobenzene ND 64 10 ug/kg
87-68-3 Hexachlorobutadiene ND 32 8.9 ug/kg
77-47-4 Hexachlorocyclopentadiene ND 640 33 ug/kg
67-72-1 Hexachloroethane ND 160 8.9 ug/kg
193-39-5 Indeno(1,2,3-cd)pyrene 62.5 32 11 ug/kg
78-59-1 Isophorone ND 64 8.6 ug/kg
91-57-6 2-Methylnaphthalene ND 64 18 ug/kg
88-74-4 2-Nitroaniline ND 160 14 ug/kg
99-09-2 3-Nitroaniline ND 160 13 ug/kg
100-01-6 4-Nitroaniline ND 160 12 ug/kg
91-20-3 Naphthalene 24.9 32 8.7 ug/kg J
98-95-3 Nitrobenzene ND 64 9.3 ug/kg
621-64-7 N-Nitroso-di-n-propylamine ND 64 7.8 ug/kg
86-30-6 N-Nitrosodiphenylamine ND 160 19 ug/kg
85-01-8 Phenanthrene 237 32 15 ug/kg
129-00-0 Pyrene 253 32 12 ug/kg
95-94-3 1,2,4,5-Tetrachlorobenzene ND 160 9.8 ug/kg

CAS No. Surrogate Recoveries Run# 1 Run# 2 Limits

367-12-4 2-Fluorophenol 75% 21-116%
4165-62-2 Phenol-d5 73% 19-117%

ND = Not detected MDL - Method Detection Limit J = Indicates an estimated value
RL = Reporting Limit B = Indicates analyte found in associated method blank
E = Indicates value exceeds calibration range N = Indicates presumptive evidence of a compound
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Accutest LabLink@16:35 27-Jan-2012

Report of Analysis Page 3 of 3     

Client Sample ID: EP-A1(14FT) 
Lab Sample ID: JA97114-1 Date Sampled: 01/13/12 
Matrix: SO - Soil   Date Received: 01/14/12 
Method: SW846 8270D   SW846 3550C Percent Solids: 87.5 
Project: Artimus', 260 West 26th Street, New York, NY

ABN TCL List (SOM0 1.1)

CAS No. Surrogate Recoveries Run# 1 Run# 2 Limits

118-79-6 2,4,6-Tribromophenol 79% 24-136%
4165-60-0 Nitrobenzene-d5 69% 21-122%
321-60-8 2-Fluorobiphenyl 70% 30-117%
1718-51-0 Terphenyl-d14 83% 31-129%

ND = Not detected MDL - Method Detection Limit J = Indicates an estimated value
RL = Reporting Limit B = Indicates analyte found in associated method blank
E = Indicates value exceeds calibration range N = Indicates presumptive evidence of a compound
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Accutest LabLink@16:35 27-Jan-2012

Report of Analysis Page 1 of 1     

Client Sample ID: EP-A1(14FT) 
Lab Sample ID: JA97114-1 Date Sampled: 01/13/12 
Matrix: SO - Soil   Date Received: 01/14/12 
Method: SW846 8081B   SW846 3545A Percent Solids: 87.5 
Project: Artimus', 260 West 26th Street, New York, NY

File ID DF Analyzed By Prep Date Prep Batch Analytical Batch
Run #1 4G14008.D 1 01/18/12 CT 01/16/12 OP54255 G4G394
Run #2 4G14063.D 5 01/19/12 CT 01/16/12 OP54255 G4G395

Initial Weight Final Volume
Run #1 17.0 g 10.0 ml
Run #2 17.0 g 10.0 ml

Pesticide TCL List

CAS No. Compound Result RL MDL Units Q

309-00-2 Aldrin ND 0.67 0.34 ug/kg
319-84-6 alpha-BHC ND 0.67 0.50 ug/kg
319-85-7 beta-BHC ND 0.67 0.47 ug/kg
319-86-8 delta-BHC ND 0.67 0.39 ug/kg
58-89-9 gamma-BHC (Lindane) ND 0.67 0.31 ug/kg
5103-71-9 alpha-Chlordane a 2.6 0.67 0.44 ug/kg
5103-74-2 gamma-Chlordane b 2.6 0.67 0.34 ug/kg
60-57-1 Dieldrin ND 0.67 0.52 ug/kg
72-54-8 4,4'-DDD 6.3 0.67 0.34 ug/kg
72-55-9 4,4'-DDE 10.6 0.67 0.40 ug/kg
50-29-3 4,4'-DDT 82.7 c 3.4 2.5 ug/kg
72-20-8 Endrin ND 0.67 0.34 ug/kg
1031-07-8 Endosulfan sulfate ND 0.67 0.61 ug/kg
7421-93-4 Endrin aldehyde ND 0.67 0.64 ug/kg
959-98-8 Endosulfan-I ND 0.67 0.33 ug/kg
33213-65-9 Endosulfan-II ND 0.67 0.44 ug/kg
76-44-8 Heptachlor ND 0.67 0.41 ug/kg
1024-57-3 Heptachlor epoxide ND 0.67 0.33 ug/kg
72-43-5 Methoxychlor ND 1.3 0.47 ug/kg
53494-70-5 Endrin ketone ND 0.67 0.44 ug/kg
8001-35-2 Toxaphene ND 17 8.5 ug/kg

CAS No. Surrogate Recoveries Run# 1 Run# 2 Limits

877-09-8 Tetrachloro-m-xylene 108% 99% 23-137%
877-09-8 Tetrachloro-m-xylene 102% 95% 23-137%
2051-24-3 Decachlorobiphenyl 114% 110% 22-160%
2051-24-3 Decachlorobiphenyl 108% 100% 22-160%

(a) Reported from 2nd signal due to interference on 1st signal.
(b) More than 40 % RPD for detected concentrations between the two GC columns.
(c) Result is from Run# 2

ND = Not detected MDL - Method Detection Limit J = Indicates an estimated value
RL = Reporting Limit B = Indicates analyte found in associated method blank
E = Indicates value exceeds calibration range N = Indicates presumptive evidence of a compound
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Accutest LabLink@16:35 27-Jan-2012

Report of Analysis Page 1 of 1     

Client Sample ID: EP-A1(14FT) 
Lab Sample ID: JA97114-1 Date Sampled: 01/13/12 
Matrix: SO - Soil   Date Received: 01/14/12 

Percent Solids: 87.5 
Project: Artimus', 260 West 26th Street, New York, NY

Metals Analysis

Analyte Result RL Units DF Prep Analyzed By Method Prep Method

Aluminum 6770 54 mg/kg 1 01/16/12 01/17/12 VC SW846 6010C 2 SW846 3050B 3

Antimony <2.2 2.2 mg/kg 1 01/16/12 01/17/12 VC SW846 6010C 2 SW846 3050B 3

Arsenic <2.2 2.2 mg/kg 1 01/16/12 01/17/12 VC SW846 6010C 2 SW846 3050B 3

Barium 96.1 22 mg/kg 1 01/16/12 01/17/12 VC SW846 6010C 2 SW846 3050B 3

Beryllium 0.35 0.22 mg/kg 1 01/16/12 01/17/12 VC SW846 6010C 2 SW846 3050B 3

Cadmium <0.54 0.54 mg/kg 1 01/16/12 01/17/12 VC SW846 6010C 2 SW846 3050B 3

Calcium 7290 540 mg/kg 1 01/16/12 01/17/12 VC SW846 6010C 2 SW846 3050B 3

Chromium 17.6 1.1 mg/kg 1 01/16/12 01/17/12 VC SW846 6010C 2 SW846 3050B 3

Cobalt 5.7 5.4 mg/kg 1 01/16/12 01/17/12 VC SW846 6010C 2 SW846 3050B 3

Copper 14.1 2.7 mg/kg 1 01/16/12 01/17/12 VC SW846 6010C 2 SW846 3050B 3

Iron 11500 54 mg/kg 1 01/16/12 01/17/12 VC SW846 6010C 2 SW846 3050B 3

Lead 40.4 2.2 mg/kg 1 01/16/12 01/17/12 VC SW846 6010C 2 SW846 3050B 3

Magnesium 4110 540 mg/kg 1 01/16/12 01/17/12 VC SW846 6010C 2 SW846 3050B 3

Manganese 269 1.6 mg/kg 1 01/16/12 01/17/12 VC SW846 6010C 2 SW846 3050B 3

Mercury 0.14 0.037 mg/kg 1 01/16/12 01/16/12 JW SW846 7471B 1 SW846 7471B 4

Nickel 24.4 4.3 mg/kg 1 01/16/12 01/17/12 VC SW846 6010C 2 SW846 3050B 3

Potassium 2750 1100 mg/kg 1 01/16/12 01/17/12 VC SW846 6010C 2 SW846 3050B 3

Selenium <2.2 2.2 mg/kg 1 01/16/12 01/17/12 VC SW846 6010C 2 SW846 3050B 3

Silver <0.54 0.54 mg/kg 1 01/16/12 01/17/12 VC SW846 6010C 2 SW846 3050B 3

Sodium <1100 1100 mg/kg 1 01/16/12 01/17/12 VC SW846 6010C 2 SW846 3050B 3

Thallium <1.1 1.1 mg/kg 1 01/16/12 01/17/12 VC SW846 6010C 2 SW846 3050B 3

Vanadium 21.2 5.4 mg/kg 1 01/16/12 01/17/12 VC SW846 6010C 2 SW846 3050B 3

Zinc 42.2 2.2 mg/kg 1 01/16/12 01/17/12 VC SW846 6010C 2 SW846 3050B 3

(1) Instrument QC Batch: MA27781
(2) Instrument QC Batch: MA27784
(3) Prep QC Batch: MP62283
(4) Prep QC Batch: MP62287

RL = Reporting Limit
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Accutest LabLink@16:35 27-Jan-2012

Report of Analysis Page 1 of 3     

Client Sample ID: EP-A3(14FT) 
Lab Sample ID: JA97114-2 Date Sampled: 01/13/12 
Matrix: SO - Soil   Date Received: 01/14/12 
Method: SW846 8270D   SW846 3550C Percent Solids: 85.1 
Project: Artimus', 260 West 26th Street, New York, NY

File ID DF Analyzed By Prep Date Prep Batch Analytical Batch
Run #1 3E38982.D 1 01/18/12 OYA 01/17/12 OP54262 E3E1713
Run #2

Initial Weight Final Volume
Run #1 35.1 g 1.0 ml
Run #2

ABN TCL List (SOM0 1.1)

CAS No. Compound Result RL MDL Units Q

95-57-8 2-Chlorophenol ND 170 34 ug/kg
59-50-7 4-Chloro-3-methyl phenol ND 170 33 ug/kg
120-83-2 2,4-Dichlorophenol ND 170 54 ug/kg
105-67-9 2,4-Dimethylphenol ND 170 56 ug/kg
51-28-5 2,4-Dinitrophenol ND 670 41 ug/kg
534-52-1 4,6-Dinitro-o-cresol ND 670 41 ug/kg
95-48-7 2-Methylphenol ND 67 38 ug/kg

3&4-Methylphenol ND 67 43 ug/kg
88-75-5 2-Nitrophenol ND 170 35 ug/kg
100-02-7 4-Nitrophenol ND 330 57 ug/kg
87-86-5 Pentachlorophenol ND 330 57 ug/kg
108-95-2 Phenol ND 67 35 ug/kg
58-90-2 2,3,4,6-Tetrachlorophenol ND 170 34 ug/kg
95-95-4 2,4,5-Trichlorophenol ND 170 39 ug/kg
88-06-2 2,4,6-Trichlorophenol ND 170 31 ug/kg
83-32-9 Acenaphthene 58.7 33 9.7 ug/kg
208-96-8 Acenaphthylene 26.3 33 11 ug/kg J
98-86-2 Acetophenone ND 170 5.9 ug/kg
120-12-7 Anthracene 146 33 12 ug/kg
1912-24-9 Atrazine ND 170 6.6 ug/kg
56-55-3 Benzo(a)anthracene 304 33 11 ug/kg
50-32-8 Benzo(a)pyrene 271 33 10 ug/kg
205-99-2 Benzo(b)fluoranthene 256 33 11 ug/kg
191-24-2 Benzo(g,h,i)perylene 168 33 12 ug/kg
207-08-9 Benzo(k)fluoranthene 154 33 13 ug/kg
101-55-3 4-Bromophenyl phenyl ether ND 67 12 ug/kg
85-68-7 Butyl benzyl phthalate ND 67 19 ug/kg
92-52-4 1,1'-Biphenyl ND 67 3.9 ug/kg
100-52-7 Benzaldehyde ND 170 7.7 ug/kg
91-58-7 2-Chloronaphthalene ND 67 10 ug/kg
106-47-8 4-Chloroaniline ND 170 11 ug/kg
86-74-8 Carbazole 72.0 67 16 ug/kg

ND = Not detected MDL - Method Detection Limit J = Indicates an estimated value
RL = Reporting Limit B = Indicates analyte found in associated method blank
E = Indicates value exceeds calibration range N = Indicates presumptive evidence of a compound
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Report of Analysis Page 2 of 3     

Client Sample ID: EP-A3(14FT) 
Lab Sample ID: JA97114-2 Date Sampled: 01/13/12 
Matrix: SO - Soil   Date Received: 01/14/12 
Method: SW846 8270D   SW846 3550C Percent Solids: 85.1 
Project: Artimus', 260 West 26th Street, New York, NY

ABN TCL List (SOM0 1.1)

CAS No. Compound Result RL MDL Units Q

105-60-2 Caprolactam ND 67 11 ug/kg
218-01-9 Chrysene 291 33 11 ug/kg
111-91-1 bis(2-Chloroethoxy)methane ND 67 14 ug/kg
111-44-4 bis(2-Chloroethyl)ether ND 67 10 ug/kg
108-60-1 bis(2-Chloroisopropyl)ether ND 67 9.9 ug/kg
7005-72-3 4-Chlorophenyl phenyl ether ND 67 10 ug/kg
121-14-2 2,4-Dinitrotoluene ND 67 15 ug/kg
606-20-2 2,6-Dinitrotoluene ND 67 13 ug/kg
91-94-1 3,3'-Dichlorobenzidine ND 170 8.5 ug/kg
53-70-3 Dibenzo(a,h)anthracene 40.2 33 11 ug/kg
132-64-9 Dibenzofuran 51.6 67 9.9 ug/kg J
84-74-2 Di-n-butyl phthalate ND 67 7.4 ug/kg
117-84-0 Di-n-octyl phthalate ND 67 16 ug/kg
84-66-2 Diethyl phthalate ND 67 11 ug/kg
131-11-3 Dimethyl phthalate ND 67 12 ug/kg
117-81-7 bis(2-Ethylhexyl)phthalate 133 67 30 ug/kg
206-44-0 Fluoranthene 727 33 15 ug/kg
86-73-7 Fluorene 73.9 33 11 ug/kg
118-74-1 Hexachlorobenzene ND 67 11 ug/kg
87-68-3 Hexachlorobutadiene ND 33 9.3 ug/kg
77-47-4 Hexachlorocyclopentadiene ND 670 34 ug/kg
67-72-1 Hexachloroethane ND 170 9.3 ug/kg
193-39-5 Indeno(1,2,3-cd)pyrene 144 33 12 ug/kg
78-59-1 Isophorone ND 67 9.0 ug/kg
91-57-6 2-Methylnaphthalene 31.1 67 19 ug/kg J
88-74-4 2-Nitroaniline ND 170 15 ug/kg
99-09-2 3-Nitroaniline ND 170 13 ug/kg
100-01-6 4-Nitroaniline ND 170 13 ug/kg
91-20-3 Naphthalene 49.3 33 9.1 ug/kg
98-95-3 Nitrobenzene ND 67 9.7 ug/kg
621-64-7 N-Nitroso-di-n-propylamine ND 67 8.2 ug/kg
86-30-6 N-Nitrosodiphenylamine ND 170 20 ug/kg
85-01-8 Phenanthrene 692 33 15 ug/kg
129-00-0 Pyrene 640 33 13 ug/kg
95-94-3 1,2,4,5-Tetrachlorobenzene ND 170 10 ug/kg

CAS No. Surrogate Recoveries Run# 1 Run# 2 Limits

367-12-4 2-Fluorophenol 65% 21-116%
4165-62-2 Phenol-d5 63% 19-117%

ND = Not detected MDL - Method Detection Limit J = Indicates an estimated value
RL = Reporting Limit B = Indicates analyte found in associated method blank
E = Indicates value exceeds calibration range N = Indicates presumptive evidence of a compound
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Report of Analysis Page 3 of 3     

Client Sample ID: EP-A3(14FT) 
Lab Sample ID: JA97114-2 Date Sampled: 01/13/12 
Matrix: SO - Soil   Date Received: 01/14/12 
Method: SW846 8270D   SW846 3550C Percent Solids: 85.1 
Project: Artimus', 260 West 26th Street, New York, NY

ABN TCL List (SOM0 1.1)

CAS No. Surrogate Recoveries Run# 1 Run# 2 Limits

118-79-6 2,4,6-Tribromophenol 75% 24-136%
4165-60-0 Nitrobenzene-d5 63% 21-122%
321-60-8 2-Fluorobiphenyl 66% 30-117%
1718-51-0 Terphenyl-d14 79% 31-129%

ND = Not detected MDL - Method Detection Limit J = Indicates an estimated value
RL = Reporting Limit B = Indicates analyte found in associated method blank
E = Indicates value exceeds calibration range N = Indicates presumptive evidence of a compound
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Report of Analysis Page 1 of 1     

Client Sample ID: EP-A3(14FT) 
Lab Sample ID: JA97114-2 Date Sampled: 01/13/12 
Matrix: SO - Soil   Date Received: 01/14/12 
Method: SW846 8081B   SW846 3545A Percent Solids: 85.1 
Project: Artimus', 260 West 26th Street, New York, NY

File ID DF Analyzed By Prep Date Prep Batch Analytical Batch
Run #1 4G14009.D 1 01/18/12 CT 01/16/12 OP54255 G4G394
Run #2

Initial Weight Final Volume
Run #1 17.1 g 10.0 ml
Run #2

Pesticide TCL List

CAS No. Compound Result RL MDL Units Q

309-00-2 Aldrin ND 0.69 0.34 ug/kg
319-84-6 alpha-BHC ND 0.69 0.51 ug/kg
319-85-7 beta-BHC ND 0.69 0.48 ug/kg
319-86-8 delta-BHC ND 0.69 0.40 ug/kg
58-89-9 gamma-BHC (Lindane) ND 0.69 0.31 ug/kg
5103-71-9 alpha-Chlordane ND 0.69 0.45 ug/kg
5103-74-2 gamma-Chlordane ND 0.69 0.35 ug/kg
60-57-1 Dieldrin ND 0.69 0.53 ug/kg
72-54-8 4,4'-DDD a 3.1 0.69 0.35 ug/kg
72-55-9 4,4'-DDE a 4.5 0.69 0.41 ug/kg
50-29-3 4,4'-DDT 16.8 0.69 0.50 ug/kg
72-20-8 Endrin ND 0.69 0.35 ug/kg
1031-07-8 Endosulfan sulfate ND 0.69 0.62 ug/kg
7421-93-4 Endrin aldehyde ND 0.69 0.65 ug/kg
959-98-8 Endosulfan-I ND 0.69 0.33 ug/kg
33213-65-9 Endosulfan-II ND 0.69 0.45 ug/kg
76-44-8 Heptachlor ND 0.69 0.42 ug/kg
1024-57-3 Heptachlor epoxide ND 0.69 0.34 ug/kg
72-43-5 Methoxychlor ND 1.4 0.49 ug/kg
53494-70-5 Endrin ketone ND 0.69 0.45 ug/kg
8001-35-2 Toxaphene ND 17 8.7 ug/kg

CAS No. Surrogate Recoveries Run# 1 Run# 2 Limits

877-09-8 Tetrachloro-m-xylene 119% 23-137%
877-09-8 Tetrachloro-m-xylene 131% 23-137%
2051-24-3 Decachlorobiphenyl 155% 22-160%
2051-24-3 Decachlorobiphenyl 139% 22-160%

(a) More than 40 % RPD for detected concentrations between the two GC columns.

ND = Not detected MDL - Method Detection Limit J = Indicates an estimated value
RL = Reporting Limit B = Indicates analyte found in associated method blank
E = Indicates value exceeds calibration range N = Indicates presumptive evidence of a compound
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Report of Analysis Page 1 of 1     

Client Sample ID: EP-A3(14FT) 
Lab Sample ID: JA97114-2 Date Sampled: 01/13/12 
Matrix: SO - Soil   Date Received: 01/14/12 

Percent Solids: 85.1 
Project: Artimus', 260 West 26th Street, New York, NY

Metals Analysis

Analyte Result RL Units DF Prep Analyzed By Method Prep Method

Aluminum 11300 55 mg/kg 1 01/16/12 01/17/12 VC SW846 6010C 2 SW846 3050B 4

Antimony <2.2 2.2 mg/kg 1 01/16/12 01/17/12 VC SW846 6010C 3 SW846 3050B 4

Arsenic 2.4 2.2 mg/kg 1 01/16/12 01/17/12 VC SW846 6010C 2 SW846 3050B 4

Barium 211 22 mg/kg 1 01/16/12 01/17/12 VC SW846 6010C 2 SW846 3050B 4

Beryllium 0.41 0.22 mg/kg 1 01/16/12 01/17/12 VC SW846 6010C 2 SW846 3050B 4

Cadmium <0.55 0.55 mg/kg 1 01/16/12 01/17/12 VC SW846 6010C 2 SW846 3050B 4

Calcium 9900 550 mg/kg 1 01/16/12 01/17/12 VC SW846 6010C 2 SW846 3050B 4

Chromium 22.4 1.1 mg/kg 1 01/16/12 01/17/12 VC SW846 6010C 2 SW846 3050B 4

Cobalt 9.3 5.5 mg/kg 1 01/16/12 01/17/12 VC SW846 6010C 2 SW846 3050B 4

Copper 35.0 2.8 mg/kg 1 01/16/12 01/17/12 VC SW846 6010C 2 SW846 3050B 4

Iron 20600 55 mg/kg 1 01/16/12 01/17/12 VC SW846 6010C 2 SW846 3050B 4

Lead 104 2.2 mg/kg 1 01/16/12 01/17/12 VC SW846 6010C 2 SW846 3050B 4

Magnesium 6490 550 mg/kg 1 01/16/12 01/17/12 VC SW846 6010C 2 SW846 3050B 4

Manganese 321 1.7 mg/kg 1 01/16/12 01/17/12 VC SW846 6010C 2 SW846 3050B 4

Mercury 0.17 0.039 mg/kg 1 01/16/12 01/16/12 JW SW846 7471B 1 SW846 7471B 5

Nickel 22.4 4.4 mg/kg 1 01/16/12 01/17/12 VC SW846 6010C 2 SW846 3050B 4

Potassium 6440 1100 mg/kg 1 01/16/12 01/17/12 VC SW846 6010C 2 SW846 3050B 4

Selenium <2.2 2.2 mg/kg 1 01/16/12 01/17/12 VC SW846 6010C 2 SW846 3050B 4

Silver <0.55 0.55 mg/kg 1 01/16/12 01/17/12 VC SW846 6010C 2 SW846 3050B 4

Sodium <1100 1100 mg/kg 1 01/16/12 01/17/12 VC SW846 6010C 2 SW846 3050B 4

Thallium <1.1 1.1 mg/kg 1 01/16/12 01/17/12 VC SW846 6010C 2 SW846 3050B 4

Vanadium 42.7 5.5 mg/kg 1 01/16/12 01/17/12 VC SW846 6010C 2 SW846 3050B 4

Zinc 127 2.2 mg/kg 1 01/16/12 01/17/12 VC SW846 6010C 2 SW846 3050B 4

(1) Instrument QC Batch: MA27781
(2) Instrument QC Batch: MA27784
(3) Instrument QC Batch: MA27791
(4) Prep QC Batch: MP62283
(5) Prep QC Batch: MP62287

RL = Reporting Limit
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Report of Analysis Page 1 of 3     

Client Sample ID: EP-B2(14FT) 
Lab Sample ID: JA97114-3 Date Sampled: 01/13/12 
Matrix: SO - Soil   Date Received: 01/14/12 
Method: SW846 8270D   SW846 3550C Percent Solids: 87.5 
Project: Artimus', 260 West 26th Street, New York, NY

File ID DF Analyzed By Prep Date Prep Batch Analytical Batch
Run #1 3E38983.D 1 01/18/12 OYA 01/17/12 OP54262 E3E1713
Run #2

Initial Weight Final Volume
Run #1 35.0 g 1.0 ml
Run #2

ABN TCL List (SOM0 1.1)

CAS No. Compound Result RL MDL Units Q

95-57-8 2-Chlorophenol ND 160 33 ug/kg
59-50-7 4-Chloro-3-methyl phenol ND 160 33 ug/kg
120-83-2 2,4-Dichlorophenol ND 160 53 ug/kg
105-67-9 2,4-Dimethylphenol ND 160 55 ug/kg
51-28-5 2,4-Dinitrophenol ND 650 40 ug/kg
534-52-1 4,6-Dinitro-o-cresol ND 650 40 ug/kg
95-48-7 2-Methylphenol ND 65 37 ug/kg

3&4-Methylphenol ND 65 41 ug/kg
88-75-5 2-Nitrophenol ND 160 35 ug/kg
100-02-7 4-Nitrophenol ND 330 55 ug/kg
87-86-5 Pentachlorophenol ND 330 56 ug/kg
108-95-2 Phenol ND 65 34 ug/kg
58-90-2 2,3,4,6-Tetrachlorophenol ND 160 34 ug/kg
95-95-4 2,4,5-Trichlorophenol ND 160 38 ug/kg
88-06-2 2,4,6-Trichlorophenol ND 160 31 ug/kg
83-32-9 Acenaphthene 52.5 33 9.5 ug/kg
208-96-8 Acenaphthylene 28.4 33 10 ug/kg J
98-86-2 Acetophenone ND 160 5.7 ug/kg
120-12-7 Anthracene 146 33 11 ug/kg
1912-24-9 Atrazine ND 160 6.4 ug/kg
56-55-3 Benzo(a)anthracene 348 33 11 ug/kg
50-32-8 Benzo(a)pyrene 314 33 10 ug/kg
205-99-2 Benzo(b)fluoranthene 315 33 11 ug/kg
191-24-2 Benzo(g,h,i)perylene 199 33 12 ug/kg
207-08-9 Benzo(k)fluoranthene 180 33 12 ug/kg
101-55-3 4-Bromophenyl phenyl ether ND 65 12 ug/kg
85-68-7 Butyl benzyl phthalate ND 65 19 ug/kg
92-52-4 1,1'-Biphenyl ND 65 3.8 ug/kg
100-52-7 Benzaldehyde ND 160 7.5 ug/kg
91-58-7 2-Chloronaphthalene ND 65 10 ug/kg
106-47-8 4-Chloroaniline ND 160 10 ug/kg
86-74-8 Carbazole 70.0 65 15 ug/kg

ND = Not detected MDL - Method Detection Limit J = Indicates an estimated value
RL = Reporting Limit B = Indicates analyte found in associated method blank
E = Indicates value exceeds calibration range N = Indicates presumptive evidence of a compound
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Report of Analysis Page 2 of 3     

Client Sample ID: EP-B2(14FT) 
Lab Sample ID: JA97114-3 Date Sampled: 01/13/12 
Matrix: SO - Soil   Date Received: 01/14/12 
Method: SW846 8270D   SW846 3550C Percent Solids: 87.5 
Project: Artimus', 260 West 26th Street, New York, NY

ABN TCL List (SOM0 1.1)

CAS No. Compound Result RL MDL Units Q

105-60-2 Caprolactam ND 65 10 ug/kg
218-01-9 Chrysene 325 33 11 ug/kg
111-91-1 bis(2-Chloroethoxy)methane ND 65 13 ug/kg
111-44-4 bis(2-Chloroethyl)ether ND 65 9.8 ug/kg
108-60-1 bis(2-Chloroisopropyl)ether ND 65 9.7 ug/kg
7005-72-3 4-Chlorophenyl phenyl ether ND 65 9.8 ug/kg
121-14-2 2,4-Dinitrotoluene ND 65 14 ug/kg
606-20-2 2,6-Dinitrotoluene ND 65 12 ug/kg
91-94-1 3,3'-Dichlorobenzidine ND 160 8.3 ug/kg
53-70-3 Dibenzo(a,h)anthracene 48.5 33 11 ug/kg
132-64-9 Dibenzofuran 49.9 65 9.7 ug/kg J
84-74-2 Di-n-butyl phthalate ND 65 7.2 ug/kg
117-84-0 Di-n-octyl phthalate ND 65 16 ug/kg
84-66-2 Diethyl phthalate ND 65 11 ug/kg
131-11-3 Dimethyl phthalate ND 65 11 ug/kg
117-81-7 bis(2-Ethylhexyl)phthalate 109 65 29 ug/kg
206-44-0 Fluoranthene 813 33 14 ug/kg
86-73-7 Fluorene 67.7 33 11 ug/kg
118-74-1 Hexachlorobenzene ND 65 11 ug/kg
87-68-3 Hexachlorobutadiene ND 33 9.1 ug/kg
77-47-4 Hexachlorocyclopentadiene ND 650 33 ug/kg
67-72-1 Hexachloroethane ND 160 9.1 ug/kg
193-39-5 Indeno(1,2,3-cd)pyrene 178 33 11 ug/kg
78-59-1 Isophorone ND 65 8.8 ug/kg
91-57-6 2-Methylnaphthalene 19.7 65 18 ug/kg J
88-74-4 2-Nitroaniline ND 160 14 ug/kg
99-09-2 3-Nitroaniline ND 160 13 ug/kg
100-01-6 4-Nitroaniline ND 160 13 ug/kg
91-20-3 Naphthalene 30.7 33 8.9 ug/kg J
98-95-3 Nitrobenzene ND 65 9.4 ug/kg
621-64-7 N-Nitroso-di-n-propylamine ND 65 8.0 ug/kg
86-30-6 N-Nitrosodiphenylamine ND 160 19 ug/kg
85-01-8 Phenanthrene 683 33 15 ug/kg
129-00-0 Pyrene 687 33 13 ug/kg
95-94-3 1,2,4,5-Tetrachlorobenzene ND 160 10 ug/kg

CAS No. Surrogate Recoveries Run# 1 Run# 2 Limits

367-12-4 2-Fluorophenol 58% 21-116%
4165-62-2 Phenol-d5 59% 19-117%

ND = Not detected MDL - Method Detection Limit J = Indicates an estimated value
RL = Reporting Limit B = Indicates analyte found in associated method blank
E = Indicates value exceeds calibration range N = Indicates presumptive evidence of a compound
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Client Sample ID: EP-B2(14FT) 
Lab Sample ID: JA97114-3 Date Sampled: 01/13/12 
Matrix: SO - Soil   Date Received: 01/14/12 
Method: SW846 8270D   SW846 3550C Percent Solids: 87.5 
Project: Artimus', 260 West 26th Street, New York, NY

ABN TCL List (SOM0 1.1)

CAS No. Surrogate Recoveries Run# 1 Run# 2 Limits

118-79-6 2,4,6-Tribromophenol 74% 24-136%
4165-60-0 Nitrobenzene-d5 56% 21-122%
321-60-8 2-Fluorobiphenyl 61% 30-117%
1718-51-0 Terphenyl-d14 78% 31-129%

ND = Not detected MDL - Method Detection Limit J = Indicates an estimated value
RL = Reporting Limit B = Indicates analyte found in associated method blank
E = Indicates value exceeds calibration range N = Indicates presumptive evidence of a compound
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Report of Analysis Page 1 of 1     

Client Sample ID: EP-B2(14FT) 
Lab Sample ID: JA97114-3 Date Sampled: 01/13/12 
Matrix: SO - Soil   Date Received: 01/14/12 
Method: SW846 8081B   SW846 3545A Percent Solids: 87.5 
Project: Artimus', 260 West 26th Street, New York, NY

File ID DF Analyzed By Prep Date Prep Batch Analytical Batch
Run #1 4G14012.D 1 01/18/12 CT 01/16/12 OP54255 G4G394
Run #2

Initial Weight Final Volume
Run #1 17.2 g 10.0 ml
Run #2

Pesticide TCL List

CAS No. Compound Result RL MDL Units Q

309-00-2 Aldrin ND 0.66 0.33 ug/kg
319-84-6 alpha-BHC ND 0.66 0.50 ug/kg
319-85-7 beta-BHC ND 0.66 0.47 ug/kg
319-86-8 delta-BHC ND 0.66 0.39 ug/kg
58-89-9 gamma-BHC (Lindane) ND 0.66 0.30 ug/kg
5103-71-9 alpha-Chlordane 2.4 0.66 0.43 ug/kg
5103-74-2 gamma-Chlordane a 3.0 0.66 0.34 ug/kg
60-57-1 Dieldrin ND 0.66 0.51 ug/kg
72-54-8 4,4'-DDD b 3.4 0.66 0.34 ug/kg
72-55-9 4,4'-DDE 7.3 0.66 0.39 ug/kg
50-29-3 4,4'-DDT 29.1 0.66 0.49 ug/kg
72-20-8 Endrin ND 0.66 0.34 ug/kg
1031-07-8 Endosulfan sulfate ND 0.66 0.60 ug/kg
7421-93-4 Endrin aldehyde ND 0.66 0.63 ug/kg
959-98-8 Endosulfan-I ND 0.66 0.32 ug/kg
33213-65-9 Endosulfan-II ND 0.66 0.44 ug/kg
76-44-8 Heptachlor ND 0.66 0.41 ug/kg
1024-57-3 Heptachlor epoxide ND 0.66 0.33 ug/kg
72-43-5 Methoxychlor ND 1.3 0.47 ug/kg
53494-70-5 Endrin ketone ND 0.66 0.43 ug/kg
8001-35-2 Toxaphene ND 17 8.4 ug/kg

CAS No. Surrogate Recoveries Run# 1 Run# 2 Limits

877-09-8 Tetrachloro-m-xylene 106% 23-137%
877-09-8 Tetrachloro-m-xylene 98% 23-137%
2051-24-3 Decachlorobiphenyl 135% 22-160%
2051-24-3 Decachlorobiphenyl 123% 22-160%

(a) More than 40 % RPD for detected concentrations between the two GC columns.
(b) Reported from 2nd signal. %D of check on 1st signal excess method criteria (20 %) so using for confirmation

only.

ND = Not detected MDL - Method Detection Limit J = Indicates an estimated value
RL = Reporting Limit B = Indicates analyte found in associated method blank
E = Indicates value exceeds calibration range N = Indicates presumptive evidence of a compound
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Report of Analysis Page 1 of 1     

Client Sample ID: EP-B2(14FT) 
Lab Sample ID: JA97114-3 Date Sampled: 01/13/12 
Matrix: SO - Soil   Date Received: 01/14/12 

Percent Solids: 87.5 
Project: Artimus', 260 West 26th Street, New York, NY

Metals Analysis

Analyte Result RL Units DF Prep Analyzed By Method Prep Method

Aluminum 7510 59 mg/kg 1 01/16/12 01/17/12 VC SW846 6010C 2 SW846 3050B 3

Antimony <2.4 2.4 mg/kg 1 01/16/12 01/17/12 VC SW846 6010C 2 SW846 3050B 3

Arsenic <2.4 2.4 mg/kg 1 01/16/12 01/17/12 VC SW846 6010C 2 SW846 3050B 3

Barium 136 24 mg/kg 1 01/16/12 01/17/12 VC SW846 6010C 2 SW846 3050B 3

Beryllium 0.39 0.24 mg/kg 1 01/16/12 01/17/12 VC SW846 6010C 2 SW846 3050B 3

Cadmium <0.59 0.59 mg/kg 1 01/16/12 01/17/12 VC SW846 6010C 2 SW846 3050B 3

Calcium 6730 590 mg/kg 1 01/16/12 01/17/12 VC SW846 6010C 2 SW846 3050B 3

Chromium 18.6 1.2 mg/kg 1 01/16/12 01/17/12 VC SW846 6010C 2 SW846 3050B 3

Cobalt 6.6 5.9 mg/kg 1 01/16/12 01/17/12 VC SW846 6010C 2 SW846 3050B 3

Copper 17.4 3.0 mg/kg 1 01/16/12 01/17/12 VC SW846 6010C 2 SW846 3050B 3

Iron 13700 59 mg/kg 1 01/16/12 01/17/12 VC SW846 6010C 2 SW846 3050B 3

Lead 55.4 2.4 mg/kg 1 01/16/12 01/17/12 VC SW846 6010C 2 SW846 3050B 3

Magnesium 4170 590 mg/kg 1 01/16/12 01/17/12 VC SW846 6010C 2 SW846 3050B 3

Manganese 322 1.8 mg/kg 1 01/16/12 01/17/12 VC SW846 6010C 2 SW846 3050B 3

Mercury 0.20 0.038 mg/kg 1 01/16/12 01/16/12 JW SW846 7471B 1 SW846 7471B 4

Nickel 21.7 4.7 mg/kg 1 01/16/12 01/17/12 VC SW846 6010C 2 SW846 3050B 3

Potassium 3610 1200 mg/kg 1 01/16/12 01/17/12 VC SW846 6010C 2 SW846 3050B 3

Selenium <2.4 2.4 mg/kg 1 01/16/12 01/17/12 VC SW846 6010C 2 SW846 3050B 3

Silver <0.59 0.59 mg/kg 1 01/16/12 01/17/12 VC SW846 6010C 2 SW846 3050B 3

Sodium <1200 1200 mg/kg 1 01/16/12 01/17/12 VC SW846 6010C 2 SW846 3050B 3

Thallium <1.2 1.2 mg/kg 1 01/16/12 01/17/12 VC SW846 6010C 2 SW846 3050B 3

Vanadium 26.7 5.9 mg/kg 1 01/16/12 01/17/12 VC SW846 6010C 2 SW846 3050B 3

Zinc 58.2 2.4 mg/kg 1 01/16/12 01/17/12 VC SW846 6010C 2 SW846 3050B 3

(1) Instrument QC Batch: MA27781
(2) Instrument QC Batch: MA27784
(3) Prep QC Batch: MP62283
(4) Prep QC Batch: MP62287

RL = Reporting Limit
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Client Sample ID: EP-B2G(14FT) 
Lab Sample ID: JA97114-4 Date Sampled: 01/13/12 
Matrix: SO - Soil   Date Received: 01/14/12 
Method: SW846 8260B Percent Solids: 89.2 
Project: Artimus', 260 West 26th Street, New York, NY

File ID DF Analyzed By Prep Date Prep Batch Analytical Batch
Run #1 V123366.D 1 01/16/12 CL n/a n/a VV5301
Run #2

Initial Weight
Run #1 4.5 g
Run #2

VOA STARS List

CAS No. Compound Result RL MDL Units Q

71-43-2 Benzene ND 1.2 0.17 ug/kg
104-51-8 n-Butylbenzene ND 6.2 0.29 ug/kg
135-98-8 sec-Butylbenzene ND 6.2 0.20 ug/kg
98-06-6 tert-Butylbenzene ND 6.2 0.17 ug/kg
100-41-4 Ethylbenzene 0.35 1.2 0.18 ug/kg J
98-82-8 Isopropylbenzene ND 6.2 0.17 ug/kg
99-87-6 p-Isopropyltoluene 3.8 6.2 0.37 ug/kg J
1634-04-4 Methyl Tert Butyl Ether ND 1.2 0.22 ug/kg
91-20-3 Naphthalene 2.0 6.2 1.3 ug/kg J
103-65-1 n-Propylbenzene ND 6.2 0.43 ug/kg
108-88-3 Toluene ND 1.2 0.47 ug/kg
95-63-6 1,2,4-Trimethylbenzene ND 6.2 1.4 ug/kg
108-67-8 1,3,5-Trimethylbenzene ND 6.2 0.16 ug/kg

m,p-Xylene 0.80 1.2 0.39 ug/kg J
95-47-6 o-Xylene 0.34 1.2 0.23 ug/kg J
1330-20-7 Xylene (total) 1.1 1.2 0.23 ug/kg J

CAS No. Surrogate Recoveries Run# 1 Run# 2 Limits

1868-53-7 Dibromofluoromethane 106% 67-131%
17060-07-0 1,2-Dichloroethane-D4 95% 66-130%
2037-26-5 Toluene-D8 105% 76-125%
460-00-4 4-Bromofluorobenzene 100% 53-142%

ND = Not detected MDL - Method Detection Limit J = Indicates an estimated value
RL = Reporting Limit B = Indicates analyte found in associated method blank
E = Indicates value exceeds calibration range N = Indicates presumptive evidence of a compound
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Client Sample ID: EP-X 
Lab Sample ID: JA97114-5 Date Sampled: 01/13/12 
Matrix: SO - Soil   Date Received: 01/14/12 
Method: SW846 8270D   SW846 3550C Percent Solids: 89.4 
Project: Artimus', 260 West 26th Street, New York, NY

File ID DF Analyzed By Prep Date Prep Batch Analytical Batch
Run #1 3E38984.D 1 01/18/12 OYA 01/17/12 OP54262 E3E1713
Run #2

Initial Weight Final Volume
Run #1 35.1 g 1.0 ml
Run #2

ABN TCL List (SOM0 1.1)

CAS No. Compound Result RL MDL Units Q

95-57-8 2-Chlorophenol ND 160 32 ug/kg
59-50-7 4-Chloro-3-methyl phenol ND 160 32 ug/kg
120-83-2 2,4-Dichlorophenol ND 160 51 ug/kg
105-67-9 2,4-Dimethylphenol ND 160 54 ug/kg
51-28-5 2,4-Dinitrophenol ND 640 39 ug/kg
534-52-1 4,6-Dinitro-o-cresol ND 640 39 ug/kg
95-48-7 2-Methylphenol ND 64 36 ug/kg

3&4-Methylphenol ND 64 40 ug/kg
88-75-5 2-Nitrophenol ND 160 34 ug/kg
100-02-7 4-Nitrophenol ND 320 54 ug/kg
87-86-5 Pentachlorophenol ND 320 54 ug/kg
108-95-2 Phenol ND 64 33 ug/kg
58-90-2 2,3,4,6-Tetrachlorophenol ND 160 33 ug/kg
95-95-4 2,4,5-Trichlorophenol ND 160 37 ug/kg
88-06-2 2,4,6-Trichlorophenol ND 160 30 ug/kg
83-32-9 Acenaphthene ND 32 9.2 ug/kg
208-96-8 Acenaphthylene ND 32 10 ug/kg
98-86-2 Acetophenone ND 160 5.6 ug/kg
120-12-7 Anthracene 15.9 32 11 ug/kg J
1912-24-9 Atrazine ND 160 6.3 ug/kg
56-55-3 Benzo(a)anthracene 71.8 32 10 ug/kg
50-32-8 Benzo(a)pyrene 67.4 32 9.7 ug/kg
205-99-2 Benzo(b)fluoranthene 60.4 32 11 ug/kg
191-24-2 Benzo(g,h,i)perylene 43.1 32 12 ug/kg
207-08-9 Benzo(k)fluoranthene 44.4 32 12 ug/kg
101-55-3 4-Bromophenyl phenyl ether ND 64 12 ug/kg
85-68-7 Butyl benzyl phthalate ND 64 18 ug/kg
92-52-4 1,1'-Biphenyl ND 64 3.7 ug/kg
100-52-7 Benzaldehyde ND 160 7.3 ug/kg
91-58-7 2-Chloronaphthalene ND 64 9.9 ug/kg
106-47-8 4-Chloroaniline ND 160 10 ug/kg
86-74-8 Carbazole ND 64 15 ug/kg

ND = Not detected MDL - Method Detection Limit J = Indicates an estimated value
RL = Reporting Limit B = Indicates analyte found in associated method blank
E = Indicates value exceeds calibration range N = Indicates presumptive evidence of a compound
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Client Sample ID: EP-X 
Lab Sample ID: JA97114-5 Date Sampled: 01/13/12 
Matrix: SO - Soil   Date Received: 01/14/12 
Method: SW846 8270D   SW846 3550C Percent Solids: 89.4 
Project: Artimus', 260 West 26th Street, New York, NY

ABN TCL List (SOM0 1.1)

CAS No. Compound Result RL MDL Units Q

105-60-2 Caprolactam ND 64 10 ug/kg
218-01-9 Chrysene 64.1 32 11 ug/kg
111-91-1 bis(2-Chloroethoxy)methane ND 64 13 ug/kg
111-44-4 bis(2-Chloroethyl)ether ND 64 9.6 ug/kg
108-60-1 bis(2-Chloroisopropyl)ether ND 64 9.5 ug/kg
7005-72-3 4-Chlorophenyl phenyl ether ND 64 9.6 ug/kg
121-14-2 2,4-Dinitrotoluene ND 64 14 ug/kg
606-20-2 2,6-Dinitrotoluene ND 64 12 ug/kg
91-94-1 3,3'-Dichlorobenzidine ND 160 8.1 ug/kg
53-70-3 Dibenzo(a,h)anthracene ND 32 11 ug/kg
132-64-9 Dibenzofuran ND 64 9.5 ug/kg
84-74-2 Di-n-butyl phthalate ND 64 7.1 ug/kg
117-84-0 Di-n-octyl phthalate ND 64 16 ug/kg
84-66-2 Diethyl phthalate ND 64 11 ug/kg
131-11-3 Dimethyl phthalate ND 64 11 ug/kg
117-81-7 bis(2-Ethylhexyl)phthalate 69.4 64 28 ug/kg
206-44-0 Fluoranthene 131 32 14 ug/kg
86-73-7 Fluorene ND 32 10 ug/kg
118-74-1 Hexachlorobenzene ND 64 10 ug/kg
87-68-3 Hexachlorobutadiene ND 32 8.9 ug/kg
77-47-4 Hexachlorocyclopentadiene ND 640 33 ug/kg
67-72-1 Hexachloroethane ND 160 8.9 ug/kg
193-39-5 Indeno(1,2,3-cd)pyrene 37.8 32 11 ug/kg
78-59-1 Isophorone ND 64 8.6 ug/kg
91-57-6 2-Methylnaphthalene ND 64 18 ug/kg
88-74-4 2-Nitroaniline ND 160 14 ug/kg
99-09-2 3-Nitroaniline ND 160 13 ug/kg
100-01-6 4-Nitroaniline ND 160 12 ug/kg
91-20-3 Naphthalene ND 32 8.7 ug/kg
98-95-3 Nitrobenzene ND 64 9.2 ug/kg
621-64-7 N-Nitroso-di-n-propylamine ND 64 7.8 ug/kg
86-30-6 N-Nitrosodiphenylamine ND 160 19 ug/kg
85-01-8 Phenanthrene 72.6 32 14 ug/kg
129-00-0 Pyrene 131 32 12 ug/kg
95-94-3 1,2,4,5-Tetrachlorobenzene ND 160 9.8 ug/kg

CAS No. Surrogate Recoveries Run# 1 Run# 2 Limits

367-12-4 2-Fluorophenol 75% 21-116%
4165-62-2 Phenol-d5 78% 19-117%

ND = Not detected MDL - Method Detection Limit J = Indicates an estimated value
RL = Reporting Limit B = Indicates analyte found in associated method blank
E = Indicates value exceeds calibration range N = Indicates presumptive evidence of a compound
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Client Sample ID: EP-X 
Lab Sample ID: JA97114-5 Date Sampled: 01/13/12 
Matrix: SO - Soil   Date Received: 01/14/12 
Method: SW846 8270D   SW846 3550C Percent Solids: 89.4 
Project: Artimus', 260 West 26th Street, New York, NY

ABN TCL List (SOM0 1.1)

CAS No. Surrogate Recoveries Run# 1 Run# 2 Limits

118-79-6 2,4,6-Tribromophenol 88% 24-136%
4165-60-0 Nitrobenzene-d5 66% 21-122%
321-60-8 2-Fluorobiphenyl 70% 30-117%
1718-51-0 Terphenyl-d14 89% 31-129%

ND = Not detected MDL - Method Detection Limit J = Indicates an estimated value
RL = Reporting Limit B = Indicates analyte found in associated method blank
E = Indicates value exceeds calibration range N = Indicates presumptive evidence of a compound
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Client Sample ID: EP-X 
Lab Sample ID: JA97114-5 Date Sampled: 01/13/12 
Matrix: SO - Soil   Date Received: 01/14/12 
Method: SW846 8081B   SW846 3545A Percent Solids: 89.4 
Project: Artimus', 260 West 26th Street, New York, NY

File ID DF Analyzed By Prep Date Prep Batch Analytical Batch
Run #1 4G14013.D 1 01/18/12 CT 01/16/12 OP54255 G4G394
Run #2

Initial Weight Final Volume
Run #1 17.0 g 10.0 ml
Run #2

Pesticide TCL List

CAS No. Compound Result RL MDL Units Q

309-00-2 Aldrin ND 0.66 0.33 ug/kg
319-84-6 alpha-BHC ND 0.66 0.49 ug/kg
319-85-7 beta-BHC ND 0.66 0.46 ug/kg
319-86-8 delta-BHC ND 0.66 0.38 ug/kg
58-89-9 gamma-BHC (Lindane) ND 0.66 0.30 ug/kg
5103-71-9 alpha-Chlordane 3.3 0.66 0.43 ug/kg
5103-74-2 gamma-Chlordane 3.9 0.66 0.34 ug/kg
60-57-1 Dieldrin ND 0.66 0.51 ug/kg
72-54-8 4,4'-DDD 1.6 0.66 0.34 ug/kg
72-55-9 4,4'-DDE 3.8 0.66 0.39 ug/kg
50-29-3 4,4'-DDT 18.2 0.66 0.48 ug/kg
72-20-8 Endrin ND 0.66 0.34 ug/kg
1031-07-8 Endosulfan sulfate ND 0.66 0.60 ug/kg
7421-93-4 Endrin aldehyde ND 0.66 0.62 ug/kg
959-98-8 Endosulfan-I ND 0.66 0.32 ug/kg
33213-65-9 Endosulfan-II ND 0.66 0.43 ug/kg
76-44-8 Heptachlor ND 0.66 0.40 ug/kg
1024-57-3 Heptachlor epoxide ND 0.66 0.32 ug/kg
72-43-5 Methoxychlor ND 1.3 0.46 ug/kg
53494-70-5 Endrin ketone ND 0.66 0.43 ug/kg
8001-35-2 Toxaphene ND 16 8.3 ug/kg

CAS No. Surrogate Recoveries Run# 1 Run# 2 Limits

877-09-8 Tetrachloro-m-xylene 116% 23-137%
877-09-8 Tetrachloro-m-xylene 104% 23-137%
2051-24-3 Decachlorobiphenyl 123% 22-160%
2051-24-3 Decachlorobiphenyl 109% 22-160%

ND = Not detected MDL - Method Detection Limit J = Indicates an estimated value
RL = Reporting Limit B = Indicates analyte found in associated method blank
E = Indicates value exceeds calibration range N = Indicates presumptive evidence of a compound
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Client Sample ID: EP-X 
Lab Sample ID: JA97114-5 Date Sampled: 01/13/12 
Matrix: SO - Soil   Date Received: 01/14/12 

Percent Solids: 89.4 
Project: Artimus', 260 West 26th Street, New York, NY

Metals Analysis

Analyte Result RL Units DF Prep Analyzed By Method Prep Method

Aluminum 6180 56 mg/kg 1 01/16/12 01/17/12 VC SW846 6010C 2 SW846 3050B 3

Antimony <2.3 2.3 mg/kg 1 01/16/12 01/17/12 VC SW846 6010C 2 SW846 3050B 3

Arsenic <2.3 2.3 mg/kg 1 01/16/12 01/17/12 VC SW846 6010C 2 SW846 3050B 3

Barium 81.8 23 mg/kg 1 01/16/12 01/17/12 VC SW846 6010C 2 SW846 3050B 3

Beryllium 0.32 0.23 mg/kg 1 01/16/12 01/17/12 VC SW846 6010C 2 SW846 3050B 3

Cadmium <0.56 0.56 mg/kg 1 01/16/12 01/17/12 VC SW846 6010C 2 SW846 3050B 3

Calcium 6020 560 mg/kg 1 01/16/12 01/17/12 VC SW846 6010C 2 SW846 3050B 3

Chromium 17.7 1.1 mg/kg 1 01/16/12 01/17/12 VC SW846 6010C 2 SW846 3050B 3

Cobalt <5.6 5.6 mg/kg 1 01/16/12 01/17/12 VC SW846 6010C 2 SW846 3050B 3

Copper 10 2.8 mg/kg 1 01/16/12 01/17/12 VC SW846 6010C 2 SW846 3050B 3

Iron 10900 56 mg/kg 1 01/16/12 01/17/12 VC SW846 6010C 2 SW846 3050B 3

Lead 21.4 2.3 mg/kg 1 01/16/12 01/17/12 VC SW846 6010C 2 SW846 3050B 3

Magnesium 3630 560 mg/kg 1 01/16/12 01/17/12 VC SW846 6010C 2 SW846 3050B 3

Manganese 299 1.7 mg/kg 1 01/16/12 01/17/12 VC SW846 6010C 2 SW846 3050B 3

Mercury 0.048 0.033 mg/kg 1 01/16/12 01/16/12 JW SW846 7471B 1 SW846 7471B 4

Nickel 23.4 4.5 mg/kg 1 01/16/12 01/17/12 VC SW846 6010C 2 SW846 3050B 3

Potassium 2890 1100 mg/kg 1 01/16/12 01/17/12 VC SW846 6010C 2 SW846 3050B 3

Selenium <2.3 2.3 mg/kg 1 01/16/12 01/17/12 VC SW846 6010C 2 SW846 3050B 3

Silver <0.56 0.56 mg/kg 1 01/16/12 01/17/12 VC SW846 6010C 2 SW846 3050B 3

Sodium <1100 1100 mg/kg 1 01/16/12 01/17/12 VC SW846 6010C 2 SW846 3050B 3

Thallium <1.1 1.1 mg/kg 1 01/16/12 01/17/12 VC SW846 6010C 2 SW846 3050B 3

Vanadium 20.6 5.6 mg/kg 1 01/16/12 01/17/12 VC SW846 6010C 2 SW846 3050B 3

Zinc 36.1 2.3 mg/kg 1 01/16/12 01/17/12 VC SW846 6010C 2 SW846 3050B 3

(1) Instrument QC Batch: MA27781
(2) Instrument QC Batch: MA27784
(3) Prep QC Batch: MP62283
(4) Prep QC Batch: MP62287

RL = Reporting Limit
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Client Sample ID: EP-XX 
Lab Sample ID: JA97114-6 Date Sampled: 01/13/12 
Matrix: SO - Soil   Date Received: 01/14/12 
Method: SW846 8260B Percent Solids: 90.7 
Project: Artimus', 260 West 26th Street, New York, NY

File ID DF Analyzed By Prep Date Prep Batch Analytical Batch
Run #1 V123367.D 1 01/16/12 CL n/a n/a VV5301
Run #2

Initial Weight
Run #1 4.6 g
Run #2

VOA STARS List

CAS No. Compound Result RL MDL Units Q

71-43-2 Benzene ND 1.2 0.16 ug/kg
104-51-8 n-Butylbenzene ND 6.0 0.28 ug/kg
135-98-8 sec-Butylbenzene ND 6.0 0.19 ug/kg
98-06-6 tert-Butylbenzene ND 6.0 0.17 ug/kg
100-41-4 Ethylbenzene 0.25 1.2 0.18 ug/kg J
98-82-8 Isopropylbenzene ND 6.0 0.16 ug/kg
99-87-6 p-Isopropyltoluene 1.2 6.0 0.35 ug/kg J
1634-04-4 Methyl Tert Butyl Ether ND 1.2 0.21 ug/kg
91-20-3 Naphthalene 1.8 6.0 1.3 ug/kg J
103-65-1 n-Propylbenzene ND 6.0 0.41 ug/kg
108-88-3 Toluene ND 1.2 0.45 ug/kg
95-63-6 1,2,4-Trimethylbenzene ND 6.0 1.3 ug/kg
108-67-8 1,3,5-Trimethylbenzene 0.27 6.0 0.15 ug/kg J

m,p-Xylene 0.53 1.2 0.38 ug/kg J
95-47-6 o-Xylene 0.26 1.2 0.22 ug/kg J
1330-20-7 Xylene (total) 0.79 1.2 0.22 ug/kg J

CAS No. Surrogate Recoveries Run# 1 Run# 2 Limits

1868-53-7 Dibromofluoromethane 104% 67-131%
17060-07-0 1,2-Dichloroethane-D4 94% 66-130%
2037-26-5 Toluene-D8 106% 76-125%
460-00-4 4-Bromofluorobenzene 98% 53-142%

ND = Not detected MDL - Method Detection Limit J = Indicates an estimated value
RL = Reporting Limit B = Indicates analyte found in associated method blank
E = Indicates value exceeds calibration range N = Indicates presumptive evidence of a compound
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Client Sample ID: FIELD BLANK 1/13/12 
Lab Sample ID: JA97114-7 Date Sampled: 01/13/12 
Matrix: AQ - Field Blank Soil   Date Received: 01/14/12 
Method: SW846 8260B Percent Solids: n/a 
Project: Artimus', 260 West 26th Street, New York, NY

File ID DF Analyzed By Prep Date Prep Batch Analytical Batch
Run #1 2B91929.D 1 01/17/12 DR n/a n/a V2B4135
Run #2

Purge Volume
Run #1 5.0 ml
Run #2

VOA STARS List

CAS No. Compound Result RL MDL Units Q

71-43-2 Benzene ND 1.0 0.22 ug/l
104-51-8 n-Butylbenzene ND 5.0 0.33 ug/l
135-98-8 sec-Butylbenzene ND 5.0 0.20 ug/l
98-06-6 tert-Butylbenzene ND 5.0 0.24 ug/l
100-41-4 Ethylbenzene ND 1.0 0.21 ug/l
98-82-8 Isopropylbenzene ND 2.0 0.19 ug/l
99-87-6 p-Isopropyltoluene ND 5.0 0.19 ug/l
1634-04-4 Methyl Tert Butyl Ether ND 1.0 0.18 ug/l
91-20-3 Naphthalene ND 5.0 0.68 ug/l
103-65-1 n-Propylbenzene ND 5.0 0.17 ug/l
108-88-3 Toluene ND 1.0 0.15 ug/l
95-63-6 1,2,4-Trimethylbenzene ND 2.0 0.18 ug/l
108-67-8 1,3,5-Trimethylbenzene ND 2.0 0.23 ug/l

m,p-Xylene ND 1.0 0.32 ug/l
95-47-6 o-Xylene ND 1.0 0.17 ug/l
1330-20-7 Xylene (total) ND 1.0 0.17 ug/l

CAS No. Surrogate Recoveries Run# 1 Run# 2 Limits

1868-53-7 Dibromofluoromethane 96% 77-120%
17060-07-0 1,2-Dichloroethane-D4 99% 70-127%
2037-26-5 Toluene-D8 102% 79-120%
460-00-4 4-Bromofluorobenzene 104% 76-118%

ND = Not detected MDL - Method Detection Limit J = Indicates an estimated value
RL = Reporting Limit B = Indicates analyte found in associated method blank
E = Indicates value exceeds calibration range N = Indicates presumptive evidence of a compound
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Client Sample ID: FIELD BLANK 1/13/12 
Lab Sample ID: JA97114-7 Date Sampled: 01/13/12 
Matrix: AQ - Field Blank Soil   Date Received: 01/14/12 
Method: SW846 8081B   SW846 3510C Percent Solids: n/a 
Project: Artimus', 260 West 26th Street, New York, NY

File ID DF Analyzed By Prep Date Prep Batch Analytical Batch
Run #1 1G70694.D 1 01/18/12 CT 01/17/12 OP54286 G1G2547
Run #2

Initial Volume Final Volume
Run #1 1000 ml 10.0 ml
Run #2

Pesticide TCL List

CAS No. Compound Result RL MDL Units Q

309-00-2 Aldrin ND 0.010 0.0095 ug/l
319-84-6 alpha-BHC ND 0.010 0.0040 ug/l
319-85-7 beta-BHC ND 0.010 0.0038 ug/l
319-86-8 delta-BHC ND 0.010 0.0062 ug/l
58-89-9 gamma-BHC (Lindane) ND 0.010 0.0041 ug/l
5103-71-9 alpha-Chlordane ND 0.010 0.0050 ug/l
5103-74-2 gamma-Chlordane ND 0.010 0.0023 ug/l
60-57-1 Dieldrin ND 0.010 0.0033 ug/l
72-54-8 4,4'-DDD ND 0.010 0.0036 ug/l
72-55-9 4,4'-DDE ND 0.010 0.0030 ug/l
50-29-3 4,4'-DDT ND 0.010 0.0060 ug/l
72-20-8 Endrin ND 0.010 0.0064 ug/l
1031-07-8 Endosulfan sulfate ND 0.010 0.0064 ug/l
7421-93-4 Endrin aldehyde ND 0.010 0.0029 ug/l
53494-70-5 Endrin ketone ND 0.010 0.0041 ug/l
959-98-8 Endosulfan-I ND 0.010 0.0030 ug/l
33213-65-9 Endosulfan-II ND 0.010 0.0028 ug/l
76-44-8 Heptachlor ND 0.010 0.0084 ug/l
1024-57-3 Heptachlor epoxide ND 0.010 0.0038 ug/l
72-43-5 Methoxychlor ND 0.020 0.0082 ug/l
8001-35-2 Toxaphene ND 0.25 0.15 ug/l

CAS No. Surrogate Recoveries Run# 1 Run# 2 Limits

877-09-8 Tetrachloro-m-xylene 82% 26-145%
877-09-8 Tetrachloro-m-xylene 87% 26-145%
2051-24-3 Decachlorobiphenyl 74% 10-141%
2051-24-3 Decachlorobiphenyl 90% 10-141%

ND = Not detected MDL - Method Detection Limit J = Indicates an estimated value
RL = Reporting Limit B = Indicates analyte found in associated method blank
E = Indicates value exceeds calibration range N = Indicates presumptive evidence of a compound
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Client Sample ID: FIELD BLANK 1/13/12 
Lab Sample ID: JA97114-7 Date Sampled: 01/13/12 
Matrix: AQ - Field Blank Soil   Date Received: 01/14/12 

Percent Solids: n/a 
Project: Artimus', 260 West 26th Street, New York, NY

Total Metals Analysis

Analyte Result RL Units DF Prep Analyzed By Method Prep Method

Aluminum <200 200 ug/l 1 01/16/12 01/16/12 VC SW846 6010C 1 SW846 3010A 5

Antimony <6.0 6.0 ug/l 1 01/16/12 01/16/12 VC SW846 6010C 1 SW846 3010A 5

Arsenic <3.0 3.0 ug/l 1 01/16/12 01/16/12 VC SW846 6010C 1 SW846 3010A 5

Barium <200 200 ug/l 1 01/16/12 01/16/12 VC SW846 6010C 1 SW846 3010A 5

Beryllium <1.0 1.0 ug/l 1 01/16/12 01/16/12 VC SW846 6010C 1 SW846 3010A 5

Cadmium <3.0 3.0 ug/l 1 01/16/12 01/16/12 VC SW846 6010C 1 SW846 3010A 5

Calcium <5000 5000 ug/l 1 01/16/12 01/16/12 VC SW846 6010C 1 SW846 3010A 5

Chromium <10 10 ug/l 1 01/16/12 01/16/12 VC SW846 6010C 1 SW846 3010A 5

Cobalt <50 50 ug/l 1 01/16/12 01/16/12 VC SW846 6010C 1 SW846 3010A 5

Copper <10 10 ug/l 1 01/16/12 01/16/12 VC SW846 6010C 1 SW846 3010A 5

Iron <100 100 ug/l 1 01/16/12 01/16/12 VC SW846 6010C 1 SW846 3010A 5

Lead <3.0 3.0 ug/l 1 01/16/12 01/16/12 VC SW846 6010C 1 SW846 3010A 5

Magnesium <5000 5000 ug/l 1 01/16/12 01/16/12 VC SW846 6010C 1 SW846 3010A 5

Manganese <15 15 ug/l 1 01/16/12 01/16/12 VC SW846 6010C 1 SW846 3010A 5

Mercury <0.20 0.20 ug/l 1 01/16/12 01/16/12 MP SW846 7470A 2 SW846 7470A 4

Nickel <10 10 ug/l 1 01/16/12 01/16/12 VC SW846 6010C 1 SW846 3010A 5

Potassium <10000 10000 ug/l 1 01/16/12 01/16/12 VC SW846 6010C 1 SW846 3010A 5

Selenium <10 10 ug/l 1 01/16/12 01/16/12 VC SW846 6010C 1 SW846 3010A 5

Silver <10 10 ug/l 1 01/16/12 01/16/12 VC SW846 6010C 1 SW846 3010A 5

Sodium <10000 10000 ug/l 1 01/16/12 01/16/12 VC SW846 6010C 1 SW846 3010A 5

Thallium <2.0 2.0 ug/l 1 01/16/12 01/17/12 VC SW846 6010C 3 SW846 3010A 5

Vanadium <50 50 ug/l 1 01/16/12 01/16/12 VC SW846 6010C 1 SW846 3010A 5

Zinc <20 20 ug/l 1 01/16/12 01/16/12 VC SW846 6010C 1 SW846 3010A 5

(1) Instrument QC Batch: MA27784
(2) Instrument QC Batch: MA27786
(3) Instrument QC Batch: MA27791
(4) Prep QC Batch: MP62139
(5) Prep QC Batch: MP62282

RL = Reporting Limit
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Client Sample ID: TRIP BLANK 1/13/12 
Lab Sample ID: JA97114-8 Date Sampled: 01/13/12 
Matrix: AQ - Trip Blank Soil   Date Received: 01/14/12 
Method: SW846 8260B Percent Solids: n/a 
Project: Artimus', 260 West 26th Street, New York, NY

File ID DF Analyzed By Prep Date Prep Batch Analytical Batch
Run #1 2B91930.D 1 01/17/12 DR n/a n/a V2B4135
Run #2

Purge Volume
Run #1 5.0 ml
Run #2

VOA STARS List

CAS No. Compound Result RL MDL Units Q

71-43-2 Benzene ND 1.0 0.22 ug/l
104-51-8 n-Butylbenzene ND 5.0 0.33 ug/l
135-98-8 sec-Butylbenzene ND 5.0 0.20 ug/l
98-06-6 tert-Butylbenzene ND 5.0 0.24 ug/l
100-41-4 Ethylbenzene ND 1.0 0.21 ug/l
98-82-8 Isopropylbenzene ND 2.0 0.19 ug/l
99-87-6 p-Isopropyltoluene ND 5.0 0.19 ug/l
1634-04-4 Methyl Tert Butyl Ether ND 1.0 0.18 ug/l
91-20-3 Naphthalene ND 5.0 0.68 ug/l
103-65-1 n-Propylbenzene ND 5.0 0.17 ug/l
108-88-3 Toluene ND 1.0 0.15 ug/l
95-63-6 1,2,4-Trimethylbenzene ND 2.0 0.18 ug/l
108-67-8 1,3,5-Trimethylbenzene ND 2.0 0.23 ug/l

m,p-Xylene ND 1.0 0.32 ug/l
95-47-6 o-Xylene ND 1.0 0.17 ug/l
1330-20-7 Xylene (total) ND 1.0 0.17 ug/l

CAS No. Surrogate Recoveries Run# 1 Run# 2 Limits

1868-53-7 Dibromofluoromethane 96% 77-120%
17060-07-0 1,2-Dichloroethane-D4 99% 70-127%
2037-26-5 Toluene-D8 102% 79-120%
460-00-4 4-Bromofluorobenzene 104% 76-118%

ND = Not detected MDL - Method Detection Limit J = Indicates an estimated value
RL = Reporting Limit B = Indicates analyte found in associated method blank
E = Indicates value exceeds calibration range N = Indicates presumptive evidence of a compound
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Misc. Forms

Custody Documents and Other Forms

Includes the following where applicable:

• Chain of Custody

New Jersey

Section 4
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Accutest Laboratories Sample Receipt Summary

Accutest Job Number: JA97114 Client: CA RICH CONSULTANTS Immediate Client Services Action Required:

Client Service Action Required at Login:

No

YesDate / Time Received: 1/14/2012  0930 Delivery Method: FedEx

Project: ARTIMUS No. Coolers: 1 Airbill #'s: 7931 1591 7745

Cooler Security

1. Custody Seals Present:

  Y   or   N  

2. Custody Seals Intact:

3. COC Present:

4. Smpl Dates/Time OK

2. Cooler temp verification:

Cooler Temperature   Y   or   N  

1. Temp criteria achieved:

3. Cooler media:

Bar Therm

Ice (Bag)

Quality Control  Preservation   Y  

1. Trip Blank present / cooler:

2. Trip Blank listed on COC:

3. Samples preserved properly:

4. VOCs headspace free:

Sample Integrity - Documentation   Y     or     N  

1. Sample labels present on bottles:

2. Container labeling complete:

3. Sample container label / COC agree:

Sample Integrity - Condition   Y     or     N  

1. Sample recvd within HT:

3. Condition of sample:

2. All containers accounted for:

Sample Integrity - Instructions

1. Analysis requested is clear:

2. Bottles received for unspecified tests

3. Sufficient volume recvd for analysis:

4. Compositing instructions clear:

5. Filtering instructions clear:

Broken / Leaking

  Y   or   N  

Comments

-2  "EP-A3 MS(14 FT)"  REC'D BROKEN, SALVAGED IN SM.

  N    N/A  

  Y    N    N/A  

Accutest Laboratories
V:732.329.0200

2235 US Highway 130
F: 732.329.3499

Dayton, New Jersey
www/accutest.com

JA97114: Chain of Custody
Page 3 of 4
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Sample Receipt Summary - Problem Resolution

CSR: Tony Esposito Response Date: 1/16/2012

Response: Client notified. Use intact volumes if possible and proceed with all analysis.

Accutest Job Number: JA97114

Accutest Laboratories
V:732.329.0200

2235 US Highway 130
F: 732.329.3499

Dayton, New Jersey
www/accutest.com

JA97114: Chain of Custody
Page 4 of 4
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03/08/12

Technical Report for

C. A. Rich Consultants

Artimus', 260 West 26th Street, New York, NY

Accutest Job Number:   JA97713

Sampling Date: 01/23/12

Report to:

C. A. Rich Consultants

smalinowski@carichinc.com

ATTN: Steve Malinowski

Total number of pages in report:   

Certifications: NJ(12129), NY(10983), CA, CT, DE, FL, IL, IN, KS, KY, LA, MA, MD, MI, MT, NC,

OH VAP (CL0056),  PA,  RI, SC, TN, VA, WV

This report shall not be reproduced, except in its entirety, without the written approval of Accutest Laboratories.

Test results relate only to samples analyzed.

New Jersey • 2235 Route 130 • Dayton, NJ 08810 • tel: 732-329-0200 • fax: 732-329-3499 • http://www.accutest.com

Test results contained within this data package meet the requirements 

of the National Environmental Laboratory Accreditation Conference 

and/or state specific certification programs as applicable.

Client Service contact: Tony Esposito   732-329-0200

Paul Ioannidis
Lab Director

New Jersey

03/08/12

e-Hardcopy 2.0
Automated Report

10

Accutest Laboratories is the sole authority for authorizing edits or modifications to this
document. Unauthorized modification of this report is strictly prohibited.
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Sample Summary

C. A. Rich Consultants
Job No: JA97713

Artimus', 260 West 26th Street, New York, NY

Sample Collected Matrix Client 
Number Date Time By Received Code Type Sample ID

JA97713-1 01/23/12 12:30 JP 01/24/12 SO Soil GP-A1-1/23/12 (16FT)

Soil samples reported on a dry weight basis unless otherwise indicated on result page.

3 of 10

JA97713
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On 01/24/2012, 1 Sample(s), 0 Trip Blank(s) and 0 Field Blank(s) were received at Accutest Laboratories at a temperature of 4 C. 
Samples were intact and properly preserved, unless noted below.  An Accutest Job Number of JA97713 was assigned to the project.  
Laboratory sample ID, client sample ID and dates of sample collection are detailed in the report’s Results Summary Section.

Specified quality control criteria were achieved for this job except as noted below.  For more information, please refer to the 
analytical results and QC summary pages.

Client: C. A. Rich Consultants

Site: Artimus', 260 West 26th Street, New York, NY

Job No JA97713

Report Date 1/31/2012 11:48:06 A

CASE NARRATIVE / CONFORMANCE SUMMARY

Extractables by GC By Method SW846 8081B
Matrix: SO Batch ID: OP54429

All samples were extracted within the recommended method holding time.

All method blanks for this batch meet method specific criteria.

Sample(s)  JA97713-1MS, JA97713-1MSD, OP54429-MSMSD were used as the QC samples indicated.

Matrix Spike Recovery(s) for  4,4'-DDT are outside control limits.  Outside control limits due to high level in sample relative to 
spike amount.

JA97713-1 for alpha-Chlordane: Reported from 2nd signal due to interference on 1st signal.

Wet Chemistry By Method SM18 2540G
Matrix: SO Batch ID: GN60838

The data for  SM18 2540G meets quality control requirements.

Accutest certifies that data reported for samples received, listed on the associated custody chain or analytical task order, were 
produced to specifications meeting Accutest’s Quality System precision, accuracy and completeness objectives except as noted.

Estimated non-standard method measurement uncertainty data is available on request, based on quality control bias and implicit for 
standard methods. Acceptable uncertainty requires tested parameter quality control data to meet method criteria.

Accutest Laboratories is not responsible for data quality assumptions if partial reports are used and recommends that this report be 
used in its entirety.  Data release is authorized by Accutest Laboratories indicated via signature on the report cover

Tuesday, January 31, 2012 Page 1 of 1
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Sample Results

Report of Analysis

New Jersey

Section 3
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Accutest LabLink@661045 12:40 08-Mar-2012

Report of Analysis Page 1 of 1     

Client Sample ID: GP-A1-1/23/12 (16FT) 
Lab Sample ID: JA97713-1 Date Sampled: 01/23/12 
Matrix: SO - Soil   Date Received: 01/24/12 
Method: SW846 8081B   SW846 3545A Percent Solids: 89.7 
Project: Artimus', 260 West 26th Street, New York, NY

File ID DF Analyzed By Prep Date Prep Batch Analytical Batch
Run #1 1G70920.D 1 01/26/12 DS 01/25/12 OP54429 G1G2556
Run #2 1G70941.D 4 01/26/12 DS 01/25/12 OP54429 G1G2556

Initial Weight Final Volume
Run #1 17.1 g 10.0 ml
Run #2 17.1 g 10.0 ml

Pesticide TCL List

CAS No. Compound Result RL MDL Units Q

309-00-2 Aldrin ND 0.65 0.33 ug/kg
319-84-6 alpha-BHC ND 0.65 0.49 ug/kg
319-85-7 beta-BHC ND 0.65 0.46 ug/kg
319-86-8 delta-BHC ND 0.65 0.38 ug/kg
58-89-9 gamma-BHC (Lindane) ND 0.65 0.30 ug/kg
5103-71-9 alpha-Chlordane a 2.8 0.65 0.42 ug/kg
5103-74-2 gamma-Chlordane 2.6 0.65 0.33 ug/kg
60-57-1 Dieldrin ND 0.65 0.50 ug/kg
72-54-8 4,4'-DDD 2.2 0.65 0.33 ug/kg
72-55-9 4,4'-DDE 5.6 0.65 0.38 ug/kg
50-29-3 4,4'-DDT 57.4 b 2.6 1.9 ug/kg
72-20-8 Endrin ND 0.65 0.33 ug/kg
1031-07-8 Endosulfan sulfate ND 0.65 0.59 ug/kg
7421-93-4 Endrin aldehyde ND 0.65 0.62 ug/kg
959-98-8 Endosulfan-I ND 0.65 0.32 ug/kg
33213-65-9 Endosulfan-II ND 0.65 0.43 ug/kg
76-44-8 Heptachlor ND 0.65 0.40 ug/kg
1024-57-3 Heptachlor epoxide ND 0.65 0.32 ug/kg
72-43-5 Methoxychlor ND 1.3 0.46 ug/kg
53494-70-5 Endrin ketone ND 0.65 0.42 ug/kg
8001-35-2 Toxaphene ND 16 8.2 ug/kg

CAS No. Surrogate Recoveries Run# 1 Run# 2 Limits

877-09-8 Tetrachloro-m-xylene 68% 88% 23-137%
877-09-8 Tetrachloro-m-xylene 66% 87% 23-137%
2051-24-3 Decachlorobiphenyl 49% 71% 22-160%
2051-24-3 Decachlorobiphenyl 87% 90% 22-160%

(a) Reported from 2nd signal due to interference on 1st signal.
(b) Result is from Run# 2

ND = Not detected MDL - Method Detection Limit J = Indicates an estimated value
RL = Reporting Limit B = Indicates analyte found in associated method blank
E = Indicates value exceeds calibration range N = Indicates presumptive evidence of a compound

6 of 10
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Misc. Forms

Custody Documents and Other Forms

Includes the following where applicable:

• Chain of Custody

New Jersey

Section 4
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Accutest Laboratories Sample Receipt Summary

Accutest Laboratories
V:732.329.0200

2235 US Highway 130
F: 732.329.3499

Dayton, New Jersey
www/accutest.com

Accutest Job Number: JA97713 Client:

Date / Time Received: 1/24/2012

Delivery Method:

Project:

No. Coolers: 1 Airbill #'s:

Cooler Security

1. Custody Seals Present:

  Y   or   N  

2. Custody Seals Intact:

3. COC Present:

4. Smpl Dates/Time OK

2. Cooler temp verification:

Cooler Temperature   Y   or   N  

1. Temp criteria achieved:

3. Cooler media: Ice (Bag)

Quality Control  Preservatio   Y    or   N        N/A

1. Trip Blank present / cooler:

2. Trip Blank listed on COC:

3. Samples preserved properly:

4. VOCs headspace free:

Sample Integrity - Documentation   Y     or     N  

1. Sample labels present on bottles:

2. Container labeling complete:

3. Sample container label / COC agree:

Sample Integrity - Condition   Y     or     N  

1. Sample recvd within HT:

3. Condition of sample:

2. All containers accounted for:

Sample Integrity - Instructions

1. Analysis requested is clear:

2. Bottles received for unspecified tests

3. Sufficient volume recvd for analysis:

4. Compositing instructions clear:

5. Filtering instructions clear:

Intact

  Y   or   N  

Comments

 Y     or    N          N/A

JA97713: Chain of Custody
Page 3 of 3
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  Page 1 of 4  File Name: _____________________________________ 

DAILY STATUS REPORT 

Prepared By: Steve Malinowski of CA RICH 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 8-30-11 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 
Contractor: Chelsea W26 LLC 
 
 

Safety Officer: Jessica Proscia 
 

Work Activities Performed (Since Last Report): 
Conducted test pit activities to classify soil for disposal.  Eight test pits were dug from grade to bedrock 
or 14-feet deep (whichever was deeper). 
SVOCs (NJDEP Soil Cleanup List + TCL/TAL), Total Metals (TAL) + Cyanide and Hexavalant Chromium, PCBs, 
Herbidies/Pesticides (NJDEP Soil Cleanup List+TCL/TAL), Full TCLP (VOCs, SVOCs, Metals, Herbs/Pest and 
RCRA Characteristics) 

 
 

Working In Grid #: All – test pits installed across entire site 

 

Samples Collected (Since Last Report):  12 grab samples were collected for VOCs, 12 composite 
samples were collected for Total Petroleum Hydrocarbons (TPH) and 12 additional composite samples 
were collected for TPH, SVOCs (NJDEP Soil Cleanup List + TCL/TAL), Total Metals (TAL) + Cyanide 
and Hexavalant Chromium, PCBs, Herbidies/Pesticides (NJDEP Soil Cleanup List+TCL/TAL), Full 
TCLP (VOCs, SVOCs, Metals, Herbs/Pest and RCRA Characteristics) 
  
 
 
 
Air Monitoring (Since Last Report): 
Air monitoring started today, no problems.   
 
 
Problems Encountered: 
None 
 
 
Planned Activities for Next Week: 
Tomorrow the development team plans to install additional test pits for Geotechnical purposes.  No soil 
sampling is planned.  We also plan to collect a groundwater sample in preparation of a dewatering 
application to NYCDEP. 
 
 
 
 
 
 
 

WEATHER Snow  Rain  Overcast  Partly 
Cloudy  Bright 

Sun  

TEMP. TO 32  32-50  50-70  70-85 X >85  
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Facility # 
Name/ location 
type of waste 

Solid Solid Solid Liquid 

Solid Or Liquid 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Trucks Gallons Trucks 
Cu. Yds. 

Or 
Gallons 

Today (trucks, 
cu.yds.) 

          

Totals (trucks, 
cu.yds.)           

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Site Grid Map

 

Draft map with grids attached 

Example:
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Photo Log 

Photo 1 –  

 

Excavation in area of stained 
asphalt near former 
automobile lift.  Soil beneath 
the asphalt did not contain 
soil displaying hydraulic oil 
contamination. 

 

Photo 2 – 

Test pit TP-2 reveals the 
presence of buried brick 
foundations. 
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Photo 3 – 

Soil pile removed from test 
pit location TP-3. 
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DAILY STATUS REPORT 

Prepared By: Danny Manore of Artimus 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 8-31-11 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 
Alternate Safety Officer: Danny Manore 

Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
(4) Test Pits dug and backfilled for Geotechnical purposes. 
 

Working In Grid #: 7B, 7C, D2, D3 

 

 
Four test pits were dug for Geotechnical purposes.  Please see Site Grid Map for specific locations. 
 
 
 
 
Air Monitoring (Since Last Report): 
 
Air Monitoring was taken during excavation of test pits, no problems. 
 
 
 
 
Problems Encountered: 
 
None 
 
 
Planned Activities for Next Week: 
 
Trenching to begin along property lines.  Any soil trenched will be stockpiled, covered, and monitored 
as indicated in the Remedial Work Action Plan. 
 
CA Rich to be on site to collect a groundwater sample in preparation of a dewatering application to 
NYCDEP. 
 
 
 

 

 

WEATHER Snow  Rain  Overcast  Partly 
Cloudy  Bright 

Sun  

TEMP. TO 32  32-50  50-70  70-85 X >85  

Example:
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Facility # 
Name/ location 
type of waste 

Solid Solid Solid Liquid 

Solid Or Liquid 

Today (trucks, 
cu.yds.) 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Trucks Gallons Trucks 
Cu. Yds. 

Or 
Gallons 

          

Totals (trucks, 
cu.yds.)           

 

Site Grid Map 
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Photo Log 

Photo 1 –  

 

Test Pit in Area 7B dug to reveal 
foundation of neighboring 
building to the east.   

 

Photo 2 – 

Test Pits in Areas 7B and 7C 
were back-filled completely 
before end of the day. 

 

Photo 3 – 

Test pit in Area D-2 done to 
reveal foundation of neighboring 
building to the south.  Test pit 
was completely backfilled before 
end of the day. 
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DAILY STATUS REPORT 

Prepared By: Danny Manore of Artimus 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 9-01-11 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 
Alternate Safety Officer: Danny Manore 

Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
Concrete sidewalk and top layer of asphalt was removed and stockpiled. 
Fence was built along south property line. 
 

Working In Grid #: A3, A4, A5, A6, A7, B6, B7, C6, C7 

 

 
Concrete sidewalk and top layer of asphalt was removed and stockpiled. 
 
Air Monitoring (Since Last Report): 
 
Air Monitoring was taken during sidewalk and asphalt removal, no problems. 
 
 
 
 
Problems Encountered: 
 
None 
 
 
Planned Activities for Next Week: 
 
Only Concrete and Asphalt will be removed from the site and trucked to a recycling facility.  No soil will 
be removed from the site.  All trucks will be properly cleaned and inspected before leaving the site. 
 
Trenching to continue along property lines.  Any soil trenched will be stockpiled, covered, and 
monitored as indicated in the Remedial Work Action Plan. 
 
CA Rich to be on site to collect a groundwater sample in preparation of a dewatering application to 
NYCDEP. 
 
 
 

 

 

WEATHER Snow  Rain  Overcast  Partly 
Cloudy  Bright 

Sun  

TEMP. TO 32  32-50  50-70  70-85 X >85  

Example:
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Facility # 
Name/ location 
type of waste 

Solid Solid Solid Liquid 

Solid Or Liquid 

Today (trucks, 
cu.yds.) 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Trucks Gallons Trucks 
Cu. Yds. 

Or 
Gallons 

          

Totals (trucks, 
cu.yds.)           

 

Site Grid Map 
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Photo Log 

Photo 1 –  

 

Sidewalk along 26th Street was 
carefully removed.  All concrete 
was stockpiled.   

 

Photo 2 – 

Concrete Sidewalk stockpile.    

 

Photo 3 – 

Top layer of asphalt stockpiled. 
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DAILY STATUS REPORT 

Prepared By: Danny Manore of Artimus 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 9-02-11 

Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 
Alternate Safety Officer: Danny Manore 

Contractor: Chelsea W26 LLC 
 
 

Work Activities Performed (Since Last Report): 
 
Trenching along property line. 
 

Working In Grid #: A1, A2, A3, A4, A5, A6, A7, B1 

 
Air Monitoring (Since Last Report): 
 
Air Monitoring was taken during trenching, no problems. 
 
 
 
 

Problems Encountered: 
 
None 
 
 

Planned Activities for Next Week: 
 
Only Concrete and Asphalt will be removed from the site and trucked to a recycling facility.  No soil will 
be removed from the site.  All trucks will be properly cleaned and inspected before leaving the site. 
 
Trenching to continue along property lines.  Any soil trenched will be stockpiled, covered, and 
monitored as indicated in the Remedial Work Action Plan. 
 
To begin piledriving.  
 

 

 

 

 

 

WEATHER Snow  Rain  Overcast  
Partly 
Cloudy 

 
Bright 
Sun 

 

TEMP. TO 32  32-50  50-70  70-85 X >85  

Example: 
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Facility # 
Name/ location 
type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 Solid Solid Liquid 

Solid Or Liquid 

Today (trucks, 
cu.yds.) 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Trucks Gallons Trucks 
Cu. Yds. 

Or 
Gallons 

6 150         

Totals (trucks, 
cu.yds.) 

          

 

Site Grid Map 
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Photo Log 

Photo 1 –  

 

Trenching along the north side 
of the site facing east. 

 

Photo 2 – 

 

Trenching along the north side 
of the site facing north. 

 

Photo 3 – 

Trenching on east side of Site. 
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DAILY STATUS REPORT 

Prepared By: Danny Manore of Artimus 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 9-06-11 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 
Alternate Safety Officer: Danny Manore 

Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
Continued trenching along property lines and solid waste such as concrete, brick, and asphalt was 
sorted and trucked off site to a recycling facility.  No soil was removed from the site, and all soil 
remained in its original location. 
 

Working In Grid #: A1, A2, A3, A4, A5, A6, A7, B1, C1 

 
Air Monitoring (Since Last Report): 
 
No Air Monitoring was done today due to a steady rain all day. 
 
 
 
Problems Encountered: 
 

DOB inspector Williamson came to the site today.  He issued 2 violations, one was to provide updated 
plans for underpinning the South Neighboring Building and to provide updated plans detailing an old 
foundation wall along 8th Avenue.  The other was to cut our neighbors trees down due to its instability.   

 
 
Planned Activities for Next Week: 
 
Only Concrete and Asphalt will be removed from the site and trucked to a recycling facility.  No soil will 
be removed from the site.  All trucks will be properly cleaned and inspected before leaving the site. 
 
Trenching to continue along property lines.  Any soil trenched will be stockpiled, covered, and 
monitored as indicated in the Remedial Work Action Plan. 
 
To begin piledriving.  
 

 

 

 

 

 

WEATHER Snow  Rain X Overcast  Partly 
Cloudy  Bright 

Sun  

TEMP. TO 32  32-50  50-70 X 70-85  >85  

Example:
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Facility # 
Name/ location 
type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 Solid Solid Liquid 

Solid Or Liquid 

Today (trucks, 
cu.yds.) 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Trucks Gallons Trucks 
Cu. Yds. 

Or 
Gallons 

9 225         

Totals (trucks, 
cu.yds.) 15 375         

 

Site Grid Map 
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Photo Log 

Photo 1 –  

 

All trucks were thoroughly 
washed and inspected before 
leaving the site. 

 

Photo 2 – 

 

All solid waste (ex:  brick, rock, 
concrete, asphalt) was carefully 
separated from soil and trucked 
off the site to a recycling facility.   

No soil was removed from the 
site.  All soil remained in its 
original location.  

 

Photo 3 – 

Trenching continued along 8th 
Ave.  All solid waste was 
removed, and the remaining soil 
was filled back in.  
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DAILY STATUS REPORT 

Prepared By: Danny Manore of Artimus 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 9-07-11 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 
Alternate Safety Officer: Danny Manore 

Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
Continued trenching along 26th Street and preparing the site to install soldier piles.  Two truck loads of 
HP Soldier Piles were delivered to site today.  Asphalt, concrete and bricks continued to be trucked off 
site to a recycling facility.  No soil was removed from the site, and all soil remained in its original 
location.  Trees along the south property line were removed.   
 

Working In Grid #: A3, A4, A5, A6, A7, D5, D6, D7 

 
Air Monitoring (Since Last Report): 
 
No Air Monitoring was done today due to a steady rain all day. 
 
 
 
Problems Encountered: 
 

No problems were encountered today. 
 
Planned Activities for Next Week: 
 
Only Concrete, Asphalt, and Brick will be removed from the site and trucked to a recycling facility.  No 
soil will be removed from the site.  All trucks will be properly cleaned and inspected before leaving the 
site.  Due to heavy rains, a truck load of gravel was delivered to keep the truck station free of mud. 
 
Trenching to continue along property lines.  Any soil trenched will be stockpiled, covered, and 
monitored as indicated in the Remedial Work Action Plan. 
 
To begin piledriving.  
 

 

 

 

 

 

WEATHER Snow  Rain X Overcast  Partly 
Cloudy  Bright 

Sun  

TEMP. TO 32  32-50  50-70 X 70-85  >85  

Example:



  Page 2 of 3  File Name: _____________________________________ 

Facility # 
Name/ location 
type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 Solid Solid Liquid 

Solid Or Liquid 

Today (trucks, 
cu.yds.) 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Trucks Gallons Trucks 
Cu. Yds. 

Or 
Gallons 

11 275         

Totals (trucks, 
cu.yds.) 26 650         

 

Site Grid Map 
 

 



  Page 3 of 3  File Name: _____________________________________ 

Photo Log 

Photo 1 –  

Due to the heavy rains, gravel 
was delivered to the site for the 
truck wash station. 

All trucks were thoroughly 
washed and inspected before 
leaving the site. 

 

Photo 2 – 

 

Site was properly graded along 
26th street to prepare for soldier 
piles to be installed next week. 

 

Photo 3 – 

 

Fence was built along the south 
property line and trees were 
carefully removed from site.  
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DAILY STATUS REPORT 

Prepared By: Danny Manore of Artimus 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 9-08-11 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 
Alternate Safety Officer: Danny Manore 

Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
A fence was built along the south property line.  Asphalt, concrete and bricks continued to be trucked 
off site to a recycling facility.  No soil was removed from the site, and all soil remained in its original 
location.  Trees along the south property line were removed.   
 

Working In Grid #: C5, C6, C7, D5, D6, D7 

 
Air Monitoring (Since Last Report): 
 
Air Monitoring was taken, no problems. 
 
 
 
Problems Encountered: 
 

No problems were encountered today. 
 
 
Planned Activities for Next Week: 
 
Only Concrete, Asphalt, and Brick will be removed from the site and trucked to a recycling facility.  No 
soil will be removed from the site.  All trucks will be properly cleaned and inspected before leaving the 
site.  Due to heavy rains, a truck load of gravel was delivered to keep the truck station free of mud. 
 
Trenching to continue along property lines.  Any soil trenched will be stockpiled, covered, and 
monitored as indicated in the Remedial Work Action Plan. 
 
To begin piledriving.  
 

 

 

 

 

 

WEATHER Snow  Rain  Overcast X Partly 
Cloudy  Bright 

Sun  

TEMP. TO 32  32-50  50-70  70-85 X >85  

Example:



  Page 2 of 4  File Name: _____________________________________ 

Facility # 
Name/ location 
type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 Solid Solid Liquid 

Solid Or Liquid 

Today (trucks, 
cu.yds.) 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Trucks Gallons Trucks 
Cu. Yds. 

Or 
Gallons 

4 100         

Totals (trucks, 
cu.yds.) 30 750         

 

Site Grid Map 
 

 



  Page 3 of 4  File Name: _____________________________________ 

Photo Log 

Photo 1 –  

 

 

Soldier Piles and equipment 
were delivered to the site today 
in preparation for pile driving 
next week.   

 

Photo 2 – 

 

Truck wash area.  All 
trucks/vehicles were washed 
thoroughly before leaving the 
site.  All streets and sidewalks 
were also thoroughly swept and 
washed.   

 

Photo 3 – 

 

Fence continued to be built 
along the south property line in 
preparation for solider pile install 
next week. 

 



  Page 1 of 4  File Name: _____________________________________ 

DAILY STATUS REPORT 

Prepared By: Steve Malinowski of CA RICH 
   

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 9-9-11 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 
Contractor: Chelsea W26 LLC 
 
 

Safety Officer: Jessica Proscia 
 

Work Activities Performed (Since Last Report): 
 
 

Working In Grid #: B4 and 5 

 

CA RICH collected a groundwater sample from stormwater pooled on-site.  The sample will be 
submitted to America Analytical of Farmingdale, NY and tested for the NYCDEP list of effluent 
parameters.   
 
A stockpile of soil that was removed from the surface along the site perimeter to level grids A1 through 
A7 stockpiled was covered in plastic and posted to identify the area it was removed from. 
 
 
 
 
Air Monitoring (Since Last Report): 
 
No excavation work was performed today therefore dust and VOC monitoring was not performed.  
 
 
 
 
Problems Encountered: 
None 
 
 
 
Planned Activities for Next Week: 
HT-solder piles are planned to be drilled along the perimeter starting in the northwest corner.   
 
 
 
 
 
 

 

 

WEATHER Snow  Rain  Overcast  Partly 
Cloudy  Bright 

Sun  

TEMP. TO 32  32-50  50-70  70-85 X >85  

Example:



  Page 2 of 4  File Name: _____________________________________ 

Facility # 
Name/ location 
type of waste 

Solid Solid Solid Liquid 

Solid Or Liquid 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Trucks Gallons Trucks 
Cu. Yds. 

Or 
Gallons 

Today (trucks, 
cu.yds.) 

          

Totals (trucks, 
cu.yds.)           

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Site Grid Map

 

Draft map with grids attached 



  Page 3 of 4  File Name: _____________________________________ 

Photo Log 

Photo 1 –  

 

Soil stockpile 
covered with plastic. 

 

Photo 2 – 

Soil stockpile from 
test pit TP-5 
covered with plastic. 
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Photo 3 – 

Stormwater ponding 
after rainy week 

 

  





  Page 1 of 4  File Name: _____________________________________ 

DAILY STATUS REPORT 

Prepared By: Danny Manore of Artimus 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 9-12-11 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 
Alternate Safety Officer: Danny Manore 

Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
Began to install HP Soldier Piles along 26th Street. (1) Pile was installed.   
 

Working In Grid #: A6,A7 

 
Air Monitoring (Since Last Report): 
 
Air Monitoring was taken, no problems. 
 
 
 
Problems Encountered: 
 

No problems were encountered today. 
 
 
Planned Activities for Next Week: 
 
HP Soldier Piles will continue to be installed along 26th Street all week.   
 
 
 
 
 
 
 
 
 
 
 
 
 

 

 

 

 

WEATHER Snow  Rain  Overcast  Partly 
Cloudy  Bright 

Sun X

TEMP. TO 32  32-50  50-70  70-85 X >85  



  Page 2 of 4  File Name: _____________________________________ 

 

Facility # 
Name/ location 
type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 Solid Solid Liquid 

Solid Or Liquid 

Today (trucks, 
cu.yds.) 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Trucks Gallons Trucks 
Cu. Yds. 

Or 
Gallons 

          

Totals (trucks, 
cu.yds.) 30 750         

 

Site Grid Map 

 

Example:



  Page 3 of 4  File Name: _____________________________________ 

 

Photo Log 

Photo 1 –  

 

Drill machine used to install HP 
Soldier Piles. 

 

Photo 2 – 

Beginning to install the first HP 
Soldier Pile along 26th Street.   

All stockpiled soil on site 
remains covered in plastic and 
labeled to identify the area it 
was removed from.   

 

Photo 3 – 

 

Stockpile of HP Soilder Piles. 
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DAILY STATUS REPORT 

Prepared By: Danny Manore of Artimus 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 9-13-11 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 
Alternate Safety Officer: Danny Manore 

Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
Continued installing HP Soldier Piles along 26th Street. (1) Pile was completed, beam was installed, 
casing still needs to be removed.   
 
Soil Stockpiles on site continue to remain covered and are inspected daily.  No problems thus far. 
 

Working In Grid #: A6,A7 

 
Air Monitoring (Since Last Report): 
 
Air Monitoring was taken, no problems. 
 
 
 
Problems Encountered: 
 

No problems were encountered today. 
 
 
Planned Activities for Next Week: 
 
HP Soldier Piles will continue to be installed along 26th Street all week.   
 
 
 
 
 
 
 
 
 
 
 
 
 

 

 

WEATHER Snow  Rain  Overcast  Partly 
Cloudy  Bright 

Sun X

TEMP. TO 32  32-50  50-70  70-85 X >85  
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Facility # 
Name/ location 
type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 Solid Solid Liquid 

Solid Or Liquid 

Today (trucks, 
cu.yds.) 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Trucks Gallons Trucks 
Cu. Yds. 

Or 
Gallons 

          

Totals (trucks, 
cu.yds.) 30 750         

 

Site Grid Map 

 

Example:



  Page 3 of 4  File Name: _____________________________________ 

 

Photo Log 

Photo 1 –  

 

Drill machine used to install HP 
Soldier Piles. 

A black mesh fence was built 
and installed to protect the 
public of any debris when 
drilling piles.   

 

Photo 2 – 

 
Continuing to install the first HP 
Soldier Pile along 26th Street.   

 

 

Photo 3 – 

 

Stockpiles of soil remain 
covered while HP Soldier piles 
continue to be installed. Soil 
stockpiles were inspected and 
there are no problems.   
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DAILY STATUS REPORT 

Prepared By: Danny Manore of Artimus 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 9-14-11 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 
Alternate Safety Officer: Danny Manore 

Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
Continued installing HP Soldier Piles along 26th Street. Casing was removed from first pile today. (See 
photo 2 below.) 
 
Soil Stockpiles on site continue to remain covered.  They were inspected today, and no problems have 
occurred. 
 

Working In Grid #: A6,A7 

 
Air Monitoring (Since Last Report): 
 
No Air Monitoring was done today because no drilling or excavation took place. 
 
 
 
Problems Encountered: 
 

No problems were encountered today. 
 
 
Planned Activities for Next Week: 
 
HP Soldier Piles will continue to be installed along 26th Street all week.   
 
 
 
 
 
 
 
 
 
 
 
 
 

 

WEATHER Snow  Rain  Overcast  Partly 
Cloudy  Bright 

Sun X

TEMP. TO 32  32-50  50-70  70-85 X >85  
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Facility # 
Name/ location 
type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 Solid Solid Liquid 

Solid Or Liquid 

Today (trucks, 
cu.yds.) 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Trucks Gallons Trucks 
Cu. Yds. 

Or 
Gallons 

          

Totals (trucks, 
cu.yds.) 30 750         

 

Site Grid 

Map  

Example:
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Photo Log 

Photo 1 –  

 

Drill machine and equipment 
used to install HP Soldier 
Piles. 

 

 

Photo 2 – 

 
Installation of (1) HP Soldier 
Pile Complete. 

 

 

Photo 3 – 

 

Stockpiles of soil remain 
covered while HP Soldier piles 
continue to be installed.  

Soil stockpiles continue to be 
inspected and there are no 
problems.   
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DAILY STATUS REPORT 

Prepared By: Danny Manore of Artimus 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 9-15-11 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 
Alternate Safety Officer: Danny Manore 

Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
Continued installing HP Soldier Piles along 26th Street. Four additional piles were installed today for a 
total of five HP Soldier Piles installed on site. 
 
DOB inspector on site, updated plans shown to DOB inspector to answer questions from the inspection 
September 6 2011, all ok.  DOB inspector also did complete site walkthrough, all ok for Artimus; one 
violation issued to pile company, issue was already corrected. 

Soil Stockpiles on site continue to remain covered.  They were inspected today, and no problems have 
occurred. 
 

Working In Grid #: A6,A7 

 
Air Monitoring (Since Last Report): 
 
No problems with Air Monitoring. 
 
 
 
Problems Encountered: 
 

No problems were encountered. 
 
 
Planned Activities for Next Week: 
 
HP Soldier Piles will continue to be installed along 26th Street all week.   
 
 
 
 
 
 
 

 

 

 

WEATHER Snow  Rain X Overcast X Partly 
Cloudy  Bright 

Sun  

TEMP. TO 32  32-50  50-70  70-85 X >85  
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Facility # 
Name/ location 
type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 Solid Solid Liquid 

Solid Or Liquid 

Today (trucks, 
cu.yds.) 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Trucks Gallons Trucks 
Cu. Yds. 

Or 
Gallons 

          

Totals (trucks, 
cu.yds.) 30 750         

 

Site 
GridMap

 
 

Example:
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Photo Log 

Photo 1 –  

 

Drill machine driving HP 
Soldier Pile into rock.   

 

 

Photo 2 – 

 
Dropping HP Soldier Pile in 
Casing.    

 

 

Photo 3 – 

 

Men working to install the fifth 
HP Soldier Pile today.    

 

 



 Page 1 of 3 File Name: _____________________________________ 

DAILY STATUS REPORT 

Prepared By: Danny Manore of Artimus 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 9-16-11 

Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 
Alternate Safety Officer: Danny Manore 

Contractor: Chelsea W26 LLC 
 
 

Work Activities Performed (Since Last Report): 
 
Continued installing HP Soldier Piles along 26th Street. Four additional piles were installed today for a 
total of nine HP Soldier Piles installed on site. 
 
Soil Stockpiles on site continue to remain covered.  They were inspected today, and no problems have 
occurred. 
 

Working In Grid #: A5, A6, A7 

 
Air Monitoring (Since Last Report): 
 
No Air Monitoring was taken today.  Steve Malinowski from CA Rich Consultants, Inc. advised OER 
that the dust monitoring activities at the 260 West 26th Street Site have been suspended until 
excavation activities resume. As discussed between Steve and OER, Artimus Construction plans to 
continue installing HP Soldier piles for the next week or two along the perimeter of the site. The 
installation process for the piles involves a wet drilling operation into bedrock that does not produce any 
dust because the material is saturated with water. Once excavation activities resume the CAMP 
monitoring procedures will resume. 
 

Problems Encountered: 

 

No problems were encountered. 
 
 

Planned Activities for Next Week: 
 
HP Soldier Piles will continue to be installed along 26th Street all next week.   
 
 
 
 
 
 
 

 

 

 

WEATHER Snow  Rain  Overcast  
Partly 
Cloudy 

 
Bright 
Sun 

X 

TEMP. TO 32  32-50  50-70 X 70-85  >85  



 Page 2 of 3 File Name: _____________________________________ 

 

 

Facility # 
Name/ location 
type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 Solid Solid Liquid 

Solid Or Liquid 

Today (trucks, 
cu.yds.) 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Trucks Gallons Trucks 
Cu. Yds. 

Or 
Gallons 

          

Totals (trucks, 
cu.yds.) 

30 750         

 

Site 
GridMap

 

 

Example: 



 Page 3 of 3 File Name: _____________________________________ 

 

Photo Log 

Photo 1 –  

 

Drilling rock for HP Soldier 
Pile to be installed.   

 

 

Photo 2 – 

 
Hoisting HP Solider Pile up to 
place into casing.    

 

 

Photo 3 – 

 

Lowering HP Soldier Pile into 
casing.      

 

 



  Page 1 of 3  File Name: _____________________________________ 

DAILY STATUS REPORT 

Prepared By: Danny Manore of Artimus 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 9-19-11 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 
Alternate Safety Officer: Danny Manore 

Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
Continued installing HP Soldier Piles along 26th Street. Three additional piles were installed today for a 
total of twelve HP Soldier Piles installed on site. 
 
Soil Stockpiles on site continue to remain covered.  They were inspected today, and no problems have 
occurred. 
 

Working In Grid #: A4, A5 

 
Air Monitoring (Since Last Report): 
 
No Air Monitoring was taken today.  Air Monitoring is currently suspended until excavation activities 
resume.  Once excavation activities resume the CAMP monitoring procedures will resume. 
 
 
 
Problems Encountered: 
 

No problems were encountered. 
 
 
Planned Activities for Next Week: 
 
HP Soldier Piles will continue to be installed along 26th Street all week.   
 
 
 
 
 
 
 

 

 

 

 

 

WEATHER Snow  Rain  Overcast  Partly 
Cloudy  Bright 

Sun X

TEMP. TO 32  32-50  50-70  70-85 X >85  

Example:



  Page 2 of 3  File Name: _____________________________________ 

Facility # 
Name/ location 
type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 Solid Solid Liquid 

Solid Or Liquid 

Today (trucks, 
cu.yds.) 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Trucks Gallons Trucks 
Cu. Yds. 

Or 
Gallons 

          

Totals (trucks, 
cu.yds.) 30 750         

 

Site 
GridMap

 
 

 

Photo Log 
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Photo 1 –  

 

Plastic and Netting to protect 
public from any debris or 
water spewing from drilling 
machine. 

 

 

Photo 2 – 

 
Men working on drilling 
machine.    

 

 

Photo 3 – 

 

Driving Soldier Pile.  Plywood 
was placed in front of machine 
to help control water spraying 
from machine. 
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DAILY STATUS REPORT 

Prepared By: Danny Manore of Artimus 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 9-20-11 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 
Alternate Safety Officer: Danny Manore 

Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
Continued installing HP Soldier Piles along 26th Street. Four additional piles were installed today for a 
total of sixteen HP Soldier Piles installed on site. 
 
Soil Stockpiles on site continue to remain covered.  They were inspected today, and no problems have 
occurred. 
 

Working In Grid #: A3, A4 

 
Air Monitoring (Since Last Report): 
 
No Air Monitoring was taken today.  Air Monitoring is currently suspended until excavation activities 
resume.  Once excavation activities resume the CAMP monitoring procedures will resume. 
 
 
 
Problems Encountered: 
 

No problems were encountered. 
 
 
Planned Activities for Next Week: 
 
HP Soldier Piles will continue to be installed along 26th Street all week.   
 
 
 
 
 
 
 

 

 

 

 

 

WEATHER Snow  Rain X Overcast X Partly 
Cloudy  Bright 

Sun  

TEMP. TO 32  32-50  50-70  70-85 X >85  

Example:



  Page 2 of 3  File Name: _____________________________________ 

Facility # 
Name/ location 
type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 Solid Solid Liquid 

Solid Or Liquid 

Today (trucks, 
cu.yds.) 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Trucks Gallons Trucks 
Cu. Yds. 

Or 
Gallons 

          

Totals (trucks, 
cu.yds.) 30 750         

 

Site Grid Map 
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Photo Log 

Photo 1 –  

 

Machine drilling HP Soldier 
Pile.   

 

 

Photo 2 – 

 
HP Soldier Piles currently 
installed along the North 
property line of the site.     

 

 

Photo 3 – 

 

HP Soldier Pile grouted in 
place.   
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DAILY STATUS REPORT 

Prepared By: Danny Manore of Artimus 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 9-21-11 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 
Alternate Safety Officer: Danny Manore 

Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
Continued installing HP Soldier Piles along 26th Street. Four additional piles were installed today for a 
total of twenty HP Soldier Piles installed on site. 
 
Soil Stockpiles on site continue to remain covered.  They were inspected today, and no problems have 
occurred. 
 

Working In Grid #: A3, A4 

 
Air Monitoring (Since Last Report): 
 
No Air Monitoring was taken today.  Air Monitoring is currently suspended until excavation activities 
resume.  Once excavation activities resume the CAMP monitoring procedures will resume. 
 
 
 
Problems Encountered: 
 

No problems were encountered. 
 
 
Planned Activities for Next Week: 
 
HP Soldier Piles will continue to be installed along 26th Street and 8th Ave. 
 
The waste classification soil results have been received. The results along with waste profiles have 
been submitted to various facilities for disposal approval.  Once approval is received, the approval 
letters will be forwarded to OER and arrangements will be made to commence excavation activities 
after the soldier piles are completed.   
 
 

 

 

 

 

 

WEATHER Snow  Rain  Overcast  Partly 
Cloudy X Bright 

Sun  

TEMP. TO 32  32-50  50-70  70-85 X >85  

Example:
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Facility # 
Name/ location 
type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 Solid Solid Liquid 

Solid Or Liquid 

Today (trucks, 
cu.yds.) 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Trucks Gallons Trucks 
Cu. Yds. 

Or 
Gallons 

          

Totals (trucks, 
cu.yds.) 30 750         

 

Site Grid Map 
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Photo Log 

Photo 1 –  

 

Verifying Piles are located on 
the edge of the property line.   

(Red String represents 
property line) 

 

 

Photo 2 – 

 
Excavator moving metal 
casings for drilling machine.     

 

 

Photo 3 – 

 

Drilling machine moving to set 
up to drill next pile location.   
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DAILY STATUS REPORT 

Prepared By: Danny Manore of Artimus 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 9-22-11 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 
Alternate Safety Officer: Danny Manore 

Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
Continued installing HP Soldier Piles along 26th Street. Three additional piles were installed today for a 
total of twenty-three HP Soldier Piles installed on site. 
 
Since piles were driven within 50’-0” of the MTA Subway line, both an MTA inspector and a Vibration 
Monitoring Company were on site oversee and monitor all Piles being driven close to the subway 
tunnel.  
 
Soil Stockpiles on site continue to remain covered.  They were inspected today, and no problems have 
occurred. 
 

Working In Grid #: A1, A2 

 
Air Monitoring (Since Last Report): 
 
No Air Monitoring was taken today.  Air Monitoring is currently suspended until excavation activities 
resume.  Once excavation activities resume the CAMP monitoring procedures will resume. 
 
 
 
Problems Encountered: 
No problems were encountered. 
 
Planned Activities for Next Week: 
 
HP Soldier Piles will continue to be installed along 26th Street and 8th Ave. 
 
The waste classification soil results have been received. The results along with waste profiles have 
been submitted to various facilities for disposal approval.  Once approval is received, the approval 
letters will be forwarded to OER and arrangements will be made to commence excavation activities 
after the soldier piles are completed.   
 
 

 

 

 

 

WEATHER Snow  Rain  Overcast  Partly 
Cloudy X Bright 

Sun  

TEMP. TO 32  32-50  50-70  70-85 X >85  
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Facility # 
Name/ location 
type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 Solid Solid Liquid 

Solid Or Liquid 

Today (trucks, 
cu.yds.) 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Trucks Gallons Trucks 
Cu. Yds. 

Or 
Gallons 

          

Totals (trucks, 
cu.yds.) 30 750         

 

Site Grid Map 

 

Example:
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Photo Log 

Photo 1 –  

 

(23) HP Soldier Piles are 
currently installed along 26th 
Street.   

Soil Stockpiles remain 
covered and are inspected on 
a daily basis.  No problems 
have occurred. 

 

Photo 2 – 

 
Machine drilling Pile #28.     

 

 

Photo 3 – 

 

West Property Line was 
marked today (pink string) in 
preparation to begin piles 
along 8th Ave. tomorrow and 
next week.   
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DAILY STATUS REPORT 

Prepared By: Danny Manore of Artimus 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 9-23-11 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 
Alternate Safety Officer: Danny Manore 

Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
Continued installing HP Soldier Piles along 26th Street. Three additional piles were installed today for a 
total of twenty-six HP Soldier Piles installed on site. 
 
Since piles were driven within 50’-0” of the MTA Subway line, both an MTA inspector and a Vibration 
Monitoring Company were on site oversee and monitor all Piles being driven close to the subway 
tunnel.  
 
Soil Stockpiles on site continue to remain covered.  They were inspected today, and no problems have 
occurred. 
 

Working In Grid #: A1, A2 

 
Air Monitoring (Since Last Report): 
 
No Air Monitoring was taken today.  Air Monitoring is currently suspended until excavation activities 
resume.  Once excavation activities resume the CAMP monitoring procedures will resume. 
 
 
 
Problems Encountered: 
No problems were encountered. 
 
Planned Activities for Next Week: 
 
HP Soldier Piles will continue to be installed along 26th Street and 8th Ave. 
 
The waste classification soil results have been received. The results along with waste profiles have 
been submitted to various facilities for disposal approval.  Once approval is received, the approval 
letters will be forwarded to OER and arrangements will be made to commence excavation activities 
after the soldier piles are completed.   
 
 

 

 

 

 

WEATHER Snow  Rain X Overcast  Partly 
Cloudy  Bright 

Sun  

TEMP. TO 32  32-50  50-70  70-85 X >85  
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Facility # 
Name/ location 
type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 Solid Solid Liquid 

Solid Or Liquid 

Today (trucks, 
cu.yds.) 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Trucks Gallons Trucks 
Cu. Yds. 

Or 
Gallons 

          

Totals (trucks, 
cu.yds.) 30 750         

 

Site Grid Map 

 

Example:
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Photo Log 

Photo 1 –  

 

Soil Stockpiles remain fully 
covered.  Stockpiles were 
inspected multiple times today 
due to the large amount of 
rain.  No problems have 
occurred. 

 

Photo 2 – 

 
Machine drilling Pile #27.     

 

 

Photo 3 – 

 

Workers preparing to drill Pile 
#29.   
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DAILY STATUS REPORT 

Prepared By: Danny Manore of Artimus 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 9-26-11 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 
Alternate Safety Officer: Danny Manore 

Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
Continued installing HP Soldier Piles along 26th Street. One additional pile was installed today for a 
total of twenty-seven HP Soldier Piles installed on site. 
 
Since piles were driven within 50’-0” of the MTA Subway line, both an MTA inspector and a Vibration 
Monitoring Company were on site oversee and monitor all Piles being driven close to the subway 
tunnel.  
 
Soil Stockpiles on site continue to remain covered.  They were inspected today, and no problems have 
occurred. 
 

Working In Grid #: A1 

 
Air Monitoring (Since Last Report): 
 
No Air Monitoring was taken today.  Air Monitoring is currently suspended until excavation activities 
resume.  Once excavation activities resume the CAMP monitoring procedures will resume. 
 
 
Problems Encountered: 
 
No problems were encountered. 
 
Planned Activities for Next Week: 
 
HP Soldier Piles will be completed along 26th Street. Piles to continue to be installed along 8th Ave and 
begin being installed along the South Property Line. 
 
The waste classification soil results have been received. The results along with waste profiles have 
been submitted to various facilities for disposal approval.  Once approval is received, the approval 
letters will be forwarded to OER and arrangements will be made to commence excavation activities 
after the soldier piles are completed.   
 
 

 

 

 

WEATHER Snow  Rain  Overcast  Partly 
Cloudy  Bright 

Sun X

TEMP. TO 32  32-50  50-70  70-85 X >85  
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Facility # 
Name/ location 
type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 Solid Solid Liquid 

Solid Or Liquid 

Today (trucks, 
cu.yds.) 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Trucks Gallons Trucks 
Cu. Yds. 

Or 
Gallons 

          

Totals (trucks, 
cu.yds.) 30 750         

 

Site Grid Map 

 

Example:
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Photo Log 

Photo 1 –  

 

Workers lowering HP Pile #23 
along 26th Street into casing. 

 

Photo 2 – 

 
Marking out location where 
HP Piles are to be installed 
along 8th Ave.      

 

 

Photo 3 – 

 

Workers drilling first pile along 
8th Ave.   
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DAILY STATUS REPORT 

Prepared By: Danny Manore of Artimus 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 9-27-11 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 
Alternate Safety Officer: Danny Manore 

Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
Continued installing HP Soldier Piles along 26th Street. Three additional piles were installed today for a 
total of thirty HP Soldier Piles installed on site.  All piles along 26th Street have been installed.  
Tomorrow we will begin installing piles along the south property line. 
 
There was a planned DOB site visit today.   
 
Soil Stockpiles on site continue to remain covered.  They were inspected today, and no problems have 
occurred. 
 

Working In Grid #: A7 

 
Air Monitoring (Since Last Report): 
 
No Air Monitoring was taken today.  Air Monitoring is currently suspended until excavation activities 
resume.  Once excavation activities resume the CAMP monitoring procedures will resume. 
 
 
Problems Encountered: 
 
No problems were encountered. 
 
Planned Activities for Next Week: 
 
Piles to be installed along the south property line and along 8th Ave. 
 
The waste classification soil results have been received. The results along with waste profiles have 
been submitted to various facilities for disposal approval.  Once approval is received, the approval 
letters will be forwarded to OER and arrangements will be made to commence excavation activities 
after the soldier piles are completed.   
 
 

 

 

 

 

WEATHER Snow  Rain  Overcast  Partly 
Cloudy  Bright 

Sun X

TEMP. TO 32  32-50  50-70  70-85 X >85  



  Page 2 of 3  File Name: _____________________________________ 

 

Facility # 
Name/ location 
type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 Solid Solid Liquid 

Solid Or Liquid 

Today (trucks, 
cu.yds.) 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Trucks Gallons Trucks 
Cu. Yds. 

Or 
Gallons 

          

Totals (trucks, 
cu.yds.) 30 750         

 

Site Grid Map 

 
 

Example:



  Page 3 of 3  File Name: _____________________________________ 

 

Photo Log 

Photo 1 –  

 

Workers lowering #3 HP Pile 
into metal casing. 

 

Photo 2 – 

 
Soil Stockpiles remain fully 
covered and are inspected 
daily.  No problems have 
occurred.      

 

 

Photo 3 – 

 

Workers drilling Pile #1 in 
Northeast corner of site.     
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DAILY STATUS REPORT 

Prepared By: Danny Manore of Artimus 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 9-28-11 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 
Alternate Safety Officer: Danny Manore 

Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
Began installing piles along south property line.  Three piles were installed today for a total of 33 piles 
installed on site.  Tomorrow we will continue to install piles along the south property line. 
 
 
Soil Stockpiles on site continue to remain covered.  They were inspected today, and no problems have 
occurred. 
 

Working In Grid #: D7 

 
Air Monitoring (Since Last Report): 
 
No Air Monitoring was taken today.  Air Monitoring is currently suspended until excavation activities 
resume.  Once excavation activities resume the CAMP monitoring procedures will resume. 
 
 
Problems Encountered: 
 
No problems were encountered. 
 
Planned Activities for Next Week: 
 
Piles to be installed along the south property line and along 8th Ave. 
 
The waste classification soil results have been received. The results along with waste profiles have 
been submitted to various facilities for disposal approval.  Once approval is received, the approval 
letters will be forwarded to OER and arrangements will be made to commence excavation activities 
after the soldier piles are completed.   
 
 

 

 

 

 

 

WEATHER Snow  Rain  Overcast X Partly 
Cloudy  Bright 

Sun  

TEMP. TO 32  32-50  50-70  70-85 X >85  

Example:
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Facility # 
Name/ location 
type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 Solid Solid Liquid 

Solid Or Liquid 

Today (trucks, 
cu.yds.) 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Trucks Gallons Trucks 
Cu. Yds. 

Or 
Gallons 

          

Totals (trucks, 
cu.yds.) 30 750         

 

Site Grid Map 
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Photo Log 

Photo 1 –  

 

Drilling machine setting up to 
drill the first HP Pile along the 
South Property line.   

Stakes in ground represent 
location of future piles to be 
installed later this week. 

 

Photo 2 – 

 
Drilling machine drilling Pile 
#1 along south property line.     

 

 

Photo 3 – 

 

Piles #2 and #3 installed 
along the south property line.  
Drilling machine is setting up 
to drill Pile #4.       
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DAILY STATUS REPORT 

Prepared By: Danny Manore of Artimus 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 9-29-11 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 
Alternate Safety Officer: Danny Manore 

Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
Continued installing piles along south property line.  Four piles were installed today for a total of 37 
piles installed on site.  Tomorrow we will continue to install piles along the south property line. 
 
 
Soil Stockpiles on site continue to remain covered.  They were inspected today, and no problems have 
occurred. 
 

Working In Grid #: D6 & D7 

 
Air Monitoring (Since Last Report): 
 
No Air Monitoring was taken today.  Air Monitoring is currently suspended until excavation activities 
resume.  Once excavation activities resume the CAMP monitoring procedures will resume. 
 
 
Problems Encountered: 
 
No problems were encountered. 
 
Planned Activities for Next Week: 
 
Piles to be installed along the south property line and along 8th Ave. 
 
The waste classification soil results have been received. The results along with waste profiles have 
been submitted to various facilities for disposal approval.  Once approval is received, the approval 
letters will be forwarded to OER and arrangements will be made to commence excavation activities 
after the soldier piles are completed.   
 
 

 

 

 

 

 

WEATHER Snow  Rain  Overcast X Partly 
Cloudy  Bright 

Sun  

TEMP. TO 32  32-50  50-70  70-85 X >85  

Example:
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Facility # 
Name/ location 
type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 Solid Solid Liquid 

Solid Or Liquid 

Today (trucks, 
cu.yds.) 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Trucks Gallons Trucks 
Cu. Yds. 

Or 
Gallons 

          

Totals (trucks, 
cu.yds.) 30 750         

 

Site Grid Map 
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Photo Log 

Photo 1 –  

 

Drilling machine lowering in 
HP Pile for Pile #4 along 
South Property Line. 

 

Photo 2 – 

 
Drilling machine drilling Pile 
#6 along south property line.     

 

 

Photo 3 – 

 

Plastic installed to keep all 
soil, water, etc. from going 
under construction fence into 
neighbor’s property when 
future HP Piles are drilled.         

 

 



 Page 1 of 3 File Name: _____________________________________ 

DAILY STATUS REPORT 

Prepared By: Danny Manore of Artimus 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 9-30-11 

Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 
Alternate Safety Officer: Danny Manore 

Contractor: Chelsea W26 LLC 
 
 

Work Activities Performed (Since Last Report): 
 
Continued installing piles along south property line.  Three piles were installed today for a total of 40 
piles installed on site.  Tomorrow we will continue to install piles along the south property line. 
 
 
Soil Stockpiles on site continue to remain covered.  They were inspected today, and no problems have 
occurred. 
 

Working In Grid #: D6  

 
Air Monitoring (Since Last Report): 
 
No Air Monitoring was taken today.  Air Monitoring is currently suspended until excavation activities 
resume.  Once excavation activities resume the CAMP monitoring procedures will resume. 
 
 

Problems Encountered: 
 
No problems were encountered. 
 

Planned Activities for Next Week: 
 
Piles to be installed along the south property line and along 8th Ave. 
 
The waste classification soil results have been received. The results along with waste profiles have 
been submitted to various facilities for disposal approval.  Once approval is received, the approval 
letters will be forwarded to OER and arrangements will be made to commence excavation activities 
after the soldier piles are completed.   
 
 

 

 

 

 

 

WEATHER Snow  Rain  Overcast  
Partly 
Cloudy 

 
Bright 
Sun 

X 

TEMP. TO 32  32-50  50-70  70-85 X >85  

Example: 
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Facility # 
Name/ location 
type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 Solid Solid Liquid 

Solid Or Liquid 

Today (trucks, 
cu.yds.) 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Trucks Gallons Trucks 
Cu. Yds. 

Or 
Gallons 

          

Totals (trucks, 
cu.yds.) 

30 750         

 

Site Grid Map 
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Photo Log 

Photo 1 –  

 

HP Soldier Piles currently 
installed along south property 
line.   

 

Photo 2 – 

 
Drilling machine drilling Pile 
#9 along south property line.      

 

 

Photo 3 – 

 

Drilling machine lowering HP 
Soldier Pile #9 into metal 
casing.         
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DAILY STATUS REPORT 

Prepared By: Danny Manore of Artimus 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 10-03-11 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 
Alternate Safety Officer: Danny Manore 

Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
Continued installing piles along south property line.  Three piles were installed today for a total of 43 
piles installed on site.  Tomorrow we will continue to install piles along the south property line. 
 
 
Soil Stockpiles on site continue to remain covered.  They were inspected today, and no problems have 
occurred. 
 

Working In Grid #: D5 & D6 

 
Air Monitoring (Since Last Report): 
 
No Air Monitoring was taken today.  Air Monitoring is currently suspended until excavation activities 
resume.  Once excavation activities resume the CAMP monitoring procedures will resume. 
 
 
Problems Encountered: 
 
No problems were encountered. 
 
Planned Activities for Next Week: 
 
Piles to be installed along the south property line and along 8th Ave. 
 
The waste classification soil results have been received. The results along with waste profiles have 
been submitted to various facilities for disposal approval.  Once approval is received, the approval 
letters will be forwarded to OER and arrangements will be made to commence excavation activities 
after the soldier piles are completed.   
 
 

 

 

 

 

 

WEATHER Snow  Rain  Overcast  Partly 
Cloudy X Bright 

Sun  

TEMP. TO 32  32-50  50-70 X 70-85  >85  

Example:
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Facility # 
Name/ location 
type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 Solid Solid Liquid 

Solid Or Liquid 

Today (trucks, 
cu.yds.) 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Trucks Gallons Trucks 
Cu. Yds. 

Or 
Gallons 

          

Totals (trucks, 
cu.yds.) 30 750         

 

Site Grid Map 
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Photo Log 

Photo 1 –  

 

Drilling machine lining up to 
drill HP Pile #12 along the 
South Property line. 

 

Photo 2 – 

 
Drilling machine lowering HP 
Pile #12 into metal casing.      

 

 

Photo 3 – 

 

Machine drilling HP Pile #11 
along South Property line.         
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DAILY STATUS REPORT 

Prepared By: Danny Manore of Artimus 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 10-04-11 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 
Alternate Safety Officer: Danny Manore 

Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
Completed piles along south property line.  Four piles were installed today for a total of 47 piles 
installed on site.  Tomorrow three truckloads of soil from test pits TP-5 and TP-7 will be excavated and 
transported to the Clean Earth of North Jersey site as soil containing hazardous levels of lead.  During 
this activity CA RICH Consultants will be on-site to oversee the excavation activities and conduct the 
CAMP monitoring.  After the soil removal, confirmatory soil samples will be collected from the 
excavation perimeter to confirm the lead contaminated soil has been adequately removed.   

Soil Stockpiles on site continue to remain covered.  They were inspected today, and no problems have 
occurred. 
 

Working In Grid #: D5  

 
Air Monitoring (Since Last Report): 
 
No Air Monitoring was taken today.  Air Monitoring is currently suspended until excavation activities 
resume.  Once excavation activities resume the CAMP monitoring procedures will resume. 
 
 
Problems Encountered: 
 
No problems were encountered. 
 
Planned Activities for Next Week: 
 
HP Soldier Piles will begin to be installed along 8th Ave. 
 
The waste classification soil results have been received. The results along with waste profiles have 
been submitted to various facilities for disposal approval.  Once approval is received, the approval 
letters will be forwarded to OER and arrangements will be made to commence excavation activities 
after the soldier piles are completed.   
 
 

 

 

 

 

WEATHER Snow  Rain  Overcast  Partly 
Cloudy X Bright 

Sun  

TEMP. TO 32  32-50  50-70 X 70-85  >85  
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Facility # 
Name/ location 
type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 Solid Solid Liquid 

Solid Or Liquid 

Today (trucks, 
cu.yds.) 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Trucks Gallons Trucks 
Cu. Yds. 

Or 
Gallons 

          

Totals (trucks, 
cu.yds.) 30 750         

 

Site Grid Map 

 
 

Example:
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Photo Log 

Photo 1 –  

 

Machine drilling HP Pile #14 
along South Property line.         

 

Photo 2 – 

 
Drilling machine setting up to 
drill Pile #15.      

 

 

Photo 3 – 

 

HP Pile #15 grouted into 
place along South Property 
line.         
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DAILY STATUS REPORT 

Prepared By: Steve Malinowski of CA RICH 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 10-05-11 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 
Contractor: Chelsea W26 LLC 
 
 

Safety Officer: Jason Cooper 

Work Activities Performed (Since Last Report): 
 

Three truckloads of soil from test pits TP-5 and TP-7 were excavated and transported to the Clean 
Earth of North Jersey site as soil containing hazardous levels of lead.   After the soil removal, 
confirmatory soil samples were collected from the excavation perimeter to confirm the lead 
contaminated soil has been adequately removed.  A small pile of additional soil stockpiled and covered 
for disposal at a later date. 

Soil Stockpiles on-site continue to remain covered.  They were inspected today, and no problems have 
occurred. 
 

Working In Grids #: A6, B6, D1 and D2  

 
Air Monitoring (Since Last Report): 
 
Air Monitoring was conducted during today’s excavation activities.  No problems were encountered. 
 
 
Problems Encountered: 
 
No problems were encountered. 
 
Planned Activities for Next Week: 
 
HP Soldier Piles will begin to be installed along 8th Ave. 
 
   
 
 

 

 

 

 

 

WEATHER Snow  Rain  Overcast  Partly 
Cloudy X Bright 

Sun  

TEMP. TO 32  32-50  50-70 X 70-85  >85  

Example:



  Page 2 of 3  File Name: _____________________________________ 

Facility # 
Name/ location 
type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 

Clean Earth of North 
Jersey 

Mountainside, NJ 
Solid Solid Liquid 

Solid Or Liquid 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Trucks Gallons Trucks 
Cu. Yds. 

Or 
Gallons 

Today (trucks, 
cu.yds.) 

  3 Appr. 
70       

Totals (trucks, 
cu.yds.) 30 750         

 

Site Grid Map 

 
 

 



  Page 3 of 3  File Name: _____________________________________ 

Photo Log 

Photo 1 –  

 

 

 

Photo 2 – 

.      

 

 

 

 

 

Photo 3 – 
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DAILY STATUS REPORT 

Prepared By: Danny Manore of Artimus 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 10-06-11 

Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 
Alternate Safety Officer: Danny Manore 

Contractor: Chelsea W26 LLC 
 
 

Work Activities Performed (Since Last Report): 
 
CA Rich received the results for the soil samples collected after the removal of the haz-lead test pits 
yesterday. Two samples failed for TCLP lead indicating additional haz-lead soil is still present in TP-7 
east and TP-5 north.  Tomorrow after the first truck is loaded from the current stockpile, CA Rich will 
remove an additional five feet of soil from the east sidewall of test pit TP-7 and the north sidewall of test 
pit TP-5.  The soil will be sent to Clean Earth of North Jersey. After the soil removal, confirmatory soil 
samples will be collected from the excavation perimeter to confirm the remaining lead contaminated soil 
has been adequately removed. 
 
On site today, brick, concrete, asphalt, etc. was separated from the soil stockpiles.  Also, a test pit was 
dug next to a neighboring building to verify if underpinning would be needed when excavation occurs in 
the weeks to come. 
 
A note that was not included in yesterday’s report:  FDNY was on site yesterday to inspect.  They 
issued a warning because a Fire Safety Manager was not present on site at the time.  The warning 
states the issue must be taken care of within 30 days, and Artimus Construction ensures this will be 
resolved immediately. 
 
Soil Stockpiles on site continue to remain covered.  They were inspected today, and no problems have 
occurred. 

Working In Grid #: B3, B4, B5, C3, C4, C5, D3, D4, D5,  

 
Air Monitoring (Since Last Report): 
 
Air monitoring was conducted today, no problems were encountered. 
 

Problems Encountered: 
 
No problems were encountered. 
 

Planned Activities for Next Week: 
 
HP Soldier Piles will begin to be installed along 8th Ave. 
 

 

 

 

WEATHER Snow  Rain  Overcast  
Partly 
Cloudy 

 
Bright 
Sun 

X 

TEMP. TO 32  32-50  50-70 X 70-85  >85  



 Page 2 of 3 File Name: _____________________________________ 

 

 

Facility # 
Name/ location 
type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 

Clean Earth of North 
Jersey   

Mountainside, NJ 
Solid Solid Liquid 

Solid Or Liquid 

Today (trucks, 
cu.yds.) 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Trucks Gallons Trucks 
Cu. Yds. 

Or 
Gallons 

  3 
Appr. 

70 
      

Totals (trucks, 
cu.yds.) 

30 750 3 70       

 

Site Grid Map 

 

Example: 
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Photo Log 

Photo 1 –  

 

Removing lead contaminated 
soil in TP-5 and filling truck to 
properly dispose of soil at 
Clean Earth of North Jersey.         

 

Photo 2 – 

 
Ensuring all contaminated soil 
is washed off truck’s tires and 
undercarriage before trucks 
leave the site.        
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DAILY STATUS REPORT 

Prepared By: Danny Manore of Artimus 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 10-08-11 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 
Alternate Safety Officer: Danny Manore 

Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
Six truckloads of brick, asphalt, and concrete were transported to Bayshore Recycling in Woodbridge, 
NJ.  No soil was removed from the site. 

Lagging along the south property line began.  Minor excavation of soil from TP-6 area occurred due to 
lagging being installed.   Soil was sorted and stockpiled to be transported to Soil Safe on Monday 
morning. 
 

Working In Grid #: D5, D6, D7 

 
Air Monitoring (Since Last Report): 
 
Air Monitoring was conducted during today’s excavation activities.  No problems were encountered. 
 
 
Problems Encountered: 
 
No problems were encountered. 
 
Planned Activities for Next Week: 
 
HP Soldier Piles will begin to be installed along 8th Ave. 
 
Soil will continued to be sorted and stockpiled and transported to the approved the approved.  CA Rich 
will be on site during all excavation activities to oversee and ensure the Remedial Action Work Plan and 
CAMP Air Monitoring Plan is carried out according to OER specifications.   
 
 

 

 

 

 

 

WEATHER Snow  Rain  Overcast  Partly 
Cloudy  Bright 

Sun X

TEMP. TO 32  32-50  50-70  70-85 X >85  

Example:
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Facility # 
Name/ location 
type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 

Clean Earth of North 
Jersey  

Mountainside, NJ 
Solid 

Soil Safe           
Logan Township, NJ 

Solid Liquid 

Solid Or Liquid 

Today (trucks, 
cu.yds.) 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Trucks Gallons Trucks 
Cu. Yds. 

Or 
Gallons 

6 150         

Totals (trucks, 
cu.yds.) 30 750 7 175 7 175     

 

Site Grid Map 

 
 

 



  Page 3 of 3  File Name: _____________________________________ 

Photo Log 

Photo 1 –  

 

Trucks were filled with Brick, 
concrete, and asphalt that 
was sorted from the soil.  The 
solid material was transported 
to Bayshore for recycling.  No 
soil was removed from the 
site.         

 

Photo 2 – 

 
Truck loads were covered and 
trucks undercarriage and 
wheels were thoroughly 
washed before they left the 
site.      

 

 

Photo 3 – 

 

Lagging began along the 
south property line.           
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DAILY STATUS REPORT 

Prepared By: Danny Manore of Artimus 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 10-10-11 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 
Alternate Safety Officer: Danny Manore 

Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
Nine truckloads of TP-1 and TP-2 and six truckloads of TP-6 were transported to the Soil Safe Facility 
in Logan Township, NJ as non-hazardous waste. 

Results were obtained from the samples of the north sidewall of TP-5 and the east sidewall of TP-7 that 
were submitted to the American Analytical Laboratory last Friday.   Results confirmed that TCLP lead 
hazardous soil has been completely removed from TP-5 and TP-7.  After confirmation, the open test 
pits were then covered with nearby soil. 
 

Working In Grid #: A6, B6, C6, C7, D6, D7, D1, D2 

 
Air Monitoring (Since Last Report): 
 
Air Monitoring was conducted during today’s excavation activities.  No problems were encountered. 
 
 
Problems Encountered: 
 
No problems were encountered. 
 
Planned Activities for Next Week: 
 
HP Soldier Piles will begin to be installed along 8th Ave. 
 
Soil will continued to be sorted and stockpiled and transported to the approved the approved.  CA Rich 
will be on site during all excavation activities to oversee and ensure the Remedial Action Work Plan and 
CAMP Air Monitoring Plan is carried out according to OER specifications.   
 
 

 

 

 

 

 

WEATHER Snow  Rain  Overcast  Partly 
Cloudy  Bright 

Sun X

TEMP. TO 32  32-50  50-70 X 70-85  >85  

Example:
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Facility # 
Name/ location 
type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 

Clean Earth of North 
Jersey  

Mountainside, NJ 
Solid 

Soil Safe           
Logan Township, NJ 

Solid Liquid 

Solid Or Liquid 

Today (trucks, 
cu.yds.) 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Trucks Gallons Trucks 
Cu. Yds. 

Or 
Gallons 

    15 375     

Totals (trucks, 
cu.yds.) 36 900 7 175 22 550     

 

Site Grid Map 

 
 

 



  Page 3 of 3  File Name: _____________________________________ 

Photo Log 

Photo 1 –  

 

Stockpile of TP-1 and TP-2 
Soil that was transported to 
Soil Safe today.         

 

Photo 2 – 

 
Laborers constructing a gate 
for future use.      

 

 

Photo 3 – 

 

Excavating near TP-6.  Soil is 
placed through the sorter to 
remove all brick, concrete, 
etc. and then stockpiled to be 
transported to Soil Safe.         
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DAILY STATUS REPORT 

Prepared By: Danny Manore of Artimus 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 10-11-11 

Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 
Alternate Safety Officer: Danny Manore 

Contractor: Chelsea W26 LLC 
 
 

Work Activities Performed (Since Last Report): 
 
Soil Solutions mobilized back on site to finish up the HP Soldier Piles along 8th Ave.  They started the 
first pile at the corner of 26th Street and 8th Ave.  Dinan and MTA were both on site to monitor the 
vibration of the subway tunnel. 
 
(2) Truckloads of brick/concrete/stone etc. were transported to Bayshore Recycling.  No soil was 
removed from the site. 
 
A correction to yesterday’s report:   
Nine truckloads of TP-1 and TP-2 and eight truckloads of TP-6 were transported to the Soil Safe 
Facility in Logan Township, NJ as non-hazardous waste.  (A total of 17 trucks yesterday) 

The DOB was on site today responding to a neighbor’s complaint due to proposed underpinning 
planning.   
 

Working In Grid #: A1 

 
Air Monitoring (Since Last Report): 
 
No Air Monitoring was taken today.  Air Monitoring is currently suspended until excavation activities 
resume.  Once excavation activities resume the CAMP monitoring procedures will resume. 
 

Problems Encountered: 
 
No problems were encountered. 
 

Planned Activities for Next Week: 
 
HP Soldier Piles will begin to be installed along 8th Ave. 
 
Soil will continued to be sorted and stockpiled and transported to the approved the approved.  CA Rich 
will be on site during all excavation activities to oversee and ensure the Remedial Action Work Plan and 
CAMP Air Monitoring Plan is carried out according to OER specifications.   
 
 

 

 

 

WEATHER Snow  Rain  Overcast  
Partly 
Cloudy 

 
Bright 
Sun 

X 

TEMP. TO 32  32-50  50-70  70-85 X >85  



 Page 2 of 3 File Name: _____________________________________ 

 

 

Facility # 
Name/ location 
type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 

Clean Earth of North 
Jersey  

Mountainside, NJ 
Solid 

Soil Safe           
Logan Township, NJ 

Solid Liquid 

Solid Or Liquid 

Today (trucks, 
cu.yds.) 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Trucks Gallons Trucks 
Cu. Yds. 

Or 
Gallons 

2 50         

Totals (trucks, 
cu.yds.) 

38 950 7 175 39*  975*     

(*Soil Safe Updated w/ 2 trucks that were forgotten yesterday) 

Site Grid Map 

 

Example: 



 Page 3 of 3 File Name: _____________________________________ 

 

 

Photo Log 

Photo 1 –  

 

Staking out location where HP 
Soldier Piles are to be 
installed along 8th Ave.         

 

Photo 2 – 

 
Machine Drilling 1st pile along 
8th Ave.       

 

 

Photo 3 – 

 

HP Soldier Piles were 
delivered to site today.  Piles 
were originally too short and 
had to be extended to 30’-0” 
long to be installed along 8th 
Ave.         
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DAILY STATUS REPORT 

Prepared By: Danny Manore of Artimus 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 10-12-11 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 
Alternate Safety Officer: Danny Manore 

Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
Soil Solutions completed (2) piles along 8th Ave.  Dinan and MTA were both on site to monitor the 
vibration of the subway tunnel. 
 
Soil around the areas of TP-4 and TP-6 was screened and stockpiled and is waiting disposal.  All Brick 
and stone that was sorted from the soil was transported to Bayshore Recycling. 
 
Disposal Approval to Bellmawr Waterfront Redevelopment was received and will be forwarded to OER. 
 

Working In Grid #: A1, C4, C5, C6, C7, D4, D5, D6, D7 

 
Air Monitoring (Since Last Report): 
 
Air Monitoring was taken today.  No problems were encountered. 
 
Problems Encountered: 
 
No problems were encountered. 
 
Planned Activities for Next Week: 
 
HP Soldier Piles will continue to be installed along 8th Ave. 
 
 
 

 

 

 

 

 

 

 

WEATHER Snow  Rain  Overcast X Partly 
Cloudy  Bright 

Sun  

TEMP. TO 32  32-50  50-70 X 70-85  >85  

Example:
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Facility # 
Name/ location 
type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 

Clean Earth of North 
Jersey  

Mountainside, NJ 
Solid 

Soil Safe           
Logan Township, NJ 

Solid Liquid 

Solid Or Liquid 

Today (trucks, 
cu.yds.) 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Trucks Gallons Trucks 
Cu. Yds. 

Or 
Gallons 

12 300         

Totals (trucks, 
cu.yds.) 40 1000 7 175 39  975     

 

Site Grid Map 

 
 

 



  Page 3 of 3  File Name: _____________________________________ 

Photo Log 

Photo 1 –  

 

HP Soldier Pile #4 installed 
along 8th Ave.  Workers 
working on completing HP 
Soldier Pile #1 in the 
background.      

 

Photo 2 – 

 
More Gravel was delivered 
today to make a second truck 
washing station.  All trucks 
were thoroughly washed and 
inspected before leaving the 
site.       

 

 

Photo 3 – 

 

HP Soldier Pile #1 installed 
along 8th Ave.         

 

 



  Page 1 of 3  File Name: _____________________________________ 

DAILY STATUS REPORT 

Prepared By: Danny Manore of Artimus 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 10-13-11 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 
Alternate Safety Officer: Danny Manore 

Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
Soil Solutions completed 4 piles for a total of 6 piles installed along 8th Ave.  Dinan and MTA were both 
on site to monitor the vibration of the subway tunnel. 
 
 
 

Working In Grid #: B1, C1 

 
Air Monitoring (Since Last Report): 
 
No excavation was done today, therefore no air monitoring took place.  Air monitoring will resume when 
excavation activities resume next week. 
 
Problems Encountered: 
 
No problems were encountered. 
 
Planned Activities for Next Week: 
 
HP Soldier Piles will continue to be installed along 8th Ave. 
 
 
 

 

 

 

 

 

 

 

 

 

WEATHER Snow  Rain X Overcast  Partly 
Cloudy  Bright 

Sun  

TEMP. TO 32  32-50  50-70 X 70-85  >85  

Example:
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Facility # 
Name/ location 
type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 

Clean Earth of North 
Jersey  

Mountainside, NJ 
Solid 

Soil Safe           
Logan Township, NJ 

Solid Liquid 

Solid Or Liquid 

Today (trucks, 
cu.yds.) 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Trucks Gallons Trucks 
Cu. Yds. 

Or 
Gallons 

          

Totals (trucks, 
cu.yds.) 52 1300 7 175 39  975     

 

Site Grid Map 

 
 

 



  Page 3 of 3  File Name: _____________________________________ 

Photo Log 

Photo 1 –  

 

HP Soldier Piles #1,2,3, and 4 
installed along 8th Ave.      

 

Photo 2 – 

 
Machine Drilling Pile #6 along 
8th Ave.       

 

 

Photo 3 – 

 

HP Soldier Piles #3,4,5, and 6 
installed along 8th Ave.  
Workers mobilizing equipment 
in background to set up to 
Drill Pile #7 tomorrow.        
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DAILY STATUS REPORT 

Prepared By: Danny Manore of Artimus 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 10-14-11 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 
Alternate Safety Officer: Danny Manore 

Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
Soil Solutions completed 3 piles for a total of 9 piles installed along 8th Ave.  Dinan and MTA were both 
on site to monitor the vibration of the subway tunnel. 
 
 
 

Working In Grid #: C1 

 
Air Monitoring (Since Last Report): 
 
No excavation was done today, therefore no air monitoring took place.  Air monitoring will resume when 
excavation activities resume next week. 
 
Problems Encountered: 
 
No problems were encountered. 
 
Planned Activities for Next Week: 
 
HP Soldier Piles will continue to be installed along 8th Ave. 
 
 
 

 

 

 

 

 

 

 

 

 

WEATHER Snow  Rain X Overcast  Partly 
Cloudy  Bright 

Sun  

TEMP. TO 32  32-50  50-70 X 70-85  >85  

Example:
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Facility # 
Name/ location 
type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 

Clean Earth of North 
Jersey  

Mountainside, NJ 
Solid 

Soil Safe           
Logan Township, NJ 

Solid Liquid 

Solid Or Liquid 

Today (trucks, 
cu.yds.) 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Trucks Gallons Trucks 
Cu. Yds. 

Or 
Gallons 

          

Totals (trucks, 
cu.yds.) 52 1300 7 175 39  975     

 

Site Grid Map 

 
 

 



  Page 3 of 3  File Name: _____________________________________ 

Photo Log 

Photo 1 –  

 

HP Soldier Piles 6,7, and 8 
installed along 8th Ave.      

 

Photo 2 – 

 
Machine Drilling HP Soldier 
Pile #8 along 8th Ave.       

 

 

Photo 3 – 

 

Machine Drilling HP Soldier 
Pile #9 along 8th Ave.        
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DAILY STATUS REPORT 

Prepared By: Danny Manore of Artimus 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 10-17-11 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 
Alternate Safety Officer: Danny Manore 

Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
Soil Solutions completed 4 piles for a total of 13 piles installed along 8th Ave.  Dinan and MTA were 
both on site to monitor the vibration of the subway tunnel. 
 
Stockpiles on site remain covered and are inspected daily.  No problems have been encountered. 
 
 
 

Working In Grid #: C1, D1 

 
Air Monitoring (Since Last Report): 
 
No excavation was done today, therefore no air monitoring took place.  Air monitoring will resume when 
excavation activities resume next week. 
 
Problems Encountered: 
 
No problems were encountered. 
 
Planned Activities for Next Week: 
 
HP Soldier Piles will be complete by the end of this week.  Excavation of soil to resume by the end of 
this week and continue all next week.  Soil to be transported to the approved facilities. 
 
 

 

 

 

 

 

 

 

 

 

WEATHER Snow  Rain  Overcast  Partly 
Cloudy  Bright 

Sun X

TEMP. TO 32  32-50  50-70 X 70-85  >85  

Example:
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Facility # 
Name/ location 
type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 

Clean Earth of North 
Jersey  

Mountainside, NJ 
Solid 

Soil Safe           
Logan Township, NJ 

Solid Liquid 

Solid Or Liquid 

Today (trucks, 
cu.yds.) 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Trucks Gallons Trucks 
Cu. Yds. 

Or 
Gallons 

          

Totals (trucks, 
cu.yds.) 52 1300 7 175 39  975     

 

Site Grid Map 
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Photo Log 

Photo 1 –  

 

Machine setting up to drill Pile 
in southwest corner of site.      

 

Photo 2 – 

 
Soil stockpiles on site remain 
covered and are inspected 
daily.  Soil to be transported 
to the approved facility by the 
end of the week. 

 

 

Photo 3 – 

 

Machine Drilling HP Soldier 
Pile #15 along 8th Ave.        

 

 



  Page 1 of 4  File Name: _____________________________________ 

DAILY STATUS REPORT 

Prepared By: Danny Manore of Artimus 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 10-18-11 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 
Alternate Safety Officer: Danny Manore 

Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
Soil Solutions completed 3 piles for a total of 16 piles installed along 8th Ave.  As a result, all HP Soldier 
Piles on site are complete.  Dinan and MTA were both on site to monitor the vibration of the subway 
tunnel.   
 
Stockpiles on site remain covered and are inspected daily.  No problems have been encountered. 
 
OER on site today to video tape an example of a Brownfield Cleanup site.  
 
 
 

Working In Grid #: C1, D1 

 
Air Monitoring (Since Last Report): 
 
No excavation was done today, therefore no air monitoring took place.  Air monitoring will resume when 
excavation activities resume next week. 
 
Problems Encountered: 
 
No problems were encountered. 
 
Planned Activities for Next Week: 
 
HP Soldier Piles are complete.  Excavation of soil to resume tomorrow and continue all next week.  Soil 
to be transported to the approved facilities. 
 
 

 

 

 

 

 

 

 

WEATHER Snow  Rain  Overcast  Partly 
Cloudy  Bright 

Sun X

TEMP. TO 32  32-50  50-70 X 70-85  >85  
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Facility # 
Name/ location 
type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 

Clean Earth of North 
Jersey  

Mountainside, NJ 
Solid 

Soil Safe           
Logan Township, NJ 

Solid Liquid 

Solid Or Liquid 

Today (trucks, 
cu.yds.) 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Trucks Gallons Trucks 
Cu. Yds. 

Or 
Gallons 

          

Totals (trucks, 
cu.yds.) 52 1300 7 175 39  975     

 

Site Grid Map 

 

Example:
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Photo Log 

Photo 1 –  

 

Machine drilling final HP 
Soldier Pile along 8th Ave.      

Photo 2 – 

 
Picture of all HP Soldier Piles  
along 8th Ave.  As of today, all 
piles have been completed on 
site.   
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DAILY STATUS REPORT 

Prepared By: Steve Malinowski of CA RICH 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 10-19-11 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 
Contractor: Chelsea W26 LLC 
 
 

Safety Officer: Jessica Proscia 

Work Activities Performed (Since Last Report): 
 

Twenty five loads of brick were transported off-site to the Bay Shore Recycling facility.  Ten loads of soil 
was transported to the Bellmarw Waterfront Redevelopment Site as non-hazardous waste.   

 

Working In Grids #: C5 and C6 

 
Air Monitoring (Since Last Report): 
 
Air Monitoring was no conducted today’s loading activities because of heavy rain throughout the day.  
Air monitoring will resume once the rain ends.  No problems were encountered. 
 
 
Problems Encountered: 
 
No problems were encountered. 
 
Planned Activities for Next Week: 
 
Tomorrow we plan to excavate material for disposal at the Soil Safe Facility in Logan, NJ.  The soldier 
pile installation is complete.  The construction team will begin installing lagging and the perimeter as the 
excavation proceeds. 
 
 

 

WEATHER Snow  Rain X Overcast  Partly 
Cloudy  Bright 

Sun  

TEMP. TO 32  32-50  50-70 x 70-85  >85  
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Facility # 
Name/ location 
type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 

Clean Earth of North 
Jersey 

Mountainside, NJ 
Solid 

Soil Safe 
Logan Township, NJ 

Solid 

Bellmarw Waterfront 
Redevelopment Site 

Bellmarw, NJ 
Solid 

Solid Or Liquid 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds Trucks 
Cu. Yds. 

Or 
Gallons 

Today (trucks, 
cu.yds.) 

25 625     10 Appr. 
250   

Totals (trucks, 
cu.yds.) 77 1,925 7 175 39 Appr. 

175     

 

Site Grid Map 
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Photo Log 

Photo 1 –  

 

Soil Stockpile for Bellmarw 
after 1st round of trucks 

 

Photo 2 – 

Loading of soil for disposal at 
Bellmarw 

 

Photo 3 – 

Rinsing mud from truck tires 
before leaving job-site 
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DAILY STATUS REPORT 

Prepared By: Steve Malinowski of CA RICH 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 10-20-11 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 
Contractor: Chelsea W26 LLC 
 
 

Safety Officer: Jessica Proscia 

Work Activities Performed (Since Last Report): 
 

Two loads of brick were transported off-site to the Bay Shore Recycling facility.  Twenty-three 
truckloads of soil wee excavated from grids A1, B1, and A2 to the Soil Safe Facility in Logan, New 
Jersey as non-hazardous waste.   

 

Working In Grids #: A1, B1, and A2 

 
Air Monitoring (Since Last Report): 
 
Air Monitoring was during today’s work activities.  No problems were encountered. 
 
 
Problems Encountered: 
 
No problems were encountered. 
 
Planned Activities for Next Week: 
 
Tomorrow we plan to continue excavation activities with disposal to the Soil Safe Facility in Logan, NJ.   
The construction team will also be installing lagging as needed along the perimeter as the excavation 
proceeds. 
 
 

 

WEATHER Snow  Rain  Overcast  Partly 
Cloudy x Bright 

Sun  

TEMP. TO 32  32-50  50-70 x 70-85  >85  
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Facility # 
Name/ location 
type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 

Clean Earth of North 
Jersey 

Mountainside, NJ 
Solid 

Soil Safe 
Logan Township, NJ 

Solid 

Bellmarw Waterfront 
Redevelopment Site 

Bellmarw, NJ 
Solid 

Solid Or Liquid 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds Trucks 
Cu. Yds. 

Or 
Gallons 

Today (trucks, 
cu.yds.) 

2 50   23 Appr. 
575     

Totals (trucks, 
cu.yds.) 102 2,550 7 175 39 Appr. 

175 10 Appr. 
250   

 

Site Grid Map 
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Photo Log 

Photo 1 –  

 

Looking west across 
excavation area towards 8th 
Avenue 

 

Photo 2 – 

Placing additional gravel near 
truck entrance/exist for truck 
washing pad  

 

Photo 3 – 

Looking east across 
excavation area  
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DAILY STATUS REPORT 

Prepared By: Steve Malinowski of CA RICH 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 10-21-11 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 
Contractor: Chelsea W26 LLC 
 
 

Safety Officer: Jessica Proscia 

Work Activities Performed (Since Last Report): 
Thirty-three truckloads of soil were excavated from grids A1 through 5, B1, and D-4 and D-5 for 
disposal at the Soil Safe Facility in Logan, New Jersey as non-hazardous waste.   

A soil sample was collected from approximately 2-feet below the land surface in the area of the 
hydraulic oil stain on the former asphalt surface.  CA RICH will discuss analysis of the sample with 
OER and NYSDEC prior to submittal for chemical analysis. 

 

Working In Grids #: A1 through 5, B1, D2 through D-5 

 
Air Monitoring (Since Last Report): 
 
Air Monitoring was performed during today’s work activities.  No problems were encountered. 
 
 
Problems Encountered: 
 
No problems were encountered. 
 
Planned Activities for Next Week: 
 
Next week we plan to continue excavation with the disposal of soil at both the Soil Safe Facility in 
Logan, NJ and the Bellmarw Waterfront Redevelopment Site.  The construction team will also be 
installing lagging as needed along the perimeter as the excavation proceeds. 
 
 

 

WEATHER Snow  Rain  Overcast  Partly 
Cloudy x Bright 

Sun  

TEMP. TO 32  32-50  50-70 x 70-85  >85  



  Page 2 of 3  File Name: _____________________________________ 

 

 

Facility # 
Name/ location 
type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 

Clean Earth of North 
Jersey 

Mountainside, NJ 
Solid 

Soil Safe 
Logan Township, NJ 

Solid 

Bellmarw Waterfront 
Redevelopment Site 

Bellmarw, NJ 
Solid 

Solid Or Liquid 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds Trucks 
Cu. Yds. 

Or 
Gallons 

Today (trucks, 
cu.yds.) 

    33 Appr. 
825     

Totals (trucks, 
cu.yds.) 104 2,600 7 175 62 Appr. 

750 10 Appr. 
250   

 

Site Grid Map 
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Photo Log 

Photo 1 –  

 

Trucks being loaded with 
material for disposal at Soil 
Safe in Logan, NJ 

 

Photo 2 – 

Screening brick and concrete 
from soil in grids D-2, D-3 and 
D-4.  Screened soil to be 
transported on Monday to the 
Bellmarw Waterfront 
Redevelopment Site 

 

Photo 3 – 

Dust monitoring along Site 
perimeter 

 

 



  Page 1 of 3  File Name: _____________________________________ 

DAILY STATUS REPORT 

Prepared By: Danny Manore of Artimus 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 10-22-11 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 
Alternate Safety Officer: Danny Manore 

Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
Seven truckloads of brick and concrete were transported to Bayshore Recycling.  No soil was removed 
from the site. 
 
Installation of lagging continued on site along 26th Street. 
 
 

Working In Grid #: C1, D1 

 
Air Monitoring (Since Last Report): 
 
Air Monitoring was performed during today’s work activities.  No problems were encountered. 
 
Problems Encountered: 
 
No problems were encountered. 
 
Planned Activities for Next Week: 
 
Next week we plan to continue excavation with the disposal of soil at both the Soil Safe Facility in 
Logan, NJ and the Bellmarw Waterfront Redevelopment Site.  The construction team will also be 
installing lagging as needed along the perimeter as the excavation proceeds. 
 
 

 

 

 

 

 

 

 

 

 

WEATHER Snow  Rain  Overcast  Partly 
Cloudy  Bright 

Sun X

TEMP. TO 32  32-50  50-70 X 70-85  >85  

Example:
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Facility # 
Name/ location 
type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 

Clean Earth of North 
Jersey  

Mountainside, NJ 
Solid 

Soil Safe           
Logan Township, NJ 

Solid 

Bellmarw Waterfront 
Redevelopment Site 

Bellmarw, NJ 
Solid 

Solid Or Liquid 

Today (trucks, 
cu.yds.) 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Trucks Gallons Trucks 
Cu. Yds. 

Or 
Gallons 

7          

Totals (trucks, 
cu.yds.) 84 2100 5 125 80  2000 10 250   

 

Site Grid Map 

 
 

 



  Page 3 of 3  File Name: _____________________________________ 

Photo Log 

Photo 1 –  

 

Lagging beginning to be 
installed on site.  Barricades 
were installed as a safety 
measure.      

 

Photo 2 – 

 
Picture of men installing 
lagging along 26th street 

   

 

 

 Photo 3 --  

 

All lagging installed along 26th 
at the end of the day. 

 

 



  Page 1 of 3  File Name: _____________________________________ 

DAILY STATUS REPORT 

Prepared By: Steve Malinowski of CA RICH 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 10-24-11 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 
Contractor: Chelsea W26 LLC 
 
 

Safety Officer: Jessica Proscia 

Work Activities Performed (Since Last Report): 
 
Eight truckloads of soil were transported to the Bellarw Waterfront Redevelopment Site in New Jersey 
as non-hazardous waste.  Thirty-two truckloads of soil were excavated for disposal at the Soil Safe 
Facility in Logan, New Jersey as non-hazardous waste.   

 

Working In Grids #:   B1, B2, B3, C1, D2, D3 and D4 

 
Air Monitoring (Since Last Report): 
 
Air Monitoring was performed during today’s work activities.  No problems were encountered. 
 
 
Problems Encountered: 
 
No problems were encountered. 
 
Planned Activities for Next Week: 
 
This week we plan to continue excavation with the disposal of soil at both the Soil Safe Facility in 
Logan, NJ and the Bellmarw Waterfront Redevelopment Site.  The construction team will also be 
installing lagging as needed along the perimeter as the excavation proceeds. 
 
 

 

WEATHER Snow  Rain  Overcast  Partly 
Cloudy x Bright 

Sun  

TEMP. TO 32  32-50  50-70 x 70-85  >85  



  Page 2 of 3  File Name: _____________________________________ 

 

 

Facility # 
Name/ location 
type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 

Clean Earth of North 
Jersey 

Mountainside, NJ 
Solid 

Soil Safe 
Logan Township, NJ 

Solid 

Bellmarw Waterfront 
Redevelopment Site 

Bellmarw, NJ 
Solid 

Solid Or Liquid 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds Trucks 
Cu. Yds. 

Or 
Gallons 

Today (trucks, 
cu.yds.) 

    32 Appr. 
800 8 Appr. 

200   

Totals (trucks, 
cu.yds.) 111 2,775 7 175 95 Appr. 

1,575 10 Appr. 
250   

 

Site Grid Map 

 



  Page 3 of 3  File Name: _____________________________________ 

 

Photo Log 

Photo 1 –  

 

Truck being loaded with 
material for disposal at Soil 
Safe in Logan, NJ 

 

Photo 2 – 

Looking west across site 
excavation at excavator 
directly loading soil into truck 
for disposal at Soil Safe in 
Logan, NJ 

 

Photo 3 – 

Soil excavation in the area of 
former test pit TP-3. 

 

 



  Page 1 of 3  File Name: _____________________________________ 

DAILY STATUS REPORT 

Prepared By: Steve Malinowski of CA RICH 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 10-25-11 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 
Contractor: Chelsea W26 LLC 
 
 

Safety Officer: Jessica Proscia 

Work Activities Performed (Since Last Report): 
 
Thirty-five truckloads of soil were excavated for from grids A1,B1, B4, B5 and transported to the Soil 
Safe Facility in Logan, New Jersey for disposal as non-hazardous waste.   

 

Working In Grids #:   A1, B1, B4, and B5 

 
Air Monitoring (Since Last Report): 
 
Air Monitoring was performed during today’s work activities.  No problems were encountered. 
 
 
Problems Encountered: 
 
No problems were encountered. 
 
Planned Activities for Next Week: 
 
Tomorrow we plan to continue excavation with the disposal of soil at the Soil Safe Facility in Logan, NJ.  
The construction team will continue to install lagging as needed along the perimeter as the excavation 
proceeds. 
 
 

 

WEATHER Snow  Rain  Overcast  Partly 
Cloudy  Bright 

Sun X

TEMP. TO 32  32-50  50-70 x 70-85  >85  



  Page 2 of 3  File Name: _____________________________________ 

 

 

Facility # 
Name/ location 
type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 

Clean Earth of North 
Jersey 

Mountainside, NJ 
Solid 

Soil Safe 
Logan Township, NJ 

Solid 

Bellmarw Waterfront 
Redevelopment Site 

Bellmarw, NJ 
Solid 

Solid Or Liquid 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds Trucks 
Cu. Yds. 

Or 
Gallons 

Today (trucks, 
cu.yds.) 

    35 Appr. 
875     

Totals (trucks, 
cu.yds.) 84 2,100 5 Appr 

125 112 Appr. 
2,800 18 Appr. 

450   

 

Site Grid Map 

 



  Page 3 of 3  File Name: _____________________________________ 

 

Photo Log 

Photo 1 –  

 

Truck being loaded with 
material for disposal at Soil 
Safe in Logan, NJ 

 

Photo 2 – 

Excavation of soil from 
northwest corner of Site. 

 

Photo 3 – 

Soil excavation in the area of 
former test pits TP-1 and TP-
3. 

 

 



  Page 1 of 3  File Name: _____________________________________ 

DAILY STATUS REPORT 

Prepared By: Steve Malinowski of CA RICH 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 10-26-11 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 
Contractor: Chelsea W26 LLC 
 
 

Safety Officer: Jessica Proscia 

Work Activities Performed (Since Last Report): 
 
Fourteen truckloads of soil were excavated for from grids A6,A7, B6 and B7 and transported to the Soil 
Safe Facility in Logan, New Jersey for disposal as non-hazardous waste.   

 

Working In Grids #:   A6,A7, B6 and B7 

 
Air Monitoring (Since Last Report): 
 
Air Monitoring was performed during today’s work activities.  No problems were encountered. 
 
 
Problems Encountered: 
 
No problems were encountered. 
 
Planned Activities for Next Week: 
 
Tomorrow we plan to continue excavation.  The construction team will screen out bricks and concrete 
to prepare soil for delivery to Bellmarw.  The construction team will continue to install lagging as 
needed along the perimeter as the excavation proceeds. 
 
 

 

WEATHER Snow  Rain  Overcast x Partly 
Cloudy  Bright 

Sun  

TEMP. TO 32  32-50  50-70 x 70-85  >85  



  Page 2 of 3  File Name: _____________________________________ 

 

 

Facility # 
Name/ location 
type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 

Clean Earth of North 
Jersey 

Mountainside, NJ 
Solid 

Soil Safe 
Logan Township, NJ 

Solid 

Bellmarw Waterfront 
Redevelopment Site 

Bellmarw, NJ 
Solid 

Solid Or Liquid 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds Trucks 
Cu. Yds. 

Or 
Gallons 

Today (trucks, 
cu.yds.) 

    14 Appr. 
350     

Totals (trucks, 
cu.yds.) 84 2,100 5 Appr 

125 147 Appr. 
3,675 18 Appr. 

450   

 

Site Grid Map 

 



  Page 3 of 3  File Name: _____________________________________ 

 

Photo Log 

Photo 1 –  

 

Truck being loaded with 
material for grids A-6 and A-7 
for disposal at Soil Safe in 
Logan, NJ 

 

Photo 2 – 

Truck being loaded with 
material for grid B-7 for 
disposal at Soil Safe in 
Logan, NJ 

 

Photo 3 – 

Soil excavation in grids A-7 
and B-7. 

 

 



  Page 1 of 3  File Name: _____________________________________ 

DAILY STATUS REPORT 

Prepared By: Danny Manore of Artimus 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 10-27-11 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 
Alternate Safety Officer: Danny Manore 

Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
Test Pits were dug for the engineer to design the underpinning along the neighboring buildings.  
Parging was installed along the neighboring buildings to protect the existing brick.  
 

Working In Grid #: A7, B7, C7, D7, D2, D3, D4 

 
Air Monitoring (Since Last Report): 
 
Air Monitoring was not performed today due to rain all day long. 
 
 
 
Problems Encountered: 
 
No problems were encountered. 
 
Planned Activities for Next Week: 
 
Next week we plan to continue excavation with the disposal of soil at both the Soil Safe Facility in 
Logan, NJ and the Bellmarw Waterfront Redevelopment Site.  The construction team will also be 
installing lagging as needed along the perimeter as the excavation proceeds. 
 
 

 

 

 

 

 

 

 

 

 

WEATHER Snow  Rain X Overcast  Partly 
Cloudy  Bright 

Sun  

TEMP. TO 32  32-50  50-70 X 70-85  >85  

Example:



  Page 2 of 3  File Name: _____________________________________ 

Facility # 
Name/ location 
type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 

Clean Earth of North 
Jersey  

Mountainside, NJ 
Solid 

Soil Safe           
Logan Township, NJ 

Solid 

Bellmarw Waterfront 
Redevelopment Site 

Bellmarw, NJ 
Solid 

Solid Or Liquid 

Today (trucks, 
cu.yds.) 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Trucks Gallons Trucks 
Cu. Yds. 

Or 
Gallons 

          

Totals (trucks, 
cu.yds.) 84 2100 5 125 161  4025 18 450   

 

Site Grid Map 

 
 

 



  Page 3 of 3  File Name: _____________________________________ 

Photo Log 

Photo 1 –  

 

A test pit was dug along the 
building to the neighboring 
building to the east for the 
engineer to design the proper 
underpinning.        

 

Photo 2 – 

 
A test pit was dug along the 
neighboring building on the 
south property line for the 
engineer to design the 
underpinning that will be 
required. 

   

 

 

 Photo 3 --  

 

Parging was installed along 
the south building to protect 
the their existing brick wall. 

 

 



  Page 1 of 4  File Name: _____________________________________ 

DAILY STATUS REPORT 

Prepared By: Danny Manore of Artimus 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 10-28-11 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 
Alternate Safety Officer: Danny Manore 

Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
Rock chopping began in southeast corner of site.   
 

Working In Grid #: C5, C6, C7 

 
Air Monitoring (Since Last Report): 
 
Air Monitoring was not performed today because no soil excavation took place.  Monitoring will resume 
next week. 
 
 
 
Problems Encountered: 
 
No problems were encountered. 
 
Planned Activities for Next Week: 
 
Next week we plan to continue rock chopping and excavation with the disposal of soil at both the Soil 
Safe Facility in Logan, NJ and the Bellmarw Waterfront Redevelopment Site.  The construction team 
will also be installing lagging as needed along the perimeter as the excavation proceeds. 
 
 

 

 

 

 

 

 

 

 

 

WEATHER Snow  Rain  Overcast  Partly 
Cloudy  Bright 

Sun X

TEMP. TO 32  32-50 X 50-70  70-85  >85  

Example:



  Page 2 of 4  File Name: _____________________________________ 

Facility # 
Name/ location 
type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 

Clean Earth of North 
Jersey  

Mountainside, NJ 
Solid 

Soil Safe           
Logan Township, NJ 

Solid 

Bellmarw Waterfront 
Redevelopment Site 

Bellmarw, NJ 
Solid 

Solid Or Liquid 

Today (trucks, 
cu.yds.) 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Trucks Gallons Trucks 
Cu. Yds. 

Or 
Gallons 

          

Totals (trucks, 
cu.yds.) 84 2100 5 125 161  4025 18 450   

 

Site Grid Map 

 
 

 



  Page 3 of 4  File Name: _____________________________________ 

Photo Log 

Photo 1 –  

 

Rock Chopping began in 
Southeast corner of site.        

 

Photo 2 – 

 
Rock chopping continued 
throughout the day, rocks 
were stockpiled and will be 
trucked to a recycling plant 
next week. 
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 Photo 3 --  

 

Parging was installed along 
the south building to protect 
the their existing brick wall. 

 

 



  Page 1 of 3  File Name: _____________________________________ 

DAILY STATUS REPORT 

Prepared By: Danny Manore of Artimus 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 10-31-11 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 
Alternate Safety Officer: Danny Manore 

Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
Rock chopping continued on east side of site.  Rock was stockpiled. 
 

Working In Grid #: C5, C6, A5, A6, B5, B6 

 
Air Monitoring (Since Last Report): 
 
Air Monitoring was not performed today because no soil excavation took place.  Monitoring will resume 
when soil excavation resumes tomorrow. 
 
 
 
Problems Encountered: 
 
No problems were encountered. 
 
Planned Activities for Next Week: 
 
Next week we plan to continue rock chopping and excavation with the disposal of soil at both the Soil 
Safe Facility in Logan, NJ and the Bellmarw Waterfront Redevelopment Site.  The construction team 
will also be installing lagging as needed along the perimeter as the excavation proceeds. 
 
 

 

 

 

 

 

 

 

 

 

WEATHER Snow  Rain  Overcast  Partly 
Cloudy  Bright 

Sun X

TEMP. TO 32  32-50  50-70 X 70-85  >85  

Example:



  Page 2 of 3  File Name: _____________________________________ 

Facility # 
Name/ location 
type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 

Clean Earth of North 
Jersey  

Mountainside, NJ 
Solid 

Soil Safe           
Logan Township, NJ 

Solid 

Bellmarw Waterfront 
Redevelopment Site 

Bellmarw, NJ 
Solid 

Solid Or Liquid 

Today (trucks, 
cu.yds.) 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Trucks Gallons Trucks 
Cu. Yds. 

Or 
Gallons 

          

Totals (trucks, 
cu.yds.) 84 2100 5 125 161  4025 18 450   

 

Site Grid Map 

 
 

 



  Page 3 of 3  File Name: _____________________________________ 

Photo Log 

Photo 1 –  

 

Rock Chopping continued on 
site today.  Rocks were 
stockpiled.  

 

Photo 2 – 

 
An old foundation wall from a 
demolished building was 
carefully removed. 

   

 

 

 Photo 3 --  

 

Rock Chopping near 26th 
Street on east half of site. 

 

 



  Page 1 of 3  File Name: _____________________________________ 

DAILY STATUS REPORT 

Prepared By: Steve Malinowski of CA RICH 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 11-1-11 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 
Contractor: Chelsea W26 LLC 
 
 

Safety Officer: Jessica Proscia 

Work Activities Performed (Since Last Report): 
 
Six truckloads of soil were excavated for from grids A7 and B7 and transported to the Soil Safe Facility 
in Logan, New Jersey for disposal as non-hazardous waste.  Six truckloads of bedrock were 
transported to the Pave Co Facility in Medford< New York.  

 

 

Working In Grids #:   A7 and B7 

 
Air Monitoring (Since Last Report): 
 
Air Monitoring was performed during today’s work activities.  No problems were encountered. 
 
 
Problems Encountered: 
 
No problems were encountered. 
 
Planned Activities for Next Week: 
 
Tomorrow we plan to continue excavation and chopping of bedrock.   The construction team will 
continue to install lagging as needed along the perimeter as the excavation proceeds. 
 
 

 

WEATHER Snow  Rain  Overcast  Partly 
Cloudy x Bright 

Sun  

TEMP. TO 32  32-50 X 50-70  70-85  >85  



  Page 2 of 3  File Name: _____________________________________ 

 

 

Facility # 
Name/ location 
type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 
 

Clean Earth of North 
Jersey 

Mountainside, NJ 
Solid 

 

Soil Safe 
Logan Township, NJ 

Solid 
 
 

Bellmarw Waterfront 
Redevelopment Site 

Bellmarw, NJ 
Solid 

 

Pave Co. 
Medford, NY 

Solid 
 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds Trucks Cu. Yds. 

Today (trucks, 
cu.yds.) 

    6 Appr. 
150   6 Appr. 

150 

Totals (trucks, 
cu.yds.) 84 2,100 5 Appr. 

125 161 Appr. 
4,025 18 Appr. 

450 6 Appr. 
150 

 

Site Grid Map 

 



  Page 3 of 3  File Name: _____________________________________ 

 

Photo Log 

Photo 1 –  

 

Truck being loaded with 
material for grid A-7 for 
disposal at Soil Safe in 
Logan, NJ 

 

Photo 2 – 

Truck being loaded with 
material for grid A-7 for 
disposal at Soil Safe in 
Logan, NJ 

 

Photo 3 – 

Soil excavation along eastern 
site boundary. 

 

 



  Page 1 of 3  File Name: _____________________________________ 

DAILY STATUS REPORT 

Prepared By: Steve Malinowski of CA RICH 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 11-2-11 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 
Contractor: Chelsea W26 LLC 
 
 

Safety Officer: Jessica Proscia 

Work Activities Performed (Since Last Report): 
 
Twelve truckloads of soil were excavated from grids A6, A7, B6 and B7 and transported to the Soil Safe 
Facility in Logan, New Jersey for disposal as non-hazardous.  Twenty-seven truckloads of bedrock 
were transported to the Pave Co Facility in Medford, New York and the Red Roc Materials Facility in 
Lyndhurst, NJ.    

 

 

Working In Grids #:   A6, A7, B6 and B7 

 
Air Monitoring (Since Last Report): 
 
Air Monitoring was performed during today’s excavation activities.  No problems were encountered. 
 
 
 
Problems Encountered: 
 
No problems were encountered. 
 
Planned Activities for Next Week: 
 
Tomorrow we plan to continue soil excavation and disposal activities to Soil Safe in Logan Township, 
New Jersey.  Chipping and removal of bedrock will also continue.  The construction team will install 
lagging as needed along the perimeter as the excavation proceeds. 
 
 

 

WEATHER Snow  Rain  Overcast  Partly 
Cloudy  Bright 

Sun X

TEMP. TO 32  32-50  50-70 X 70-85  >85  



  Page 2 of 3  File Name: _____________________________________ 

 

Facility # 
Name/ 
location 

type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 
 

Clean Earth of 
North Jersey 

Mountainside, NJ 
Solid 

 

Soil Safe 
Logan Township, 

NJ 
Solid 

 
 

Bellmarw 
Waterfront 

Redevelopment 
Site 

Bellmarw, NJ 
Solid 

 

Pave Co. 
Medford, NY 
Solid/Rock 

 

 
 

Red Roc Materials 
Lyndhurst, NJ 07071 

Solid/Rock 
 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks 

 

Cu. Yds. Trucks Cu. Yds Trucks Cu. Yds. Cu. Yds. 

Today (trucks, 
cu.yds.) 

    12 Appr. 
300   6 Appr. 

150 21 Appr. 
525 

Totals (trucks, 
cu.yds.) 84 2,100 5 Appr. 

125 179 Appr. 
4,475 18 Appr. 

450 12 Appr. 
300 21 Appr. 

525 

 

Site Grid Map 

 



  Page 3 of 3  File Name: _____________________________________ 

 

Photo Log 

Photo 1 –  

 

Excavation of soil and 
exposed bedrock near 
southeast corner of site. 

 

Photo 2 – 

Chipping away at exposed 
bedrock near southeast 
corner of the site. 

 

Photo 3 – 

Chipping exposed bedrock 
and excavating near the 
northeast corner of the site. 

 

 



  Page 1 of 3  File Name: _____________________________________ 

DAILY STATUS REPORT 

Prepared By: Steve Malinowski of CA RICH 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 11-3-11 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 
Contractor: Chelsea W26 LLC 
 
 

Safety Officer: Jessica Proscia 

Work Activities Performed (Since Last Report): 
 
Eleven truckloads of soil were excavated from grids A6, A7, B6 and B7 and transported to the Soil Safe 
Facility in Logan, New Jersey for disposal as non-hazardous.  Eleven truckloads of bedrock were 
transported to the Pave Co Facility in Medford, New York and the Red Roc Materials Facility in 
Lyndhurst, NJ.    

 

 

Working In Grids #:   A6, A7, B6 and B7 

 
Air Monitoring (Since Last Report): 
 
Air Monitoring was performed during today’s excavation activities.  No problems were encountered. 
 
 
 
Problems Encountered: 
 
No problems were encountered. 
 
Planned Activities for Next Week: 
 
Tomorrow we plan to continue soil excavation and disposal activities to Soil Safe in Logan Township, 
New Jersey.  Chipping and removal of bedrock will also continue.  The construction team will install 
lagging as needed along the perimeter as the excavation proceeds. 
 
 

 

WEATHER Snow  Rain  Overcast  Partly 
Cloudy X Bright 

Sun  

TEMP. TO 32  32-50  50-70 X 70-85  >85  



  Page 2 of 3  File Name: _____________________________________ 

 

Facility # 
Name/ 
location 

type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 
 

Clean Earth of 
North Jersey 

Mountainside, NJ 
Solid 

 

Soil Safe 
Logan Township, 

NJ 
Solid 

 
 

Bellmarw 
Waterfront 

Redevelopment 
Site 

Bellmarw, NJ 
Solid 

 

Pave Co. 
Medford, NY 
Solid/Rock 

 

 
 

Red Roc Materials 
Lyndhurst, NJ 07071 

Solid/Rock 
 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Cu. Yds. Trucks Cu. Yds Trucks Cu. Yds. Cu. Yds. 

Today (trucks, 
cu.yds.) 

    11 Appr. 
275   5 Appr. 

125 6 Appr. 
150 

Totals (trucks, 
cu.yds.) 84 2,100 5 Appr. 

125 190 Appr. 
4,750 18 Appr. 

450 17 Appr. 
425 27 Appr. 

675 

 

Site Grid Map 
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Photo Log 

Photo 1 –  

 

Excavation of soil and 
exposed bedrock near 
southeast corner of site. 

 

Photo 2 – 

Preliminary setup of 
dewatering pump and bag 
filtration system for test run. 

 

Photo 3 – 

Chipping exposed bedrock 
and excavating near the 
northeast corner of the site. 

 

 



  Page 1 of 3  File Name: _____________________________________ 

DAILY STATUS REPORT 

Prepared By: Steve Malinowski of CA RICH 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 11-4-11 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 
Contractor: Chelsea W26 LLC 
 
 

Safety Officer: Jessica Proscia 

Work Activities Performed (Since Last Report): 
 
Three truckloads of soil were excavated from grids A7 and B7 and transported to the Soil Safe Facility 
in Logan, New Jersey for disposal as non-hazardous.  Forty-one truckloads of bedrock were 
transported to the Pave Co Facility in Medford, New York and the Red Roc Materials Facility in 
Lyndhurst, NJ.    

A pump and bag filter system was delivered to the site and utilized to facilitate the collection of a water 
sample for metals to satisfy a request by NYCDEP.  The construction team has applied to NYCDEP for 
a permit to discharge stormwater and groundwater from the site to the NYC sewer. 

 

Working In Grids #:   A6, A7, B6 and B7 

 
Air Monitoring (Since Last Report): 
 
Air Monitoring was performed during today’s excavation activities.  No problems were encountered. 
 
 
 
Problems Encountered: 
 
No problems were encountered. 
 
Planned Activities for Next Week: 
 
Next week we plan to continue soil excavation and disposal activities to Soil Safe in Logan Township, 
New Jersey.  Chipping and removal of bedrock will also continue.  The construction team will install 
lagging as needed along the perimeter as the excavation proceeds.  
 
 

 

WEATHER Snow  Rain  Overcast  Partly 
Cloudy X Bright 

Sun  

TEMP. TO 32  32-50  50-70 X 70-85  >85  



  Page 2 of 3  File Name: _____________________________________ 

 

Facility # 
Name/ 
location 

type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 
 

Clean Earth of 
North Jersey 

Mountainside, NJ 
Solid 

 

Soil Safe 
Logan Township, 

NJ 
Solid 

 
 

Bellmarw 
Waterfront 

Redevelopment 
Site 

Bellmarw, NJ 
Solid 

 

Pave Co. 
Medford, NY 
Solid/Rock 

 

 
 

Red Roc Materials 
Lyndhurst, NJ 07071 

Solid/Rock 
 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Cu. Yds. Trucks Cu. Yds Trucks Cu. Yds. Cu. Yds. 

Today (trucks, 
cu.yds.) 

    3 Appr. 
75   5 Appr. 

125 36 Appr. 
900 

Totals (trucks, 
cu.yds.) 84 2,100 5 Appr. 

125 193 Appr. 
4,825 18 Appr. 

450 22 Appr. 
430 63 Appr. 

675 

 

Site Grid Map 

 



  Page 3 of 3  File Name: _____________________________________ 

 

Photo Log 

Photo 1 –  

 

Looking east across site at 
excavation equipment 
chopping bedrock. 

 

Photo 2 – 

Excavation equipment sorting 
bedrock pieces. 

 

Photo 3 – 

Collection of groundwater 
sample for NYCDEP permit 
from effluent after pumping 
through bag filtration system. 

 

 



  Page 1 of 3  File Name: _____________________________________ 

DAILY STATUS REPORT 

Prepared By: Steve Malinowski of CA RICH 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 11-5-11 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 

Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
Twenty-five truckloads of bedrock were transported to the Red Roc Materials Facility in Lyndhurst, NJ.   

Lagging boards were delivered to the site. Lagging continued along 26th Street and the South Property 
Line 

 

Working In Grids #:   A5, A6, A7, B5, B6, B7, C5, C6, C7 

 
Air Monitoring (Since Last Report): 
 
No Air Monitoring was conducted today because excavation did not occur. 
 
 
 
Problems Encountered: 
 
No problems were encountered. 
 
Planned Activities for Next Week: 
 
Next week we plan to continue soil excavation and disposal activities to Soil Safe in Logan Township, 
New Jersey.  Chipping and removal of bedrock will also continue.  The construction team will install 
lagging as needed along the perimeter as the excavation proceeds.  
 
 

 

WEATHER Snow  Rain  Overcast  Partly 
Cloudy X Bright 

Sun  

TEMP. TO 32  32-50  50-70 X 70-85  >85  



  Page 2 of 3  File Name: _____________________________________ 

 

Facility # 
Name/ 
location 

type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 
 

Clean Earth of 
North Jersey 

Mountainside, NJ 
Solid 

 

Soil Safe 
Logan Township, 

NJ 
Solid 

 
 

Bellmarw 
Waterfront 

Redevelopment 
Site 

Bellmarw, NJ 
Solid 

 

Pave Co. 
Medford, NY 
Solid/Rock 

 

 
 

Red Roc Materials 
Lyndhurst, NJ 07071 

Solid/Rock 
 

Today (trucks, 
cu.yds.) 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Cu. Yds. Trucks Cu. Yds Trucks Cu. Yds. Cu. Yds. 

          25 Appr. 
625 

Totals (trucks, 
cu.yds.) 84 2,100 5 Appr. 

125 193 Appr. 
4,825 18 Appr. 

450 22 Appr. 
550 88 Appr. 

2200 

 

Site Grid Map 

 



  Page 3 of 3  File Name: _____________________________________ 

 

Photo Log 

Photo 1 –  

 

Additional lagging was 
installed along 26th Street.   

 

Photo 2 – 

Additional Lagging boards 
were delivered to the site. 

 

Photo 3 – 

(25) Trucks of Bedrock were 
transported to Red Roc 
Facility. 

 

 



  Page 1 of 3  File Name: _____________________________________ 

DAILY STATUS REPORT 

Prepared By: Steve Malinowski of CA RICH 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 11-7-11 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 

Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
Two truckloads of soil were excavated from grids A7 and B7 and transported to the Soil Safe Facility in 
Logan, New Jersey for disposal as non-hazardous.  Three truckloads of bedrock were transported to 
the Red Roc Materials Facility in Lyndhurst, NJ.    

Welder was on site today to begin extending HP Piles along 26th Ave. in preparation to install waler and 
rakers.   

 

Working In Grids #:   A5, A6, A7, B5, B6, B7, C5, C6, C7, D5, D3, D5, D6, D7 

 
Air Monitoring (Since Last Report): 
 
Air Monitoring was not performed today.  Very minor excavation occurred.  Monitoring will resume when 
soil excavation activities resume. 
 
 
 
Problems Encountered: 
 
DEP was on site today in response to a noise complaint due to the rock chopping.  No tickets were 
issued.   

 
Planned Activities for Next Week: 
 
We plan to continue soil excavation and disposal activities to Soil Safe in Logan Township, New Jersey.  
Chipping and removal of bedrock throughout the week.  The construction team will install lagging as 
needed along the perimeter as the excavation proceeds.  
 
 

 

WEATHER Snow  Rain  Overcast  Partly 
Cloudy  Bright 

Sun X

TEMP. TO 32  32-50  50-70 X 70-85  >85  



  Page 2 of 3  File Name: _____________________________________ 

 

Facility # 
Name/ 
location 

type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 
 

Clean Earth of 
North Jersey 

Mountainside, NJ 
Solid 

 

Soil Safe 
Logan Township, 

NJ 
Solid 

 
 

Bellmarw 
Waterfront 

Redevelopment 
Site 

Bellmarw, NJ 
Solid 

 

Pave Co. 
Medford, NY 
Solid/Rock 

 

 
 

Red Roc Materials 
Lyndhurst, NJ 07071 

Solid/Rock 
 

Today (trucks, 
cu.yds.) 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Cu. Yds. Trucks Cu. Yds Trucks Cu. Yds. Cu. Yds. 

    2 Appr. 
50     3 Appr. 

75 

Totals (trucks, 
cu.yds.) 84 2,100 5 Appr. 

125 195 Appr. 
4,875 18 Appr. 

450 22 Appr. 
550 91 Appr. 

2275 

 

Site Grid Map 

 



  Page 3 of 3  File Name: _____________________________________ 

 

Photo Log 

Photo 1 –  

 

Line Drill was delivered on 
site to break rock next to 
neighboring buildings. 

 

Photo 2 – 

Existing Foundation Wall was 
taken down by hand. 

 

Photo 3 – 

Welder on site today to 
extend the height of some HP 
Piles to prepare for 
installation of waler and 
rakers. 

 

 



  Page 1 of 3  File Name: _____________________________________ 

DAILY STATUS REPORT 

Prepared By: Steve Malinowski of CA RICH 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 11-8-11 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 

Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
Twenty-two truckloads of bedrock were transported to the Red Roc Materials Facility in Lyndhurst, NJ.   

Rock chopping continued and welder was on site today to install walers along 26th Street and 8th Ave. 

 

Working In Grids #:   A5, A6, A7, B5, B6, B7, C5, C6, C7, D5, D3, D5, D6, D7, A1 

 
Air Monitoring (Since Last Report): 
 
Air Monitoring was not performed today, no excavation occurred.  Monitoring will resume when soil 
excavation activities resume. 
 
 
 
Problems Encountered: 
 
No problems to report. 

 
Planned Activities for Next Week: 
 
We plan to continue soil excavation and disposal activities to Soil Safe in Logan Township, New Jersey.  
Chipping and removal of bedrock throughout the week.  The construction team will install lagging as 
needed along the perimeter as the excavation proceeds.  
 
 

 

WEATHER Snow  Rain  Overcast  Partly 
Cloudy  Bright 

Sun X

TEMP. TO 32  32-50  50-70 X 70-85  >85  



  Page 2 of 3  File Name: _____________________________________ 

 

Facility # 
Name/ 
location 

type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 
 

Clean Earth of 
North Jersey 

Mountainside, NJ 
Solid 

 

Soil Safe 
Logan Township, 

NJ 
Solid 

 
 

Bellmarw 
Waterfront 

Redevelopment 
Site 

Bellmarw, NJ 
Solid 

 

Pave Co. 
Medford, NY 
Solid/Rock 

 

 
 

Red Roc Materials 
Lyndhurst, NJ 07071 

Solid/Rock 
 

Today (trucks, 
cu.yds.) 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Cu. Yds. Trucks Cu. Yds Trucks Cu. Yds. Cu. Yds. 

          22 Appr. 
550 

Totals (trucks, 
cu.yds.) 84 2,100 5 Appr. 

125 195 Appr. 
4,875 18 Appr. 

450 24 Appr. 
600 113 Appr. 

2825 

 

Site Grid Map 

 



  Page 3 of 3  File Name: _____________________________________ 

 

Photo Log 

Photo 1 –  

 

Lagging continued to be 
installed around the perimeter 
of the site. 

 

Photo 2 – 

 

Waler beginning to be 
installed along 8th Ave. 

 

 

Photo 3 – 

 

Welder connecting waler 
along 26th Street and 8th Ave. 

 

 

 



  Page 1 of 3  File Name: _____________________________________ 

DAILY STATUS REPORT 

Prepared By: Steve Malinowski of CA RICH 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 11-9-11 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 

Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
.    

Excavation contractor continued rock chopping and stockpiled rock.   

Welder’s continued to install waler along 8th Ave. today.   

 

Working In Grids #:   A5, A6, B5, B6, C5, C6, D5, D3, D5, D6, A1, B1 

 
Air Monitoring (Since Last Report): 
 
Air Monitoring was not performed today, no excavation occurred.  Monitoring will resume when soil 
excavation activities resume. 
 
 
 
Problems Encountered: 
 
No problems to report. 

 
Planned Activities for Next Week: 
 
We plan to continue soil excavation and disposal activities to Soil Safe in Logan Township, New Jersey.  
Chipping and removal of bedrock throughout the week.  The construction team will install lagging as 
needed along the perimeter as the excavation proceeds.  
 
 

 

WEATHER Snow  Rain  Overcast  Partly 
Cloudy  Bright 

Sun X

TEMP. TO 32  32-50  50-70 X 70-85  >85  



  Page 2 of 3  File Name: _____________________________________ 

 

Facility # 
Name/ 
location 

type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 
 

Clean Earth of 
North Jersey 

Mountainside, NJ 
Solid 

 

Soil Safe 
Logan Township, 

NJ 
Solid 

 
 

Bellmarw 
Waterfront 

Redevelopment 
Site 

Bellmarw, NJ 
Solid 

 

Pave Co. 
Medford, NY 
Solid/Rock 

 

 
 

Red Roc Materials 
Lyndhurst, NJ 07071 

Solid/Rock 
 

Today (trucks, 
cu.yds.) 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Cu. Yds. Trucks Cu. Yds Trucks Cu. Yds. Cu. Yds. 

            

Totals (trucks, 
cu.yds.) 84 2,100 5 Appr. 

125 195 Appr. 
4,875 18 Appr. 

450 24 Appr. 
600 113 Appr. 

2825 

 

Site Grid Map 

 



  Page 3 of 3  File Name: _____________________________________ 

 

Photo Log 

Photo 1 –  

 

Rock chopping and 
excavating beside lagging 
along 26th Street. 

 

Photo 2 – 

 

Rock chopping in Southeast 
corner of site.  Rock was 
stockpiled and will be trucked 
to Red Roc Materials 
tomorrow. 

 

 

Photo 3 – 

 

Welder continuing to install 
waler along 8th Ave.  

 

 

 



  Page 1 of 3  File Name: _____________________________________ 

DAILY STATUS REPORT 

Prepared By: Steve Malinowski of CA RICH 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 11-10-11 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 

Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
(12) Truckloads of Bedrock were transported to Red Roc Material Facility.    

Excavation contractor continued rock chopping.  

Welder’s continued to install waler and rakers along 8th Ave. today.   

 

Working In Grids #:   A5, A6, B5, B6, C5, C6, D5, D3, D5, D6, A1, B1 

 
Air Monitoring (Since Last Report): 
 
Air Monitoring was not performed today, no excavation occurred.  Monitoring will resume when soil 
excavation activities resume. 
 
 
 
Problems Encountered: 
 
No problems to report. 

 
Planned Activities for Next Week: 
 
We plan to continue soil excavation and disposal activities to Soil Safe in Logan Township, New Jersey.  
Chipping and removal of bedrock throughout the week.  The construction team will install lagging as 
needed along the perimeter as the excavation proceeds.  
 
 

 

WEATHER Snow  Rain  Overcast  Partly 
Cloudy  Bright 

Sun X

TEMP. TO 32  32-50  50-70 X 70-85  >85  



  Page 2 of 3  File Name: _____________________________________ 

 

Facility # 
Name/ 
location 

type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 
 

Clean Earth of 
North Jersey 

Mountainside, NJ 
Solid 

 

Soil Safe 
Logan Township, 

NJ 
Solid 

 
 

Bellmarw 
Waterfront 

Redevelopment 
Site 

Bellmarw, NJ 
Solid 

 

Pave Co. 
Medford, NY 
Solid/Rock 

 

 
 

Red Roc Materials 
Lyndhurst, NJ 07071 

Solid/Rock 
 

Today (trucks, 
cu.yds.) 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Cu. Yds. Trucks Cu. Yds Trucks Cu. Yds. Cu. Yds. 

          12 Appr 
300 

Totals (trucks, 
cu.yds.) 84 2,100 5 Appr. 

125 195 Appr. 
4,875 18 Appr. 

450 24 Appr. 
600 125 Appr. 

3125 

 

Site Grid Map 

 



  Page 3 of 3  File Name: _____________________________________ 

 

Photo Log 

Photo 1 –  

 

Rock chopping and 
excavating beside lagging 
along 26th Street. 

 

Photo 2 – 

 

W10X49 Brace was installed 
in the corner of 26th Street 
and 8th Ave. 

 

 

 

 

Photo 3 – 

 

South Property wall was 
marked out to prepare for 
underpinning.  Underpinning 
to begin next week. 

 

 

 



  Page 1 of 4  File Name: _____________________________________ 

DAILY STATUS REPORT 

Prepared By: Steve Malinowski of CA RICH 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 11-11-11 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 

Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
Excavation contractor continued rock chopping.  

Welder’s continued to install waler and rakers along 8th Ave. today.   

 

Working In Grids #:   A5, A6, B5, B6, C5, C6, D5, D3, D5, D6, A1, B1 

 
Air Monitoring (Since Last Report): 
 
Air Monitoring was not performed today, no excavation occurred.  Monitoring will resume when soil 
excavation activities resume. 
 
 
 
Problems Encountered: 
 
No problems to report. 

 
Planned Activities for Next Week: 
 
We plan to continue soil excavation and disposal activities to Soil Safe in Logan Township, New Jersey.  
Chipping and removal of bedrock throughout the week.  The construction team will install lagging as 
needed along the perimeter as the excavation proceeds.  Underpinning neighboring buildings will begin 
next week. 
 
 

 

WEATHER Snow  Rain  Overcast  Partly 
Cloudy  Bright 

Sun X

TEMP. TO 32  32-50  50-70 X 70-85  >85  



  Page 2 of 4  File Name: _____________________________________ 

 

Facility # 
Name/ 
location 

type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 
 

Clean Earth of 
North Jersey 

Mountainside, NJ 
Solid 

 

Soil Safe 
Logan Township, 

NJ 
Solid 

 
 

Bellmarw 
Waterfront 

Redevelopment 
Site 

Bellmarw, NJ 
Solid 

 

Pave Co. 
Medford, NY 
Solid/Rock 

 

 
 

Red Roc Materials 
Lyndhurst, NJ 07071 

Solid/Rock 
 

Today (trucks, 
cu.yds.) 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Cu. Yds. Trucks Cu. Yds Trucks Cu. Yds. Cu. Yds. 

            

Totals (trucks, 
cu.yds.) 84 2,100 5 Appr. 

125 195 Appr. 
4,875 18 Appr. 

450 24 Appr. 
600 125 Appr. 

3125 

 

Site Grid Map 

 



  Page 3 of 4  File Name: _____________________________________ 

 

Photo Log 

Photo 1 –  

 

Rock chopping and lagging 
being installed along South 
property line. 

 

Photo 2 – 

 

Welder continued to install 
waler along 8th Ave. 

 

 

 

 



  Page 1 of 3  File Name: _____________________________________ 

DAILY STATUS REPORT 

Prepared By: Steve Malinowski of CA RICH 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 11-12-11 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 

Alternate Safety Officer:  Danny Manore 
Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
(24) Trucks were filled with Bedrock and transported to Red Roc Facility in Lyndhurst, NJ. 

Lagging continued to be installed along perimeter of site. 

 

Working In Grids #:   A5, A6, B5, B6, C5, C6, D5, D3, D5, D6,  

 
Air Monitoring (Since Last Report): 
 
Air Monitoring was not performed today, no excavation occurred.  Monitoring will resume when soil 
excavation activities resume. 
 
 
 
Problems Encountered: 
 
No problems to report. 

 
Planned Activities for Next Week: 
 
We plan to continue soil excavation and disposal activities to Soil Safe in Logan Township, New Jersey.  
Chipping and removal of bedrock throughout the week.  The construction team will install lagging as 
needed along the perimeter as the excavation proceeds.  Underpinning neighboring buildings will begin 
next week. 
 
 

 

WEATHER Snow  Rain  Overcast  Partly 
Cloudy  Bright 

Sun X

TEMP. TO 32  32-50  50-70 X 70-85  >85  



  Page 2 of 3  File Name: _____________________________________ 

 

Facility # 
Name/ 
location 

type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 
 

Clean Earth of 
North Jersey 

Mountainside, NJ 
Solid 

 

Soil Safe 
Logan Township, 

NJ 
Solid 

 
 

Bellmarw 
Waterfront 

Redevelopment 
Site 

Bellmarw, NJ 
Solid 

 

Pave Co. 
Medford, NY 
Solid/Rock 

 

 
 

Red Roc Materials 
Lyndhurst, NJ 07071 

Solid/Rock 
 

Today (trucks, 
cu.yds.) 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Cu. Yds. Trucks Cu. Yds Trucks Cu. Yds. Cu. Yds. 

          24 600 

Totals (trucks, 
cu.yds.) 84 2,100 5 Appr. 

125 195 Appr. 
4,875 18 Appr. 

450 24 Appr. 
600 149 Appr. 

3725 

 

Site Grid Map 

 



  Page 3 of 3  File Name: _____________________________________ 

 

Photo Log 

Photo 1 –  

 

(24) Trucks were filled with 
Bedrock and transported to 
Red Roc Facility. 

 

Photo 2 – 

 

Working on installing lagging 
in northeast corner of the site. 

 

 

 

 

Photo 3 –  

 

Drilling rock out to install 
lagging along 26th Street. 

 

 



  Page 1 of 3  File Name: _____________________________________ 

DAILY STATUS REPORT 

Prepared By: Steve Malinowski of CA RICH 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 11-14-11 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 

Alternate Safety Officer:  Danny Manore 
Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
Rock Chopping continued.   

Waler was installed in Southwest corner of the site. 

Lagging continued to be installed along perimeter of site. 

Underpinning of the neighboring building at the south property line began. 

Working In Grids #:   A5, A6, B5, B6, C5, C6, D5, D3, D4, D5, D6,  

 
Air Monitoring (Since Last Report): 
 
Air Monitoring was not performed today, no excavation occurred.  Monitoring will resume when soil 
excavation activities resume. 
 
 
 
Problems Encountered: 
 
No problems to report. 

 
Planned Activities for Next Week: 
 
We plan to continue soil excavation and disposal activities to Soil Safe in Logan Township, New Jersey.  
Bedrock will continued to be chopped and trucked off site throughout the week.  The construction team 
will install lagging as needed along the perimeter as the excavation proceeds.  Underpinning 
neighboring buildings will continue throughout the week. 
 
 

 

WEATHER Snow  Rain  Overcast  Partly 
Cloudy  Bright 

Sun X

TEMP. TO 32  32-50  50-70 X 70-85  >85  



  Page 2 of 3  File Name: _____________________________________ 

 

Facility # 
Name/ 
location 

type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 
 

Clean Earth of 
North Jersey 

Mountainside, NJ 
Solid 

 

Soil Safe 
Logan Township, 

NJ 
Solid 

 
 

Bellmarw 
Waterfront 

Redevelopment 
Site 

Bellmarw, NJ 
Solid 

 

Pave Co. 
Medford, NY 
Solid/Rock 

 

 
 

Red Roc Materials 
Lyndhurst, NJ 07071 

Solid/Rock 
 

Today (trucks, 
cu.yds.) 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Cu. Yds. Trucks Cu. Yds Trucks Cu. Yds. Cu. Yds. 

            

Totals (trucks, 
cu.yds.) 84 2,100 5 Appr. 

125 195 Appr. 
4,875 18 Appr. 

450 24 Appr. 
600 149 Appr. 

3725 

 

Site Grid Map 

 



  Page 3 of 3  File Name: _____________________________________ 

 

Photo Log 

Photo 1 –  

 

Rock Chopping continued on 
East side of site. 

 

Photo 2 – 

 

Underpinning work began at 
neighboring building on the 
south property line.  A 
structural engineer was on 
site to oversee all work. 

 

 

 
 

Photo 3 –  

 

Waler was installed in 
southwest corner of site. 

 

 



  Page 1 of 3  File Name: _____________________________________ 

DAILY STATUS REPORT 

Prepared By: Steve Malinowski of CA RICH 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 11-15-11 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 
Contractor: Chelsea W26 LLC 
 
 

Safety Officer: Jessica Proscia 

 

Work Activities Performed (Since Last Report): 
 
Seven truckloads of soil were excavated and removed from grids B3, C4, and D4.  The soil was transported 
to the Soil Safe Facility in Logan Township, New Jersey.   

Rock Chopping continued.  Lagging continued to be installed along perimeter of site. 

Underpinning of the neighboring building at the south property was also conducted. 

 

Working In Grids #:   excavation in grids B3, C4 and D4 

 
Air Monitoring (Since Last Report): 
 
Air Monitoring was performed today and no problems were encountered. 
 
 
 
Problems Encountered: 
 
No problems to report. 

 
Planned Activities for Next Week: 
 
Bedrock will continued to be chopped and trucked off site throughout the week.  The construction team 
will install lagging as needed along the perimeter as the excavation proceeds.  Underpinning 
neighboring buildings will continue throughout the week. 
 
 

 

WEATHER Snow  Rain  Overcast X Partly 
Cloudy  Bright 

Sun  

TEMP. TO 32  32-50  50-70 X 70-85  >85  



  Page 2 of 3  File Name: _____________________________________ 

 

Facility # 
Name/ 
location 

type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 
 

Clean Earth of 
North Jersey 

Mountainside, NJ 
Solid 

 

Soil Safe 
Logan Township, 

NJ 
Solid 

 
 

Bellmarw 
Waterfront 

Redevelopment 
Site 

Bellmarw, NJ 
Solid 

 

Pave Co. 
Medford, NY 
Solid/Rock 

 

 
 

Red Roc Materials 
Lyndhurst, NJ 07071 

Solid/Rock 
 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Cu. Yds. Trucks Cu. Yds Trucks Cu. Yds. Cu. Yds. 

Today (trucks, 
cu.yds.) 

    7 175       

Totals (trucks, 
cu.yds.) 84 2,100 5 Appr. 

125 202 Appr. 
5,050 18 Appr. 

450 24 Appr. 
600 149 Appr. 

3725 

 

Site Grid Map 

 



  Page 3 of 3  File Name: _____________________________________ 

 

Photo Log 

Photo 1 –  

 

Soil removal from former test 
pit TP-4 to Soil Safe Facility. 

 

Photo 2 – 

 

Approaching final depth of 
excavation on top of bedrock 
along east side of the Site. 

 

Photo 3 –  

 

Looking east across 
excavation area. 

 

 



  Page 1 of 3  File Name: _____________________________________ 

DAILY STATUS REPORT 

Prepared By: Dan Manore of Artimus 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 11-16-11 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 

Alternate Safety Officer:  Danny Manore 
Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
Rock Chopping continued.   

Lagging continued to be installed along perimeter of site. 

 

Working In Grids #:   A5, A6, B5, B6, C5, C6,  

 
Air Monitoring (Since Last Report): 
 
Air Monitoring was not performed today, no excavation occurred.  Monitoring will resume when soil 
excavation activities resume. 
 
 
 
Problems Encountered: 
 
No problems to report. 

 
Planned Activities for Next Week: 
 
Bedrock will continue to be chopped and trucked off site throughout the week.  The construction team 
will install lagging as needed along the perimeter as the excavation proceeds.  Underpinning 
neighboring buildings will continue throughout the week. 
 
 

 

WEATHER Snow  Rain X Overcast  Partly 
Cloudy  Bright 

Sun  

TEMP. TO 32  32-50  50-70 X 70-85  >85  



  Page 2 of 3  File Name: _____________________________________ 

 

Facility # 
Name/ 
location 

type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 
 

Clean Earth of 
North Jersey 

Mountainside, NJ 
Solid 

 

Soil Safe 
Logan Township, 

NJ 
Solid 

 
 

Bellmarw 
Waterfront 

Redevelopment 
Site 

Bellmarw, NJ 
Solid 

 

Pave Co. 
Medford, NY 
Solid/Rock 

 

 
 

Red Roc Materials 
Lyndhurst, NJ 07071 

Solid/Rock 
 

Today (trucks, 
cu.yds.) 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Cu. Yds. Trucks Cu. Yds Trucks Cu. Yds. Cu. Yds. 

            

Totals (trucks, 
cu.yds.) 84 2,100 5 Appr. 

125 202 Appr. 
5,050 18 Appr. 

450 24 Appr. 
600 149 Appr. 

3725 

 

Site Grid Map 

 



  Page 3 of 3  File Name: _____________________________________ 

 

Photo Log 

Photo 1 –  

 

Rock Chopping continued on 
South property line. 

 

Photo 2 – 

 

Rock chopping continued and 
bedrock was stockpiled. 

 

 

 

 

 

Photo 3 –  

 

Guardrail was installed along 
the west side of the 
excavation area. 

 

 



  Page 1 of 3  File Name: _____________________________________ 

DAILY STATUS REPORT 

Prepared By: Steve Malinowski of CA RICH 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 11-17-11 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 
Contractor: Chelsea W26 LLC 
 
 

Safety Officer: Jessica Proscia 

 

Work Activities Performed (Since Last Report): 
 
Soil excavation and off-site disposal activities were conducted today.  A total of six truckloads of soil 
were transported to the Soil Safe Facility in Logan Township, New Jersey.   

Lagging continued to be installed along perimeter of site. 

 

Working In Grids #:   A1, B1, C4, and D4 

 
Air Monitoring (Since Last Report): 
 
Air Monitoring for VOCs and dust was performed during today’s soil excavation activities. 
 
 
 
Problems Encountered: 
 
No problems to report. 

 
Planned Activities for Next Week: 
 
Bedrock will continue to be chopped and trucked off site throughout the week.  The construction team 
will install lagging as needed along the perimeter as the excavation proceeds.  Underpinning 
neighboring buildings will continue throughout the week. 
 
 

 

WEATHER Snow  Rain X Overcast  Partly 
Cloudy  Bright 

Sun  

TEMP. TO 32  32-50  50-70 X 70-85  >85  



  Page 2 of 3  File Name: _____________________________________ 

 

Facility # 
Name/ 
location 

type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 
 

Clean Earth of 
North Jersey 

Mountainside, NJ 
Solid 

 

Soil Safe 
Logan Township, 

NJ 
Solid 

 
 

Bellmarw 
Waterfront 

Redevelopment 
Site 

Bellmarw, NJ 
Solid 

 

Pave Co. 
Medford, NY 
Solid/Rock 

 

 
 

Red Roc Materials 
Lyndhurst, NJ 07071 

Solid/Rock 
 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Cu. Yds. Trucks Cu. Yds Trucks Cu. Yds. Cu. Yds. 

Today (trucks, 
cu.yds.) 

    6 150       

Totals (trucks, 
cu.yds.) 84 2,100 5 Appr. 

125 208 Appr. 
5,200 18 Appr. 

450 24 Appr. 
600 149 Appr. 

3,725 

 

Site Grid Map 

 



  Page 3 of 3  File Name: _____________________________________ 

 

Photo Log 

Photo 1 –  

 

Excavation of soil in grids D3 
and D4. 

 

Photo 2 – 

 

Excavation of soil in grids B1 
and C1. 

 

 

 

 

Photo 3 –  

 

Looking east across site. 

 

 



  Page 1 of 3  File Name: _____________________________________ 

DAILY STATUS REPORT 

Prepared By: Steve Malinowski of CA RICH 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 11-18-11 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 
Contractor: Chelsea W26 LLC 
 
 

Safety Officer: Jessica Proscia 

Alternate Site Safety Officer: Steve Malinowski 

 

Work Activities Performed (Since Last Report): 
 
Soil excavation and off-site disposal activities were conducted today.  A total of six truckloads of soil 
were transported to the Soil Safe Facility in Logan Township, New Jersey.   

Lagging continued to be installed along perimeter of site. 

 

Working In Grids: Excavation in grids B1, B2 & C2; underpinning and rock chipping grids C4, D4 & D3 

 
Air Monitoring (Since Last Report): 
 
Air Monitoring for VOCs and dust was performed during today’s soil excavation activities. 
 
 
 
Problems Encountered: 
 
No problems to report. 

 
Planned Activities for Next Week: 
 
Bedrock will continue to be chopped and trucked off site throughout the week.  The construction team 
will install lagging as needed along the perimeter as the excavation proceeds.  Underpinning 
neighboring buildings will continue throughout the week.  Excavation in select areas will continue on an 
as-needed basis. 
 
 

 

WEATHER Snow  Rain  Overcast x Partly 
Cloudy  Bright 

Sun  

TEMP. TO 32  32-50 x 50-70  70-85  >85  



  Page 2 of 3  File Name: _____________________________________ 

 

Facility # 
Name/ 
location 

type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 
 

Clean Earth of 
North Jersey 

Mountainside, NJ 
Solid 

 

Soil Safe 
Logan Township, 

NJ 
Solid 

 
 

Bellmarw 
Waterfront 

Redevelopment 
Site 

Bellmarw, NJ 
Solid 

 

Pave Co. 
Medford, NY 
Solid/Rock 

 

 
 

Red Roc Materials 
Lyndhurst, NJ 07071 

Solid/Rock 
 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Cu. Yds. Trucks Cu. Yds Trucks Cu. Yds. Cu. Yds. 

Today (trucks, 
cu.yds.) 

    6 150     10 250 

Totals (trucks, 
cu.yds.) 84 2,100 5 Appr. 

125 214 Appr. 
5,350 18 Appr. 

450 24 Appr. 
600 159 Appr. 

3,975 

 

Site Grid Map 

 



  Page 3 of 3  File Name: _____________________________________ 

 

Photo Log 

Photo 1 –  

 

Installation of additional 
gravel for truck wash pad. 

 

Photo 2 – 

 

Excavation of soil in grid B1. 

 

 

 

 

Photo 3 –  

 

Looking west towards site 
entrance. 

 

 



  Page 1 of 3  File Name: _____________________________________ 

DAILY STATUS REPORT 

Prepared By: Jessica Proscia of CA RICH 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 11-21-11 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 
Contractor: Chelsea W26 LLC 
 
 

Safety Officer: Jessica Proscia 

Alternate Site Safety Officer: Steve Malinowski 

 

Work Activities Performed (Since Last Report): 
 
Soil excavation and off-site disposal activities were conducted today.  A total of six truckloads of soil 
were transported to the Soil Safe Facility in Logan Township, New Jersey.   

Lagging continued to be installed along perimeter of site. 

 

Working In Grids: Excavation in grids B2, B4 & D4 

 
Air Monitoring (Since Last Report): 
 
Air Monitoring for VOCs was performed during today’s soil excavation activities. 
Air Monitoring for dust was not performed due to the rain. 
 
 
Problems Encountered: 
 
No problems to report. 

 
Planned Activities for Next Week: 
 
The construction team will install lagging as needed along the perimeter as the excavation proceeds.  
Underpinning neighboring buildings will continue throughout the week.  Excavation in select areas will 
continue on an as-needed basis. 
 
 

 

WEATHER Snow  Rain X Overcast  Partly 
Cloudy  Bright 

Sun  

TEMP. TO 32  32-50  50-70 X 70-85  >85  



  Page 2 of 3  File Name: _____________________________________ 

 

Facility # 
Name/ 
location 

type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 
 

Clean Earth of 
North Jersey 

Mountainside, NJ 
Solid 

 

Soil Safe 
Logan Township, 

NJ 
Solid 

 
 

Bellmarw 
Waterfront 

Redevelopment 
Site 

Bellmarw, NJ 
Solid 

 

Pave Co. 
Medford, NY 
Solid/Rock 

 

 
 

Red Roc Materials 
Lyndhurst, NJ 07071 

Solid/Rock 
 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Cu. Yds. Trucks Cu. Yds Trucks Cu. Yds. Cu. Yds. 

Today (trucks, 
cu.yds.) 

    6 150     10 250 

Totals (trucks, 
cu.yds.) 84 2,100 5 Appr. 

125 220 Appr. 
5,500 18 Appr. 

450 24 Appr. 
600 159 Appr. 

3,975 

 

Site Grid Map 

 



  Page 3 of 3  File Name: _____________________________________ 

 

Photo Log 

Photo 1 –  

 

Excavation of soil in grid B4. 

 

Photo 2 – 

 

Excavation of soil in grid D4. 

 

 

 

 

Photo 3 –  

 

Looking west towards site 
entrance. 

 

 



  Page 1 of 3  File Name: _____________________________________ 

DAILY STATUS REPORT 

Prepared By: Dan Manore of Artimus 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 11-22-11 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 

Alternate Safety Officer:  Danny Manore 
Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
Concrete footing in the northeast corner of the site was formed and poured.  

Rock Chopping and lagging continued along the perimeter of the site.  Bedrock was stockpiled on site. 

Rakers and Walers were installed along 8th Ave.  Steel “WT” sections were welded to the HP piles. 

 

Working In Grids #:   A2, A3, A4, C5, C6,  

 
Air Monitoring (Since Last Report): 
 
Air Monitoring was not performed today, no excavation occurred.  Monitoring will resume when soil 
excavation activities resume. 
 
 
 
Problems Encountered: 
 
No problems to report. 

 
Planned Activities for Next Week: 
 
Bedrock will continue to be chopped and trucked off site throughout the week.  The construction team 
will install lagging as needed along the perimeter as the excavation proceeds.  Underpinning 
neighboring buildings will continue throughout the week.  Excavation in select areas will continue on an 
as-needed basis. 
 
 

 

WEATHER Snow  Rain X Overcast  Partly 
Cloudy  Bright 

Sun  

TEMP. TO 32  32-50  50-70 X 70-85  >85  



  Page 2 of 3  File Name: _____________________________________ 

 

Facility # 
Name/ 
location 

type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 
 

Clean Earth of 
North Jersey 

Mountainside, NJ 
Solid 

 

Soil Safe 
Logan Township, 

NJ 
Solid 

 
 

Bellmarw 
Waterfront 

Redevelopment 
Site 

Bellmarw, NJ 
Solid 

 

Pave Co. 
Medford, NY 
Solid/Rock 

 

 
 

Red Roc Materials 
Lyndhurst, NJ 07071 

Solid/Rock 
 

Today (trucks, 
cu.yds.) 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Cu. Yds. Trucks Cu. Yds Trucks Cu. Yds. Cu. Yds. 

            

Totals (trucks, 
cu.yds.) 84 2,100 5 Appr. 

125 214 Appr. 
5,350 18 Appr. 

450 24 Appr. 
600 159 Appr. 

3975 

 

Site Grid Map 

 



  Page 3 of 3  File Name: _____________________________________ 

 

Photo Log 

Photo 1 –  

 

Rock Chopping continued on 
South property line and 
additional lagging was 
installed. 

 

Photo 2 – 

 

Welding “WT” Steel sections 
to Soldier Beams. 

 

 

 

 
 

Photo 3 –  

 

Additional lagging installed 
along the North Property line. 

 

 



  Page 1 of 3  File Name: _____________________________________ 

DAILY STATUS REPORT 

Prepared By: Dan Manore of Artimus 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 11-23-11 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 

Alternate Safety Officer:  Danny Manore 
Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
Footing Formwork continued to be built, and rebar and waterproofing for wall section along 26th Street 
was installed. 

Rock Chopping and lagging continued along the perimeter of the site.  Bedrock was stockpiled on site. 

Steel “WT” sections were welded to the HP piles along 8th Ave. 

 

Working In Grids #:   A1, A2, A3, A4, A5, A6, A7 

 
Air Monitoring (Since Last Report): 
 
Air Monitoring was not performed today, no excavation occurred.  Monitoring will resume when soil 
excavation activities resume. 
 
 
 
Problems Encountered: 
 
No problems to report. 

 
Planned Activities for Next Week: 
 
Bedrock will continue to be chopped and trucked off site throughout the week.  The construction team 
will install lagging as needed along the perimeter as the excavation proceeds. Excavation in select 
areas will continue on an as-needed basis. Formwork and Rebar for footings will continue to be 
installed throughout the week. 
 
 

 

WEATHER Snow  Rain X Overcast  Partly 
Cloudy  Bright 

Sun  

TEMP. TO 32  32-50 X 50-70  70-85  >85  



  Page 2 of 3  File Name: _____________________________________ 

 

Facility # 
Name/ 
location 

type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 
 

Clean Earth of 
North Jersey 

Mountainside, NJ 
Solid 

 

Soil Safe 
Logan Township, 

NJ 
Solid 

 
 

Bellmarw 
Waterfront 

Redevelopment 
Site 

Bellmarw, NJ 
Solid 

 

Pave Co. 
Medford, NY 
Solid/Rock 

 

 
 

Red Roc Materials 
Lyndhurst, NJ 07071 

Solid/Rock 
 

Today (trucks, 
cu.yds.) 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Cu. Yds. Trucks Cu. Yds Trucks Cu. Yds. Cu. Yds. 

            

Totals (trucks, 
cu.yds.) 84 2,100 5 Appr. 

125 214 Appr. 
5,350 18 Appr. 

450 24 Appr. 
600 159 Appr. 

3975 

 

Site Grid Map 

 



  Page 3 of 3  File Name: _____________________________________ 

 

Photo Log 

Photo 1 –  

 

Waterproofing was installed 
along 26th Street. 

 

Photo 2 – 

 

Stockpile of Rebar ready to 
be installed at foundation wall 
along 26th Street. 

 

 

 

 

 

Photo 3 –  

 

Rock Chopping continued as 
needed. 

 

 



  Page 1 of 4  File Name: _____________________________________ 

DAILY STATUS REPORT 

Prepared By: Dan Manore of Artimus 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 11-25-11 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 

Alternate Safety Officer:  Danny Manore 
Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
Footing Formwork was built at South Property Line and a mud slab was poured so waterproofing could 
be installed. 

The last section of underpinning was poured along the south property line. 

The DEP Dewatering Permit was obtained on Wednesday, November 23rd.  Dewatering occurred 
intermittingly throughout the day as needed.  Water was pumped off site through a 10 micron bag 
filtration system and into the existing city catch basin. 

Working In Grids #:   D2, D3, D5, D6, D7 

 
Air Monitoring (Since Last Report): 
 
Air Monitoring was not performed today, no excavation occurred.  Monitoring will resume when soil 
excavation activities resume. 
 
 
 
Problems Encountered: 
 
No problems to report. 

 
Planned Activities for Next Week: 
 
Bedrock will continue to be chopped and trucked off site throughout the week.  The construction team 
will install lagging as needed along the perimeter as the excavation proceeds. Excavation in select 
areas will continue on an as-needed basis. Formwork and Rebar for footings will continue to be 
installed throughout the week. 
 
 

 

WEATHER Snow  Rain  Overcast  Partly 
Cloudy  Bright 

Sun X

TEMP. TO 32  32-50  50-70 X 70-85  >85  



  Page 2 of 4  File Name: _____________________________________ 

 

Facility # 
Name/ 
location 

type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 
 

Clean Earth of 
North Jersey 

Mountainside, NJ 
Solid 

 

Soil Safe 
Logan Township, 

NJ 
Solid 

 
 

Bellmarw 
Waterfront 

Redevelopment 
Site 

Bellmarw, NJ 
Solid 

 

Pave Co. 
Medford, NY 
Solid/Rock 

 

 
 

Red Roc Materials 
Lyndhurst, NJ 07071 

Solid/Rock 
 

Today (trucks, 
cu.yds.) 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Cu. Yds. Trucks Cu. Yds Trucks Cu. Yds. Cu. Yds. 

            

Totals (trucks, 
cu.yds.) 84 2,100 5 Appr. 

125 214 Appr. 
5,350 18 Appr. 

450 24 Appr. 
600 159 Appr. 

3975 

 

Site Grid Map 

 



  Page 3 of 4  File Name: _____________________________________ 

 

Photo Log 

Photo 1 –  

 

Footing Formwork along the 
South Property line.  A mud 
slab is currently being poured 
so waterproofing can begin to 
be installed. 

Photo 2 – 

 

The last section of 
underpinning was poured 
today along the south 
property line. 

 

 

 

 

 



  Page 1 of 3  File Name: _____________________________________ 

DAILY STATUS REPORT 

Prepared By: Dan Manore of Artimus 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 11-26-11 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 

Alternate Safety Officer:  Danny Manore 
Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
Rebar was installed for the Foundation Wall along the North Property line. 

Lagging was installed along the North Property Line 

Waterproofing was installed along the South Property Line on the mud slab. 

Working In Grids #:   A3, A5, A6, A7, D5, D6, D7 

 
Air Monitoring (Since Last Report): 
 
Air Monitoring was not performed today, no excavation occurred.  Monitoring will resume when soil 
excavation activities resume. 
 
 
 
Problems Encountered: 
 
No problems to report. 

 
Planned Activities for Next Week: 
 
Bedrock will continue to be chopped and trucked off site throughout the week.  The construction team 
will install lagging as needed along the perimeter as the excavation proceeds. Excavation in select 
areas will continue on an as-needed basis. Formwork and Rebar for footings will continue to be 
installed throughout the week. 
 
 

 

WEATHER Snow  Rain  Overcast  Partly 
Cloudy  Bright 

Sun X

TEMP. TO 32  32-50  50-70 X 70-85  >85  



  Page 2 of 3  File Name: _____________________________________ 

 

Facility # 
Name/ 
location 

type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 
 

Clean Earth of 
North Jersey 

Mountainside, NJ 
Solid 

 

Soil Safe 
Logan Township, 

NJ 
Solid 

 
 

Bellmarw 
Waterfront 

Redevelopment 
Site 

Bellmarw, NJ 
Solid 

 

Pave Co. 
Medford, NY 
Solid/Rock 

 

 
 

Red Roc Materials 
Lyndhurst, NJ 07071 

Solid/Rock 
 

Today (trucks, 
cu.yds.) 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Cu. Yds. Trucks Cu. Yds Trucks Cu. Yds. Cu. Yds. 

            

Totals (trucks, 
cu.yds.) 84 2,100 5 Appr. 

125 214 Appr. 
5,350 18 Appr. 

450 24 Appr. 
600 159 Appr. 

3975 

 

Site Grid Map 

 



  Page 3 of 3  File Name: _____________________________________ 

 

Photo Log 

Photo 1 –  

 

Workers installing Foundation 
wall rebar on North wall. 

 

Photo 2 – 

 

Working on Lagging along 
North Wall. 

 

 

 

 

 

Photo 3: 

 

Workers installing 
waterproofing along South 
Property Line. 

 

 



  Page 1 of 3  File Name: _____________________________________ 

DAILY STATUS REPORT 

Prepared By: Dan Manore of Artimus 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 11-28-11 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 

Alternate Safety Officer:  Danny Manore 
Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
Rock Chopping continued on Northeast half of site. 

Formwork for footings was installed along the East Property line of the site. 

Waterproofing was installed along the South Property Line on the mud slab. 

Working In Grids #:   A3, A5, A6, A7, D5, D6, D7 

 
Air Monitoring (Since Last Report): 
 
Air Monitoring was not performed today, no excavation occurred.  Monitoring will resume when soil 
excavation activities resume. 
 
 
 
Problems Encountered: 
 
No problems to report. 

 
Planned Activities for Next Week: 
 
Bedrock will continue to be chopped and trucked off site throughout the week.  The construction team 
will install lagging as needed along the perimeter as the excavation proceeds. Excavation in select 
areas will continue on an as-needed basis. Formwork and Rebar for footings will continue to be 
installed throughout the week. 
 
 

 

WEATHER Snow  Rain  Overcast  Partly 
Cloudy  Bright 

Sun X

TEMP. TO 32  32-50  50-70 X 70-85  >85  



  Page 2 of 3  File Name: _____________________________________ 

 

Facility # 
Name/ 
location 

type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 
 

Clean Earth of 
North Jersey 

Mountainside, NJ 
Solid 

 

Soil Safe 
Logan Township, 

NJ 
Solid 

 
 

Bellmarw 
Waterfront 

Redevelopment 
Site 

Bellmarw, NJ 
Solid 

 

Pave Co. 
Medford, NY 
Solid/Rock 

 

 
 

Red Roc Materials 
Lyndhurst, NJ 07071 

Solid/Rock 
 

Today (trucks, 
cu.yds.) 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Cu. Yds. Trucks Cu. Yds Trucks Cu. Yds. Cu. Yds. 

            

Totals (trucks, 
cu.yds.) 84 2,100 5 Appr. 

125 214 Appr. 
5,350 18 Appr. 

450 24 Appr. 
600 159 Appr. 

3975 

 

Site Grid Map 

 



  Page 3 of 3  File Name: _____________________________________ 

 

Photo Log 

Photo 1 –  

 

Rock Chopping in East half of 
Site. 

 

Photo 2 – 

 

Workers welding WT-section 
stiffeners to the HP Piles 
along 8th Ave and 26th Street. 

 

 

 

 
 

Photo 3: 

 

Workers continuing to install 
waterproofing along South 
Property Line. 

 

 



  Page 1 of 3  File Name: _____________________________________ 

DAILY STATUS REPORT 

Prepared By: Dan Manore of Artimus 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 11-29-11 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 

Alternate Safety Officer:  Danny Manore 
Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
Rock Chopping continued on Northeast half of site. 

Mud Slab was poured along the East Foundation Wall and rebar began to be installed for the footing. 

Formwork for the North Foundation wall was erected on site. 

Working In Grids #:   A5, A6, A7, B5, C7, D7 

 
Air Monitoring (Since Last Report): 
 
Air Monitoring was not performed today, no excavation occurred.  Monitoring will resume when soil 
excavation activities resume. 
 
 
 
Problems Encountered: 
 
No problems to report. 

 
Planned Activities for Next Week: 
 
Bedrock will continue to be chopped and trucked off site throughout the week.  The construction team 
will install lagging as needed along the perimeter as the excavation proceeds. Excavation in select 
areas will continue on an as-needed basis. Formwork and Rebar for footings will continue to be 
installed throughout the week. 
 
 

 

WEATHER Snow  Rain X Overcast  Partly 
Cloudy  Bright 

Sun  

TEMP. TO 32  32-50  50-70 X 70-85  >85  



  Page 2 of 3  File Name: _____________________________________ 

 

Facility # 
Name/ 
location 

type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 
 

Clean Earth of 
North Jersey 

Mountainside, NJ 
Solid 

 

Soil Safe 
Logan Township, 

NJ 
Solid 

 
 

Bellmarw 
Waterfront 

Redevelopment 
Site 

Bellmarw, NJ 
Solid 

 

Pave Co. 
Medford, NY 
Solid/Rock 

 

 
 

Red Roc Materials 
Lyndhurst, NJ 07071 

Solid/Rock 
 

Today (trucks, 
cu.yds.) 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Cu. Yds. Trucks Cu. Yds Trucks Cu. Yds. Cu. Yds. 

            

Totals (trucks, 
cu.yds.) 84 2,100 5 Appr. 

125 214 Appr. 
5,350 18 Appr. 

450 24 Appr. 
600 159 Appr. 

3975 

 

Site Grid Map 

 



  Page 3 of 3  File Name: _____________________________________ 

 

Photo Log 

Photo 1 –  

 

Rain water being pumped off 
site through a 10 micron bag 
filtration system. 

 

Photo 2 – 

 

Workers building the 
foundation footings along the 
East property line. 

 

 

 

  

Photo 3: 

 

Formwork for the North 
Foundation wall was erected. 

 

 



  Page 1 of 3  File Name: _____________________________________ 

DAILY STATUS REPORT 

Prepared By: Dan Manore of Artimus 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 11-30-11 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 

Alternate Safety Officer:  Danny Manore 
Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
Rock Chopping continued on Northeast half of site. 

Mud Slab was poured along the East Foundation Wall and rebar began to be installed for the footing. 

Formwork for the North Foundation wall was erected on site. 

Working In Grids #:   A5, A6, A7, B7, C7, D7 

 
Air Monitoring (Since Last Report): 
 
Air Monitoring was not performed today, no excavation occurred.  Monitoring will resume when soil 
excavation activities resume. 
 
 
 
Problems Encountered: 
 
No problems to report. 

 
Planned Activities for Next Week: 
 
Bedrock will continue to be chopped and trucked off site throughout the week.  The construction team 
will install lagging as needed along the perimeter as the excavation proceeds. Excavation in select 
areas will continue on an as-needed basis. Formwork and Rebar for footings and foundation walls will 
continue to be installed throughout the week. 
 
 

 

WEATHER Snow  Rain  Overcast  Partly 
Cloudy X Bright 

Sun  

TEMP. TO 32  32-50 X 50-70  70-85  >85  



  Page 2 of 3  File Name: _____________________________________ 

 

Facility # 
Name/ 
location 

type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 
 

Clean Earth of 
North Jersey 

Mountainside, NJ 
Solid 

 

Soil Safe 
Logan Township, 

NJ 
Solid 

 
 

Bellmarw 
Waterfront 

Redevelopment 
Site 

Bellmarw, NJ 
Solid 

 

Pave Co. 
Medford, NY 
Solid/Rock 

 

 
 

Red Roc Materials 
Lyndhurst, NJ 07071 

Solid/Rock 
 

Today (trucks, 
cu.yds.) 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Cu. Yds. Trucks Cu. Yds Trucks Cu. Yds. Cu. Yds. 

          5 Appr. 
125 

Totals (trucks, 
cu.yds.) 84 2,100 5 Appr. 

125 214 Appr. 
5,350 18 Appr. 

450 24 Appr. 
600 164 Appr. 

4100 

 

Site Grid Map 

 



  Page 3 of 3  File Name: _____________________________________ 

 

Photo Log 

Photo 1 –  

 

Foundation Wall Formwork 
System being set up along 
the North wall. 

 

Photo 2 – 

 

Formwork and Waterproofing 
being installed on the South 
wall. 

 

 

 

 
 

Photo 3: 

 

The stockpile of Bedrock was 
trucked to a recycling facility. 

 

 



  Page 1 of 3  File Name: _____________________________________ 

DAILY STATUS REPORT 

Prepared By: Dan Manore of Artimus 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 12-01-11 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 

Alternate Safety Officer:  Danny Manore 
Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
Rebar for Footing on the South Property line was installed. 

Waterproofing was installed along the East wall. 

Final Formwork was set in place along the North Foundation Wall.  This wall will be poured tomorrow 
afternoon. 

Working In Grids #:   A5, A6, A7, B7, C7, D7 

 
Air Monitoring (Since Last Report): 
 
Air Monitoring was not performed today, no excavation occurred.  Monitoring will resume when soil 
excavation activities resume. 
 
 
 
Problems Encountered: 
 
No problems to report. 

 
Planned Activities for Next Week: 
 
Bedrock will continue to be chopped and trucked off site throughout the week.  The construction team 
will install lagging as needed along the perimeter as the excavation proceeds. Excavation in select 
areas will continue on an as-needed basis. Formwork and Rebar for footings and foundation walls will 
continue to be installed throughout the week. 
 
 

 

WEATHER Snow  Rain  Overcast  Partly 
Cloudy X Bright 

Sun  

TEMP. TO 32  32-50 X 50-70  70-85  >85  



  Page 2 of 3  File Name: _____________________________________ 

 

Facility # 
Name/ 
location 

type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 
 

Clean Earth of 
North Jersey 

Mountainside, NJ 
Solid 

 

Soil Safe 
Logan Township, 

NJ 
Solid 

 
 

Bellmarw 
Waterfront 

Redevelopment 
Site 

Bellmarw, NJ 
Solid 

 

Pave Co. 
Medford, NY 
Solid/Rock 

 

 
 

Red Roc Materials 
Lyndhurst, NJ 07071 

Solid/Rock 
 

Today (trucks, 
cu.yds.) 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Cu. Yds. Trucks Cu. Yds Trucks Cu. Yds. Cu. Yds. 

            

Totals (trucks, 
cu.yds.) 84 2,100 5 Appr. 

125 214 Appr. 
5,350 18 Appr. 

450 24 Appr. 
600 164 Appr. 

4100 

 

Site Grid Map 

 



  Page 3 of 3  File Name: _____________________________________ 

 

Photo Log 

Photo 1 –  

 

Foundation Wall Formwork 
System completed along 
North Wall.  Ready for Pour 
tomorrow. 

 

Photo 2 – 

 

Waterproofing installed at 
footing along South Wall. 

 

 

 

 

 

Photo 3: 

 

Footing rebar beginning to be 
installed along South wall. 

 

 



  Page 1 of 4  File Name: _____________________________________ 

DAILY STATUS REPORT 

Prepared By: Dan Manore of Artimus 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 12-02-11 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 

Alternate Safety Officer:  Danny Manore 
Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
Poured North Foundation Wall and South Wall Footing. 

Working In Grids #:   A5, A6, A7, D5, D6, D7, C7 

 
Air Monitoring (Since Last Report): 
 
Air Monitoring was not performed today, no excavation occurred.  Monitoring will resume when soil 
excavation activities resume. 
 
 
 
Problems Encountered: 
 
No problems to report. 

 
Planned Activities for Next Week: 
 
Bedrock will continue to be chopped and trucked off site throughout the week.  The construction team 
will install lagging as needed along the perimeter as the excavation proceeds. Excavation in select 
areas will continue on an as-needed basis. Formwork and Rebar for footings and foundation walls will 
continue to be installed throughout the week. 
 
 

 

WEATHER Snow  Rain  Overcast  Partly 
Cloudy X Bright 

Sun  

TEMP. TO 32  32-50 X 50-70  70-85  >85  



  Page 2 of 4  File Name: _____________________________________ 

 

Facility # 
Name/ 
location 

type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 
 

Clean Earth of 
North Jersey 

Mountainside, NJ 
Solid 

 

Soil Safe 
Logan Township, 

NJ 
Solid 

 
 

Bellmarw 
Waterfront 

Redevelopment 
Site 

Bellmarw, NJ 
Solid 

 

Pave Co. 
Medford, NY 
Solid/Rock 

 

 
 

Red Roc Materials 
Lyndhurst, NJ 07071 

Solid/Rock 
 

Today (trucks, 
cu.yds.) 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Cu. Yds. Trucks Cu. Yds Trucks Cu. Yds. Cu. Yds. 

            

Totals (trucks, 
cu.yds.) 84 2,100 5 Appr. 

125 214 Appr. 
5,350 18 Appr. 

450 24 Appr. 
600 164 Appr. 

4100 

 

Site Grid Map 

 



  Page 3 of 4  File Name: _____________________________________ 

 

Photo Log 

Photo 1 –  

 

Pouring North Foundation 
Wall on East Half of Site. 

 

Photo 2 – 

 

Pouring Footing on the South 
Property Line. 

 

 

 

 

 



  Page 1 of 4  File Name: _____________________________________ 

DAILY STATUS REPORT 

Prepared By: Dan Manore of Artimus 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 12-03-11 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 

Alternate Safety Officer:  Danny Manore 
Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
Installed Rebar for South Foundation Wall. 

8 Trucks of Bedrock were taken to Red Roc Facility. 

Working In Grids #:   A5, A6, A7, D5, D6, D7, C7 

 
Air Monitoring (Since Last Report): 
 
Air Monitoring was not performed today, no excavation occurred.  Monitoring will resume when soil 
excavation activities resume. 
 
 
 
Problems Encountered: 
 
No problems to report. 

 
Planned Activities for Next Week: 
 
The construction team will install lagging as needed along the perimeter as the excavation proceeds. 
Excavation in select areas will continue on an as-needed basis. Formwork and Rebar for footings and 
foundation walls will continue to be installed throughout the week.  Concrete for Footings and Walls will 
continue throughout the week. 
 
 

 

WEATHER Snow  Rain  Overcast  Partly 
Cloudy X Bright 

Sun  

TEMP. TO 32  32-50 X 50-70  70-85  >85  



  Page 2 of 4  File Name: _____________________________________ 

 

Facility # 
Name/ 
location 

type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 
 

Clean Earth of 
North Jersey 

Mountainside, NJ 
Solid 

 

Soil Safe 
Logan Township, 

NJ 
Solid 

 
 

Bellmarw 
Waterfront 

Redevelopment 
Site 

Bellmarw, NJ 
Solid 

 

Pave Co. 
Medford, NY 
Solid/Rock 

 

 
 

Red Roc Materials 
Lyndhurst, NJ 07071 

Solid/Rock 
 

Today (trucks, 
cu.yds.) 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Cu. Yds. Trucks Cu. Yds Trucks Cu. Yds. Cu. Yds. 

          8 Appr. 
200 

Totals (trucks, 
cu.yds.) 84 2,100 5 Appr. 

125 214 Appr. 
5,350 18 Appr. 

450 24 Appr. 
600 172 Appr. 

4300 

 

Site Grid Map 

 



  Page 3 of 4  File Name: _____________________________________ 

 

Photo Log 

Photo 1 –  

 

Continued installing Rebar for 
East and South Foundation 
Wall. 

Photo 2 – 

 

Continued installing rebar for 
footings along the East 
property line. 
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DAILY STATUS REPORT 

Prepared By: Dan Manore of Artimus 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 12-05-11 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 

Alternate Safety Officer:  Danny Manore 
Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
Installed the remaining rebar along the South Foundation Wall. 

Stripped the formwork from the North Foundation wall and reinstalled it along the South Property  

Working In Grids #:   A5, A6, A7, D5, D6, D7, C7 

 
Air Monitoring (Since Last Report): 
 
Air Monitoring was not performed today, no excavation occurred.  Monitoring will resume when soil 
excavation activities resume. 
 
 
 
Problems Encountered: 
 
No problems to report. 

 
Planned Activities for Next Week: 
 
The construction team will install lagging as needed along the perimeter as the excavation proceeds. 
Excavation in select areas will continue on an as-needed basis. Formwork and Rebar for footings and 
foundation walls will continue to be installed throughout the week.  Concrete for Footings and Walls will 
continue throughout the week. 
 
 

 

WEATHER Snow  Rain  Overcast  Partly 
Cloudy X Bright 

Sun  

TEMP. TO 32  32-50  50-70 X 70-85  >85  



  Page 2 of 4  File Name: _____________________________________ 

 

Facility # 
Name/ 
location 

type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 
 

Clean Earth of 
North Jersey 

Mountainside, NJ 
Solid 

 

Soil Safe 
Logan Township, 

NJ 
Solid 

 
 

Bellmarw 
Waterfront 

Redevelopment 
Site 

Bellmarw, NJ 
Solid 

 

Pave Co. 
Medford, NY 
Solid/Rock 

 

 
 

Red Roc Materials 
Lyndhurst, NJ 07071 

Solid/Rock 
 

Today (trucks, 
cu.yds.) 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Cu. Yds. Trucks Cu. Yds Trucks Cu. Yds. Cu. Yds. 

            

Totals (trucks, 
cu.yds.) 84 2,100 5 Appr. 

125 214 Appr. 
5,350 18 Appr. 

450 24 Appr. 
600 172 Appr. 

4300 

 

Site Grid Map 

 



  Page 3 of 4  File Name: _____________________________________ 

 

Photo Log 

Photo 1 –  

 

North Wall after forms were 
stripped. 

 

Photo 2 – 

 

Continued installing rebar 
South Foundation Wall. 

 

 

 

 

 



  Page 1 of 4  File Name: _____________________________________ 

DAILY STATUS REPORT 

Prepared By: Dan Manore of Artimus 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 12-06-11 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 

Alternate Safety Officer:  Danny Manore 
Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
Thirteen truckloads of soil were transported for disposal at the Soil Safe Facility in Logan, New Jersey 
as non-hazardous waste.   
 
Waterproofing membrane was added along the northern and western perimeter wall. 
  

Working In Grids #:   A2, B2, and B3 

 
Air Monitoring (Since Last Report): 
 
Air Monitoring was not performed today due to the rain. 
 
 
Problems Encountered: 
 
No problems to report. 

 
Planned Activities for Next Week: 
 
The construction team will install lagging as needed along the perimeter as the excavation proceeds. 
Excavation in select areas will continue on an as-needed basis. Formwork and Rebar for footings and 
foundation walls will continue to be installed throughout the week.  Concrete for Footings and Walls will 
continue throughout the week. 
 
 

 

WEATHER Snow  Rain x Overcast  Partly 
Cloudy  Bright 

Sun  

TEMP. TO 32  32-50  50-70 X 70-85  >85  



  Page 2 of 4  File Name: _____________________________________ 

 

Facility # 
Name/ 
location 

type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 
 

Clean Earth of 
North Jersey 

Mountainside, NJ 
Solid 

 

Soil Safe 
Logan Township, 

NJ 
Solid 

 
 

Bellmarw 
Waterfront 

Redevelopment 
Site 

Bellmarw, NJ 
Solid 

 

Pave Co. 
Medford, NY 
Solid/Rock 

 

 
 

Red Roc Materials 
Lyndhurst, NJ 07071 

Solid/Rock 
 

Today (trucks, 
cu.yds.) 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Cu. Yds. Trucks Cu. Yds Trucks Cu. Yds. Cu. Yds. 

    13 325       

Totals (trucks, 
cu.yds.) 84 2,100 5 Appr. 

125 227 Appr. 
5,675 18 Appr. 

450 24 Appr. 
600 172 Appr. 

4300 

 

Site Grid Map 

 



  Page 3 of 4  File Name: _____________________________________ 

 

Photo Log 

Photo 1 –  

 

Soil being removed from grid 
B3. 

 

Photo 2 – 

 

Continued installing 
waterproof membrane along 
northern perimeter wall. 

 

 

 

 

 



  Page 4 of 4  File Name: _____________________________________ 

. Photo 3 – 

 

View of the eastern portion of 
the Site.   

 

 

 



  Page 1 of 3  File Name: _____________________________________ 

DAILY STATUS REPORT 

Prepared By: Dan Manore of Artimus 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 12-07-11 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 

Alternate Safety Officer:  Danny Manore 
Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
Installed Rebar along the east wall and finalized Formwork along the South property line so the South 
Foundation Wall can be poured tomorrow. 

 

Working In Grids #:   C5,C6,A7,B7,C7,D7 

 
Air Monitoring (Since Last Report): 
 
Air Monitoring was not performed today, no excavation occurred.  Monitoring will resume when soil 
excavation activities resume. 
 
 
 
Problems Encountered: 
 
No problems to report. 

 
Planned Activities for Next Week: 
 
The construction team will install lagging as needed along the perimeter as the excavation proceeds. 
Excavation in select areas will continue on an as-needed basis. Formwork and Rebar for footings and 
foundation walls will continue to be installed throughout the week.  Concrete for Footings and Walls will 
continue throughout the week. 
 
 

 

WEATHER Snow  Rain X Overcast X Partly 
Cloudy  Bright 

Sun  

TEMP. TO 32  32-50 X 50-70  70-85  >85  



  Page 2 of 3  File Name: _____________________________________ 

 

Facility # 
Name/ 
location 

type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 
 

Clean Earth of 
North Jersey 

Mountainside, NJ 
Solid 

 

Soil Safe 
Logan Township, 

NJ 
Solid 

 
 

Bellmarw 
Waterfront 

Redevelopment 
Site 

Bellmarw, NJ 
Solid 

 

Pave Co. 
Medford, NY 
Solid/Rock 

 

 
 

Red Roc Materials 
Lyndhurst, NJ 07071 

Solid/Rock 
 

Today (trucks, 
cu.yds.) 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Cu. Yds. Trucks Cu. Yds Trucks Cu. Yds. Cu. Yds. 

            

Totals (trucks, 
cu.yds.) 84 2,100 5 Appr. 

125 227 Appr. 
5,675 18 Appr. 

450 24 Appr. 
600 172 Appr. 

4300 

 

Site Grid Map 

 



  Page 3 of 3  File Name: _____________________________________ 

 

Photo Log 

Photo 1 –  

 

Rebar and Waterproofing 
were installed for the East 
Foundation Wall Footing. 

 

Photo 2 – 

 

Rebar continued to be 
installed for the East 
Foundation Wall. 

 

 

 

  

.Photo 3 – 

 

Formwork for the South 
Foundation Wall was 
completed today in 
preparation to be poured 
tomorrow. 

 

 



  Page 1 of 3  File Name: _____________________________________ 

DAILY STATUS REPORT 

Prepared By: Dan Manore of Artimus 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 12-08-11 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 

Alternate Safety Officer:  Danny Manore 
Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
Rebar for the East and South foundation walls and footings was installed. 

Poured South Foundation Wall and a portion of the wall footings along the East and South property 
lines. 

Working In Grids #:   C5,C6,A7,B7,C7,D7 

 
Air Monitoring (Since Last Report): 
 
Air Monitoring was not performed today, no excavation occurred.  Monitoring will resume when soil 
excavation activities resume. 
 
 
 
Problems Encountered: 
 
No problems to report. 

 
Planned Activities for Next Week: 
 
The construction team will install lagging as needed along the perimeter as the excavation proceeds. 
Excavation in select areas will continue on an as-needed basis. Formwork and Rebar for footings and 
foundation walls will continue to be installed throughout the week.  Concrete for Footings and Walls will 
continue throughout the week. 
 
 

 

WEATHER Snow  Rain  Overcast  Partly 
Cloudy  Bright 

Sun X

TEMP. TO 32  32-50 X 50-70  70-85  >85  



  Page 2 of 3  File Name: _____________________________________ 

 

Facility # 
Name/ 
location 

type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 
 

Clean Earth of 
North Jersey 

Mountainside, NJ 
Solid 

 

Soil Safe 
Logan Township, 

NJ 
Solid 

 
 

Bellmarw 
Waterfront 

Redevelopment 
Site 

Bellmarw, NJ 
Solid 

 

Pave Co. 
Medford, NY 
Solid/Rock 

 

 
 

Red Roc Materials 
Lyndhurst, NJ 07071 

Solid/Rock 
 

Today (trucks, 
cu.yds.) 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Cu. Yds. Trucks Cu. Yds Trucks Cu. Yds. Cu. Yds. 

            

Totals (trucks, 
cu.yds.) 84 2,100 5 Appr. 

125 220 Appr. 
5500 18 Appr. 

450 24 Appr. 
600 186 Appr. 

4650 

 

Site Grid Map 

 



  Page 3 of 3  File Name: _____________________________________ 

 

Photo Log 

Photo 1 –  

 

Rebar continued to be 
installed for the East Wall 
Foundation Footing. 

 

Photo 2 – 

 

Rebar continued to be 
installed for the East 
Foundation Wall.  Scaffolding 
was installed along the South 
Foundation wall in 
preparation for the wall to be 
poured. 

 

 

  

.Photo 3 – 

 

South Foundation Wall was 
poured today. 

 

 



  Page 1 of 3  File Name: _____________________________________ 

DAILY STATUS REPORT 

Prepared By: Dan Manore of Artimus 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 12-09-11 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 

Alternate Safety Officer:  Danny Manore 
Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
Poured the remaining section of the East Wall Footing. 

Continued to install rebar for the East Foundation Wall and a portion of the South Foundation Wall. 

Continued to install lagging along the West Foundation Wall. 

Working In Grids #:   C5,C6,A7,B7,C7,D7, A1, B1 

 
Air Monitoring (Since Last Report): 
 
Air Monitoring was not performed today, no excavation occurred.  Monitoring will resume when soil 
excavation activities resume. 
 
 
 
Problems Encountered: 
 
No problems to report. 

 
Planned Activities for Next Week: 
 
The construction team will install lagging as needed along the perimeter as the excavation proceeds. 
Excavation in select areas will continue on an as-needed basis. Formwork and Rebar for footings and 
foundation walls will continue to be installed throughout the week.  Concrete for Footings and Walls will 
continue throughout the week. 
 
 

 

WEATHER Snow  Rain  Overcast  Partly 
Cloudy  Bright 

Sun X

TEMP. TO 32  32-50 X 50-70  70-85  >85  



  Page 2 of 3  File Name: _____________________________________ 

 

Facility # 
Name/ 
location 

type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 
 

Clean Earth of 
North Jersey 

Mountainside, NJ 
Solid 

 

Soil Safe 
Logan Township, 

NJ 
Solid 

 
 

Bellmarw 
Waterfront 

Redevelopment 
Site 

Bellmarw, NJ 
Solid 

 

Pave Co. 
Medford, NY 
Solid/Rock 

 

 
 

Red Roc Materials 
Lyndhurst, NJ 07071 

Solid/Rock 
 

Today (trucks, 
cu.yds.) 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Cu. Yds. Trucks Cu. Yds Trucks Cu. Yds. Cu. Yds. 

            

Totals (trucks, 
cu.yds.) 84 2,100 5 Appr. 

125 220 Appr. 
5500 18 Appr. 

450 24 Appr. 
600 186 Appr. 

4650 

 

Site Grid Map 

 



  Page 3 of 3  File Name: _____________________________________ 

 

Photo Log 

Photo 1 –  

 

East Wall Footing being 
poured. 

 

Photo 2 – 

 

East Wall Footing was 
poured. 

 

 

 

 

 

.Photo 3 – 

 

Continued lagging along the 
west foundation wall. 

 

 



  Page 1 of 4  File Name: _____________________________________ 

DAILY STATUS REPORT 

Prepared By: Dan Manore of Artimus 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 12-10-11 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 

Alternate Safety Officer:  Danny Manore 
Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
Installed waterproofing along the neighboring building on the East property line. 

Continued to install rebar for the East Foundation Wall. 

(8) Trucks of Rock were disposed of at Red Rock Materials Facility. 

Working In Grids #:   A7,B7,C7,D7 

 
Air Monitoring (Since Last Report): 
 
Air Monitoring was not performed today, no excavation occurred.  Monitoring will resume when soil 
excavation activities resume. 
 
 
 
Problems Encountered: 
 
No problems to report. 

 
Planned Activities for Next Week: 
 
The construction team will install lagging as needed along the perimeter as the excavation proceeds. 
Excavation in select areas will continue on an as-needed basis. Formwork and Rebar for footings and 
foundation walls will continue to be installed throughout the week.  Concrete for Footings and Walls will 
continue throughout the week. 
 
 

 

WEATHER Snow  Rain  Overcast  Partly 
Cloudy  Bright 

Sun X

TEMP. TO 32  32-50 X 50-70  70-85  >85  



  Page 2 of 4  File Name: _____________________________________ 

 

Facility # 
Name/ 
location 

type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 
 

Clean Earth of 
North Jersey 

Mountainside, NJ 
Solid 

 

Soil Safe 
Logan Township, 

NJ 
Solid 

 
 

Bellmarw 
Waterfront 

Redevelopment 
Site 

Bellmarw, NJ 
Solid 

 

Pave Co. 
Medford, NY 
Solid/Rock 

 

 
 

Red Roc Materials 
Lyndhurst, NJ 07071 

Solid/Rock 
 

Today (trucks, 
cu.yds.) 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Cu. Yds. Trucks Cu. Yds Trucks Cu. Yds. Cu. Yds. 

          8 Appr. 
200 

Totals (trucks, 
cu.yds.) 84 2,100 5 Appr. 

125 220 Appr. 
5500 18 Appr. 

450 24 Appr. 
600 194 Appr. 

4850 

 

Site Grid Map 

 



  Page 3 of 4  File Name: _____________________________________ 

 

Photo Log 

Photo 1 –  

 

Installing rebar and 
waterproofing along the East 
Foundation Wall. 

Photo 2 – 

 

Installing Rebar for the East 
Property line Shear wall. 

 

 

 

 

 



  Page 1 of 3  File Name: _____________________________________ 

DAILY STATUS REPORT 

Prepared By: Dan Manore of Artimus 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 12-12-11 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 

Alternate Safety Officer:  Danny Manore 
Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
Rock chopping continued along the South Property Line. 

Workers continued to install rebar for the East Foundation Wall. 

(2) Trucks of Rock were disposed of at Red Rock Materials Facility. 

Working In Grids #:   A7,B7,C7,D7, A1, A2, A3, D3, D4 

 
Air Monitoring (Since Last Report): 
 
Air Monitoring was not performed today, no excavation occurred.  Monitoring will resume when soil 
excavation activities resume. 
 
 
 
Problems Encountered: 
 
No problems to report. 

 
Planned Activities for Next Week: 
 
The construction team will install lagging as needed along the perimeter as the excavation proceeds. 
Excavation in select areas will continue on an as-needed basis. Formwork and Rebar for footings and 
foundation walls will continue to be installed throughout the week.  Concrete for Footings and Walls will 
continue throughout the week. 
 
 

 

WEATHER Snow  Rain  Overcast  Partly 
Cloudy  Bright 

Sun X

TEMP. TO 32  32-50 X 50-70  70-85  >85  



  Page 2 of 3  File Name: _____________________________________ 

 

Facility # 
Name/ 
location 

type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 
 

Clean Earth of 
North Jersey 

Mountainside, NJ 
Solid 

 

Soil Safe 
Logan Township, 

NJ 
Solid 

 
 

Bellmarw 
Waterfront 

Redevelopment 
Site 

Bellmarw, NJ 
Solid 

 

Pave Co. 
Medford, NY 
Solid/Rock 

 

 
 

Red Roc Materials 
Lyndhurst, NJ 07071 

Solid/Rock 
 

Today (trucks, 
cu.yds.) 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Cu. Yds. Trucks Cu. Yds Trucks Cu. Yds. Cu. Yds. 

          2 Appr. 
50 

Totals (trucks, 
cu.yds.) 84 2,100 5 Appr. 

125 220 Appr. 
5500 18 Appr. 

450 24 Appr. 
600 196 Appr. 

4900 

 

Site Grid Map 
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Photo Log 

Photo 1 –  

 

Rock chopping continued 
along the South Property 
line. 

 

Photo 2 – 

 

Continuing the install lagging 
along the northwest corner of 
the site. 

 

 

 

 
 

Photo 3 – 

 

Workers continuing to install 
rebar along the East 
Foundation Wall. 

 

 

 



  Page 1 of 3  File Name: _____________________________________ 

DAILY STATUS REPORT 

Prepared By: Steve Malinowski of CA RICH 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 12-13-11 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 

 
Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
Rock chopping was conducted in grids D1, D2 and D3. 

Workers continued to install rebar for the East Foundation Wall. 

(2) Trucks of Rock were disposed of at Red Rock Materials Facility. 

Working In Grids #:   A7,B7,C7,D7, A1, A2, A3, D3, D4 

 
Air Monitoring (Since Last Report): 
 
Air Monitoring was conducted today by Jessica Proscia of CA RICH performed during today’s soil 
excavation and loading activities.  No problems were encountered. 
 
 
 
Problems Encountered: 
 
No problems to report. 

 
Planned Activities for Next Week: 
 
The construction team will install lagging as needed along the perimeter as the excavation proceeds. 
Excavation in select areas will continue on an as-needed basis. Formwork and Rebar for footings and 
foundation walls will continue to be installed throughout the week.  Concrete for Footings and Walls will 
continue throughout the week. 
 
 

 

WEATHER Snow  Rain  Overcast  Partly 
Cloudy  Bright 

Sun X

TEMP. TO 32  32-50 X 50-70  70-85  >85  



  Page 2 of 3  File Name: _____________________________________ 

 

Facility # 
Name/ 
location 

type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 
 

Clean Earth of 
North Jersey 

Mountainside, NJ 
Solid 

 

Soil Safe 
Logan Township, 

NJ 
Solid 

 
 

Bellmarw 
Waterfront 

Redevelopment 
Site 

Bellmarw, NJ 
Solid 

 

Pave Co. 
Medford, NY 
Solid/Rock 

 

 
 

Red Roc Materials 
Lyndhurst, NJ 07071 

Solid/Rock 
 

Today (trucks, 
cu.yds.) 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Cu. Yds. Trucks Cu. Yds Trucks Cu. Yds. Cu. Yds. 

    12 300     6 Appr. 
150 

Totals (trucks, 
cu.yds.) 84 2,100 5 Appr. 

125 232 Appr. 
5,800 18 Appr. 

450 24 Appr. 
600 202 Appr. 

5,050 

 

Site Grid Map 
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Photo Log 

Photo 1 –  

 

Soil loading for off-site 
disposal at Soil Safe. 

 

Photo 2 – 

 

Excavation of bedrock in 
grids D3 and D4. 

 

 

 

 

 

Photo 3 – 

 

Rebar and waterproofing 
membrane installed along 
the eastern foundation Wall. 
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DAILY STATUS REPORT 

Prepared By: Steve Malinowski of CA RICH 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 12-14-11 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 

 
Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
Soil excavation and off-site disposal from grids C4 and C5 was conducted today.  A total of eight 
truckloads were sent to the Soil Safe Facility in Logan Township, NJ. 

Rock chopping continued in grids D3 and D4 with seven truckloads of rock being shipped off-site for 
disposal at Red Roc Materials in Lyndhurst, NJ  
 

Working In Grids #:   C4 and C5 

 
Air Monitoring (Since Last Report): 
 
Air Monitoring was conducted today by Jessica Proscia of CA RICH performed during today’s soil 
excavation and loading activities.  No problems were encountered. 
 
 
 
Problems Encountered: 
 
No problems to report. 

 
Planned Activities for Next Week: 
 
The construction team will install lagging as needed along the perimeter as the excavation proceeds. 
Excavation in select areas will continue on an as-needed basis. Formwork and Rebar for footings and 
foundation walls will continue to be installed throughout the week.  Concrete for Footings and Walls will 
continue throughout the week. 
 
 

 

WEATHER Snow  Rain  Overcast  Partly 
Cloudy  Bright 

Sun X

TEMP. TO 32  32-50 X 50-70  70-85  >85  



  Page 2 of 3  File Name: _____________________________________ 

 

Facility # 
Name/ 
location 

type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 
 

Clean Earth of 
North Jersey 

Mountainside, NJ 
Solid 

 

Soil Safe 
Logan Township, 

NJ 
Solid 

 
 

Bellmarw 
Waterfront 

Redevelopment 
Site 

Bellmarw, NJ 
Solid 

 

Pave Co. 
Medford, NY 
Solid/Rock 

 

 
 

Red Roc Materials 
Lyndhurst, NJ 07071 

Solid/Rock 
 

Today (trucks, 
cu.yds.) 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Cu. Yds. Trucks Cu. Yds Trucks Cu. Yds. Cu. Yds. 

    8 200     7 Appr. 
175 

Totals (trucks, 
cu.yds.) 84 2,100 5 Appr. 

125 232 Appr. 
6,000 18 Appr. 

450 24 Appr. 
600 202 Appr. 

5,225 

 

Site Grid Map 
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Photo Log 

Photo 1 –  

 

Soil loading for off-site 
disposal at Soil Safe from 
grids C4 and 5. 

 

Photo 2 – 

 

Soil loading for off-site 
disposal at Soil Safe from 
grids C4 and 5. 

 

 

 

 

Photo 3 – 

 

Soil loading for off-site 
disposal at Soil Safe from 
grids C4 and 5. 

 

 



  Page 1 of 3  File Name: _____________________________________ 

DAILY STATUS REPORT 

Prepared By: Steve Malinowski of CA RICH 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 12-15-11 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 

 
Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
Soil excavation and off-site disposal from grids C3 and C4 was conducted today.  A total of seventeen 
truckloads of soil were transported to the Soil Safe Facility in Logan Township, NJ. 

Rock chopping continued in grids D3 and D4 with four truckloads of rock being shipped off-site for 
disposal at Red Roc Materials in Lyndhurst, NJ  
 

Working In Grids #:   C3, C4, D3 and D4 

 
Air Monitoring (Since Last Report): 
 
Air Monitoring was conducted today by Jessica Proscia of CA RICH performed during today’s soil 
excavation and loading activities.  No problems were encountered. 
 
 
 
Problems Encountered: 
 
No problems to report. 

 
Planned Activities for Next Week: 
 
The construction team will install lagging as needed along the perimeter as the excavation proceeds. 
Excavation in select areas will continue on an as-needed basis. Formwork and Rebar for footings and 
foundation walls will continue to be installed throughout the week.  Concrete for Footings and Walls will 
continue throughout the week. 
 
 

 

WEATHER Snow  Rain  Overcast  Partly 
Cloudy x Bright 

Sun  

TEMP. TO 32  32-50 X 50-70  70-85  >85  



  Page 2 of 3  File Name: _____________________________________ 

 

Facility # 
Name/ 
location 

type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 
 

Clean Earth of 
North Jersey 

Mountainside, NJ 
Solid 

 

Soil Safe 
Logan Township, 

NJ 
Solid 

 
 

Bellmarw 
Waterfront 

Redevelopment 
Site 

Bellmarw, NJ 
Solid 

 

Pave Co. 
Medford, NY 
Solid/Rock 

 

 
 

Red Roc Materials 
Lyndhurst, NJ 07071 

Solid/Rock 
 

Today (trucks, 
cu.yds.) 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Cu. Yds. Trucks Cu. Yds Trucks Cu. Yds. Cu. Yds. 

    17 425     4 Appr. 
100 

Totals (trucks, 
cu.yds.) 84 2,100 5 Appr. 

125 232 Appr. 
6,425 18 Appr. 

450 24 Appr. 
600 206 Appr. 

5,325 

 

Site Grid Map 
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Photo Log 

Photo 1 –  

 

Looking west across site at 
remaining soil excavation.  
Note: the bottom of the 
eastern portion is bedrock 
with building materials 
stored on top of it. 

 

Photo 2 – 

 

Looking south across center 
of the site . 

 

 

Photo 3 – 

 

Looking west across site at 
remaining soil excavation.  
Note: the bottom of the 
eastern portion is bedrock 
with building materials 
stored on top of it. 

 

 



  Page 1 of 3  File Name: _____________________________________ 

DAILY STATUS REPORT 

Prepared By: Dan Manore of Artimus 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 12-16-11 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 

Alternate Safety Officer:  Danny Manore 
Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
Rock chopping continued along the South Property Line. 

Poured the East Foundation Wall. 

Working In Grids #:   A7, B7, C7, D7, D1, D2, D3, D4 

 
Air Monitoring (Since Last Report): 
 
Air Monitoring was not performed today, no excavation occurred.  Monitoring will resume when soil 
excavation activities resume. 
 
 
 
Problems Encountered: 
 
No problems to report. 

 
Planned Activities for Next Week: 
 
The construction team will install lagging as needed along the perimeter as the excavation proceeds. 
Excavation in select areas will continue on an as-needed basis. Formwork and Rebar for footings and 
foundation walls will continue to be installed throughout the week.  Concrete for Footings and Walls will 
continue throughout the week. 
 
 

 

WEATHER Snow  Rain  Overcast  Partly 
Cloudy  Bright 

Sun X

TEMP. TO 32  32-50 X 50-70  70-85  >85  



  Page 2 of 3  File Name: _____________________________________ 

 

Facility # 
Name/ 
location 

type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 
 

Clean Earth of 
North Jersey 

Mountainside, NJ 
Solid 

 

Soil Safe 
Logan Township, 

NJ 
Solid 

 
 

Bellmarw 
Waterfront 

Redevelopment 
Site 

Bellmarw, NJ 
Solid 

 

Pave Co. 
Medford, NY 
Solid/Rock 

 

 
 

Red Roc Materials 
Lyndhurst, NJ 07071 

Solid/Rock 
 

Today (trucks, 
cu.yds.) 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Cu. Yds. Trucks Cu. Yds Trucks Cu. Yds. Cu. Yds. 

            

Totals (trucks, 
cu.yds.) 84 2,100 5 Appr. 

125 232 Appr. 
6425 18 Appr. 

450 24 Appr. 
600 206 Appr. 

5325 

 

Site Grid Map 
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Photo Log 

Photo 1 –  

 

Formwork along East 
Foundation Wall. 

 

Photo 2 – 

 

Meva Formwork set in place 
for East Foundation Wall 
pour. 

 

 

 

 
 

Photo 3 – 

 

Rock Chopping along South 
Property Line. 

 

 

 



  Page 1 of 3  File Name: _____________________________________ 

DAILY STATUS REPORT 

Prepared By: Dan Manore of Artimus 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 12-17-11 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 

Alternate Safety Officer:  Danny Manore 
Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
11 Trucks of Bedrock were taken to Red Roc Materials. 

Cleaned up site.  Workers reorganized and staged material, equipment, etc. in preparation for work 
next week. 

Working In Grids #:   All 

 
Air Monitoring (Since Last Report): 
 
Air Monitoring was not performed today, no excavation occurred.  Monitoring will resume when soil 
excavation activities resume. 
 
 
 
Problems Encountered: 
 
No problems to report. 

 
Planned Activities for Next Week: 
 
The construction team will install lagging as needed along the perimeter as the excavation proceeds. 
Excavation in select areas will continue on an as-needed basis. Formwork and Rebar for footings and 
foundation walls will continue to be installed throughout the week.  Concrete for Footings and Walls will 
continue throughout the week. 
 
 

 

WEATHER Snow  Rain  Overcast  Partly 
Cloudy  Bright 

Sun X

TEMP. TO 32  32-50 X 50-70  70-85  >85  



  Page 2 of 3  File Name: _____________________________________ 

 

Facility # 
Name/ 
location 

type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 
 

Clean Earth of 
North Jersey 

Mountainside, NJ 
Solid 

 

Soil Safe 
Logan Township, 

NJ 
Solid 

 
 

Bellmarw 
Waterfront 

Redevelopment 
Site 

Bellmarw, NJ 
Solid 

 

Pave Co. 
Medford, NY 
Solid/Rock 

 

 
 

Red Roc Materials 
Lyndhurst, NJ 07071 

Solid/Rock 
 

Today (trucks, 
cu.yds.) 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Cu. Yds. Trucks Cu. Yds Trucks Cu. Yds. Cu. Yds. 

          11 275 

Totals (trucks, 
cu.yds.) 84 2,100 5 Appr. 

125 232 Appr. 
6425 18 Appr. 

450 24 Appr. 
600 217 Appr. 

5425 

 

Site Grid Map 
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Photo Log 

Photo 1 –  

 

Stockpile of Rock removed 
from the site.  Material and 
equipment was stockpiled 
and reorganized throughout 
the site. 

 

 

 

 

 

  

 



  Page 1 of 3  File Name: _____________________________________ 

DAILY STATUS REPORT 

Prepared By: Dan Manore of Artimus 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 12-19-11 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 

Alternate Safety Officer:  Danny Manore 
Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
Interior Footings for Foundation Walls and Columns began to be formed. 

Rock Chopping continued along the South Property line. 

HP Piles were extended along the North Foundation Wall to provide additional bracing. 

Working In Grids #:   A2, A3, D1, D2, D3, C5, C6, C7 

 
Air Monitoring (Since Last Report): 
 
Air Monitoring was not performed today, no excavation occurred.  Monitoring will resume when soil 
excavation activities resume. 
 
 
 
Problems Encountered: 
 
No problems to report. 

 
Planned Activities for Next Week: 
 
The construction team will install lagging as needed along the perimeter as the excavation proceeds. 
Excavation in select areas will continue on an as-needed basis. Formwork and Rebar for footings and 
foundation walls will continue to be installed throughout the week.  Concrete for Footings and Walls will 
continue throughout the week. 
 
 

 

WEATHER Snow  Rain  Overcast  Partly 
Cloudy  Bright 

Sun X

TEMP. TO 32  32-50 X 50-70  70-85  >85  



  Page 2 of 3  File Name: _____________________________________ 

 

Facility # 
Name/ 
location 

type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 
 

Clean Earth of 
North Jersey 

Mountainside, NJ 
Solid 

 

Soil Safe 
Logan Township, 

NJ 
Solid 

 
 

Bellmarw 
Waterfront 

Redevelopment 
Site 

Bellmarw, NJ 
Solid 

 

Pave Co. 
Medford, NY 
Solid/Rock 

 

 
 

Red Roc Materials 
Lyndhurst, NJ 07071 

Solid/Rock 
 

Today (trucks, 
cu.yds.) 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Cu. Yds. Trucks Cu. Yds Trucks Cu. Yds. Cu. Yds. 

            

Totals (trucks, 
cu.yds.) 84 2,100 5 Appr. 

125 232 Appr. 
6425 18 Appr. 

450 24 Appr. 
600 217 Appr. 

5425 

 

Site Grid Map 

 



  Page 3 of 3  File Name: _____________________________________ 

 

Photo Log 

Photo 1 –  

 

Interior Footings for Columns 
and Foundation Walls began 
today. 

 

 

Photo 2 – 

 

Welders extended HP Piles 
to provide additional bracing 
for lagging. 

 

 

 

 

Photo 3 –  

 

Rock chopping continued 
along the South Property 
Line. 

 

 



  Page 1 of 3  File Name: _____________________________________ 

DAILY STATUS REPORT 

Prepared By: Dan Manore of Artimus 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 12-20-11 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 

Alternate Safety Officer:  Danny Manore 
Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
Interior Footings for Foundation Walls and Columns continued to be formed and a rat slab was poured 
in preparation for the waterproofing and rebar to be installed tomorrow. 

Rock Chopping continued along the South Property line.  5 Truck loads of Rock were taken to Red Roc 
Materials Facility in Lyndhurst, NJ. 

HP Piles were extended along the North Foundation Wall to provide additional bracing. 

Working In Grids #:   B5, B6, C5, C6, D1, D2, D3 

 
Air Monitoring (Since Last Report): 
 
Air Monitoring was not performed today, no excavation occurred.  Monitoring will resume when soil 
excavation activities resume. 
 
 
 
Problems Encountered: 
 
No problems to report. 

 
Planned Activities for Next Week: 
 
The construction team will install lagging as needed along the perimeter as the excavation proceeds. 
Excavation in select areas will continue on an as-needed basis. Formwork and Rebar for footings and 
foundation walls will continue to be installed throughout the week.  Concrete for Footings and Walls will 
continue throughout the week. 
 
 

 

WEATHER Snow  Rain  Overcast  Partly 
Cloudy X Bright 

Sun  

TEMP. TO 32  32-50 X 50-70  70-85  >85  



  Page 2 of 3  File Name: _____________________________________ 

 

Facility # 
Name/ 
location 

type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 
 

Clean Earth of 
North Jersey 

Mountainside, NJ 
Solid 

 

Soil Safe 
Logan Township, 

NJ 
Solid 

 
 

Bellmarw 
Waterfront 

Redevelopment 
Site 

Bellmarw, NJ 
Solid 

 

Pave Co. 
Medford, NY 
Solid/Rock 

 

 
 

Red Roc Materials 
Lyndhurst, NJ 07071 

Solid/Rock 
 

Today (trucks, 
cu.yds.) 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Cu. Yds. Trucks Cu. Yds Trucks Cu. Yds. Cu. Yds. 

          5  

Totals (trucks, 
cu.yds.) 84 2,100 5 Appr. 

125 232 Appr. 
6425 18 Appr. 

450 24 Appr. 
600 222 Appr. 

5550 

 

Site Grid Map 

 



  Page 3 of 3  File Name: _____________________________________ 

 

Photo Log 

Photo 1 –  

 

Workers preparing elevator 
pit. 

 

 

Photo 2 – 

 

Rat slab being poured in 
bottom of elevator pit. 

 

 

 

 

Photo 3 –  

 

Rat slab was poured for an 
interior foundation wall on 
the east half of the site. 

 

 



  Page 1 of 3  File Name: _____________________________________ 

DAILY STATUS REPORT 

Prepared By: Dan Manore of Artimus 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 12-21-11 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 

Alternate Safety Officer:  Danny Manore 
Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
Interior Footings for Foundation Walls and Columns continued to be formed.  Waterproofing and rebar 
were installed for the interior foundation wall footings.  Footings are to be poured tomorrow.   

Rock Chopping continued along the South Property line.  5 Truck loads of Rock were taken to Red Roc 
Materials Facility in Lyndhurst, NJ. 

 

Working In Grids #:   B5, B6, C5, C6, D1, D2, D3 

 
Air Monitoring (Since Last Report): 
 
Air Monitoring was not performed today, no excavation occurred.  Monitoring will resume when soil 
excavation activities resume. 
 
 
 
Problems Encountered: 
 
No problems to report. 

 
Planned Activities for Next Week: 
 
The construction team will install lagging as needed along the perimeter as the excavation proceeds. 
Excavation in select areas will continue on an as-needed basis. Formwork and Rebar for footings and 
foundation walls will continue to be installed throughout the week.  Concrete for Footings and Walls will 
continue throughout the week. 
 
 

 

WEATHER Snow  Rain X Overcast  Partly 
Cloudy  Bright 

Sun  

TEMP. TO 32  32-50 X 50-70  70-85  >85  



  Page 2 of 3  File Name: _____________________________________ 

 

Facility # 
Name/ 
location 

type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 
 

Clean Earth of 
North Jersey 

Mountainside, NJ 
Solid 

 

Soil Safe 
Logan Township, 

NJ 
Solid 

 
 

Bellmarw 
Waterfront 

Redevelopment 
Site 

Bellmarw, NJ 
Solid 

 

Pave Co. 
Medford, NY 
Solid/Rock 

 

 
 

Red Roc Materials 
Lyndhurst, NJ 07071 

Solid/Rock 
 

Today (trucks, 
cu.yds.) 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Cu. Yds. Trucks Cu. Yds Trucks Cu. Yds. Cu. Yds. 

          5  

Totals (trucks, 
cu.yds.) 84 2,100 5 Appr. 

125 232 Appr. 
6425 18 Appr. 

450 24 Appr. 
600 227 Appr. 

5675 

 

Site Grid Map 

 



  Page 3 of 3  File Name: _____________________________________ 

 

Photo Log 

Photo 1 –  

 

Waterproofing installed 
on interior foundation 
wall footing. 

 

 

Photo 2 – 

 

Rebar beginning to be 
installed on interior 
foundation wall footing. 

 

 

 

 

Photo 3 –  

 

Workers marking out 
location of footing for 
elevator pits. 

 

 



  Page 1 of 3  File Name: _____________________________________ 

DAILY STATUS REPORT 

Prepared By: Dan Manore of Artimus 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 12-22-11 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 

Alternate Safety Officer:  Danny Manore 
Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
Footings for an elevator pit and an interior foundation wall were poured 

Rock Chopping continued along the South Property line.  13 Truck loads of Rock were taken to Red 
Roc Materials Facility in Lyndhurst, NJ. 

 

Working In Grids #:   B5, B6, C5, C6, D1, D2, D3 

 
Air Monitoring (Since Last Report): 
 
Air Monitoring was not performed today, no excavation occurred.  Monitoring will resume when soil 
excavation activities resume. 
 
 
 
Problems Encountered: 
 
No problems to report. 

 
Planned Activities for Next Week: 
 
The construction team will install lagging as needed along the perimeter as the excavation proceeds. 
Excavation in select areas will continue on an as-needed basis. Formwork and Rebar for footings and 
foundation walls will continue to be installed throughout the week.  Concrete for Footings and Walls will 
continue throughout the week. 
 
 

 

WEATHER Snow  Rain  Overcast  Partly 
Cloudy X Bright 

Sun  

TEMP. TO 32  32-50 X 50-70  70-85  >85  



  Page 2 of 3  File Name: _____________________________________ 

 

Facility # 
Name/ 
location 

type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 
 

Clean Earth of 
North Jersey 

Mountainside, NJ 
Solid 

 

Soil Safe 
Logan Township, 

NJ 
Solid 

 
 

Bellmarw 
Waterfront 

Redevelopment 
Site 

Bellmarw, NJ 
Solid 

 

Pave Co. 
Medford, NY 
Solid/Rock 

 

 
 

Red Roc Materials 
Lyndhurst, NJ 07071 

Solid/Rock 
 

Today (trucks, 
cu.yds.) 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Cu. Yds. Trucks Cu. Yds Trucks Cu. Yds. Cu. Yds. 

          13  

Totals (trucks, 
cu.yds.) 84 2,100 5 Appr. 

125 232 Appr. 
6425 18 Appr. 

450 24 Appr. 
600 240 Appr. 

6000 

 

Site Grid Map 

 



  Page 3 of 3  File Name: _____________________________________ 

 

Photo Log 

Photo 1 –  

 

Workers vibrating the 
concrete for the 
Elevator #4 Footing. 

 

 

Photo 2 – 

 

Rock chopping 
continued to prep for 
Elevator #1 Slab. 

 

 

 

 

Photo 3 –  

 

Concrete Footing being 
poured for interior 
foundation wall on the 
east half of the site. 

 

 



  Page 1 of 3  File Name: _____________________________________ 

DAILY STATUS REPORT 

Prepared By: Dan Manore of Artimus 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 12-23-11 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 

Alternate Safety Officer:  Danny Manore 
Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
The Forms were moved away from the East Foundation Wall. 

Contractor marked out where future excavation of columns and elevator pits will be rock chopped next 
week.  Rock Chopping began on Residential Elevator Pit. 

Rock Chopping continued along the South Property line.  6 Truck loads of Rock were taken to Red Roc 
Materials Facility in Lyndhurst, NJ. 

 

Working In Grids #:   B5, B6, C5, C6, D1, D2, D3 

 
Air Monitoring (Since Last Report): 
 
Air Monitoring was not performed today, no excavation occurred.  Monitoring will resume when soil 
excavation activities resume. 
 
 
 
Problems Encountered: 
 
No problems to report. 

 
Planned Activities for Next Week: 
 
The construction team will install lagging as needed along the perimeter as the excavation proceeds. 
Excavation in select areas will continue on an as-needed basis. Formwork and Rebar for footings and 
foundation walls will continue to be installed throughout the week.  Concrete for Footings and Walls will 
continue throughout the week. 
 
 

 

WEATHER Snow  Rain  Overcast  Partly 
Cloudy X Bright 

Sun  

TEMP. TO 32  32-50 X 50-70  70-85  >85  



  Page 2 of 3  File Name: _____________________________________ 

 

Facility # 
Name/ 
location 

type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 
 

Clean Earth of 
North Jersey 

Mountainside, NJ 
Solid 

 

Soil Safe 
Logan Township, 

NJ 
Solid 

 
 

Bellmarw 
Waterfront 

Redevelopment 
Site 

Bellmarw, NJ 
Solid 

 

Pave Co. 
Medford, NY 
Solid/Rock 

 

 
 

Red Roc Materials 
Lyndhurst, NJ 07071 

Solid/Rock 
 

Today (trucks, 
cu.yds.) 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Cu. Yds. Trucks Cu. Yds Trucks Cu. Yds. Cu. Yds. 

          6  

Totals (trucks, 
cu.yds.) 84 2,100 5 Appr. 

125 232 Appr. 
6425 18 Appr. 

450 24 Appr. 
600 246 Appr. 

6150 

 

Site Grid Map 

 



  Page 3 of 3  File Name: _____________________________________ 

 

Photo Log 

Photo 1 –  

 

Additional lagging 
boards were delivered 
to site to complete the 
lagging on the North 
and East Foundation 
Walls. 

Photo 2 – 

Rock Chopping for the 
residential elevator pit. 

 

 

 

 

 

 

 

 



  Page 1 of 3  File Name: _____________________________________ 

DAILY STATUS REPORT 

Prepared By: Steve Malinowski of CA RICH 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 12-27-11 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 

 
Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
Soil excavation and off-site disposal from grids C3 and C4 was conducted today.  A total of nine 
truckloads of soil were transported to the Soil Safe Facility in Logan Township, NJ. 

Rock chopping continued in grids D2, D3, and D4 with twelve truckloads of rock being shipped off-site 
for disposal at Red Roc Materials in Lyndhurst, NJ.  
 

Working In Grids #:   C3, C4, D2, D3, and D4 

 
Air Monitoring (Since Last Report): 
 
Air Monitoring was conducted today by Jessica Proscia of CA RICH performed during today’s soil 
excavation and loading activities.  No problems were encountered. 
 
 
 
Problems Encountered: 
 
No problems to report. 

 
Planned Activities for Next Week: 
 
The construction team will install lagging as needed along the perimeter as the excavation proceeds. 
Excavation in select areas will continue on an as-needed basis. Formwork and Rebar for footings and 
foundation walls will continue to be installed throughout the week.  Concrete for Footings and Walls will 
continue throughout the week. 
 
 

 

WEATHER Snow  Rain  Overcast  Partly 
Cloudy x Bright 

Sun  

TEMP. TO 32  32-50 X 50-70  70-85  >85  



  Page 2 of 3  File Name: _____________________________________ 

 

Facility # 
Name/ 
location 

type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 
 

Clean Earth of 
North Jersey 

Mountainside, NJ 
Solid 

 

Soil Safe 
Logan Township, 

NJ 
Solid 

 
 

Bellmarw 
Waterfront 

Redevelopment 
Site 

Bellmarw, NJ 
Solid 

 

Pave Co. 
Medford, NY 
Solid/Rock 

 

 
 

Red Roc Materials 
Lyndhurst, NJ 07071 

Solid/Rock 
 

Today (trucks, 
cu.yds.) 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Cu. Yds. Trucks Cu. Yds Trucks Cu. Yds. Cu. Yds. 

    9 180     12 Appr. 
300 

Totals (trucks, 
cu.yds.) 84 2,100 5 Appr. 

125 241 Appr. 
6,605 18 Appr. 

450 24 Appr. 
600 218 Appr. 

5,625 

 

Site Grid Map 

 



  Page 3 of 3  File Name: _____________________________________ 

Photo Log 

Photo 1 –  

 

Soil being excavated from 
grid C3.   

 

Photo 2 – 

 

Looking east across center 
of the site. 

 

 

Photo 3 – 

 

Looking west across site at 
remaining soil excavation.  
Note: the bottom of the 
eastern portion is bedrock 
with building materials 
stored on top of it. 

 

 



  Page 1 of 3  File Name: _____________________________________ 

DAILY STATUS REPORT 

Prepared By: Jessica Proscia of CA RICH 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 12-28-11 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 

 
Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
Soil excavation and off-site disposal from grids C3 and C4 was conducted today.  A total of fourteen 
truckloads of soil were transported to the Soil Safe Facility in Logan Township, NJ. 

 

Working In Grids #:   C3, C4  

 
Air Monitoring (Since Last Report): 
 
Air Monitoring was conducted today by Jessica Proscia of CA RICH performed during today’s soil 
excavation and loading activities.  No problems were encountered. 
 
 
 
Problems Encountered: 
 
No problems to report. 

 
Planned Activities for Next Week: 
 
The construction team will install lagging as needed along the perimeter as the excavation proceeds. 
Excavation in select areas will continue on an as-needed basis. Formwork and Rebar for footings and 
foundation walls will continue to be installed throughout the week.  Concrete for Footings and Walls will 
continue throughout the week. 
 
 

 

WEATHER Snow  Rain  Overcast  Partly 
Cloudy x Bright 

Sun  

TEMP. TO 32  32-50 X 50-70  70-85  >85  



  Page 2 of 3  File Name: _____________________________________ 

 

Facility # 
Name/ 
location 

type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 
 

Clean Earth of 
North Jersey 

Mountainside, NJ 
Solid 

 

Soil Safe 
Logan Township, 

NJ 
Solid 

 
 

Bellmarw 
Waterfront 

Redevelopment 
Site 

Bellmarw, NJ 
Solid 

 

Pave Co. 
Medford, NY 
Solid/Rock 

 

 
 

Red Roc Materials 
Lyndhurst, NJ 07071 

Solid/Rock 
 

Today (trucks, 
cu.yds.) 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Cu. Yds. Trucks Cu. Yds Trucks Cu. Yds. Cu. Yds. 

    14 280       
 

Totals (trucks, 
cu.yds.) 84 2,100 5 Appr. 

125 255 Appr. 
6,885 18 Appr. 

450 24 Appr. 
600 218 Appr. 

5,625 

 

Site Grid Map 

 



  Page 3 of 3  File Name: _____________________________________ 

Photo Log 

Photo 1 –  

 

Soil being excavated from 
grid C3.   

 

Photo 2 – 

 

View of the eastern portion 
of the Site. 

 

 

Photo 3 – 

 

View of southern wall at grid 
D3 and D4.   

 

 



  Page 1 of 3  File Name: _____________________________________ 

DAILY STATUS REPORT 

Prepared By: Jessica Proscia of CA RICH 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 12-29-11 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 

 
Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
Soil excavation and off-site disposal from grids C3, C4, D1, and D2 was conducted today.  A total of 
eight truckloads of soil were transported to the Soil Safe Facility in Logan Township, NJ. 

 

Working In Grids #:   C3, C4, D1, and D2 

 
Air Monitoring (Since Last Report): 
 
Air Monitoring was conducted today by Jessica Proscia of CA RICH performed during today’s soil 
excavation and loading activities.  No problems were encountered. 
 
 
 
Problems Encountered: 
 
No problems to report. 

 
Planned Activities for Next Week: 
 
The construction team will install lagging as needed along the perimeter as the excavation proceeds. 
Excavation in select areas will continue on an as-needed basis. Formwork and Rebar for footings and 
foundation walls will continue to be installed throughout the week.  Concrete for Footings and Walls will 
continue throughout the week. 
 
 

 

WEATHER Snow  Rain  Overcast  Partly 
Cloudy x Bright 

Sun  

TEMP. TO 32 X 32-50  50-70  70-85  >85  



  Page 2 of 3  File Name: _____________________________________ 

 

Facility # 
Name/ 
location 

type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 
 

Clean Earth of 
North Jersey 

Mountainside, NJ 
Solid 

 

Soil Safe 
Logan Township, 

NJ 
Solid 

 
 

Bellmarw 
Waterfront 

Redevelopment 
Site 

Bellmarw, NJ 
Solid 

 

Pave Co. 
Medford, NY 
Solid/Rock 

 

 
 

Red Roc Materials 
Lyndhurst, NJ 07071 

Solid/Rock 
 

Today (trucks, 
cu.yds.) 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Cu. Yds. Trucks Cu. Yds Trucks Cu. Yds. Cu. Yds. 

    8 160       
 

Totals (trucks, 
cu.yds.) 84 2,100 5 Appr. 

125 263 Appr. 
7,045 18 Appr. 

450 24 Appr. 
600 218 Appr. 

5,625 

 

Site Grid Map 

 



  Page 3 of 3  File Name: _____________________________________ 

Photo Log 

Photo 1 –  

 

Soil being excavated from 
grid C3.   

 

Photo 2 – 

 

View of the eastern portion 
of the Site. 

 

 

Photo 3 – 

 

View of southern wall at 
grids D1, D2, D3 and D4.   

 

 



  Page 1 of 3  File Name: _____________________________________ 

DAILY STATUS REPORT 

Prepared By: Dan Manore of Artimus 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 12-30-11 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 

Alternate Safety Officer:  Danny Manore 
Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
Additional Rebar was delivered to the site. 

A raker was installed along the north foundation wall.   

Rock Chopping continued along the South Property line and where future elevator pits will be installed. 

Working In Grids #:   B5, B6, C5, C6, D1, D2, D3 

 
Air Monitoring (Since Last Report): 
 
Air Monitoring was not performed today, no excavation occurred.  Monitoring will resume when soil 
excavation activities resume. 
 
 
 
Problems Encountered: 
 
No problems to report. 

 
Planned Activities for Next Week: 
 
The construction team will install lagging as needed along the perimeter as the excavation proceeds. 
Excavation in select areas will continue on an as-needed basis. Formwork and Rebar for footings and 
foundation walls will continue to be installed throughout the week.  Concrete for Footings and Walls will 
continue throughout the week. 
 
 

 

WEATHER Snow  Rain  Overcast  Partly 
Cloudy X Bright 

Sun  

TEMP. TO 32  32-50 X 50-70  70-85  >85  



  Page 2 of 3  File Name: _____________________________________ 

 

Facility # 
Name/ 
location 

type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 
 

Clean Earth of 
North Jersey 

Mountainside, NJ 
Solid 

 

Soil Safe 
Logan Township, 

NJ 
Solid 

 
 

Bellmarw 
Waterfront 

Redevelopment 
Site 

Bellmarw, NJ 
Solid 

 

Pave Co. 
Medford, NY 
Solid/Rock 

 

 
 

Red Roc Materials 
Lyndhurst, NJ 07071 

Solid/Rock 
 

Today (trucks, 
cu.yds.) 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Cu. Yds. Trucks Cu. Yds Trucks Cu. Yds. Cu. Yds. 

            

Totals (trucks, 
cu.yds.) 84 2,100 5 Appr. 

125 263 Appr. 
7045 18 Appr. 

450 24 Appr. 
600 246 Appr. 

6150 

 

Site Grid Map 

 



  Page 3 of 3  File Name: _____________________________________ 

 

Photo Log 

Photo 1 –  

 

Raker was installed 
along the North 
Foundation wall. 

 

 

 

 

 

 

 

 

 

 



  Page 1 of 3  File Name: _____________________________________ 

DAILY STATUS REPORT 

Prepared By: Dan Manore of Artimus 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 01-03-12 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 

Alternate Safety Officer:  Danny Manore 
Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
Rebar was installed for Elevator 1 Pit. 

Area was prepared along the South Property line for the wall footing to be installed tomorrow. 

Rock Chopping continued along the South Property line and where the future ejector pit will be 
installed. 

Working In Grids #:   B5, B6, C5, D3, D4 

 
Air Monitoring (Since Last Report): 
 
Air Monitoring was not performed today, no excavation occurred.  Monitoring will resume when soil 
excavation activities resume. 
 
 
 
Problems Encountered: 
 
No problems to report. 

 
Planned Activities for Next Week: 
 
The construction team will install lagging as needed along the perimeter as the excavation proceeds. 
Excavation in select areas will continue on an as-needed basis. Formwork and Rebar for footings, 
foundation walls, and elevator and ejector pits will continue to be installed throughout the week.  
Concrete for Footings and Walls will continue throughout the week. 
 
 

 

WEATHER Snow  Rain  Overcast  Partly 
Cloudy X Bright 

Sun  

TEMP. TO 32 X 32-50  50-70  70-85  >85  



  Page 2 of 3  File Name: _____________________________________ 

 

Facility # 
Name/ 
location 

type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 
 

Clean Earth of 
North Jersey 

Mountainside, NJ 
Solid 

 

Soil Safe 
Logan Township, 

NJ 
Solid 

 
 

Bellmarw 
Waterfront 

Redevelopment 
Site 

Bellmarw, NJ 
Solid 

 

Pave Co. 
Medford, NY 
Solid/Rock 

 

 
 

Red Roc Materials 
Lyndhurst, NJ 07071 

Solid/Rock 
 

Today (trucks, 
cu.yds.) 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Cu. Yds. Trucks Cu. Yds Trucks Cu. Yds. Cu. Yds. 

            

Totals (trucks, 
cu.yds.) 84 2,100 5 Appr. 

125 263 Appr. 
7045 18 Appr. 

450 24 Appr. 
600 246 Appr. 

6150 

 

Site Grid Map 

 



  Page 3 of 3  File Name: _____________________________________ 

 

Photo Log 

Photo 1 –  

 

Rebar was installed at 
the residential elevator 
pit.   

 

Contractor continued to 
chop rock for the future 
ejector pit to be 
installed. 

 

 

Photo 2 –  

 

Area along the south 
property line was 
prepared for the 
foundation wall footing 
to be installed 
tomorrow.   

 

 

 

 

 

 

 



  Page 1 of 3  File Name: _____________________________________ 

DAILY STATUS REPORT 

Prepared By: Dan Manore of Artimus 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 01-04-12 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 

Alternate Safety Officer:  Danny Manore 
Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
Lagging continued to be installed along the North wall. 

Rock Chopping continued along the South Property line and where the future ejector pit will be 
installed. 

Working In Grids #:  A1, A2, A3, D3, D4 

 
Air Monitoring (Since Last Report): 
 
Air Monitoring was not performed today, no excavation occurred.  Monitoring will resume when soil 
excavation activities resume. 
 
 
 
Problems Encountered: 
 
No problems to report. 

 
Planned Activities for Next Week: 
 
The construction team will install lagging as needed along the perimeter as the excavation proceeds. 
Excavation in select areas will continue on an as-needed basis. Formwork and Rebar for footings, 
foundation walls, and elevator and ejector pits will continue to be installed throughout the week.  
Concrete for Footings and Walls will continue throughout the week. 
 
 

 

WEATHER Snow  Rain  Overcast  Partly 
Cloudy X Bright 

Sun  

TEMP. TO 32 X 32-50  50-70  70-85  >85  



  Page 2 of 3  File Name: _____________________________________ 

 

Facility # 
Name/ 
location 

type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 
 

Clean Earth of 
North Jersey 

Mountainside, NJ 
Solid 

 

Soil Safe 
Logan Township, 

NJ 
Solid 

 
 

Bellmarw 
Waterfront 

Redevelopment 
Site 

Bellmarw, NJ 
Solid 

 

Pave Co. 
Medford, NY 
Solid/Rock 

 

 
 

Red Roc Materials 
Lyndhurst, NJ 07071 

Solid/Rock 
 

Today (trucks, 
cu.yds.) 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Cu. Yds. Trucks Cu. Yds Trucks Cu. Yds. Cu. Yds. 

            

Totals (trucks, 
cu.yds.) 84 2,100 5 Appr. 

125 263 Appr. 
7045 18 Appr. 

450 24 Appr. 
600 246 Appr. 

6150 

 

Site Grid Map 

 



  Page 3 of 3  File Name: _____________________________________ 

 

Photo Log 

Photo 1 –  

 

Lagging continued 
along the North 
Foundation Wall. 

 

 

 

Photo 2 –  

 

The ejector pit 
continued to be rock 
chopped. 

 

 

 

 

 

 

 



  Page 1 of 3  File Name: _____________________________________ 

DAILY STATUS REPORT 

Prepared By: Dan Manore of Artimus 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 01-05-12 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 

Alternate Safety Officer:  Danny Manore 
Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
Lagging continued to be installed along the North wall. 

Rock Chopping continued along the South Property line and where the future ejector pit will be 
installed. 

Footings along the North Wall and the South Wall started to be formed. 

Working In Grids #:  A1, A2, A3, D3, D4 

 
Air Monitoring (Since Last Report): 
 
Air Monitoring was not performed today, no excavation occurred.  Monitoring will resume when soil 
excavation activities resume. 
 
 
 
Problems Encountered: 
 
No problems to report. 

 
Planned Activities for Next Week: 
 
The construction team will install lagging as needed along the perimeter as the excavation proceeds. 
Excavation in select areas will continue on an as-needed basis. Formwork and Rebar for footings, 
foundation walls, and elevator and ejector pits will continue to be installed throughout the week.  
Concrete for Footings and Walls will continue throughout the week. 
 
 

 

WEATHER Snow  Rain  Overcast  Partly 
Cloudy X Bright 

Sun  

TEMP. TO 32 X 32-50  50-70  70-85  >85  



  Page 2 of 3  File Name: _____________________________________ 

 

Facility # 
Name/ 
location 

type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 
 

Clean Earth of 
North Jersey 

Mountainside, NJ 
Solid 

 

Soil Safe 
Logan Township, 

NJ 
Solid 

 
 

Bellmarw 
Waterfront 

Redevelopment 
Site 

Bellmarw, NJ 
Solid 

 

Pave Co. 
Medford, NY 
Solid/Rock 

 

 
 

Red Roc Materials 
Lyndhurst, NJ 07071 

Solid/Rock 
 

Today (trucks, 
cu.yds.) 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Cu. Yds. Trucks Cu. Yds Trucks Cu. Yds. Cu. Yds. 

          6 Appr. 
150 

Totals (trucks, 
cu.yds.) 84 2,100 5 Appr. 

125 263 Appr. 
7045 18 Appr. 

450 24 Appr. 
600 252 Appr. 

6300 

 

Site Grid Map 

 



  Page 3 of 3  File Name: _____________________________________ 

 

Photo Log 

Photo 1 –  

 

Footings along the 
North Foundation wall 
beginning to be 
formed. 

 

 

Photo 2 –  

 

 

 

Workers finishing up 
rebar on Elevator Pit 
#1 Footing.   

 

  

Photo 3 – 

 

 

Workers installing 
lagging and forming 
concrete piers along 
the North Property 
Line. 

 

 



  Page 1 of 3  File Name: _____________________________________ 

DAILY STATUS REPORT 

Prepared By: Dan Manore of Artimus 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 01-06-12 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 

Alternate Safety Officer:  Danny Manore 
Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
Poured Elevator 4 Walls, Residential Elevators 1,2,3 Slab and Pier #8, 15, and 21 along the North 
Foundation Wall. 

Working In Grids #:  A4, A5, A6, B4, B5, B6 

 
Air Monitoring (Since Last Report): 
 
Air Monitoring was not performed today, no excavation occurred.  Monitoring will resume when soil 
excavation activities resume. 
 
 
 
Problems Encountered: 
 
No problems to report. 

 
Planned Activities for Next Week: 
 
The construction team will install lagging as needed along the perimeter as the excavation proceeds. 
Excavation in select areas will continue on an as-needed basis. Formwork and Rebar for footings, 
foundation walls, and elevator and ejector pits will continue to be installed throughout the week.  
Concrete for Footings and Walls will continue throughout the week. 
 
 

 

WEATHER Snow  Rain  Overcast  Partly 
Cloudy X Bright 

Sun  

TEMP. TO 32  32-50 X 50-70  70-85  >85  



  Page 2 of 3  File Name: _____________________________________ 

 

Facility # 
Name/ 
location 

type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 
 

Clean Earth of 
North Jersey 

Mountainside, NJ 
Solid 

 

Soil Safe 
Logan Township, 

NJ 
Solid 

 
 

Bellmarw 
Waterfront 

Redevelopment 
Site 

Bellmarw, NJ 
Solid 

 

Pave Co. 
Medford, NY 
Solid/Rock 

 

 
 

Red Roc Materials 
Lyndhurst, NJ 07071 

Solid/Rock 
 

Today (trucks, 
cu.yds.) 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Cu. Yds. Trucks Cu. Yds Trucks Cu. Yds. Cu. Yds. 

            

Totals (trucks, 
cu.yds.) 84 2,100 5 Appr. 

125 263 Appr. 
7045 18 Appr. 

450 24 Appr. 
600 252 Appr. 

6300 

 

Site Grid Map 

 



  Page 3 of 3  File Name: _____________________________________ 

 

Photo Log 

Photo 1 –  

 

Waterproofing and 
Rebar complete and 
ready for pour. 

 

 

Photo 2 –  

 

 

 

Elevator 1,2,3 Slab and 
Elevator 4 Walls ready 
for Pour. 

 

 

 

Photo 3 – 

 

 

Elevator 4 Walls being 
poured. 

 

 



  Page 1 of 3  File Name: _____________________________________ 

DAILY STATUS REPORT 

Prepared By: Dan Manore of Artimus 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 01-07-12 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 

Alternate Safety Officer:  Danny Manore 
Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
Waterproofing was installed along the North Wall and North Wall footings.   

Site was graded out in preparation for wall footings and column footings to be formed. 

Concrete was poured along the rock of the south foundation wall to make a smooth surface so 
waterproofing could be installed properly. 

Working In Grids #:  A1, A2, A3, D2, D3, D4 

 
Air Monitoring (Since Last Report): 
 
Air Monitoring was not performed today, no excavation occurred.  Monitoring will resume when soil 
excavation activities resume. 
 
 
 
Problems Encountered: 
 
No problems to report. 

 
Planned Activities for Next Week: 
 
The construction team will install lagging as needed along the perimeter as the excavation proceeds. 
Excavation in select areas will continue on an as-needed basis. Formwork and Rebar for footings, 
foundation walls, and elevator and ejector pits will continue to be installed throughout the week.  
Concrete for Footings and Walls will continue throughout the week. 
 
 

 

WEATHER Snow  Rain  Overcast  Partly 
Cloudy  Bright 

Sun X

TEMP. TO 32  32-50  50-70 X 70-85  >85  



  Page 2 of 3  File Name: _____________________________________ 

 

Facility # 
Name/ 
location 

type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 
 

Clean Earth of 
North Jersey 

Mountainside, NJ 
Solid 

 

Soil Safe 
Logan Township, 

NJ 
Solid 

 
 

Bellmarw 
Waterfront 

Redevelopment 
Site 

Bellmarw, NJ 
Solid 

 

Pave Co. 
Medford, NY 
Solid/Rock 

 

 
 

Red Roc Materials 
Lyndhurst, NJ 07071 

Solid/Rock 
 

Today (trucks, 
cu.yds.) 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Cu. Yds. Trucks Cu. Yds Trucks Cu. Yds. Cu. Yds. 

            

Totals (trucks, 
cu.yds.) 84 2,100 5 Appr. 

125 263 Appr. 
7045 18 Appr. 

450 24 Appr. 
600 252 Appr. 

6300 

 

Site Grid Map 

 



  Page 3 of 3  File Name: _____________________________________ 

 

Photo Log 

Photo 1- 

 

Area along south 
elevation was prepped 
and lean concrete was 
poured along jagged 
rock to make a smooth 
surface for 
waterproofing to be 
properly installed. 

 

  

  

 



  Page 1 of 3  File Name: _____________________________________ 

DAILY STATUS REPORT 

Prepared By: Stephen Malinowski of 

CA RICH 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 01-09-12 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 

 
Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
Soil excavation and off-site disposal from B1, B2, and C3 was conducted today.  A total of nine 
truckloads of soil were transported to the Soil Safe Facility in Logan Township, NJ. 

 

Working In Grids #:  B1, B2, and C3 

 
Air Monitoring (Since Last Report): 
 
Air Monitoring was conducted today by Jessica Proscia of CA RICH performed during today’s soil 
excavation and loading activities.  No problems were encountered. 
 
 
 
Problems Encountered: 
 
No problems to report. 

 
Planned Activities for Next Week: 
 
The construction team will install lagging as needed along the perimeter as the excavation proceeds. 
Excavation in select areas will continue on an as-needed basis. Formwork and Rebar for footings, 
foundation walls, and elevator and ejector pits will continue to be installed throughout the week.  
Concrete for Footings and Walls will continue throughout the week. 
 
 

 

WEATHER Snow  Rain  Overcast  Partly 
Cloudy  Bright 

Sun X

TEMP. TO 32  32-50  50-70 X 70-85  >85  



  Page 2 of 3  File Name: _____________________________________ 

 

Facility # 
Name/ 
location 

type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 
 

Clean Earth of 
North Jersey 

Mountainside, NJ 
Solid 

 

Soil Safe 
Logan Township, 

NJ 
Solid 

 
 

Bellmarw 
Waterfront 

Redevelopment 
Site 

Bellmarw, NJ 
Solid 

 

Pave Co. 
Medford, NY 
Solid/Rock 

 

 
 

Red Roc Materials 
Lyndhurst, NJ 07071 

Solid/Rock 
 

Today (trucks, 
cu.yds.) 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Cu. Yds. Trucks Cu. Yds Trucks Cu. Yds. Cu. Yds. 

    9 225       

Totals (trucks, 
cu.yds.) 84 2,100 5 Appr. 

125 309 Appr. 
7725 18 Appr. 

450 24 Appr. 
600 252 Appr. 

6300 

 

Site Grid Map 

 



  Page 3 of 3  File Name: _____________________________________ 

 

Photo Log 

Photo 1- 

 

Soil Excavation in grid 
B-1. 

 

 

 

Looking southeast 
across site. 

 

Looking west-
southwest across site.  
Construction ramp 
being removed. 

 

 



  Page 1 of 3  File Name: _____________________________________ 

DAILY STATUS REPORT 

Prepared By: Stephen Malinowski of 

CA RICH 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 01-10-12 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 

 
Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
Soil excavation and off-site disposal from grids B1 and B2 was conducted today.  A total of twelve 
truckloads of soil were transported to the Soil Safe Facility in Logan Township, NJ. 

The waterproofing membrane was installed around an elevator pit and along the northern site wall. 

A soil sample for volatile organic compounds was collected to provide required analytical data for 
ongoing shipments to the Soil Safe Facility. 

Working In Grids #:  B1 and B2 

 
Air Monitoring (Since Last Report): 
 
Air Monitoring was conducted today by Jessica Proscia of CA RICH performed during today’s soil 
excavation and loading activities.  No problems were encountered. 
 
 
Problems Encountered: 
 
No problems to report. 

 
Planned Activities for Next Week: 
 
The construction team will install lagging as needed along the perimeter as the excavation proceeds. 
Excavation in select areas will continue on an as-needed basis. Formwork and Rebar for footings, 
foundation walls, and elevator and ejector pits will continue to be installed throughout the week.  
Concrete for Footings and Walls will continue throughout the week. 
 
 

 

WEATHER Snow  Rain  Overcast X Partly 
Cloudy  Bright 

Sun  

TEMP. TO 32  32-50 X 50-70  70-85  >85  



  Page 2 of 3  File Name: _____________________________________ 

 

Facility # 
Name/ 
location 

type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 
 

Clean Earth of 
North Jersey 

Mountainside, NJ 
Solid 

 

Soil Safe 
Logan Township, 

NJ 
Solid 

 
 

Bellmarw 
Waterfront 

Redevelopment 
Site 

Bellmarw, NJ 
Solid 

 

Pave Co. 
Medford, NY 
Solid/Rock 

 

 
 

Red Roc Materials 
Lyndhurst, NJ 07071 

Solid/Rock 
 

Today (trucks, 
cu.yds.) 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Cu. Yds. Trucks Cu. Yds Trucks Cu. Yds. Cu. Yds. 

    12 300     3 75 

Totals (trucks, 
cu.yds.) 84 2,100 5 Appr. 

125 321 Appr. 
7725 18 Appr. 

450 24 Appr. 
600 255 Appr. 

6375 

 

Site Grid Map 

 



  Page 3 of 3  File Name: _____________________________________ 

 

Photo Log 

Photo 1- 

 

Looking east across 
site. 

 

 

 

Waterproofing 
membrane along 
northern wall. 

 

Elevator pit with Grace 
Bituthene 
waterproofing 
membrane and 
protection board. 

 

 



  Page 1 of 3  File Name: _____________________________________ 

DAILY STATUS REPORT 

Prepared By: Stephen Malinowski of 

CA RICH 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 01-11-12 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 

 
Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
Soil excavation and off-site disposal from grids C2 and C3 was conducted today.  A total of seven 
truckloads of soil were transported to the Soil Safe Facility in Logan Township, NJ. 

The waterproofing membrane was installed along portions of the southern and northern walls of the 
property. 

Four loads of bedrock were removed from grids D1 and D2 and transported to the Red Rock Facility. 

Working In Grids #:  C2, C3 and D1 and D2 

 
Air Monitoring (Since Last Report): 
 
Air Monitoring was conducted today by Jessica Proscia of CA RICH performed during today’s soil 
excavation and loading activities.  No problems were encountered. 
 
 
Problems Encountered: 
 
No problems to report. 

 
Planned Activities for Next Week: 
 
The construction team will install lagging as needed along the perimeter as the excavation proceeds. 
Excavation in select areas will continue on an as-needed basis. Formwork and Rebar for footings, 
foundation walls, and elevator and ejector pits will continue to be installed throughout the week.  
Concrete for Footings and Walls will continue throughout the week. 
 
 

 

WEATHER Snow  Rain  Overcast X Partly 
Cloudy  Bright 

Sun  

TEMP. TO 32  32-50 X 50-70  70-85  >85  



  Page 2 of 3  File Name: _____________________________________ 

 

Facility # 
Name/ 
location 

type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 
 

Clean Earth of 
North Jersey 

Mountainside, NJ 
Solid 

 

Soil Safe 
Logan Township, 

NJ 
Solid 

 
 

Bellmarw 
Waterfront 

Redevelopment 
Site 

Bellmarw, NJ 
Solid 

 

Pave Co. 
Medford, NY 
Solid/Rock 

 

 
 

Red Roc Materials 
Lyndhurst, NJ 07071 

Solid/Rock 
 

Today (trucks, 
cu.yds.) 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Cu. Yds. Trucks Cu. Yds Trucks Cu. Yds. Cu. Yds. 

    7 175     4 100 

Totals (trucks, 
cu.yds.) 84 2,100 5 Appr. 

125 321 Appr. 
7900 18 Appr. 

450 24 Appr. 
600 259 Appr. 

6475 

 

Site Grid Map 

 



  Page 3 of 3  File Name: _____________________________________ 

 

Photo Log 

Photo 1- 

 

Soil excavation of 
construction ramp. 

 

 

 

Soil excavation of 
construction ramp. 

 

Water-proofing 
membrane along 
southern property 
boundary. 

 

 



  Page 1 of 3  File Name: _____________________________________ 

DAILY STATUS REPORT 

Prepared By: Stephen Malinowski of 

CA RICH 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 01-12-12 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 

 
Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
Soil excavation and off-site disposal from grids C2 and C3 was conducted today.  A total of eight 
truckloads of soil were transported to the Soil Safe Facility in Logan Township, NJ. 

Endpoint sampling in the northwestern portion of the site is scheduled for tomorrow. 

Working In Grids #:  C2 and C3 

 
Air Monitoring (Since Last Report): 
 
Air Monitoring was conducted today by Jessica Proscia of CA RICH performed during today’s soil excavation and 
loading activities.  No problems were encountered. It was not necessary to take dust readings due to rain.  There 
were no complaints or elevated PID readings.   
 
Problems Encountered: 
 
No problems to report. 

 
Planned Activities for Next Week: 
 
The construction team will install lagging as needed along the perimeter as the excavation proceeds. 
Excavation in select areas will continue on an as-needed basis. Formwork and Rebar for footings, 
foundation walls, and elevator and ejector pits will continue to be installed throughout the week.  
Concrete for Footings and Walls will continue throughout the week. 
 
 

 

WEATHER Snow  Rain X Overcast  Partly 
Cloudy  Bright 

Sun  

TEMP. TO 32  32-50 X 50-70  70-85  >85  



  Page 2 of 3  File Name: _____________________________________ 

 

Facility # 
Name/ 
location 

type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 
 

Clean Earth of 
North Jersey 

Mountainside, NJ 
Solid 

 

Soil Safe 
Logan Township, 

NJ 
Solid 

 
 

Bellmarw 
Waterfront 

Redevelopment 
Site 

Bellmarw, NJ 
Solid 

 

Pave Co. 
Medford, NY 
Solid/Rock 

 

 
 

Red Roc Materials 
Lyndhurst, NJ 07071 

Solid/Rock 
 

Today (trucks, 
cu.yds.) 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Cu. Yds. Trucks Cu. Yds Trucks Cu. Yds. Cu. Yds. 

    8 200       

Totals (trucks, 
cu.yds.) 84 2,100 5 Appr. 

125 329 Appr. 
8100 18 Appr. 

450 24 Appr. 
600 259 Appr. 

6475 

 

Site Grid Map 

 



  Page 3 of 3  File Name: _____________________________________ 

 

Photo Log 

Photo 1- 

 

Looking east across 
site. 

 

 

 

Soil excavation of 
construction ramp. 

 

Looking west across 
site. 

 

 



  Page 1 of 3  File Name: _____________________________________ 

DAILY STATUS REPORT 

Prepared By: Dan Manore of Artimus 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 01-13-12 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 

Alternate Safety Officer:  Dan Manore 
Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
In accordance with the approved endpoint sampling plan, CA RICH Consultants collected soil endpoints samples 
from portions of the foundation excavation where the final depth has been achieved and is not composed of 
bedrock.  Specifically, the samples were collected from grid A‐1, A‐3 and B‐2 to document the residual 
concentration of SVOCs, metals and pesticides at the base of the excavation in that area of the site.  An 
additional grab sample was collected from grid B‐2 for the CP‐51 list of volatile organic compounds to provide 
analytical data to allow OER/DEC to close out the spill.  The samples are being shipped to Accutest Laboratories 
for 48 hour rush results analysis.  Upon receipt of the results (hopefully late next Wednesday) a comparison to 
unrestricted standards (Track 1) will be performed to determine if the excavation in that portion of the site can 
be deemed complete.      
 
Waterproofing was installed along the North and South Foundation Walls.  Two footblocks were poured so two 
diagonal rakers could be installed along 8th Ave. on Monday.  A 2” thick lean concrete slab approx. 5’‐0”x5’‐0” 
was poured at the location of the ejector pit so waterproofing could be installed.  Rebar was completed and 
MEVA forms were set into place along the North Wall in preparation for them to be poured on Monday. 

Working In Grids #:  A1, A2, A3, B1, C1, D3, D4, B2 

 
Air Monitoring (Since Last Report): 
 
Air Monitoring was not performed today, no excavation occurred.  Monitoring will resume when soil 
excavation activities resume. 
 
Problems Encountered: 
 
No problems to report. 

Planned Activities for Next Week: 
Construction team will continue to install waterproofing, rebar, formwork, and pour footings, foundation 
walls, and elevator and ejector pits. The last area of the site requiring excavation is the construction ramp.  
We anticipate additional endpoint sampling in grids C‐1 and C3 after the ramp has been removed in 
approximately 2‐weeks. 

 

WEATHER Snow  Rain  Overcast  Partly 
Cloudy X Bright 

Sun  

TEMP. TO 32  32-50 X 50-70  70-85  >85  



  Page 2 of 3  File Name: _____________________________________ 

 

Facility # 
Name/ 
location 

type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 
 

Clean Earth of 
North Jersey 

Mountainside, NJ 
Solid 

 

Soil Safe 
Logan Township, 

NJ 
Solid 

 
 

Bellmarw 
Waterfront 

Redevelopment 
Site 

Bellmarw, NJ 
Solid 

 

Pave Co. 
Medford, NY 
Solid/Rock 

 

 
 

Red Roc Materials 
Lyndhurst, NJ 07071 

Solid/Rock 
 

Today (trucks, 
cu.yds.) 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Cu. Yds. Trucks Cu. Yds Trucks Cu. Yds. Cu. Yds. 

            

Totals (trucks, 
cu.yds.) 84 2,100 5 Appr. 

125 329 Appr. 
8100 18 Appr. 

450 24 Appr. 
600 259 Appr. 

6475 

 

Site Grid Map 

 



  Page 3 of 3  File Name: _____________________________________ 

 

Photo Log 

Photo 1- 

 

Waterproofing was 
installed along the 
South Foundation Wall. 

 

 

Photo 2- 

 

 

Waterproofing and 
rebar was installed 
along the North wall 
and Formwork was set 
in place in preparation 
for Monday’s pour.. 

  

 



  Page 1 of 3  File Name: _____________________________________ 

DAILY STATUS REPORT 

Prepared By: Dan Manore of Artimus 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 01-14-12 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 

Alternate Safety Officer:  Dan Manore 
Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
An additional steel raker was installed along the West Foundation Wall. 
 
Rebar continued to be installed along the North Foundation Wall and Forms were set in place in 
preparation for the remaining section of the North Wall to be poured next week. 
 

Working In Grids #:  A1, A2, A3, D1 

 
Air Monitoring (Since Last Report): 
 
Air Monitoring was not performed today, no excavation occurred.  Monitoring will resume when soil 
excavation activities resume. 
 
Problems Encountered: 
 
No problems to report. 

Planned Activities for Next Week: 
Construction team will continue to install waterproofing, rebar, formwork, and pour footings, foundation 
walls, and elevator and ejector pits. The last area of the site requiring excavation is the construction ramp.  
We anticipate additional endpoint sampling in grids C‐1 and C3 after the ramp has been removed in 
approximately 2‐weeks. 

 

WEATHER Snow  Rain  Overcast  Partly 
Cloudy X Bright 

Sun  

TEMP. TO 32  32-50 X 50-70  70-85  >85  



  Page 2 of 3  File Name: _____________________________________ 

 

Facility # 
Name/ 
location 

type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 
 

Clean Earth of 
North Jersey 

Mountainside, NJ 
Solid 

 

Soil Safe 
Logan Township, 

NJ 
Solid 

 
 

Bellmarw 
Waterfront 

Redevelopment 
Site 

Bellmarw, NJ 
Solid 

 

Pave Co. 
Medford, NY 
Solid/Rock 

 

 
 

Red Roc Materials 
Lyndhurst, NJ 07071 

Solid/Rock 
 

Today (trucks, 
cu.yds.) 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Cu. Yds. Trucks Cu. Yds Trucks Cu. Yds. Cu. Yds. 

            

Totals (trucks, 
cu.yds.) 84 2,100 5 Appr. 

125 329 Appr. 
8100 18 Appr. 

450 24 Appr. 
600 259 Appr. 

6475 

 

Site Grid Map 

 



  Page 3 of 3  File Name: _____________________________________ 

 

Photo Log 

Photo 1- 

 

Rebar continued to be 
installed along the 
North Foundation wall. 

 

Photo 2- 

 

 

A third raker was 
installed along the west 
property line. 

  

 



  Page 1 of 3  File Name: _____________________________________ 

DAILY STATUS REPORT 

Prepared By: Jessica Proscia of 

CA RICH 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 01-16-12 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 

 
Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
Soil excavation and off-site disposal from grids C2 and C3 was conducted today.  A total of five 
truckloads of soil were transported to the Soil Safe Facility in Logan Township, NJ.  

The waterproofing membrane was installed along portions of the southern wall of the property. 

Rock chopping continued in grids D1, and D2 with two truckloads of rock being shipped off-site for 
disposal at Red Roc Materials in Lyndhurst, NJ. 

Working In Grids #:  C2 and C3 

 
Air Monitoring (Since Last Report): 
 
Air Monitoring was conducted today by Jessica Proscia of CA RICH performed during today’s soil excavation and 
loading activities.  No problems were encountered.  There were no complaints or elevated PID readings.   
 
Problems Encountered: 
 
No problems to report. 

 
Planned Activities for Next Week: 
 
The construction team will install lagging as needed along the perimeter as the excavation proceeds. 
Excavation in select areas will continue on an as-needed basis. Formwork and Rebar for footings, 
foundation walls, and elevator and ejector pits will continue to be installed throughout the week.  
Concrete for Footings and Walls will continue throughout the week. 
 
 

 

WEATHER Snow  Rain  Overcast  Partly 
Cloudy X Bright 

Sun  

TEMP. TO 32 X 32-50  50-70  70-85  >85  



  Page 2 of 3  File Name: _____________________________________ 

 

Facility # 
Name/ 
location 

type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 
 

Clean Earth of 
North Jersey 

Mountainside, NJ 
Solid 

 

Soil Safe 
Logan Township, 

NJ 
Solid 

 
 

Bellmarw Waterfront 
Redevelopment Site 

Bellmarw, NJ 
Solid 

 

Pave Co. 
Medford, NY 
Solid/Rock 

 

 
 

Red Roc Materials 
Lyndhurst, NJ 07071 

Solid/Rock 
 

Today (trucks, 
cu.yds.) 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds Trucks  Cu. Yds. 

    5 125     2 50 

Totals (trucks, 
cu.yds.) 84 2,100 5 Appr. 

125 334 Appr. 
8225 18 Appr. 

450 24 Appr. 
600 261 Appr. 

6525 

 

Site Grid Map 

 
 



  Page 3 of 3  File Name: _____________________________________ 

Photo Log 

Photo 1- 

Water-proofing 
membrane along 
southern property 
boundary. 

 

 

Soil excavation of 
construction ramp. 

 

Looking west across 
site. 

 

 



  Page 1 of 3  File Name: _____________________________________ 

DAILY STATUS REPORT 

Prepared By: Dan Manore of Artimus 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 01-17-12 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 

Alternate Safety Officer:  Dan Manore 
Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
Rebar and Formwork were completed along the North wall and the contractor poured 
115’-0” of the North Foundation Wall, 2 Piers along the West Elevation, the ejector pit slab, a column 
footing, and a 25’-0” long interior foundation wall.   
 
 
 
 

Working In Grids #:  A1, A2, A3, C6, C7, A5 

 
Air Monitoring (Since Last Report): 
 
Air Monitoring was not performed today, no excavation occurred.  Monitoring will resume when soil 
excavation activities resume. 
 
Problems Encountered: 
 
No problems to report. 

 

Planned Activities for Next Week: 
 
The construction team will install lagging as needed along the perimeter as the excavation proceeds.  
Excavation in select areas will continue on an as-needed basis.  Formwork and Rebar for footings, 
foundation walls, and elevator pits will continue to be installed throughout the week.  Concrete for 
Footings and Walls will continue throughout the week. 

 

WEATHER Snow  Rain  Overcast X Partly 
Cloudy  Bright 

Sun  

TEMP. TO 32  32-50 X 50-70  70-85  >85  



  Page 2 of 3  File Name: _____________________________________ 

 

Facility # 
Name/ 
location 

type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 
 

Clean Earth of 
North Jersey 

Mountainside, NJ 
Solid 

 

Soil Safe 
Logan Township, 

NJ 
Solid 

 
 

Bellmarw 
Waterfront 

Redevelopment 
Site 

Bellmarw, NJ 
Solid 

 

Pave Co. 
Medford, NY 
Solid/Rock 

 

 
 

Red Roc Materials 
Lyndhurst, NJ 07071 

Solid/Rock 
 

Today (trucks, 
cu.yds.) 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Cu. Yds. Trucks Cu. Yds Trucks Cu. Yds. Cu. Yds. 

            

Totals (trucks, 
cu.yds.) 84 2,100 5 Appr. 

125 334 Appr. 
8225 18 Appr. 

450 24 Appr. 
600 259 Appr. 

6525 

 

Site Grid Map 

 



  Page 3 of 3  File Name: _____________________________________ 

 

Photo Log 

Photo 1- 

 

Workers installing 
scaffolding at North 
Wall in preparation for 
wall to be poured. 

 

 

Photo 2- 

 

Formwork and 
Scaffolding completed 
for interior wall at the 
future ramp location to 
be poured. 

 

Photo 3 – 

 

Column Footing in 
Southeast corner of the 
site was properly 
installed and inspected 
and is ready for 
concrete pour. 

 

 



  Page 1 of 3  File Name: _____________________________________ 

DAILY STATUS REPORT 

Prepared By: Dan Manore of Artimus 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 01-18-12 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 

Alternate Safety Officer:  Dan Manore 
Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
Formwork was installed for column footings in the northwest corner of the site, the west wall footings, 
and Stair A Footing.  Rebar was installed along the south wall and the ejector pit walls.  Formwork was 
stripped from the interior ramp wall and waterproofing was installed along the west wall footing. 
 
 
 

Working In Grids #:  A1, B1, D3, D4, A6, A7, B6, B7 

 
Air Monitoring (Since Last Report): 
 
Air Monitoring was not performed today, no excavation occurred.  Monitoring will resume when soil 
excavation activities resume. 
 
Problems Encountered: 
 
No problems to report. 

 

Planned Activities for Next Week: 
 
The construction team will install lagging as needed along the perimeter as the excavation proceeds.  
Excavation in select areas will continue on an as-needed basis.  Formwork and Rebar for footings, 
foundation walls, and elevator pits will continue to be installed throughout the week.  Concrete for 
Footings and Walls will continue throughout the week. 

 

WEATHER Snow  Rain  Overcast  Partly 
Cloudy  Bright 

Sun X

TEMP. TO 32  32-50 X 50-70  70-85  >85  



  Page 2 of 3  File Name: _____________________________________ 

 

Facility # 
Name/ 
location 

type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 
 

Clean Earth of 
North Jersey 

Mountainside, NJ 
Solid 

 

Soil Safe 
Logan Township, 

NJ 
Solid 

 
 

Bellmarw 
Waterfront 

Redevelopment 
Site 

Bellmarw, NJ 
Solid 

 

Pave Co. 
Medford, NY 
Solid/Rock 

 

 
 

Red Roc Materials 
Lyndhurst, NJ 07071 

Solid/Rock 
 

Today (trucks, 
cu.yds.) 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Cu. Yds. Trucks Cu. Yds Trucks Cu. Yds. Cu. Yds. 

            

Totals (trucks, 
cu.yds.) 84 2,100 5 Appr. 

125 334 Appr. 
8225 18 Appr. 

450 24 Appr. 
600 259 Appr. 

6525 

 

Site Grid Map 

 



  Page 3 of 3  File Name: _____________________________________ 

 

Photo Log 

Photo 1- 

 

Rebar installed for 
Ejector Pit. 

 

Photo 2- 

 

Formwork installed for 
Stair A Footing 

  

 



  Page 1 of 3  File Name: _____________________________________ 

DAILY STATUS REPORT 

Prepared By: Dan Manore of Artimus 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 01-19-12 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 

Alternate Safety Officer:  Dan Manore 
Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
Formwork was installed for 5 column footings on the Northeast half of the site and for the ejector pit. 
Rebar was installed along the South Wall and in the Stair A Footing.  Waterproofing was installed along 
the West foundation wall footing.  
 
 
 

Working In Grids #:  A1, B1, D3, D4, A6, A7, B6, B7 

 
Air Monitoring (Since Last Report): 
 
Air Monitoring was not performed today, no excavation occurred.  Monitoring will resume when soil 
excavation activities resume. 
 
Problems Encountered: 
 
No problems to report. 

 

Planned Activities for Next Week: 
 
The construction team will install lagging as needed along the perimeter as the excavation proceeds.  
Excavation in select areas will continue on an as-needed basis.  Formwork and Rebar for footings, 
foundation walls, and elevator pits will continue to be installed throughout the week.  Concrete for 
Footings and Walls will continue throughout the week. 

 

WEATHER Snow  Rain  Overcast  Partly 
Cloudy X Bright 

Sun  

TEMP. TO 32 X 32-50  50-70  70-85  >85  



  Page 2 of 3  File Name: _____________________________________ 

 

Facility # 
Name/ 
location 

type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 
 

Clean Earth of 
North Jersey 

Mountainside, NJ 
Solid 

 

Soil Safe 
Logan Township, 

NJ 
Solid 

 
 

Bellmarw 
Waterfront 

Redevelopment 
Site 

Bellmarw, NJ 
Solid 

 

Pave Co. 
Medford, NY 
Solid/Rock 

 

 
 

Red Roc Materials 
Lyndhurst, NJ 07071 

Solid/Rock 
 

Today (trucks, 
cu.yds.) 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Cu. Yds. Trucks Cu. Yds Trucks Cu. Yds. Cu. Yds. 

            

Totals (trucks, 
cu.yds.) 84 2,100 5 Appr. 

125 334 Appr. 
8225 18 Appr. 

450 24 Appr. 
600 259 Appr. 

6525 

 

Site Grid Map 

 



  Page 3 of 3  File Name: _____________________________________ 

 

Photo Log 

Photo 1- 

 

Waterproofing was 
installed along the west 
foundation wall. 

 

 

Photo 2- 

 

Formwork was 
installed for the Ejector 
Pit Walls 

 

 

Photo 3- 

 

 

South foundation wall 
rebar was installed. 

 

 



  Page 1 of 3  File Name: _____________________________________ 

DAILY STATUS REPORT 

Prepared By: Dan Manore of Artimus 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 01-20-12 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 

Alternate Safety Officer:  Dan Manore 
Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
The following concrete was poured today:  West Wall Footing, Ejector Pit Walls, Stair A Footing, a 
small section of the ramp wall, and Column Footings #54 and #90. 
 
Rebar was completed along the south wall. 
 

Working In Grids #:  A1, B1, D3, D4, A6, A7, B6, B7 

 
Air Monitoring (Since Last Report): 
 
Air Monitoring was not performed today, no excavation occurred.  Monitoring will resume when soil 
excavation activities resume. 
 
Problems Encountered: 
 
No problems to report. 

 

Planned Activities for Next Week: 
 
The construction team will install lagging as needed along the perimeter as the excavation proceeds.  
Excavation in select areas will continue on an as-needed basis.  Formwork and Rebar for footings, 
foundation walls, and elevator pits will continue to be installed throughout the week.  Concrete for 
Footings and Walls will continue throughout the week. 

 

WEATHER Snow  Rain  Overcast  Partly 
Cloudy  Bright 

Sun X

TEMP. TO 32 X 32-50  50-70  70-85  >85  



  Page 2 of 3  File Name: _____________________________________ 

 

Facility # 
Name/ 
location 

type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 
 

Clean Earth of 
North Jersey 

Mountainside, NJ 
Solid 

 

Soil Safe 
Logan Township, 

NJ 
Solid 

 
 

Bellmarw 
Waterfront 

Redevelopment 
Site 

Bellmarw, NJ 
Solid 

 

Pave Co. 
Medford, NY 
Solid/Rock 

 

 
 

Red Roc Materials 
Lyndhurst, NJ 07071 

Solid/Rock 
 

Today (trucks, 
cu.yds.) 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Cu. Yds. Trucks Cu. Yds Trucks Cu. Yds. Cu. Yds. 

            

Totals (trucks, 
cu.yds.) 84 2,100 5 Appr. 

125 334 Appr. 
8225 18 Appr. 

450 24 Appr. 
600 259 Appr. 

6525 

 

Site Grid Map 

 



  Page 3 of 3  File Name: _____________________________________ 

 

Photo Log 

Photo 1- 

 

Ejector Pit walls were 
poured. 

 

Photo 2- 

 

Lower portion of the 
interior ramp wall was 
poure. 

 

 

Photo 3- 

 

 

West Footing was 
poured. 

 

 



  Page 1 of 3  File Name: _____________________________________ 

DAILY STATUS REPORT 

Prepared By: Dan Manore of Artimus 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 01-21-12 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 

Alternate Safety Officer:  Dan Manore 
Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
Meva Formwork was installed along the South Property Line in preparation to be poured on Monday.  
Waterproofing was installed along the West Property Line.   
 

Working In Grids #:  D4, A1, B1 

 
Air Monitoring (Since Last Report): 
 
Air Monitoring was not performed today, no excavation occurred.  Monitoring will resume when soil 
excavation activities resume. 
 
Problems Encountered: 
 
No problems to report. 

 

Planned Activities for Next Week: 
 
The construction team will install lagging as needed along the perimeter as the excavation proceeds.  
Excavation in select areas will continue on an as-needed basis.  Formwork and Rebar for footings, 
foundation walls, and elevator pits will continue to be installed throughout the week.  Concrete for 
Footings and Walls will continue throughout the week. 

 

WEATHER Snow X Rain  Overcast  Partly 
Cloudy  Bright 

Sun  

TEMP. TO 32 X 32-50  50-70  70-85  >85  



  Page 2 of 3  File Name: _____________________________________ 

 

Facility # 
Name/ 
location 

type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 
 

Clean Earth of 
North Jersey 

Mountainside, NJ 
Solid 

 

Soil Safe 
Logan Township, 

NJ 
Solid 

 
 

Bellmarw 
Waterfront 

Redevelopment 
Site 

Bellmarw, NJ 
Solid 

 

Pave Co. 
Medford, NY 
Solid/Rock 

 

 
 

Red Roc Materials 
Lyndhurst, NJ 07071 

Solid/Rock 
 

Today (trucks, 
cu.yds.) 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Cu. Yds. Trucks Cu. Yds Trucks Cu. Yds. Cu. Yds. 

            

Totals (trucks, 
cu.yds.) 84 2,100 5 Appr. 

125 334 Appr. 
8225 18 Appr. 

450 24 Appr. 
600 259 Appr. 

6525 

 

Site Grid Map 

 



  Page 3 of 3  File Name: _____________________________________ 

 

Photo Log 

Photo 1- 

 

Waterproofing was 
installed along the west 
foundation wall. 

Photo 2- 

 

Meva Formwork was 
installed along the 
South Property Line.   
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DAILY STATUS REPORT 

Prepared By: Dan Manore of Artimus 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 01-23-12 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 

Alternate Safety Officer:  Dan Manore 
Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
Rebar was installed for the west foundation wall and footing along the South Property Line.  A portion of 
the South Property Foundation Wall was poured.  Waterproofing was installed on the ejector pit walls 
after the formwork was removed. 
 
Jessica from CA Rich was on site to perform a limited 2 foot excavation in Grid A1 today.  The soil was 
resampled for pesticides and submitted to the laboratory.   
 

Working In Grids #:  D4, A1, B1, D1, D2, D3 

 
Air Monitoring (Since Last Report): 
 
Air Monitoring was performed during the minor excavation today.  No problems to report. 
 
Problems Encountered: 
 
No problems to report. 

 

Planned Activities for Next Week: 
 
The construction team will install lagging as needed along the perimeter as the excavation proceeds.  
Excavation in select areas will continue on an as-needed basis.  Formwork and Rebar for footings, 
foundation walls, and elevator pits will continue to be installed throughout the week.  Concrete for 
Footings and Walls will continue throughout the week. 

 

WEATHER Snow  Rain  Overcast X Partly 
Cloudy  Bright 

Sun  

TEMP. TO 32  32-50 X 50-70  70-85  >85  



  Page 2 of 3  File Name: _____________________________________ 

 

Facility # 
Name/ 
location 

type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 
 

Clean Earth of 
North Jersey 

Mountainside, NJ 
Solid 

 

Soil Safe 
Logan Township, 

NJ 
Solid 

 
 

Bellmarw 
Waterfront 

Redevelopment 
Site 

Bellmarw, NJ 
Solid 

 

Pave Co. 
Medford, NY 
Solid/Rock 

 

 
 

Red Roc Materials 
Lyndhurst, NJ 07071 

Solid/Rock 
 

Today (trucks, 
cu.yds.) 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Cu. Yds. Trucks Cu. Yds Trucks Cu. Yds. Cu. Yds. 

            

Totals (trucks, 
cu.yds.) 84 2,100 5 Appr. 

125 334 Appr. 
8225 18 Appr. 

450 24 Appr. 
600 259 Appr. 

6525 

 

Site Grid Map 

 



  Page 3 of 3  File Name: _____________________________________ 

 

Photo Log 

Photo 1- 

 

Waterproofing was 
installed on the ejector 
pit walls after the forms 
were stripped. 

Photo 2- 

 

Rebar was installed for 
the West Foundation 
wall.   
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DAILY STATUS REPORT 

Prepared By: Dan Manore of Artimus 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 01-24-12 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 

Alternate Safety Officer:  Dan Manore 
Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
(4) Column Footings were poured today in the North east corner of the Site.  Waterproofing was 
installed along the South Wall.  Formwork was removed from the portion of the South Wall that was 
poured yesterday.   
 
The curved wall at the ramp was formed today in preparation to be poured on Thursday.   
 

Working In Grids #:  5A, 5B, 6A, 6B, D1, D2, D3, D4 

 
Air Monitoring (Since Last Report): 
 
No Air Monitoring was conducted.  Air Monitoring will continue when excavation continues. 
 
Problems Encountered: 
 
No problems to report. 

 

Planned Activities for Next Week: 
 
The construction team will install lagging as needed along the perimeter as the excavation proceeds.  
Excavation in select areas will continue on an as-needed basis.  Formwork and Rebar for footings, 
foundation walls, and elevator pits will continue to be installed throughout the week.  Concrete for 
Footings and Walls will continue throughout the week. 

 

WEATHER Snow  Rain  Overcast  Partly 
Cloudy  Bright 

Sun X

TEMP. TO 32  32-50 X 50-70  70-85  >85  



  Page 2 of 3  File Name: _____________________________________ 

 

Facility # 
Name/ 
location 

type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 
 

Clean Earth of 
North Jersey 

Mountainside, NJ 
Solid 

 

Soil Safe 
Logan Township, 

NJ 
Solid 

 
 

Bellmarw 
Waterfront 

Redevelopment 
Site 

Bellmarw, NJ 
Solid 

 

Pave Co. 
Medford, NY 
Solid/Rock 

 

 
 

Red Roc Materials 
Lyndhurst, NJ 07071 

Solid/Rock 
 

Today (trucks, 
cu.yds.) 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Cu. Yds. Trucks Cu. Yds Trucks Cu. Yds. Cu. Yds. 

            

Totals (trucks, 
cu.yds.) 84 2,100 5 Appr. 

125 334 Appr. 
8225 18 Appr. 

450 24 Appr. 
600 259 Appr. 

6525 

 

Site Grid Map 
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Photo Log 

Photo 1- 

 

Curved section of 
Ramp wall was formed 
today. 

 

Photo 2- 

 

Rebar was delivered 
for the South and West 
wall today. 

 

 

Photo 3- 

 

(4) Columns were 
poured in the northeast 
corner of the site. 
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DAILY STATUS REPORT 

Prepared By: Dan Manore of Artimus 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 01-25-12 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 

Alternate Safety Officer:  Dan Manore 
Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
Curved portion of the ramp wall is being formed.  Waterproofing was applied to the South side of the 
ramp wall.  Rebar and waterproofing for the Footing is being installed along the South property line.  
Meva Formwork is being installed along the West Foundation wall.  Trenching for underground 
plumbing has began. 
 

Working In Grids #:  A1, B1, D1, D2, D3, D4, A5, B5, A6, B6 

 
Air Monitoring (Since Last Report): 
 
No Air Monitoring was conducted.  Air Monitoring will continue when excavation continues. 
 
Problems Encountered: 
 
No problems to report. 

 

Planned Activities for Next Week: 
 
The construction team will install lagging as needed along the perimeter as the excavation proceeds.  
Excavation in select areas will continue on an as-needed basis.  Formwork and Rebar for footings, 
foundation walls, and elevator pits will continue to be installed throughout the week.  Concrete for 
Footings and Walls will continue throughout the week. 

 

WEATHER Snow  Rain  Overcast  Partly 
Cloudy X Bright 

Sun  

TEMP. TO 32  32-50 X 50-70  70-85  >85  



  Page 2 of 3  File Name: _____________________________________ 

 

Facility # 
Name/ 
location 

type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 
 

Clean Earth of 
North Jersey 

Mountainside, NJ 
Solid 

 

Soil Safe 
Logan Township, 

NJ 
Solid 

 
 

Bellmarw 
Waterfront 

Redevelopment 
Site 

Bellmarw, NJ 
Solid 

 

Pave Co. 
Medford, NY 
Solid/Rock 

 

 
 

Red Roc Materials 
Lyndhurst, NJ 07071 

Solid/Rock 
 

Today (trucks, 
cu.yds.) 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Cu. Yds. Trucks Cu. Yds Trucks Cu. Yds. Cu. Yds. 

            

Totals (trucks, 
cu.yds.) 84 2,100 5 Appr. 

125 334 Appr. 
8225 18 Appr. 

450 24 Appr. 
600 259 Appr. 

6525 

 

Site Grid Map 

 



  Page 3 of 3  File Name: _____________________________________ 

 

Photo Log 

Photo 1- 

 

Waterproofing being 
installed along the 
south side of the ramp 
wall. 

 

Photo 2- 

 

Curved section of the 
Ramp wall being 
formed. 

 

 

Photo 3- 

 

Waterproofing and 
Rebar being installed 
along the South Wall 
Footing. 

 

 



  Page 1 of 3  File Name: _____________________________________ 

DAILY STATUS REPORT 

Prepared By: Dan Manore of Artimus 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 01-26-12 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 

Alternate Safety Officer:  Dan Manore 
Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
The forms for the curved portion of the ramp wall were completed.  Waterproofing and rebar was 
installed for the escalator slab and south wall footing.  Concrete was poured for the South Wall footing, 
Elevator #1 Walls, and the Curved Ramp Wall.  Also, plumbers began installing the underground 
plumbing on site. 
 

Working In Grids #:  B2, D1, D2, D3, D4, B4, B5 

 
Air Monitoring (Since Last Report): 
 
No Air Monitoring was conducted.  Air Monitoring will continue when excavation continues. 
 
Problems Encountered: 
 
No problems to report. 

 

Planned Activities for Next Week: 
 
The construction team will install lagging as needed along the perimeter as the excavation proceeds.  
Excavation in select areas will continue on an as-needed basis.  Formwork and Rebar for footings, 
foundation walls, and elevator pits will continue to be installed throughout the week.  Concrete for 
Footings and Walls will continue throughout the week. 

 

WEATHER Snow  Rain  Overcast  Partly 
Cloudy X Bright 

Sun  

TEMP. TO 32  32-50 X 50-70  70-85  >85  



  Page 2 of 3  File Name: _____________________________________ 

 

Facility # 
Name/ 
location 

type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 
 

Clean Earth of 
North Jersey 

Mountainside, NJ 
Solid 

 

Soil Safe 
Logan Township, 

NJ 
Solid 

 
 

Bellmarw 
Waterfront 

Redevelopment 
Site 

Bellmarw, NJ 
Solid 

 

Pave Co. 
Medford, NY 
Solid/Rock 

 

 
 

Red Roc Materials 
Lyndhurst, NJ 07071 

Solid/Rock 
 

Today (trucks, 
cu.yds.) 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Cu. Yds. Trucks Cu. Yds Trucks Cu. Yds. Cu. Yds. 

            

Totals (trucks, 
cu.yds.) 84 2,100 5 Appr. 

125 334 Appr. 
8225 18 Appr. 

450 24 Appr. 
600 259 Appr. 

6525 

 

Site Grid Map 

 



  Page 3 of 3  File Name: _____________________________________ 

 

Photo Log 

Photo 1- 

 

Footing along the 
South Wall was 
poured. 

 

Photo 2- 

 

Elev. #1 Walls were 
poured 

 

 

Photo 3- 

 

Rebar and 
Waterproofing for 
Escalator was 
completed and the 
Escalator Slab was 
poured. 

 

 



  Page 1 of 3  File Name: _____________________________________ 

DAILY STATUS REPORT 

Prepared By: Dan Manore of Artimus 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 01-27-12 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 

Alternate Safety Officer:  Dan Manore 
Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
North Half of West Foundation Wall was poured.  Forms were stripped from the curve wall and it was 
patched.  Forms were removed from Elevator 1 walls.  Underground plumbing began to be installed. 
(9) 20 yard Trucks of approved backfill were brought into the site as backfill from NYC Concrete 
Materials. 
    

Working In Grids #:  A6, B6, C6, A7, B7, C7, B5, A1, B1 

 
Air Monitoring (Since Last Report): 
 
No Air Monitoring was conducted.  Air Monitoring will continue when excavation continues. 
 
Problems Encountered: 
 
No problems to report. 

 

Planned Activities for Next Week: 
 
The construction team will install lagging as needed along the perimeter as the excavation proceeds.  
Excavation in select areas will continue on an as-needed basis.  Formwork and Rebar for footings, 
foundation walls, and elevator pits will continue to be installed throughout the week.  Concrete for 
Footings and Walls will continue throughout the week. 

 

WEATHER Snow  Rain  Overcast  Partly 
Cloudy X Bright 

Sun  

TEMP. TO 32  32-50 X 50-70  70-85  >85  



  Page 2 of 3  File Name: _____________________________________ 

 

Facility # 
Name/ 
location 

type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 
 

Clean Earth of 
North Jersey 

Mountainside, NJ 
Solid 

 

Soil Safe 
Logan Township, 

NJ 
Solid 

 
 

Bellmarw 
Waterfront 

Redevelopment 
Site 

Bellmarw, NJ 
Solid 

 

Pave Co. 
Medford, NY 
Solid/Rock 

 

 
 

Red Roc Materials 
Lyndhurst, NJ 07071 

Solid/Rock 
 

Today (trucks, 
cu.yds.) 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Cu. Yds. Trucks Cu. Yds Trucks Cu. Yds. Cu. Yds. 

            

Totals (trucks, 
cu.yds.) 84 2,100 5 Appr. 

125 334 Appr. 
8225 18 Appr. 

450 24 Appr. 
600 259 Appr. 

6525 

 

Site Grid Map 

 



  Page 3 of 3  File Name: _____________________________________ 

 

Photo Log 

Photo 1- 

 

Workers beginning to 
pour West Foundation 
Wall. 

 

 

Photo 2- 

 

Rebar and 
Waterproofing was 
completed for the 
escalator pit. 
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DAILY STATUS REPORT 

Prepared By: Dan Manore of Artimus 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 01-28-12 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 

Alternate Safety Officer:  Dan Manore 
Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
Rebar and Waterproofing was installed for the South Foundation wall.  Forms were removed from the 
West Foundation Wall.   
(24) 20 yard Trucks of approved backfill were brought into the site as backfill for the ramp area from 
NYC Concrete Materials. 
  

Working In Grids #:  D1, D2, D3, D4, C5, C6, C7 

 
Air Monitoring (Since Last Report): 
 
No Air Monitoring was conducted.  Air Monitoring will continue when excavation continues. 
 
Problems Encountered: 
 
No problems to report. 

 

Planned Activities for Next Week: 
 
The construction team will install lagging as needed along the perimeter as the excavation proceeds.  
Excavation in select areas will continue on an as-needed basis.  Formwork and Rebar for footings, 
foundation walls, and elevator pits will continue to be installed throughout the week.  Concrete for 
Footings and Walls will continue throughout the week. 

 

WEATHER Snow  Rain  Overcast  Partly 
Cloudy  Bright 

Sun X

TEMP. TO 32  32-50 X 50-70  70-85  >85  



  Page 2 of 3  File Name: _____________________________________ 

 

Facility # 
Name/ 
location 

type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 
 

Clean Earth of 
North Jersey 

Mountainside, NJ 
Solid 

 

Soil Safe 
Logan Township, 

NJ 
Solid 

 
 

Bellmarw 
Waterfront 

Redevelopment 
Site 

Bellmarw, NJ 
Solid 

 

Pave Co. 
Medford, NY 
Solid/Rock 

 

 
 

Red Roc Materials 
Lyndhurst, NJ 07071 

Solid/Rock 
 

Today (trucks, 
cu.yds.) 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Cu. Yds. Trucks Cu. Yds Trucks Cu. Yds. Cu. Yds. 

            

Totals (trucks, 
cu.yds.) 84 2,100 5 Appr. 

125 334 Appr. 
8225 18 Appr. 

450 24 Appr. 
600 259 Appr. 

6525 

 

Site Grid Map 

 



  Page 3 of 3  File Name: _____________________________________ 

 

Photo Log 

Photo 1- 

 

Workers installed 
waterproofing and 
rebar along the South 
Wall. 

 

 

Photo 2- 

 

Ramp Area was 
backfilled. 

 

  

 



  Page 1 of 3  File Name: _____________________________________ 

DAILY STATUS REPORT 

Prepared By: Dan Manore of Artimus 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 01-30-12 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 

Alternate Safety Officer:  Dan Manore 
Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
Rebar was completed along the South Wall and forms started being installed.  Rebar and waterproofing 
for escalator slab was completed and the slab was poured.  Underground plumbing continued to be 
installed.  3 Trucks of Rock were removed from the site and sent to Red Roc Materials. 
  

Working In Grids #:  D1, D2, D3, D4, B2 

 
Air Monitoring (Since Last Report): 
 
No Air Monitoring was conducted.  Air Monitoring will continue when excavation continues. 
 
Problems Encountered: 
 
No problems to report. 

 

Planned Activities for Next Week: 
 
The construction team will install lagging as needed along the perimeter as the excavation proceeds.  
Excavation in select areas will continue on an as-needed basis.  Formwork and Rebar for footings, 
foundation walls, and elevator pits will continue to be installed throughout the week.  Concrete for 
Footings and Walls will continue throughout the week. 

 

WEATHER Snow  Rain  Overcast  Partly 
Cloudy X Bright 

Sun  

TEMP. TO 32  32-50 X 50-70  70-85  >85  



  Page 2 of 3  File Name: _____________________________________ 

 

Facility # 
Name/ 
location 

type of waste 

 
Bayshore Recycling 

Woodbridge, NJ 
Solid 

 
 

Clean Earth of 
North Jersey 

Mountainside, NJ 
Solid 

 

Soil Safe 
Logan Township, 

NJ 
Solid 

 
 

Bellmarw 
Waterfront 

Redevelopment 
Site 

Bellmarw, NJ 
Solid 

 

Pave Co. 
Medford, NY 
Solid/Rock 

 

 
 

Red Roc Materials 
Lyndhurst, NJ 07071 

Solid/Rock 
 

Today (trucks, 
cu.yds.) 

Trucks Cu. Yds. Trucks Cu. Yds. Trucks Cu. Yds. Cu. Yds. Trucks Cu. Yds Trucks Cu. Yds. Cu. Yds. 

          3 Appr. 
75 

Totals (trucks, 
cu.yds.) 84 2,100 5 Appr. 

125 334 Appr. 
8225 18 Appr. 

450 24 Appr. 
600 262 Appr. 

6550 

 

Site Grid Map 

 



  Page 3 of 3  File Name: _____________________________________ 

 

Photo Log 

Photo 1- 

 

Meva Forms were 
placed along the South 
Foundation Wall. 

 

 

Photo 2- 

 

Escalator Slab was 
poured 
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DAILY STATUS REPORT 

Prepared By: Steve Malinowski of CA RICH 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 01-31-12 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 

 
Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
Six truckloads of soil were removed from grid B1 to the Pure Soil Technologies Facility in Jackson 
Township, NJ.  Five trucks of crushed rock were removed from the site and sent to Red Roc Materials. 
Exploratory excavation was conduct in grids A1, A2, A3, B1, B2, and B3 to determine the depth to 
bedrock.   
  

Working In Grids #:  A1, A2, A3, B1, B2, B3 

 
Air Monitoring (Since Last Report): 
 
Air Monitoring was performed today and no problems were encountered. 
 
Problems Encountered: 
 
No problems to report. 

 

Planned Activities for Next Week: 
 
The construction team will install lagging as needed along the perimeter as the excavation proceeds.  
Excavation in select areas will continue on an as-needed basis.  Formwork and Rebar for footings, 
foundation walls, and elevator pits will continue to be installed throughout the week.  Concrete for 
Footings and Walls will continue throughout the week. 

 

WEATHER Snow  Rain  Overcast  Partly 
Cloudy X Bright 

Sun  

TEMP. TO 32  32-50 X 50-70  70-85  >85  
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Facility # 
Name/ 
location 

type of waste 

 
Bayshore 
Recycling 

Woodbridge, 
NJ 

Solid 
 
 

Pure Soil 
Technologies 

Jackson 
Township, NJ 

Solid 
 

Soil Safe 
Logan Township, 

NJ 
Solid 

 
 

Bellmarw 
Waterfront 

Redevelopment 
Site 

Bellmarw, NJ 
Solid 

 

Pave Co. 
Medford, NY 
Solid/Rock 

 

 
 

Red Roc 
Materials 

Lyndhurst, NJ 
07071 

Solid/Rock 
 

Today (trucks, 
cu.yds.) 

Trucks Cu. 
Yds. Trucks Cu. 

Yds. Trucks Cu. 
Yds. Trucks Cu. 

Yds. trucks Cu 
yds. trucks Cu. 

Yds.  

          5 Appr. 
75 

Totals (trucks, 
cu.yds.) 84 2,100 6 Appr 

150 334 Appr. 
8,225 18 Appr. 

450 24 Appr. 
600 267 Appr. 

6,675 

A total of 5 truckloads of soil were disposed of at the Clean Earth of North Jersey Facility in 
Mountainside, NJ as hazardous solid due to elevated levels of lead. 

Site Grid Map 
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Photo Log 

Southern wall rebar 
and waterproofing.  
Base of excavation to 
bedrock in grids D1, 
D2, D3 and D4. 

 

Photo 2- 

 

Bedrock excavation for 
elevator pit in western 
portion of site near grid 
B3. 
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DAILY STATUS REPORT 

Prepared By: Dan Manore of Artimus 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 02-01-12 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 

Alternate Safety Office:  Dan Manore 
Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
Meva forms were completed along the South Wall.  Waterproofing and Rebar was installed in Elevator 
5 Pit.  Forms were installed for escalator walls.  (5) Trucks of Rock were hauled to Red Roc Materials.  
(8) Trucks of approved DOT back fill were trucked into the site for the Ramp area.   
 
Electrical underground piping started to be installed.  Contractor passed the first of three underground 
plumbing inspections with DOB.   
  

Working In Grids #:  A1, A2, A3, B1, B2, B3, B6, B7, C6, C7 

 
Air Monitoring (Since Last Report): 
 
Air Monitoring was not performed today and no problems were encountered.  Monitoring will resume 
when excavation resumes. 
 
Problems Encountered: 
 
No problems to report. 

 

Planned Activities for Next Week: 
 
The construction team will install lagging as needed along the perimeter as the excavation proceeds.  
Excavation in select areas will continue on an as-needed basis.  Formwork and Rebar for footings, 
foundation walls, and elevator pits will continue to be installed throughout the week.  Concrete for 
Footings and Walls will continue throughout the week. 

 

WEATHER Snow  Rain  Overcast  Partly 
Cloudy X Bright 

Sun  

TEMP. TO 32  32-50 X 50-70  70-85  >85  
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Facility # 
Name/ 
location 

type of waste 

 
Bayshore 
Recycling 

Woodbridge, 
NJ 

Solid 
 
 

Pure Soil 
Technologies 

Jackson 
Township, NJ 

Solid 
 

Soil Safe 
Logan Township, 

NJ 
Solid 

 
 

Bellmarw 
Waterfront 

Redevelopment 
Site 

Bellmarw, NJ 
Solid 

 

Pave Co. 
Medford, NY 
Solid/Rock 

 

 
 

Red Roc 
Materials 

Lyndhurst, NJ 
07071 

Solid/Rock 
 

Today (trucks, 
cu.yds.) 

Trucks Cu. 
Yds. Trucks Cu. 

Yds. Trucks Cu. 
Yds. Trucks Cu. 

Yds. trucks Cu 
yds. trucks Cu. 

Yds.  

          5 Appr. 
125 

Totals (trucks, 
cu.yds.) 84 2,100 6 Appr 

150 334 Appr. 
8,225 18 Appr. 

450 24 Appr. 
600 272 Appr. 

6,800 

A total of 5 truckloads of soil were disposed of at the Clean Earth of North Jersey Facility in 
Mountainside, NJ as hazardous solid due to elevated levels of lead. 

Site Grid Map 
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Photo Log 

Photo 1- 

 

Meva forms were 
completed along the 
South Foundation wall 
in preparation for pour 
tomorrow.   

 

Photo 2- 

 

Ramp Area was 
backfilled with 
approved DOB Backfill 
Material. 
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DAILY STATUS REPORT 

Prepared By: Dan Manore of Artimus 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 02-02-12 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 

Alternate Safety Office:  Dan Manore 
Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
South Foundation Wall was poured.  (3) Column Footings in the Northeast corner were poured.  
Underground Electrical conduit was laid out.  Rebar and waterproofing for Elevator 5 was installed.     
 
(3) Truckloads of DOB approved Backfill were brought into the site for the ramp area. 
  

Working In Grids #:  C5, C6, C7, D5, D6, D7, D1, D2, D3, C3 

 
Air Monitoring (Since Last Report): 
 
Air Monitoring was not performed today and no problems were encountered.  Monitoring will resume 
when excavation resumes. 
 
Problems Encountered: 
 
No problems to report. 

 

Planned Activities for Next Week: 
 
The construction team will install lagging as needed along the perimeter as the excavation proceeds.  
Excavation in select areas will continue on an as-needed basis.  Formwork and Rebar for footings, 
foundation walls, and elevator pits will continue to be installed throughout the week.  Concrete for 
Footings and Walls will continue throughout the week. 

 

WEATHER Snow  Rain  Overcast  Partly 
Cloudy X Bright 

Sun  

TEMP. TO 32  32-50 X 50-70  70-85  >85  
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Facility # 
Name/ 
location 

type of waste 

 
Bayshore 
Recycling 

Woodbridge, 
NJ 

Solid 
 
 

Pure Soil 
Technologies 

Jackson 
Township, NJ 

Solid 
 

Soil Safe 
Logan Township, 

NJ 
Solid 

 
 

Bellmarw 
Waterfront 

Redevelopment 
Site 

Bellmarw, NJ 
Solid 

 

Pave Co. 
Medford, NY 
Solid/Rock 

 

 
 

Red Roc 
Materials 

Lyndhurst, NJ 
07071 

Solid/Rock 
 

Today (trucks, 
cu.yds.) 

Trucks Cu. 
Yds. Trucks Cu. 

Yds. Trucks Cu. 
Yds. Trucks Cu. 

Yds. trucks Cu 
yds. trucks Cu. 

Yds.  

            

Totals (trucks, 
cu.yds.) 84 2,100 6 Appr 

150 334 Appr. 
8,225 18 Appr. 

450 24 Appr. 
600 272 Appr. 

6,800 

A total of 5 truckloads of soil were disposed of at the Clean Earth of North Jersey Facility in 
Mountainside, NJ as hazardous solid due to elevated levels of lead. 

Site Grid Map 
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Photo Log 

Photo 1 – 

 

The South Foundation 
Wall was poured. 

 

 

Photo 2- 

 

Rebar and 
Waterproofing for 
Elevator 5 Pit was 
installed. 
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DAILY STATUS REPORT 

Prepared By: Jessica Proscia of CA RICH 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 02-3-12 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 

 
Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
Eight truckloads of soil were removed from grid B2 and a portion of the ramp to the Pure Soil 
Technologies Facility in Jackson Township, NJ.  Three trucks of crushed rock were removed from the 
site and sent to Red Roc Materials. Additional waste characterization samples were obtained from grids 
A1, and B1 to keep up with facility requirements.   
  

Working In Grids #:  A1, B1, B2 

 
Air Monitoring (Since Last Report): 
 
Air Monitoring was performed today and no problems were encountered. 
 
Problems Encountered: 
 
No problems to report. 

 

Planned Activities for Next Week: 
 
The construction team will install lagging as needed along the perimeter as the excavation proceeds.  
Excavation in select areas will continue on an as-needed basis.  Formwork and Rebar for footings, 
foundation walls, and elevator pits will continue to be installed throughout the week.  Concrete for 
Footings and Walls will continue throughout the week. 

 

WEATHER Snow  Rain  Overcast  Partly 
Cloudy  Bright 

Sun x

TEMP. TO 32  32-50 X 50-70  70-85  >85  
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Facility # 
Name/ 
location 

type of waste 

 
Bayshore 
Recycling 

Woodbridge, 
NJ 

Solid 
 
 

Pure Soil 
Technologies 

Jackson 
Township, NJ 

Solid 
 

Soil Safe 
Logan Township, 

NJ 
Solid 

 
 

Bellmarw 
Waterfront 

Redevelopment 
Site 

Bellmarw, NJ 
Solid 

 

Pave Co. 
Medford, NY 
Solid/Rock 

 

 
 

Red Roc 
Materials 

Lyndhurst, NJ 
07071 

Solid/Rock 
 

Today (trucks, 
cu.yds.) 

Trucks Cu. 
Yds. Trucks Cu. 

Yds. Trucks Cu. 
Yds. Trucks Cu. 

Yds. trucks Cu 
yds. trucks Cu. 

Yds.  

  8        3 Appr. 
75 

Totals (trucks, 
cu.yds.) 84 2,100 14 Appr 

350 334 Appr. 
8,225 18 Appr. 

450 24 Appr. 
600 270 Appr. 

6,750 

A total of 5 truckloads of soil were disposed of at the Clean Earth of North Jersey Facility in 
Mountainside, NJ as hazardous solid due to elevated levels of lead. 

Site Grid Map 
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Photo Log 

Photo 1- 

Eastern portion of the 
site. 

 

 

Photo 2- 

Soil being excavated 
from grid B2. 

 

Photo 3- 

Additional waste 
characterization 
samples being 
obtained. 
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DAILY STATUS REPORT 

Prepared By: Dan Manore of Artimus 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 02-04-12 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 

Alternate Safety Office:  Dan Manore 
Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
Waterproofing, wire mesh, formwork, and rebar was installed in the North east corner of the site in 
preparation for the slab to be poured on Monday.   
  

Working In Grids #:  A6, A7, B6, B7 

 
Air Monitoring (Since Last Report): 
 
Air Monitoring was not performed today and no problems were encountered.  Monitoring will resume 
when excavation resumes. 
 
Problems Encountered: 
 
No problems to report. 

 

Planned Activities for Next Week: 
 
Excavation in select areas will continue on an as-needed basis.  Formwork and Rebar for footings, 
foundation walls, and elevator pits will continue to be installed throughout the week.  Concrete for 
Footings and Walls will continue throughout the week. 

 

WEATHER Snow  Rain  Overcast  Partly 
Cloudy  Bright 

Sun X

TEMP. TO 32  32-50 X 50-70  70-85  >85  



  Page 2 of 3  File Name: _____________________________________ 

 

Facility # 
Name/ 
location 

type of waste 

 
Bayshore 
Recycling 

Woodbridge, 
NJ 

Solid 
 
 

Pure Soil 
Technologies 

Jackson 
Township, NJ 

Solid 
 

Soil Safe 
Logan Township, 

NJ 
Solid 

 
 

Bellmarw 
Waterfront 

Redevelopment 
Site 

Bellmarw, NJ 
Solid 

 

Pave Co. 
Medford, NY 
Solid/Rock 

 

 
 

Red Roc 
Materials 

Lyndhurst, NJ 
07071 

Solid/Rock 
 

Today (trucks, 
cu.yds.) 

Trucks Cu. 
Yds. Trucks Cu. 

Yds. Trucks Cu. 
Yds. Trucks Cu. 

Yds. trucks Cu 
yds. trucks Cu. 

Yds.  

            

Totals (trucks, 
cu.yds.) 84 2,100 14 Appr 

350 334 Appr. 
8,225 18 Appr. 

450 24 Appr. 
600 272 Appr. 

6,800 

A total of 5 truckloads of soil were disposed of at the Clean Earth of North Jersey Facility in 
Mountainside, NJ as hazardous solid due to elevated levels of lead. 

Site Grid Map 
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Photo Log 

Photo 1 – 

 

Underground electrical 
piping was completed. 

 

Photo 2 –  

 

Waterproofing and 
Wire Mesh was 
installed for the 4” slab 
in the Northeast Corner 
of the site. 
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DAILY STATUS REPORT 

Prepared By: Dan Manore of Artimus 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 02-06-12 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 

Alternate Safety Office:  Dan Manore 
Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
Waterproofing was inspected and Slab was poured in the Northeast corner of the site.  Escalator Walls 
were poured.  Underground plumbing was completed for Phase #2 DOB Inspection tomorrow morning. 
  

Working In Grids #:  A6, A7, B6, B7, B2, C3, C4 

 
Air Monitoring (Since Last Report): 
 
Air Monitoring was not performed today and no problems were encountered.  Monitoring will resume 
when excavation resumes. 
 
Problems Encountered: 
 
No problems to report. 

 

Planned Activities for Next Week: 
 
Excavation in select areas will continue on an as-needed basis.  Formwork and Rebar for footings, 
foundation walls, and elevator pits will continue to be installed throughout the week.  Concrete for 
Footings and Walls will continue throughout the week. 

 

WEATHER Snow  Rain  Overcast  Partly 
Cloudy  Bright 

Sun X

TEMP. TO 32  32-50 X 50-70  70-85  >85  



  Page 2 of 3  File Name: _____________________________________ 

 

Facility # 
Name/ 
location 

type of waste 

 
Bayshore 
Recycling 

Woodbridge, 
NJ 

Solid 
 
 

Pure Soil 
Technologies 

Jackson 
Township, NJ 

Solid 
 

Soil Safe 
Logan Township, 

NJ 
Solid 

 
 

Bellmarw 
Waterfront 

Redevelopment 
Site 

Bellmarw, NJ 
Solid 

 

Pave Co. 
Medford, NY 
Solid/Rock 

 

 
 

Red Roc 
Materials 

Lyndhurst, NJ 
07071 

Solid/Rock 
 

Today (trucks, 
cu.yds.) 

Trucks Cu. 
Yds. Trucks Cu. 

Yds. Trucks Cu. 
Yds. Trucks Cu. 

Yds. trucks Cu 
yds. trucks Cu. 

Yds.  

            

Totals (trucks, 
cu.yds.) 84 2,100 14 Appr 

350 334 Appr. 
8,225 18 Appr. 

450 24 Appr. 
600 272 Appr. 

6,800 

A total of 5 truckloads of soil were disposed of at the Clean Earth of North Jersey Facility in 
Mountainside, NJ as hazardous solid due to elevated levels of lead. 

Site Grid Map 
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Photo Log 

Photo 1 – 

 

Slab being poured in 
Northeast corner of the 
site. 

 

Photo 2 –  

 

Finished 4” Thick Slab 
in Northeast Corner of 
the Site 
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DAILY STATUS REPORT 

Prepared By: Dan Manore of Artimus 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 02-07-12 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 

Alternate Safety Office:  Dan Manore 
Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
Elevator #5 Walls were poured today.  Escalator walls were waterproofed.  (6) Column Footings were 
poured today.  Meva formwork was stripped from the South Wall today.  Ramp was graded out and will 
be ready for pour on Thursday. 
 
(3) Trucks of rock were taken to Red Roc Materials Facility. 
 

Working In Grids #:  C5, C6,C7, D1, D2, D3, B2, B3 

 
Air Monitoring (Since Last Report): 
 
Air Monitoring was not performed today and no problems were encountered.  Monitoring will resume 
when excavation resumes. 
 
Problems Encountered: 
 
No problems to report. 

 

Planned Activities for Next Week: 
 
Excavation in select areas will continue on an as-needed basis.  Formwork and Rebar for footings, 
foundation walls, and elevator pits will continue to be installed throughout the week.  Concrete for 
Footings and Walls will continue throughout the week. 

 

WEATHER Snow  Rain  Overcast  Partly 
Cloudy  Bright 

Sun X

TEMP. TO 32  32-50 X 50-70  70-85  >85  



  Page 2 of 3  File Name: _____________________________________ 

 

Facility # 
Name/ 
location 

type of waste 

 
Bayshore 
Recycling 

Woodbridge, 
NJ 

Solid 
 
 

Pure Soil 
Technologies 

Jackson 
Township, NJ 

Solid 
 

Soil Safe 
Logan Township, 

NJ 
Solid 

 
 

Bellmarw 
Waterfront 

Redevelopment 
Site 

Bellmarw, NJ 
Solid 

 

Pave Co. 
Medford, NY 
Solid/Rock 

 

 
 

Red Roc 
Materials 

Lyndhurst, NJ 
07071 

Solid/Rock 
 

Today (trucks, 
cu.yds.) 

Trucks Cu. 
Yds. Trucks Cu. 

Yds. Trucks Cu. 
Yds. Trucks Cu. 

Yds. trucks Cu 
yds. trucks Cu. 

Yds.  

          3 Appr. 
75 

Totals (trucks, 
cu.yds.) 84 2,100 14 Appr 

350 334 Appr. 
8,225 18 Appr. 

450 24 Appr. 
600 275 Appr. 

6,875 

A total of 5 truckloads of soil were disposed of at the Clean Earth of North Jersey Facility in 
Mountainside, NJ as hazardous solid due to elevated levels of lead. 

Site Grid Map 
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Photo Log 

Photo 1 – 

 

Waterproofing was 
installed on the 
Escalator walls. 

 

Photo 2 –  

 

(6) Column Footings 
were poured today in 
the southeast corner of 
the site. 

  

 



  Page 1 of 3  File Name: _____________________________________ 

DAILY STATUS REPORT 

Prepared By: Dan Manore of Artimus 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 02-08-12 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 

Alternate Safety Office:  Dan Manore 
Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
Workers continued to backfill the ramp area.  Steve O. from CA Rich was on site to do a waterproofing 
inspection on the east half of the lower slab.  After Steve approved the waterproofing, the slab was 
poured.  Phase 2 of the underground plumbing was approved by DOB.   
 
(7) Trucks of DOB approved RCA Backfill were delivered to the site today. 
 

Working In Grids #:  C5, C6, D6, D7 

 
Air Monitoring (Since Last Report): 
 
Air Monitoring was not performed today and no problems were encountered.  Monitoring will resume 
when excavation resumes. 
 
Problems Encountered: 
 
No problems to report. 

 

Planned Activities for Next Week: 
 
Excavation in select areas will continue on an as-needed basis.  Formwork and Rebar for footings, 
foundation walls, and elevator pits will continue to be installed throughout the week.  Concrete for 
Footings and Walls will continue throughout the week. 

 

WEATHER Snow  Rain X Overcast  Partly 
Cloudy  Bright 

Sun  

TEMP. TO 32 X 32-50 X 50-70  70-85  >85  



  Page 2 of 3  File Name: _____________________________________ 

 

Facility # 
Name/ 
location 

type of waste 

 
Bayshore 
Recycling 

Woodbridge, 
NJ 

Solid 
 
 

Pure Soil 
Technologies 

Jackson 
Township, NJ 

Solid 
 

Soil Safe 
Logan Township, 

NJ 
Solid 

 
 

Bellmarw 
Waterfront 

Redevelopment 
Site 

Bellmarw, NJ 
Solid 

 

Pave Co. 
Medford, NY 
Solid/Rock 

 

 
 

Red Roc 
Materials 

Lyndhurst, NJ 
07071 

Solid/Rock 
 

Today (trucks, 
cu.yds.) 

Trucks Cu. 
Yds. Trucks Cu. 

Yds. Trucks Cu. 
Yds. Trucks Cu. 

Yds. trucks Cu 
yds. trucks Cu. 

Yds.  

            

Totals (trucks, 
cu.yds.) 84 2,100 14 Appr 

350 334 Appr. 
8,225 18 Appr. 

450 24 Appr. 
600 275 Appr. 

6,875 

A total of 5 truckloads of soil were disposed of at the Clean Earth of North Jersey Facility in 
Mountainside, NJ as hazardous solid due to elevated levels of lead. 

Site Grid Map 

 



  Page 3 of 3  File Name: _____________________________________ 

 

Photo Log 

Photo 1 – 

 

Lower portion of the 
slab was poured after 
the waterproofing was 
installed. 

 

Photo 2 –  

 

Workers installing 
waterproofing in 
preparation for the slab 
to be poured. 

  

 



  Page 1 of 3  File Name: _____________________________________ 

DAILY STATUS REPORT 

Prepared By: Dan Manore of Artimus 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 02-09-12 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 

Alternate Safety Office:  Dan Manore 
Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
Rebar and waterproofing was installed for Shear Wall #6 Footing.  Waterproofing was installed on the 
South Wall.  Workers finished grading the ramp and the ramp was poured.   
 
 
 

Working In Grids #:  C5, C6, C7, D5, D6, D7, B2 

 
Air Monitoring (Since Last Report): 
 
Air Monitoring was not performed today and no problems were encountered.  Monitoring will resume 
when excavation resumes. 
 
Problems Encountered: 
 
No problems to report. 

 

Planned Activities for Next Week: 
 
Excavation in select areas will continue on an as-needed basis.  Formwork and Rebar for footings, 
foundation walls, and elevator pits will continue to be installed throughout the week.  Concrete for 
Footings and Walls will continue throughout the week. 

 

WEATHER Snow  Rain  Overcast  Partly 
Cloudy X Bright 

Sun  

TEMP. TO 32  32-50 X 50-70  70-85  >85  



  Page 2 of 3  File Name: _____________________________________ 

 

Facility # 
Name/ 
location 

type of waste 

 
Bayshore 
Recycling 

Woodbridge, 
NJ 

Solid 
 
 

Pure Soil 
Technologies 

Jackson 
Township, NJ 

Solid 
 

Soil Safe 
Logan Township, 

NJ 
Solid 

 
 

Bellmarw 
Waterfront 

Redevelopment 
Site 

Bellmarw, NJ 
Solid 

 

Pave Co. 
Medford, NY 
Solid/Rock 

 

 
 

Red Roc 
Materials 

Lyndhurst, NJ 
07071 

Solid/Rock 
 

Today (trucks, 
cu.yds.) 

Trucks Cu. 
Yds. Trucks Cu. 

Yds. Trucks Cu. 
Yds. Trucks Cu. 

Yds. trucks Cu 
yds. trucks Cu. 

Yds.  

            

Totals (trucks, 
cu.yds.) 84 2,100 14 Appr 

350 334 Appr. 
8,225 18 Appr. 

450 24 Appr. 
600 275 Appr. 

6,875 

A total of 5 truckloads of soil were disposed of at the Clean Earth of North Jersey Facility in 
Mountainside, NJ as hazardous solid due to elevated levels of lead. 

Site Grid Map 

 



  Page 3 of 3  File Name: _____________________________________ 

 

Photo Log 

Photo 1 – 

 

Waterproofing and 
Rebar installed for 
Shear Wall #6 Footing. 

 

Photo 2 –  

 

Workers pouring 
concrete at ramp. 

  

 



  Page 1 of 3  File Name: _____________________________________ 

DAILY STATUS REPORT 

Prepared By: Dan Manore of Artimus 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 02-10-12 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 

Alternate Safety Office:  Dan Manore 
Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
Rebar was completed on Shear Wall #6 Footing and then concrete was poured.  Rock was chipped for 
the hoist pad to be installed.  (2) Truck loads of rock were removed and sent to Red Rock Materials 
facility.   
 
 
 

Working In Grids #:  C5, C6, C7, D5, D6, D7, B2 

 
Air Monitoring (Since Last Report): 
 
Air Monitoring was not performed today and no problems were encountered.  Monitoring will resume 
when excavation resumes. 
 
Problems Encountered: 
 
No problems to report. 

 

Planned Activities for Next Week: 
 
Excavation in select areas will continue on an as-needed basis.  Formwork and Rebar for footings, 
foundation walls, and elevator pits will continue to be installed throughout the week.  Concrete for 
Footings and Walls will continue throughout the week. 

 

WEATHER Snow  Rain  Overcast  Partly 
Cloudy  Bright 

Sun X

TEMP. TO 32  32-50 X 50-70  70-85  >85  



  Page 2 of 3  File Name: _____________________________________ 

 

Facility # 
Name/ 
location 

type of waste 

 
Bayshore 
Recycling 

Woodbridge, 
NJ 

Solid 
 
 

Pure Soil 
Technologies 

Jackson 
Township, NJ 

Solid 
 

Soil Safe 
Logan Township, 

NJ 
Solid 

 
 

Bellmarw 
Waterfront 

Redevelopment 
Site 

Bellmarw, NJ 
Solid 

 

Pave Co. 
Medford, NY 
Solid/Rock 

 

 
 

Red Roc 
Materials 

Lyndhurst, NJ 
07071 

Solid/Rock 
 

Today (trucks, 
cu.yds.) 

Trucks Cu. 
Yds. Trucks Cu. 

Yds. Trucks Cu. 
Yds. Trucks Cu. 

Yds. trucks Cu 
yds. trucks Cu. 

Yds.  

          2 Appr. 
50 

Totals (trucks, 
cu.yds.) 84 2,100 14 Appr 

350 334 Appr. 
8,225 18 Appr. 

450 24 Appr. 
600 277 Appr. 

6,925 

A total of 5 truckloads of soil were disposed of at the Clean Earth of North Jersey Facility in 
Mountainside, NJ as hazardous solid due to elevated levels of lead. 

Site Grid Map 

 



  Page 3 of 3  File Name: _____________________________________ 

 

Photo Log 

Photo 1 – 

 

Waterproofing and 
Rebar was installed in 
the column footing and 
concrete was poured. 

 

Photo 2 –  

 

Workers pouring 
concrete at the Shear 
Wall #6 Footing. 

  

 



  Page 1 of 3  File Name: _____________________________________ 

DAILY STATUS REPORT 

Prepared By: Jessica Proscia of CA RICH 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 02-13-12 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 

 
Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
Sixteen truckloads of soil were removed from grid C2 to the Pure Soil Technologies Facility in Jackson 
Township, NJ.  The Grace waterproofing membrane was installed in grids A4, B4, B5, C4 and C5.   
  

Working In Grids #:  A1, B1, B2 A4, B4, B5, C2, C4 and C5.   

 
Air Monitoring (Since Last Report): 
 
Air Monitoring was performed today and no problems were encountered. 
 
Problems Encountered: 
 
No problems to report. 

 

Planned Activities for Next Week: 
 
Excavation activities will continue until bedrock is reached is Grids A1, A2, A3, B1, B2, B3, C1, C2, and 
C3.  The excavation will be done simultaneously with the installation of the water-proofing barrier and 
select concrete pours of the foundation.  Formwork and Rebar for footings, foundation walls, and 
elevator pits will continue to be installed throughout the week.  Concrete for Footings and Walls will 
continue throughout the week. 

 

WEATHER Snow  Rain  Overcast  Partly 
Cloudy  Bright 

Sun x

TEMP. TO 32  32-50 X 50-70  70-85  >85  



  Page 2 of 3  File Name: _____________________________________ 

 

Facility # 
Name/ 
location 

type of waste 

 
Bayshore 
Recycling 

Woodbridge, 
NJ 

Solid 
 
 

Pure Soil 
Technologies 

Jackson 
Township, NJ 

Solid 
 

Soil Safe 
Logan Township, 

NJ 
Solid 

 
 

Bellmarw 
Waterfront 

Redevelopment 
Site 

Bellmarw, NJ 
Solid 

 

Pave Co. 
Medford, NY 
Solid/Rock 

 

 
 

Red Roc 
Materials 

Lyndhurst, NJ 
07071 

Solid/Rock 
 

Today (trucks, 
cu.yds.) 

Trucks Cu. 
Yds. Trucks Cu. 

Yds. Trucks Cu. 
Yds. Trucks Cu. 

Yds. trucks Cu 
yds. trucks Cu. 

Yds.  

  16 400         

Totals (trucks, 
cu.yds.) 84 2,100 30 Appr 

750 334 Appr. 
8,225 18 Appr. 

450 24 Appr. 
600 270 Appr. 

6,750 

A total of 5 truckloads of soil were disposed of at the Clean Earth of North Jersey Facility in 
Mountainside, NJ as hazardous solid due to elevated levels of lead. 

Site Grid Map 

 



  Page 3 of 3  File Name: _____________________________________ 

 

Photo Log 

Photo 1- 

Excavation of ramp in 
grid C2 with off-site 
shipping to Pure Soil 
Technologies. 

 

 

Photo 2- 

Water-proofing 
membrane installation 
near bottom of new 
garage access ramp. 

 

Photo 3- 

Close up of water-
proofing membrane 
and wire mesh in 
preparation of concrete 
upcoming pouring. 

 

 



  Page 1 of 3  File Name: _____________________________________ 

DAILY STATUS REPORT 

Prepared By: Jessica Proscia of CA RICH 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 02-14-12 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 

 
Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
Fifteen truckloads of soil were removed from grids C1 and C2 for off-site disposal at the Pure Soil 
Technologies Facility in Jackson Township, NJ.  The construction ramp is almost completely removed 
as well as the last remaining soil from grids A3 and B3.  Grids A3 and B3 have now been fully 
excavated until bedrock.   
  

Working In Grids #:  A3, B3, C1, C2, and C3.   

 
Air Monitoring (Since Last Report): 
 
Air Monitoring was performed today and no problems were encountered. 
 
Problems Encountered: 
 
No problems to report. 

 

Planned Activities for Next Week: 
 
Excavation activities will continue until bedrock is reached is Grids A1, A2, B1, B2, C1, C2, and C3.  
Excavation will be performed simultaneously with the installation of the water-proofing barrier and 
select concrete pours of the foundation.  Formwork and Rebar for footings, foundation walls, and 
elevator pits will continue to be installed throughout the week.  Concrete for Footings and Walls will 
continue throughout the week. 

 

WEATHER Snow  Rain  Overcast X Partly 
Cloudy  Bright 

Sun  

TEMP. TO 32  32-50 X 50-70  70-85  >85  



  Page 2 of 3  File Name: _____________________________________ 

 

Facility # 
Name/ 
location 

type of waste 

 
Bayshore 
Recycling 

Woodbridge, 
NJ 

Solid 
 
 

Pure Soil 
Technologies 

Jackson 
Township, NJ 

Solid 
 

Soil Safe 
Logan Township, 

NJ 
Solid 

 
 

Bellmarw 
Waterfront 

Redevelopment 
Site 

Bellmarw, NJ 
Solid 

 

Pave Co. 
Medford, NY 
Solid/Rock 

 

 
 

Red Roc 
Materials 

Lyndhurst, NJ 
07071 

Solid/Rock 
 

Today (trucks, 
cu.yds.) 

Trucks Cu. 
Yds. Trucks Cu. 

Yds. Trucks Cu. 
Yds. Trucks Cu. 

Yds. trucks Cu 
yds. trucks Cu. 

Yds.  

  15 375         

Totals (trucks, 
cu.yds.) 84 2,100 30 Appr 

1125 334 Appr. 
8,225 18 Appr. 

450 24 Appr. 
600 270 Appr. 

6,750 

A total of 5 truckloads of soil were disposed of at the Clean Earth of North Jersey Facility in 
Mountainside, NJ as hazardous solid due to elevated levels of lead. 

Site Grid Map 

 



  Page 3 of 3  File Name: _____________________________________ 

 

Photo Log 

Photo 1- 

Excavation of ramp in 
grids C1 and C2 with 
off-site shipping to 
Pure Soil 
Technologies. 

 

 

Photo 2- 

Bedrock at final depth 
of excavation in grids 
A3 and B3.  Note: the 
bedrock is wet 
because it was washed 
with a hose while being 
swept by laborers. 

 

Photo 3- 

Bedrock at final depth 
of excavation in grid 
B3.  Note: the bedrock 
is wet because it was 
washed with a hose 
while being swept by 
laborers. 

 

 



  Page 1 of 3  File Name: _____________________________________ 

DAILY STATUS REPORT 

Prepared By: Dan Manore of Artimus 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 02-15-12 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 

Alternate Safety Office:  Dan Manore 
Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
Steve O. from CA Rich was on site and oversaw the excavation to bedrock in grids A3 and B3.  After 
excavation occurred, the contractor graded out approve RCA material across those grids.  Workers 
also installed waterproofing and rebar in footings on the west side of the site.   
 
 

Working In Grids #:  A1, A2, B1, B2,  

 
Air Monitoring (Since Last Report): 
 
Air Monitoring was not performed today and no problems were encountered.  Monitoring will resume 
when excavation resumes. 
 
Problems Encountered: 
 
No problems to report. 

 

Planned Activities for Next Week: 
 
Excavation activities will continue until bedrock is reached in Grids A1, A2, B1, B2, C1, C2, and C3.  
Excavation will be performed simultaneously with the installation of the water-proofing barrier and 
select concrete pours of the foundation.  Formwork and Rebar for footings, foundation walls, and 
elevator pits will continue to be installed throughout the week.  Concrete for Footings and Walls will 
continue throughout the week.   

 

WEATHER Snow  Rain X Overcast X Partly 
Cloudy  Bright 

Sun  

TEMP. TO 32  32-50 X 50-70  70-85  >85  



  Page 2 of 3  File Name: _____________________________________ 

 

Facility # 
Name/ 
location 

type of waste 

 
Bayshore 
Recycling 

Woodbridge, 
NJ 

Solid 
 
 

Pure Soil 
Technologies 

Jackson 
Township, NJ 

Solid 
 

Soil Safe 
Logan Township, 

NJ 
Solid 

 
 

Bellmarw 
Waterfront 

Redevelopment 
Site 

Bellmarw, NJ 
Solid 

 

Pave Co. 
Medford, NY 
Solid/Rock 

 

 
 

Red Roc 
Materials 

Lyndhurst, NJ 
07071 

Solid/Rock 
 

Today (trucks, 
cu.yds.) 

Trucks Cu. 
Yds. Trucks Cu. 

Yds. Trucks Cu. 
Yds. Trucks Cu. 

Yds. trucks Cu 
yds. trucks Cu. 

Yds.  

            

Totals (trucks, 
cu.yds.) 84 2,100 30 Appr 

1125 334 Appr. 
8,225 18 Appr. 

450 24 Appr. 
600 277 Appr. 

6,925 

A total of 5 truckloads of soil were disposed of at the Clean Earth of North Jersey Facility in 
Mountainside, NJ as hazardous solid due to elevated levels of lead. 

Site Grid Map 

 



  Page 3 of 3  File Name: _____________________________________ 

 

Photo Log 

Photo 1 – 

 

Waterproofing and 
Rebar was installed in 
the column footing and 
concrete was poured. 

 

 

Photo 2 –  

 

Workers pouring 
concrete at the Shear 
Wall #6 Footing. 

 

Photo 3 – 

 

Workers grading out 
approved RCA bedrock 
on the west side of the 
site. 

 

 



  Page 1 of 3  File Name: _____________________________________ 

DAILY STATUS REPORT 

Prepared By: Jessica Proscia of CA RICH 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 02-16-12 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 

 
Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
Grids A1, B1, A2, and B2 were dug to bedrock to achieve Track 1 Cleanup Criteria. Only Grids C1, C2 
and C3 now remain where excavation to bedrock has not been completed.  The plan is to finalize the 
excavation by digging these areas to bedrock in the next two weeks. 
 

Working In Grids #:  A1, B1, A2, and B2 

 
Air Monitoring (Since Last Report): 
 
Dust monitoring was not necessary today due to rain.   
 
Problems Encountered: 
 
No problems to report. 

 

Planned Activities for Next Week: 
 
Excavation activities will continue until bedrock is reached is Grids C1, C2, and C3.  Excavation will be 
performed simultaneously with the installation of the water-proofing barrier and select concrete pours of 
the foundation.  Formwork and Rebar for footings, foundation walls, and elevator pits will continue to be 
installed throughout the week.  Concrete for Footings and Walls will continue throughout the week. 

 

WEATHER Snow  Rain X Overcast  Partly 
Cloudy  Bright 

Sun  

TEMP. TO 32  32-50 X 50-70  70-85  >85  



  Page 2 of 3  File Name: _____________________________________ 

 

Facility # 
Name/ 
location 

type of waste 

 
Bayshore 
Recycling 

Woodbridge, 
NJ 

Solid 
 
 

Pure Soil 
Technologies 

Jackson 
Township, NJ 

Solid 
 

Soil Safe 
Logan Township, 

NJ 
Solid 

 
 

Bellmarw 
Waterfront 

Redevelopment 
Site 

Bellmarw, NJ 
Solid 

 

Pave Co. 
Medford, NY 
Solid/Rock 

 

 
 

Red Roc 
Materials 

Lyndhurst, NJ 
07071 

Solid/Rock 
 

Today (trucks, 
cu.yds.) 

Trucks Cu. 
Yds. Trucks Cu. 

Yds. Trucks Cu. 
Yds. Trucks Cu. 

Yds. trucks Cu 
yds. trucks Cu. 

Yds.  

            

Totals (trucks, 
cu.yds.) 84 2,100 30 Appr 

1125 334 Appr. 
8,225 18 Appr. 

450 24 Appr. 
600 270 Appr. 

6,750 

A total of 5 truckloads of soil were disposed of at the Clean Earth of North Jersey Facility in 
Mountainside, NJ as hazardous solid due to elevated levels of lead. 

Site Grid Map 
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Photo Log 

Photo 1- 

Bedrock exposed at 
the base of excavation 
in grids A2 and B2. 

 

 

Photo 2- 

Bedrock exposed in 
base of excavation in 
grid A1. 

 

Photo 3- 

Bedrock exposed in 
base of excavation in 
grid A1. 

 

 



  Page 1 of 3  File Name: _____________________________________ 

DAILY STATUS REPORT 

Prepared By: Dan Manore of Artimus 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 02-16-12 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 

Alternate Safety Office:  Dan Manore 
Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
Workers formed, waterproofed, and installed Rebar on Footings 27, 23, 24, 37, and 60.  Workers also 
installed waterproofing on the west foundation wall.   
 
 

Working In Grids #:  B3, B4, B5, C3, C4, C5, C1, D1  

 
Air Monitoring (Since Last Report): 
 
Air Monitoring was not performed today and no problems were encountered.  Monitoring will resume 
when excavation resumes. 
 
Problems Encountered: 
 
No problems to report. 

 

Planned Activities for Next Week: 
 
Excavation activities will continue until bedrock is reached in Grids A1, A2, B1, B2, C1, C2, and C3.  
Excavation will be performed simultaneously with the installation of the water-proofing barrier and 
select concrete pours of the foundation.  Formwork and Rebar for footings, foundation walls, and 
elevator pits will continue to be installed throughout the week.  Concrete for Footings and Walls will 
continue throughout the week.   

 

WEATHER Snow  Rain  Overcast  Partly 
Cloudy  Bright 

Sun X

TEMP. TO 32  32-50 X 50-70  70-85  >85  



  Page 2 of 3  File Name: _____________________________________ 

 

Facility # 
Name/ 
location 

type of waste 

 
Bayshore 
Recycling 

Woodbridge, 
NJ 

Solid 
 
 

Pure Soil 
Technologies 

Jackson 
Township, NJ 

Solid 
 

Soil Safe 
Logan Township, 

NJ 
Solid 

 
 

Bellmarw 
Waterfront 

Redevelopment 
Site 

Bellmarw, NJ 
Solid 

 

Pave Co. 
Medford, NY 
Solid/Rock 

 

 
 

Red Roc 
Materials 

Lyndhurst, NJ 
07071 

Solid/Rock 
 

Today (trucks, 
cu.yds.) 

Trucks Cu. 
Yds. Trucks Cu. 

Yds. Trucks Cu. 
Yds. Trucks Cu. 

Yds. trucks Cu 
yds. trucks Cu. 

Yds.  

            

Totals (trucks, 
cu.yds.) 84 2,100 30 Appr 

1125 334 Appr. 
8,225 18 Appr. 

450 24 Appr. 
600 277 Appr. 

6,925 

A total of 5 truckloads of soil were disposed of at the Clean Earth of North Jersey Facility in 
Mountainside, NJ as hazardous solid due to elevated levels of lead. 

Site Grid Map 

 



  Page 3 of 3  File Name: _____________________________________ 

 

Photo Log 

Photo 1 – 

 

Waterproofing installed 
on the west foundation 
wall. 

 

Photo 2 –  

 

Waterproofing and 
Rebar were installed 
on numerous footings 
throughout the site. 

  

 



  Page 1 of 3  File Name: _____________________________________ 

DAILY STATUS REPORT 

Prepared By: Dan Manore of Artimus 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 02-17-12 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 

Alternate Safety Office:  Dan Manore 
Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
(1) Steel Diagonal Raker was installed along the west foundation wall.  Rebar started to be installed 
along the west foundation wall.  (15) trucks of DOB approved RCA backfill were delivered to the site 
and the west half of the slab was graded out.  A small section of the slab was poured on the east half of 
the site after the waterproofing was inspected and appoved. 
 
 

Working In Grids #:  B5, B6, C1, D1, A1, A2, B1, B2  

 
Air Monitoring (Since Last Report): 
 
Air Monitoring was not performed today and no problems were encountered.  Monitoring will resume 
when excavation resumes. 
 
Problems Encountered: 
 
No problems to report. 

 

Planned Activities for Next Week: 
 
Excavation activities will continue until bedrock is reached in Grids A1, A2, B1, B2, C1, C2, and C3.  
Excavation will be performed simultaneously with the installation of the water-proofing barrier and 
select concrete pours of the foundation.  Formwork and Rebar for footings, foundation walls, and 
elevator pits will continue to be installed throughout the week.  Concrete for Footings and Walls will 
continue throughout the week.   

 

WEATHER Snow  Rain X Overcast X Partly 
Cloudy  Bright 

Sun  

TEMP. TO 32  32-50 X 50-70  70-85  >85  



  Page 2 of 3  File Name: _____________________________________ 

 

Facility # 
Name/ 
location 

type of waste 

 
Bayshore 
Recycling 

Woodbridge, 
NJ 

Solid 
 
 

Pure Soil 
Technologies 

Jackson 
Township, NJ 

Solid 
 

Soil Safe 
Logan Township, 

NJ 
Solid 

 
 

Bellmarw 
Waterfront 

Redevelopment 
Site 

Bellmarw, NJ 
Solid 

 

Pave Co. 
Medford, NY 
Solid/Rock 

 

 
 

Red Roc 
Materials 

Lyndhurst, NJ 
07071 

Solid/Rock 
 

Today (trucks, 
cu.yds.) 

Trucks Cu. 
Yds. Trucks Cu. 

Yds. Trucks Cu. 
Yds. Trucks Cu. 

Yds. trucks Cu 
yds. trucks Cu. 

Yds.  

            

Totals (trucks, 
cu.yds.) 84 2,100 30 Appr 

1125 334 Appr. 
8,225 18 Appr. 

450 24 Appr. 
600 277 Appr. 

6,925 

A total of 5 truckloads of soil were disposed of at the Clean Earth of North Jersey Facility in 
Mountainside, NJ as hazardous solid due to elevated levels of lead. 

Site Grid Map 

 



  Page 3 of 3  File Name: _____________________________________ 

 

Photo Log 

Photo 1 – 

 

Rebar started to be 
installed for the west 
foundation wall. 

 

Photo 2 –  

 

Raker was installed 
along west foundation 
wall. 

  

 



  Page 1 of 3  File Name: _____________________________________ 

DAILY STATUS REPORT 

Prepared By: Dan Manore of Artimus 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 02-18-12 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 

Alternate Safety Office:  Dan Manore 
Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
Rebar was completed along the west foundation wall. 
 
 

Working In Grids #:  C1, D1 

 
Air Monitoring (Since Last Report): 
 
Air Monitoring was not performed today and no problems were encountered.  Monitoring will resume 
when excavation resumes. 
 
Problems Encountered: 
 
No problems to report. 

 

Planned Activities for Next Week: 
 
Excavation activities will continue until bedrock is reached in Grids A1, A2, B1, B2, C1, C2, and C3.  
Excavation will be performed simultaneously with the installation of the water-proofing barrier and 
select concrete pours of the foundation.  Formwork and Rebar for footings, foundation walls, and 
elevator pits will continue to be installed throughout the week.  Concrete for Footings and Walls will 
continue throughout the week.   

 

WEATHER Snow  Rain  Overcast  Partly 
Cloudy  Bright 

Sun X

TEMP. TO 32  32-50 X 50-70  70-85  >85  



  Page 2 of 3  File Name: _____________________________________ 

 

Facility # 
Name/ 
location 

type of waste 

 
Bayshore 
Recycling 

Woodbridge, 
NJ 

Solid 
 
 

Pure Soil 
Technologies 

Jackson 
Township, NJ 

Solid 
 

Soil Safe 
Logan Township, 

NJ 
Solid 

 
 

Bellmarw 
Waterfront 

Redevelopment 
Site 

Bellmarw, NJ 
Solid 

 

Pave Co. 
Medford, NY 
Solid/Rock 

 

 
 

Red Roc 
Materials 

Lyndhurst, NJ 
07071 

Solid/Rock 
 

Today (trucks, 
cu.yds.) 

Trucks Cu. 
Yds. Trucks Cu. 

Yds. Trucks Cu. 
Yds. Trucks Cu. 

Yds. trucks Cu 
yds. trucks Cu. 

Yds.  

            

Totals (trucks, 
cu.yds.) 84 2,100 30 Appr 

1125 334 Appr. 
8,225 18 Appr. 

450 24 Appr. 
600 277 Appr. 

6,925 

A total of 5 truckloads of soil were disposed of at the Clean Earth of North Jersey Facility in 
Mountainside, NJ as hazardous solid due to elevated levels of lead. 

Site Grid Map 

 



  Page 3 of 3  File Name: _____________________________________ 

 

Photo Log 

Photo 1 – 

 

Rebar was completed 
along the west 
foundation wall. 

 

  

  

 



  Page 1 of 3  File Name: _____________________________________ 

DAILY STATUS REPORT 

Prepared By: Dan Manore of Artimus 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 02-19-12 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 

Alternate Safety Office:  Dan Manore 
Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
Meva Formwork was relocated from the South Wall to the West Wall.  Formwork was locked into place 
and the west wall is ready to be poured tomorrow. 
 
 

Working In Grids #:  C1, D1 

 
Air Monitoring (Since Last Report): 
 
Air Monitoring was not performed today and no problems were encountered.  Monitoring will resume 
when excavation resumes. 
 
Problems Encountered: 
 
No problems to report. 

 

Planned Activities for Next Week: 
 
Excavation activities will continue until bedrock is reached in Grids A1, A2, B1, B2, C1, C2, and C3.  
Excavation will be performed simultaneously with the installation of the water-proofing barrier and 
select concrete pours of the foundation.  Formwork and Rebar for footings, foundation walls, and 
elevator pits will continue to be installed throughout the week.  Concrete for Footings and Walls will 
continue throughout the week.   

 

WEATHER Snow  Rain  Overcast  Partly 
Cloudy X Bright 

Sun  

TEMP. TO 32  32-50 X 50-70  70-85  >85  



  Page 2 of 3  File Name: _____________________________________ 

 

Facility # 
Name/ 
location 

type of waste 

 
Bayshore 
Recycling 

Woodbridge, 
NJ 

Solid 
 
 

Pure Soil 
Technologies 

Jackson 
Township, NJ 

Solid 
 

Soil Safe 
Logan Township, 

NJ 
Solid 

 
 

Bellmarw 
Waterfront 

Redevelopment 
Site 

Bellmarw, NJ 
Solid 

 

Pave Co. 
Medford, NY 
Solid/Rock 

 

 
 

Red Roc 
Materials 

Lyndhurst, NJ 
07071 

Solid/Rock 
 

Today (trucks, 
cu.yds.) 

Trucks Cu. 
Yds. Trucks Cu. 

Yds. Trucks Cu. 
Yds. Trucks Cu. 

Yds. trucks Cu 
yds. trucks Cu. 

Yds.  

            

Totals (trucks, 
cu.yds.) 84 2,100 30 Appr 

1125 334 Appr. 
8,225 18 Appr. 

450 24 Appr. 
600 277 Appr. 

6,925 

A total of 5 truckloads of soil were disposed of at the Clean Earth of North Jersey Facility in 
Mountainside, NJ as hazardous solid due to elevated levels of lead. 

Site Grid Map 

 



  Page 3 of 3  File Name: _____________________________________ 

 

Photo Log 

Photo 1 – 

 

Workers setting Meva 
Formwork into place 
along the west 
foundation wall in 
preparation for 
concrete pour 
tomorrow. 

 

  

  

 



  Page 1 of 3  File Name: _____________________________________ 

DAILY STATUS REPORT 

Prepared By: Dan Manore of Artimus 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 02-20-12 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 

Alternate Safety Office:  Dan Manore 
Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
Meva Formwork and Scaffolding was completed along the west wall and the West Foundation Wall was 
poured.  As a result, all foundation walls have been completed.  Also, a portion of lower slab along the 
north foundation wall was poured after the waterproofing was inspected carefully. 
 
 

Working In Grids #:  C1, D1, A2, A3, B2, B3 

 
Air Monitoring (Since Last Report): 
 
Air Monitoring was not performed today and no problems were encountered.  Monitoring will resume 
when excavation resumes. 
 
Problems Encountered: 
 
No problems to report. 

 

Planned Activities for Next Week: 
 
Excavation activities will continue until bedrock is reached in Grids A1, A2, B1, B2, C1, C2, and C3.  
Excavation will be performed simultaneously with the installation of the water-proofing barrier and 
select concrete pours of the foundation.  Formwork and Rebar for footings, foundation walls, and 
elevator pits will continue to be installed throughout the week.  Concrete for Footings and Walls will 
continue throughout the week.   

 

WEATHER Snow  Rain  Overcast  Partly 
Cloudy  Bright 

Sun X

TEMP. TO 32  32-50 X 50-70  70-85  >85  
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Facility # 
Name/ 
location 

type of waste 

 
Bayshore 
Recycling 

Woodbridge, 
NJ 

Solid 
 
 

Pure Soil 
Technologies 

Jackson 
Township, NJ 

Solid 
 

Soil Safe 
Logan Township, 

NJ 
Solid 

 
 

Bellmarw 
Waterfront 

Redevelopment 
Site 

Bellmarw, NJ 
Solid 

 

Pave Co. 
Medford, NY 
Solid/Rock 

 

 
 

Red Roc 
Materials 

Lyndhurst, NJ 
07071 

Solid/Rock 
 

Today (trucks, 
cu.yds.) 

Trucks Cu. 
Yds. Trucks Cu. 

Yds. Trucks Cu. 
Yds. Trucks Cu. 

Yds. trucks Cu 
yds. trucks Cu. 

Yds.  

            

Totals (trucks, 
cu.yds.) 84 2,100 30 Appr 

1125 334 Appr. 
8,225 18 Appr. 

450 24 Appr. 
600 277 Appr. 

6,925 

A total of 5 truckloads of soil were disposed of at the Clean Earth of North Jersey Facility in 
Mountainside, NJ as hazardous solid due to elevated levels of lead. 

Site Grid Map 
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Photo Log 

Photo 1 – 

 

Workers pouring west 
foundation wall. 

 

Photo 2 – 

 

Workers finalizing 
layout of rebar and 
wire mesh in 
preparation for the slab 
to be poured.   
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DAILY STATUS REPORT 

Prepared By: Dan Manore of Artimus 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 02-21-12 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 

Alternate Safety Office:  Dan Manore 
Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
The last waler was installed along the west foundation wall.  Formwork and waterproofing were 
installed for the 3’-0” slab drop on the east half of the site.  The 3’-0” slab drop was poured this 
afternoon.  Formwork was stripped from the West Foundation wall.  
 

Working In Grids #:  C1, D1, A4, B4, B5, B6, B7,  

 
Air Monitoring (Since Last Report): 
 
Air Monitoring was not performed today and no problems were encountered.  Monitoring will resume 
when excavation resumes. 
 
Problems Encountered: 
 
No problems to report. 

 

Planned Activities for Next Week: 
 
Excavation activities will continue until bedrock is reached in Grids A1, A2, B1, B2, C1, C2, and C3.  
Excavation will be performed simultaneously with the installation of the water-proofing barrier and 
select concrete pours of the foundation.  Formwork and Rebar for footings, foundation walls, and 
elevator pits will continue to be installed throughout the week.  Concrete for Footings and Walls will 
continue throughout the week.   

 

WEATHER Snow  Rain  Overcast  Partly 
Cloudy  Bright 

Sun X

TEMP. TO 32  32-50 X 50-70  70-85  >85  



  Page 2 of 3  File Name: _____________________________________ 

 

Facility # 
Name/ 
location 

type of waste 

 
Bayshore 
Recycling 

Woodbridge, 
NJ 

Solid 
 
 

Pure Soil 
Technologies 

Jackson 
Township, NJ 

Solid 
 

Soil Safe 
Logan Township, 

NJ 
Solid 

 
 

Bellmarw 
Waterfront 

Redevelopment 
Site 

Bellmarw, NJ 
Solid 

 

Pave Co. 
Medford, NY 
Solid/Rock 

 

 
 

Red Roc 
Materials 

Lyndhurst, NJ 
07071 

Solid/Rock 
 

Today (trucks, 
cu.yds.) 

Trucks Cu. 
Yds. Trucks Cu. 

Yds. Trucks Cu. 
Yds. Trucks Cu. 

Yds. trucks Cu 
yds. trucks Cu. 

Yds.  

            

Totals (trucks, 
cu.yds.) 84 2,100 30 Appr 

1125 334 Appr. 
8,225 18 Appr. 

450 24 Appr. 
600 277 Appr. 

6,925 

A total of 5 truckloads of soil were disposed of at the Clean Earth of North Jersey Facility in 
Mountainside, NJ as hazardous solid due to elevated levels of lead. 

Site Grid Map 
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Photo Log 

Photo 1 – 

 

Workers pouring 3’-0” 
slab drop. 

 

Photo 2 – 

 

Workers installing 
waterproofing at 3’-0” 
slab drop. 
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DAILY STATUS REPORT 

Prepared By: Jessica Proscia of CA RICH 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 02-22-12 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 

 
Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
Twenty five truckloads of soil were removed from grids C1, C2, and C3 for off-site disposal at the Pure 
Soil Technologies Facility in Jackson Township, NJ.  Grids C2 and C3 have now been fully excavated 
until bedrock.   
 
Approximately three gallons of engine oil leaked from an on-site excavator in grid C3 resulting in 
elevated PID readings.  The contaminated soil got approved to be disposed of at Pure Soil 
Technologies and was completely removed.  As we discussed, since all of the contaminated soil was 
properly removed and the grid was dug to bedrock, no further action is required.       
  

Working In Grids #:  C1, C2, and C3.   

 
Air Monitoring (Since Last Report): 
 
Air Monitoring was performed today and no problems were encountered. 
 
Problems Encountered: 
 
Approximately three gallons of engine oil leaked from an on-site excavator in grid C3 resulting in 
elevated PID readings.  The contaminated soil got approved to be disposed of at Pure Soil 
Technologies and was completely removed.  As we discussed, since all of the contaminated soil was 
properly removed and the grid was dug to bedrock, no further action is required.       

Planned Activities for Next Week: 
 
Formwork and Rebar for footings, foundation walls, and elevator pits will continue to be installed 
throughout the week.  Concrete for Footings and Walls will continue throughout the week. 

 

WEATHER Snow  Rain  Overcast X Partly 
Cloudy  Bright 

Sun  

TEMP. TO 32  32-50 X 50-70  70-85  >85  
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Facility # 
Name/ 
location 

type of waste 

 
Bayshore 
Recycling 

Woodbridge, 
NJ 

Solid 
 
 

Pure Soil 
Technologies 

Jackson 
Township, NJ 

Solid 
 

Soil Safe 
Logan Township, 

NJ 
Solid 

 
 

Bellmarw 
Waterfront 

Redevelopment 
Site 

Bellmarw, NJ 
Solid 

 

Pave Co. 
Medford, NY 
Solid/Rock 

 

 
 

Red Roc 
Materials 

Lyndhurst, NJ 
07071 

Solid/Rock 
 

Today (trucks, 
cu.yds.) 

Trucks Cu. 
Yds. Trucks Cu. 

Yds. Trucks Cu. 
Yds. Trucks Cu. 

Yds. trucks Cu 
yds. trucks Cu. 

Yds.  

  25 625         

Totals (trucks, 
cu.yds.) 84 2,100 55 Appr 

1750 334 Appr. 
8,225 18 Appr. 

450 24 Appr. 
600 270 Appr. 

6,750 

A total of 5 truckloads of soil were disposed of at the Clean Earth of North Jersey Facility in 
Mountainside, NJ as hazardous solid due to elevated levels of lead. 

Site Grid Map 

 



  Page 3 of 3  File Name: _____________________________________ 

 

Photo Log 

Photo 1- 

Excavation of ramp in 
grids C1, C2, and C3 
with off-site shipping to 
Pure Soil 
Technologies. 

 

 

Photo 2- 

Bedrock at final depth 
of excavation in grids 
C2 and C3.   

 

Photo 3- 

View of contaminated 
soil (before removal) in 
grid C3. 
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DAILY STATUS REPORT 

Prepared By: Jessica Proscia of CA RICH 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 02-23-12 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 

 
Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
Five truckloads of soil were removed from grid C1 for off-site disposal at the Pure Soil Technologies 
Facility in Jackson Township, NJ.  Grid C1 has now been fully excavated until bedrock.   
 
All grids have now been dug to bedrock to achieve Track 1 Cleanup Criteria. 
 
 

Working In Grids #:  C1 

 
Air Monitoring (Since Last Report): 
 
Air Monitoring was performed today and no problems were encountered. 
 
Problems Encountered: 
 
No problems to report. 

Planned Activities for Next Week: 
 
Formwork and Rebar for footings, foundation walls, and elevator pits will continue to be installed 
throughout the week.  Concrete for Footings and Walls will continue throughout the week. 

 

WEATHER Snow  Rain  Overcast  Partly 
Cloudy X Bright 

Sun  

TEMP. TO 32  32-50 X 50-70  70-85  >85  
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Facility # 
Name/ 
location 

type of waste 

 
Bayshore 
Recycling 

Woodbridge, 
NJ 

Solid 
 
 

Pure Soil 
Technologies 

Jackson 
Township, NJ 

Solid 
 

Soil Safe 
Logan Township, 

NJ 
Solid 

 
 

Bellmarw 
Waterfront 

Redevelopment 
Site 

Bellmarw, NJ 
Solid 

 

Pave Co. 
Medford, NY 
Solid/Rock 

 

 
 

Red Roc 
Materials 

Lyndhurst, NJ 
07071 

Solid/Rock 
 

Today (trucks, 
cu.yds.) 

Trucks Cu. 
Yds. Trucks Cu. 

Yds. Trucks Cu. 
Yds. Trucks Cu. 

Yds. trucks Cu 
yds. trucks Cu. 

Yds.  

  5 125         

Totals (trucks, 
cu.yds.) 84 2,100 60 Appr 

1875 334 Appr. 
8,225 18 Appr. 

450 24 Appr. 
600 270 Appr. 

6,750 

A total of 5 truckloads of soil were disposed of at the Clean Earth of North Jersey Facility in 
Mountainside, NJ as hazardous solid due to elevated levels of lead. 

Site Grid Map 
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Photo Log 

Photo 1- 

Excavation of ramp in 
grid C1 with off-site 
shipping to Pure Soil 
Technologies. 

 

 

Photo 2- 

Bedrock at final depth 
of excavation in grid 
C1.   

 

Photo 3- 

View of southwestern 
portion of the Site. 
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DAILY STATUS REPORT 

Prepared By: Dan Manore of Artimus 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 02-24-12 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 

Alternate Safety Office:  Dan Manore 
Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
All formwork was removed from the site.  A large section of the west slab was prepped and 
waterproofed including the location of the hoist pad and column footings.  After waterproofing was 
inspected, wire mesh was installed in preparation for pour tomorrow.   
 

Working In Grids #:  C1, D1, A4, B4, B5, B6, B7,  

 
Air Monitoring (Since Last Report): 
 
Air Monitoring was not performed today and no problems were encountered.  Monitoring will resume 
when excavation resumes. 
 
Problems Encountered: 
 
No problems to report. 

 

Planned Activities for Next Week: 
 
Formwork and Rebar for footings, foundation walls, and elevator pits will continue to be installed 
throughout the week.  Concrete for Footings and Walls will continue throughout the week.   

 

WEATHER Snow  Rain  Overcast  Partly 
Cloudy  Bright 

Sun X

TEMP. TO 32  32-50 X 50-70  70-85  >85  



  Page 2 of 3  File Name: _____________________________________ 

 

Facility # 
Name/ 
location 

type of waste 

 
Bayshore 
Recycling 

Woodbridge, 
NJ 

Solid 
 
 

Pure Soil 
Technologies 

Jackson 
Township, NJ 

Solid 
 

Soil Safe 
Logan Township, 

NJ 
Solid 

 
 

Bellmarw 
Waterfront 

Redevelopment 
Site 

Bellmarw, NJ 
Solid 

 

Pave Co. 
Medford, NY 
Solid/Rock 

 

 
 

Red Roc 
Materials 

Lyndhurst, NJ 
07071 

Solid/Rock 
 

Today (trucks, 
cu.yds.) 

Trucks Cu. 
Yds. Trucks Cu. 

Yds. Trucks Cu. 
Yds. Trucks Cu. 

Yds. trucks Cu 
yds. trucks Cu. 

Yds.  

            

Totals (trucks, 
cu.yds.) 84 2,100 60 Appr 

1875 334 Appr. 
8,225 18 Appr. 

450 24 Appr. 
600 277 Appr. 

6,925 

A total of 5 truckloads of soil were disposed of at the Clean Earth of North Jersey Facility in 
Mountainside, NJ as hazardous solid due to elevated levels of lead. 

Site Grid Map 
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Photo Log 

Photo 1 – 

 

Formwork being 
removed from the site. 

 

 

Photo 2 – 

 

Workers forming for 
hoist pad installation. 

 

Photo 3 – 

 

Waterproofing and 
Rebar was installed for 
columns in the 
southwest corner of the 
site. 
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DAILY STATUS REPORT 

Prepared By: Dan Manore of Artimus 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 02-25-12 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 

Alternate Safety Office:  Dan Manore 
Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
Workers installed waterproofing throughout the west half of the slab and after waterproofing passed 
inspection, the slab was poured. 
 

Working In Grids #:  A1, A2, B1, B2, C1, C2  

 
Air Monitoring (Since Last Report): 
 
Air Monitoring was not performed today and no problems were encountered.  Monitoring will resume 
when excavation resumes. 
 
Problems Encountered: 
 
No problems to report. 

 

Planned Activities for Next Week: 
 
All foundation walls and pits are complete.  The west half of the cellar slab will be completed this 
coming week. 

 

WEATHER Snow  Rain  Overcast  Partly 
Cloudy  Bright 

Sun X

TEMP. TO 32  32-50 X 50-70  70-85  >85  



  Page 2 of 3  File Name: _____________________________________ 

 

Facility # 
Name/ 
location 

type of waste 

 
Bayshore 
Recycling 

Woodbridge, 
NJ 

Solid 
 
 

Pure Soil 
Technologies 

Jackson 
Township, NJ 

Solid 
 

Soil Safe 
Logan Township, 

NJ 
Solid 

 
 

Bellmarw 
Waterfront 

Redevelopment 
Site 

Bellmarw, NJ 
Solid 

 

Pave Co. 
Medford, NY 
Solid/Rock 

 

 
 

Red Roc 
Materials 

Lyndhurst, NJ 
07071 

Solid/Rock 
 

Today (trucks, 
cu.yds.) 

Trucks Cu. 
Yds. Trucks Cu. 

Yds. Trucks Cu. 
Yds. Trucks Cu. 

Yds. trucks Cu 
yds. trucks Cu. 

Yds.  

            

Totals (trucks, 
cu.yds.) 84 2,100 60 Appr 

1875 334 Appr. 
8,225 18 Appr. 

450 24 Appr. 
600 277 Appr. 

6,925 

A total of 5 truckloads of soil were disposed of at the Clean Earth of North Jersey Facility in 
Mountainside, NJ as hazardous solid due to elevated levels of lead. 

Site Grid Map 
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Photo Log 

Photo 1 – 

 

Workers installing 
waterproofing on the 
west half of the site in 
preparation for the 
pour today. 

 

Photo 2 – 

 

Corner of formed 
completely sealed with 
the waterproofing. 
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DAILY STATUS REPORT 

Prepared By: Dan Manore of Artimus 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 02-27-12 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 

Alternate Safety Office:  Dan Manore 
Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
Workers installed the remaining waterproofing in the southwest corner of the site.   
 

Working In Grids #:  C1, C2, D1, D2  

 
Air Monitoring (Since Last Report): 
 
Air Monitoring was not performed today and no problems were encountered.  Monitoring will resume 
when excavation resumes. 
 
Problems Encountered: 
 
No problems to report. 

 

Planned Activities for Next Week: 
 
All foundation walls and pits are complete.  The west half of the cellar slab will be completed this 
coming week. 

 

WEATHER Snow  Rain  Overcast  Partly 
Cloudy  Bright 

Sun X

TEMP. TO 32  32-50 X 50-70  70-85  >85  



  Page 2 of 3  File Name: _____________________________________ 

 

Facility # 
Name/ 
location 

type of waste 

 
Bayshore 
Recycling 

Woodbridge, 
NJ 

Solid 
 
 

Pure Soil 
Technologies 

Jackson 
Township, NJ 

Solid 
 

Soil Safe 
Logan Township, 

NJ 
Solid 

 
 

Bellmarw 
Waterfront 

Redevelopment 
Site 

Bellmarw, NJ 
Solid 

 

Pave Co. 
Medford, NY 
Solid/Rock 

 

 
 

Red Roc 
Materials 

Lyndhurst, NJ 
07071 

Solid/Rock 
 

Today (trucks, 
cu.yds.) 

Trucks Cu. 
Yds. Trucks Cu. 

Yds. Trucks Cu. 
Yds. Trucks Cu. 

Yds. trucks Cu 
yds. trucks Cu. 

Yds.  

            

Totals (trucks, 
cu.yds.) 84 2,100 60 Appr 

1875 334 Appr. 
8,225 18 Appr. 

450 24 Appr. 
600 277 Appr. 

6,925 

A total of 5 truckloads of soil were disposed of at the Clean Earth of North Jersey Facility in 
Mountainside, NJ as hazardous solid due to elevated levels of lead. 

Site Grid Map 
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Photo Log 

Photo 1 – 

 

Workers installing 
waterproofing and wire 
mesh in preparation for 
the pour tomorrow. 
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DAILY STATUS REPORT 

Prepared By: Dan Manore of Artimus 

BCP Project No: 11CBCP011M E-Number: 11EHAZ246M Date: 02-28-12 
Project Name: 260 West 26th Street 

 

Consultant: CA RICH Consultants, Inc. 
 
 

Safety Officer: Jessica Proscia 

Alternate Safety Office:  Dan Manore 
Contractor: Chelsea W26 LLC 
 
 
Work Activities Performed (Since Last Report): 
 
The final waterproofing/vapor barrier inspection was today and the final portion of the cellar slab was 
poured.  Foundation is complete. 
 

Working In Grids #:  C1, C2, D1, D2  

 
Air Monitoring (Since Last Report): 
 
Air Monitoring was not performed today and no problems were encountered.  Monitoring will resume 
when excavation resumes. 
 
Problems Encountered: 
 
No problems to report. 

 

Planned Activities for Next Week: 
 
Foundation is complete.  This will be the last Daily Report. 

 

WEATHER Snow  Rain  Overcast  Partly 
Cloudy  Bright 

Sun X

TEMP. TO 32  32-50 X 50-70  70-85  >85  
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Facility # 
Name/ 
location 

type of waste 

 
Bayshore 
Recycling 

Woodbridge, 
NJ 

Solid 
 
 

Pure Soil 
Technologies 

Jackson 
Township, NJ 

Solid 
 

Soil Safe 
Logan Township, 

NJ 
Solid 

 
 

Bellmarw 
Waterfront 

Redevelopment 
Site 

Bellmarw, NJ 
Solid 

 

Pave Co. 
Medford, NY 
Solid/Rock 

 

 
 

Red Roc 
Materials 

Lyndhurst, NJ 
07071 

Solid/Rock 
 

Today (trucks, 
cu.yds.) 

Trucks Cu. 
Yds. Trucks Cu. 

Yds. Trucks Cu. 
Yds. Trucks Cu. 

Yds. trucks Cu 
yds. trucks Cu. 

Yds.  

            

Totals (trucks, 
cu.yds.) 84 2,100 60 Appr 

1875 334 Appr. 
8,225 18 Appr. 

450 24 Appr. 
600 322 Appr. 

8050 

A total of 5 truckloads of soil were disposed of at the Clean Earth of North Jersey Facility in 
Mountainside, NJ as hazardous solid due to elevated levels of lead. 

Site Grid Map 
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Photo Log 

Photo 1 – 

 

Workers installed wire 
mesh after final 
waterproofing 
inspection was 
approved. 

 

Photo 2 – 

 

 

The final portion of the 
slab was poured.  
Foundation is 
complete.   

  

 



 
 
 
 
 
 
 

APPENDIX G 
 
 

Soil Profile Report with Waste Classification Data 
 
 
 



 
 

17 Dupont Street, Plainview, NY 11803 ■ Tel. 516.576.8844 ■ Fax. 516.576.0093 ■ www.carichinc.com 

  September 29, 2011 
 
Soil Safe Solutions Group 
2545 Hempstead Turnpike,Ste201 
East Meadow, NY 11554 
 
Attention:  Stephen Shapiro 
 
      Re:  Waste Classification Sampling Report 

 260 West 26th Street 
 New York, NY 
 NYCBCP Site #  11CBCP011M 

 
Dear Mr. Shapiro: 
 
CA Rich Consultants, Inc. (CA RICH) is pleased to provide Soil Safe Solutions Group with this Waste 
Classification Sampling Report for the above-referenced location (the Site).  This report has been 
prepared for use as supplemental information to support soil disposal activities necessary to install a new 
approximately 15-foot deep building foundation at the Site.  CA RICH is assisting the Site Owner in 
redeveloping the property under the New York City Brownfield Cleanup Program.  The construction is 
being conducted in accordance with a Remedial Action Work Plan (RAWP) (Ref.1) approved by the New 
York City Office of Environmental Remediation.  The RAWP requires that all soil removed during the 
installation of the new foundation undergo testing and be properly disposed of in accordance with all 
Federal, State and local regulations.   
 
 

Site Location and Description 
 
The Site is located at 260 West 26th Street in the Chelsea section of New York, New York and is identified 
as Block: 775; Lots: 4, 69, 77, 78, 79, and 80 on the New York City Tax Map.  Figure 1 shows the Site 
location.  The Site area is 26,000 square feet and is bounded by West 26th Street to the north, residential 
and commercial buildings to the south, a four-story veterinary practice to the east, and Eighth Avenue to 
the west.  Until recently, the Site consisted of a two-story building and an asphalt-covered automotive 
parking lot.  The building which was last used as a video store and art gallery was demolished in August 
2011.  The Site is currently a fenced-off construction site preparing for a site-wide excavation to 
approximately 15-feet deep.  As the foundation excavation proceeds, it is estimated that approximately 
9,000 tons of soil may require off-site disposal.  The construction team plans to mechanically screen 
brick, concrete and debris from the material prior disposal.  The final volume of soil will be dependent 
upon the depth to bedrock and amount of brick concrete and debris screened-out prior to loading for 
disposal.   
 

  
Description of Soil Sampling Procedures 

 
On August 30, 2011, a track-mounted excavator was utilized to install eight test pits identified as TP-1 
through TP-8 in a uniform pattern across the Site.  Each test pit was extended from grade to 
approximately 15 feet deep or bedrock (whichever was shallower).  During the excavation activities, CA 
RICH personnel continuously screened the subsurface soil for Volatile Organic Compounds (VOCs) with 
a Photo-Ionization Detector (PID) for evidence of volatile organic contamination.  There were no PID 
readings observed during the sampling event.  Soil samples were collected from the test pits in 
accordance with the frequency criteria required by the proposed disposal facilities and the approved-
RAWP for the Site.    
 
 



ca RICH Environmental Specialists 
 

 
 

2

The sampling included the collection of a discrete grab sample from middle sidewall of each test pit for 
VOCs using the En Core sampling method.  An additional discrete sample for VOCS was collected with 
an En Core sample from the lower middle sidewall of test pits TP-1, TP-2, TP-3 and TP-4 for a total of 12 
VOC samples.  A five-point composite sample was collected from the sidewalls and bottom of test pits 
TP-5, TP-6, TP-7 and TP-8 for an expanded list of chemical parameters in order to meet the acceptance 
criteria of multiple beneficial reuse facilities.  For test pits TP-1, TP-2, TP-3 and TP-4, one five-point 
composite sample was collected from 0-7 feet and a second from 7 - 14 feet for the expanded list of 
chemical parameters.  In addition, 12 additional five-point composite samples were collected for Total 
Petroleum Hydrocarbons.   
 
Gloves worn for sample handling were discarded between sample collections.  All soil samples were 
placed in lab-supplied containers, stored in an ice-filled cooler and submitted to American Analytical 
Laboratories (a State-certified laboratory located in Farmingdale, NY) for analysis.  Copies of the soil test 
results are attached to this report.  A Site plan depicting test pit locations is included as Figure 2. 
 
The Chain-of-Custody program allows for the tracing of possession and handling of the sample from its 
time of collection through its chemical analysis in the laboratory.  The chain-of-custody program at this 
Site included: 
 

-  Sample labels 
-  Chain-of-Custody records 
-  Field records 

 
To prevent misidentification of samples, a label was affixed to the sample container and contained the 
following information: 
 

- Site Name 
- Sample identification number 
- Date and time of collection 
- Name of Sampler 
- Preservation (if any) 
- Type of analysis to be conducted 

 
To establish the documentation necessary to trace sample possession from the time of collection, a 
chain-of-custody record was filled out and accompanied samples at all times.  The record contained the 
following information: 
 

- Project name 
- Printed name and signature of samplers 
- Sample number 
- Date and time of collection 
- Sampling location 
- Number of containers for each sample 
- Signature of individuals involved in sample transfer 
  (when relinquishing and accepting samples) 
- Inclusive dates and times of possession 

 
Field records were maintained during each sampling effort in a logbook and on field sampling forms.  All 
aspects of sample collection, handling and visual observations were recorded.  All sample collection 
equipment, field analytical equipment and equipment utilized to make physical measurements were 
identified in the field logbook.  Entries were made in ink, dated and initialed.     
 
The fundamental Quality Assurance objective with respect to accuracy, precision, and sensitivity of 
analysis for laboratory analytical data is to achieve the QC acceptance of the analytical protocol. The 
accuracy, precision and completeness requirements were addressed by the laboratory for all data 
generated.  
 
Collected samples were appropriately packaged, placed in coolers and shipped or delivered directly to 
the analytical laboratory by field personnel. Samples were containerized in appropriate laboratory 
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provided glassware and shipped in plastic coolers. Samples were preserved to maintain a temperature of 
4oC. 
 
Grab samples were collected using a clean stainless steel trowel and placed into jars using clean 
dedicated tongue depressors.  Samples were composited using a clean stainless steel bowl and trowel. 
Decontamination of non-dedicated sampling equipment consisted of the following: 
 

• Gently tap or scrape to remove adhered soil; 
• Rinse with tap water; 
• Wash with alconox® detergent solution and scrub;  
• Rinse with tap water; 
• Rinse with distilled or de-ionized water; 

 
 
 

Conclusion 
 
A total of 12 grab samples for VOCs, 12 five-point composite samples for TPH, and 12 five-point 
composite samples for an expanded list of testing parameters were collected to profile the soil for 
disposal prior to the start of excavation activities.  Based on our review of the test results and preliminary 
discussions with Soil Safe, test pits TP-5 and TP-7 must be disposed of as lead contaminated hazardous 
soil while the remainder of the soil would qualify for disposal at Soil Safe’s facility in Logan, New Jersey 
or for beneficial reuse at the Bellmarw Redevelopment site.  The construction plan is to first remove the 
hazardous soil identified in test pits TP-5 and TP-7 and conduct additional sampling for total and TCLP 
lead to confirm all soil with hazardous levels of lead was removed.  Upon completion of your review, 
kindly provide us with an acceptance letter from the facility(s) indicating that they will accept this material 
from the 260 West 26th Street job Site.    
 
If you have any questions regarding the information presented in this report, please feel free to call our 
office.   
 
       Sincerely, 
 
       CA RICH CONSULTANTS, INC. 

        
            

  Stephen T. Malinowski 
 Associate  

 
cc: Amnon Solomon, Artimus Contrsuction  
 
 

REFERENCE 

1)    CA RICH Consultants, Inc. April 2011. Remedial Action Work Plan, 260 West 26th Street, New 
 York, New York   



 
 

17 Dupont Street, Plainview, NY 11803 ■ Tel. 516.576.8844 ■ Fax. 516.576.0093 ■ www.carichinc.com 

  September 20, 2011 
 
 
Nipam Shah 
Senior Environmental Project Manager 
Clean Earth Inc. 
115 Jacobus Avenue 
Kearny, NJ  07032 
 
      Re:  Waste Classification Sampling Report 

 260 West 26th Street 
 New York, NY 
 NYCBCP Site #  11CBCP011M 

 
Dear Mr. Shah: 
 
CA Rich Consultants, Inc. (CA RICH) is pleased to provide Clean Earth Inc. with this Waste Classification 
Sampling Report for the above-referenced location (the Site).  This report has been prepared for use as 
supplemental information to support soil disposal activities necessary to install a new approximately 15-
foot deep building foundation at the Site.  CA RICH is assisting the Site Owner in redeveloping the 
property under the New York City Brownfield Cleanup Program.  The construction is being conducted in 
accordance with a Remedial Action Work Plan (RAWP) (Ref.1) approved by the New York City Office of 
Environmental Remediation.  The RAWP requires that all soil removed during the installation of the new 
foundation undergo testing and be properly disposed of in accordance with all Federal, State and local 
regulations.   
 
 

Site Location and Description 
 
The Site is located at 260 West 26th Street in the Chelsea section of New York, New York and is identified 
as Block: 775; Lots: 4, 69, 77, 78, 79, and 80 on the New York City Tax Map.  Figure 1 shows the Site 
location.  The Site area is 26,000 square feet and is bounded by West 26th Street to the north, residential 
and commercial buildings to the south, a four-story veterinary practice to the east, and Eighth Avenue to 
the west.  Until recently, the Site consisted of a two-story building and an asphalt-covered automotive 
parking lot.  The building which was last used as a video store and art gallery was demolished in August 
2011.  The Site is currently a fenced-off construction site preparing for a site-wide excavation to 
approximately 15-feet deep.  As the foundation excavation proceeds, it is estimated that approximately 
9,000 tons of soil may require off-site disposal.  The construction team plans to mechanically screen 
brick, concrete and debris from the material prior disposal.  The final volume of soil will be dependent 
upon the depth to bedrock and amount of brick concrete and debris screened-out prior to loading for 
disposal.   
 

  
Description of Soil Sampling Procedures 

 
On August 30, 2011, a track-mounted excavator was utilized to install eight test pits identified as TP-1 
through TP-8 in a uniform pattern across the Site.  Each test pit was extended from grade to 
approximately 15 feet deep or bedrock (whichever was shallower).  During the excavation activities, CA 
RICH personnel continuously screened the subsurface soil for Volatile Organic Compounds (VOCs) with 
a Photo-Ionization Detector (PID) for evidence of volatile organic contamination.  There were no PID 
readings observed during the sampling event.  Soil samples were collected from the test pits in 
accordance with the frequency criteria required by the proposed disposal facilities and the approved-
RAWP for the Site.    
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The sampling included the collection of a discrete grab sample from middle sidewall of each test pit for 
VOCs using the En Core sampling method.  An additional discrete sample for VOCS was collected with 
an En Core sample from the lower middle sidewall of test pits TP-1, TP-2, TP-3 and TP-4 for a total of 12 
VOC samples.  A five-point composite sample was collected from the sidewalls and bottom of test pits 
TP-5, TP-6, TP-7 and TP-8 for an expanded list of chemical parameters in order to meet the acceptance 
criteria of multiple beneficial reuse facilities.  For test pits TP-1, TP-2, TP-3 and TP-4, one five-point 
composite sample was collected from 0-7 feet and a second from 7 - 14 feet for the expanded list of 
chemical parameters.  In addition, 12 additional five-point composite samples were collected for Total 
Petroleum Hydrocarbons.   
 
Gloves worn for sample handling were discarded between sample collections.  All soil samples were 
placed in lab-supplied containers, stored in an ice-filled cooler and submitted to American Analytical 
Laboratories (a State-certified laboratory located in Farmingdale, NY) for analysis.  Copies of the soil test 
results are attached to this report.  A Site plan depicting test pit locations is included as Figure 2. 
 
The Chain-of-Custody program allows for the tracing of possession and handling of the sample from its 
time of collection through its chemical analysis in the laboratory.  The chain-of-custody program at this 
Site included: 
 

-  Sample labels 
-  Chain-of-Custody records 
-  Field records 

 
To prevent misidentification of samples, a label was affixed to the sample container and contained the 
following information: 
 

- Site Name 
- Sample identification number 
- Date and time of collection 
- Name of Sampler 
- Preservation (if any) 
- Type of analysis to be conducted 

 
To establish the documentation necessary to trace sample possession from the time of collection, a 
chain-of-custody record was filled out and accompanied samples at all times.  The record contained the 
following information: 
 

- Project name 
- Printed name and signature of samplers 
- Sample number 
- Date and time of collection 
- Sampling location 
- Number of containers for each sample 
- Signature of individuals involved in sample transfer 
  (when relinquishing and accepting samples) 
- Inclusive dates and times of possession 

 
Field records were maintained during each sampling effort in a logbook and on field sampling forms.  All 
aspects of sample collection, handling and visual observations were recorded.  All sample collection 
equipment, field analytical equipment and equipment utilized to make physical measurements were 
identified in the field logbook.  Entries were made in ink, dated and initialed.     
 
The fundamental Quality Assurance objective with respect to accuracy, precision, and sensitivity of 
analysis for laboratory analytical data is to achieve the QC acceptance of the analytical protocol. The 
accuracy, precision and completeness requirements were addressed by the laboratory for all data 
generated.  
 
Collected samples were appropriately packaged, placed in coolers and shipped or delivered directly to 
the analytical laboratory by field personnel. Samples were containerized in appropriate laboratory 
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provided glassware and shipped in plastic coolers. Samples were preserved to maintain a temperature of 
4oC. 
 
Grab samples were collected using a clean stainless steel trowel and placed into jars using clean 
dedicated tongue depressors.  Samples were composited using a clean stainless steel bowl and trowel. 
Decontamination of non-dedicated sampling equipment consisted of the following: 
 

• Gently tap or scrape to remove adhered soil; 
• Rinse with tap water; 
• Wash with alconox® detergent solution and scrub;  
• Rinse with tap water; 
• Rinse with distilled or de-ionized water; 

 
 
 

Conclusion 
 
A total of 12 grab samples for VOCs, 12 five-point composite samples for TPH, and 12 five-point 
composite samples for an expanded list of testing parameters were collected to profile the soil for 
disposal prior to the start of excavation activities.  Based on our review of the test results and preliminary 
discussions with Richard Crawford of Clean Earth Inc., test pits TP-5 and TP-7 must be disposed of as 
lead contaminated hazardous soil while the remainder of the soil would qualify for disposal at one of 
Clean Earth’s beneficial reuse facilities (ILR, Teterboro or Dupont).  The construction plan is to first 
remove the hazardous soil identified in test pits TP-5 and TP-7, then conduct additional sampling for total 
and TCLP lead to confirm all soil with hazardous levels of lead was removed prior to initiating a site-wide 
excavation to one of the beneficial reuse facilities.  Upon completion of your review, kindly provide us with 
an acceptance letter from the facility indicating that they will accept material from the 260 West 26th Street 
job Site.    
 
If you have any questions regarding the information presented in this report, please feel free to call our 
office.   
 
       Sincerely, 
 
       CA RICH CONSULTANTS, INC. 

        
            

  Stephen T. Malinowski 
 Associate  

 
cc: Richard Crawford, Clean Earth  
 
 

REFERENCE 

1)    CA RICH Consultants, Inc. April 2011. Remedial Action Work Plan, 260 West 26th Street, New 
 York, New York   
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APPENDIX H 
 
 

Disposal Approval Letters and Operating Permits 
 

 
 
 











Non-Residential

X A.M. P.M.

To schedule incoming loads at BWD, please contact Jennifer Berg of RT Environmental at 
610-506-5802.

5. Soil and granular materials must have 100% of materials passing a 1” sieve and
shall not have more than 60% of materials passing the 200 mesh sieve.

6. No contaminated materials will be accepted without NJDEP approval in advance.

7. No materials will be accepted which have free draining liquids nor which are
excessively wet (all materials must pass the paint filter test at a minimum).

8. No materials will be accepted which cause objectionable odors.

1. No materials will be accepted unless credit approval and material acceptance
approval is obtained in advance from Haines and Kibblehouse (H&K).

2. Materials approved for soil reuse containing more than 1% deleterious material or
more than 5-10% stone or concrete will be rejected upon visual inspection at BWD
Facility, unless prior approval has been issued for concrete materials.

3. Materials containing concrete must be characterized per NJDEP’s concrete
guidance prior to shipment.

4. Materials being moved to the Bellmawr Waterfront Development facility must be
the material represented by the application and analytical data furnished. Different
materials will be rejected.

DATE MATERIAL CAN SHIP
TO BWD: Wednesday, October 12, 2011

[Letter Attached]

INCOMING LOAD PROCEDURES:

RESIDENTIAL/NON-RES:

DATE SUBMITTED TO DEP:

Chelsea Green Site

Monday, October 10, 2011

3,000 CY [4,500 Tons]

BELLMAWR WATERFRONT DEVELOPMENT
APPROVAL NOTIFICATION

DATE OF APPROVAL:

SITE:

VOLUME:

Tuesday, October 11, 2011

G:\RT Projects\70700 SERIES\70779-52\Approval Notices\Chelsea Green Site Approval Notice











































 
 
 
 
 

APPENDIX I 
 
 

Disposal Manifests for Hazardous Waste Disposal Activities 
 
 
 























 
 
 
 
 

APPENDIX J 
 
 

Soil Test Results for Post-Excavation Samples 
from Test Pits TP-5 and TP-7  

 
 

































































 
 
 
 
 
 
 

APPENDIX K 
 
 

Disposal Manifests for Non-Hazardous Waste Disposal Activities 
(electronic copies only) 

 
 
 



















































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































 
 
 

 
 

APPENDIX L 
 
 
 

Water-Proofing Membrane Specifications 
 
 
 



PREPRUFE® LOW TEMPERATURE
MEMBRANES
Pre-applied fully-bonded waterproofing membranes
for low temperature applications

Grace Below Grade Waterproofing

• Fully-adhered watertight laps and detailing
• Provides a barrier to water, moisture and gas—
physically isolates the structure from the surrounding
ground

• Simple and quick to install at temperatures down
to 25°F (-4°C)—requiring no priming or fillets

• Impermeable to moisture
• Solar reflective—reduced temperature gain
• Can be applied to permanent formwork—allows
maximum use of confined sites

• Self protecting—can be trafficked immediately after
application and ready for immediate placing of
reinforcement

• Unaffected by wet conditions—cannot activate
prematurely

• Inherently waterproof, non-reactive system:
• not reliant on confining pressures or hydration
• unaffected by freeze/thaw, wet/dry cycling

• Chemical resistant—effective in most types of
soils and waters, protects structure from salt or
sulphate attack

Installation
The minimum application temperature of Preprufe
membranes is 25°F (-4°C). When installing the Preprufe
waterproofing system in cold or marginal weather
conditions (below 55°F (13°C)) the use of Preprufe
300LT & 160LT membranes is recommended. Preprufe
300LT & 160LT membranes are supplied in rolls 4 ft
(1.2 m) wide, with a selvedge on one side to provide
self-adhered side laps for continuity between rolls. The
specially formulated low temperature adhesive provides
for easy formation of side laps at temperatures down to
25°F (-4°C). To ensure a continuous bond is achieved,
roll all laps firmly with a heavy roller. Unlike Preprufe
300R & 160R, Preprufe 300LT & 160LT membranes do
not require the addition of Preprufe Tape LT at the side

Description
Preprufe® Low Temperature Membranes (300LT and
160LT) are unique composite sheets comprising a thick
HDPE film, an aggressive pressure sensitive adhesive
formulated for application temperatures down to 25°F
(-4°C), and a weather resistant protective coating.
Unlike conventional non-adhering membranes, which
are vulnerable to water ingress tracking between the
unbonded membrane and structure, the unique Preprufe
bond to concrete prevents ingress or migration of water
around the structure.
The Preprufe LT System is designed for application temper-
atures between 25°F (-4°C) and 60°F (+16°C) and includes:
• Preprufe 300LT—heavy-duty grade for use below
slabs and on rafts (i.e. mud slabs). Designed to accept
the placing of heavy reinforcement using
conventional concrete spacers.

• Preprufe 160LT—thinner grade for blindside, zero
property line applications against soil retention systems.

• Preprufe Tape LT—for covering cut edges, roll
ends, penetrations and detailing

• Bituthene® Liquid Membrane—for sealing around
penetrations, etc.

Preprufe 300LT & 160LT membranes are applied either
horizontally to smooth prepared concrete, carton forms
or well rolled and compacted sand or crushed stone
substrates; or vertically to permanent formwork or
adjoining structures. Concrete is then cast directly against
the adhesive side of the membranes. The specially
developed Preprufe adhesive layers work together to
form a continuous and integral seal to the structure.
Preprufe can be returned up the inside face of slab
formwork but is not recommended for conventional
twin-sided formwork on walls, etc. Use Bituthene Low
Temperature self-adhesive membrane or Procor® fluid
applied membrane to walls after removal of formwork
for a fully bonded system to all structural surfaces.
Advantages
• Forms a unique continuous adhesive bond to
concrete poured against it—prevents water
migration and makes it unaffected by ground
settlement beneath slabs

Drawings are for illustration purposes only.
Please refer to graceconstruction.com for specific application details.

Watertight and grout tight sealed laps

Slab formwork

Selvedge

Selvedge Adhesive surface of Preprufe
300LT/160LT Membrane

Watertight details

Product Advantages

• Fully-bonded to concrete
• Barrier to water, moisture and gas
• Low temperature application
• Immediately trafficable
• Chemical resistant
• Solar reflective



www.graceconstruction.com
For technical assistance call toll free at 866-333-3SBM (3726)

Preprufe and Bituthene are registered trademarks of W. R. Grace & Co.–Conn.
Procor is a U.S. registered trademark of W. R. Grace & Co.–Conn., and is used in Canada under license from PROCOR LIMITED.

We hope the information here will be helpful. It is based on data and knowledge considered to be true and accurate and is offered for the users’
consideration, investigation and verification, but we do not warrant the results to be obtained. Please read all statements, recommendations or
suggestions in conjunction with our conditions of sale, which apply to all goods supplied by us. No statement, recommendation or suggestion is
intended for any use which would infringe any patent or copyright. W. R. Grace & Co.–Conn., 62 Whittemore Avenue, Cambridge, MA 02140.
In Canada, Grace Canada, Inc., 294 Clements Road, West, Ajax, Ontario, Canada L1S 3C6.

This product may be covered by patents or patents pending. Copyright 2009. W. R. Grace & Co.–Conn.
PF-174 Printed in U.S.A. 8/09 FA/pdf

Physical Properties

Property Typical Value 300LT Typical Value 160LT Test Method
Color white white
Thickness 0.046 in. (1.2 mm) nominal 0.032 in. (0.8 mm) nominal ASTM D3767
Low temperature flexibility Unaffected at -10°F (-23°C) Unaffected at -10°F (-23°C) ASTM D1970
Resistance to hydrostatic head, minimum 231 ft (70 m) 231 ft (70 m) ASTM D5385, modified1

Elongation, minimum 300% 300% ASTM D412, modified2

Tensile strength, film, minimum 4000 psi (27.6 MPa) 4000 psi (27.6 MPa) ASTM D412
Crack cycling at -10°F (-23°C), 10 cycles Unaffected Unaffected ASTM C836
Puncture resistance 221 lbs (990 N) 100 lbs (445 N) ASTM E154
Peel adhesion to concrete, minimum 5.0 lbs/in. (880 N/m) width 5.0 lbs/in. (880 N/m) width ASTM D903, modified3

Lap peel adhesion 2.5 lbs/in. (440 N/m) width 2.5 lbs/in. (440 N/m) width ASTM D1876, modified4

Permeance to water vapor 0.01 perms 0.01 perms ASTM E96, method B
transmission, maximum (0.6 ng/(Pa x s x m2)) (0.6 ng/(Pa x s x m2))
Water absorption, maximum 0.5% 0.5% ASTM D570
Methane permeability 9.1 mls/m2/day N/A University of London,

QMW College3

Permeability5 (hydraulic conductivity) K=<1.4 x 10-11cm.s-1 K=<1.4 x 10-11cm.s-1 ASTM D5084-90

Footnotes:
1.Hydrostatic head tests of Preprufe Membranes are performed by casting concrete against the membrane with a lap. Before the concrete cures, a 0.125 in. (3 mm) spacer is inserted
perpendicular to the membrane to create a gap. The cured block is placed in a chamber where water is introduced to the membrane surface up to the head indicated.

2. Elongation of membrane is run at a rate of 2 in. (50 mm) per minute.
3. Concrete is cast against the protective coating surface of the membrane and allowed to properly dry (7 days minimum). Peel adhesion of membrane to concrete is measured at a rate
of 2 in. (50 mm) per minute at room temperature.

4. The test is conducted 15 minutes after the lap is formed (per Grace published recommendations) and run at a rate of 2 in. (50 mm) per minute at 25°F (-4°C).
5. Result is lower limit of apparatus. Membrane therefore considered impermeable.

Supply

Dimensions (Nominal) Preprufe 300LT Membrane Preprufe 160LT Membrane Preprufe Tape LT
Thickness 0.046 in. (1.2 mm) 0.032 in. (0.8 mm)
Roll size 4 ft x 98 ft (1.2 m x 30 m) 4 ft x 115 ft (1.2 m x 35 m) 4 in. x 49 ft (100 mm x 15 m)
Roll area 392 ft2 (36 m2) 460 ft2 (42 m2)
Roll weight 108 lbs (50 kg) 92 lbs (42 kg) 4.3 lbs (2 kg)
Minimum side/end laps 3 in. (75 mm) 3 in. (75 mm)
Ancillary Products
Bituthene Liquid Membrane—1.5 US gal (5.7 liter) or 4 US gal (15.1 liter)

laps at temperatures below 55°F. However, Preprufe
Tape LT should still be used for all end laps and other
details requiring tape. During cold or damp conditions,
the selvedge and tape adhesive can be gently warmed
using a hot air gun or similar to remove moisture and
improve initial adhesion. Refer to the Preprufe 300R &
160R data sheet, application guides, and technical
letters for all other standard application details.
The rolls of Preprufe Membrane and Preprufe Tape are
interwound with a disposable plastic release liner which
must be removed before placing reinforcement and
concrete. Steel reinforcement should be placed using
approved rebar chairs as explained in Technical Letter
#15, Rebar Chairs on Preprufe 300R Membrane.
Follow American Concrete Institute’s Cold Weather
Concreting – ACI 306R88 to ensure concrete properly
cures allowing the Preprufe to form an intimate bond to
the concrete.
For the most current application instructions, detail
drawings and technical letters for Preprufe Membranes,
go to www.graceconstruction.com or contact your local
Grace representative.

Specification Clauses
Preprufe 300LT or 160LT shall be applied with its adhe-
sive face presented to receive fresh concrete to which it
will integrally bond. Only Grace Construction Products
approved membranes shall be bonded to Preprufe 300LT/
160LT. All Preprufe 300LT/160LT system materials shall
be supplied by Grace Construction Products, and applied
strictly in accordance with their instructions. Specimen
performance and formatted clauses are also available.
NOTE: Use Preprufe Tape to tie-in Procor with Preprufe.
Limitations
It is recommended that concrete be poured within
56 days of application of the membrane.
Preprufe 300LT & 160LT should only be used when
application temperatures are between 25°F (-4°C) and
60°F (+16°C). For application temperatures above 60°F
(+16°C), use Preprufe 300R & 160R membranes.
Health and Safety
Refer to relevant Material Safety data sheet. Complete
rolls should be handled by a minimum of two persons.
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