


 
ESPL     ENVIRONMENTAL CONSULTANTS CORP. 
2 WEST 32ND STREET, 5th Flr, NEW YORK, NY 10001    TEL: (212) 363-3775    FAX: (212) 330-7505 
 
 

November 14, 2012 

New York City Office of Environmental Remediation 
City Brownfield Cleanup Program 
c/o Shaminder Chawla 
100 Gold Street, 2nd Floor 
New York, NY 10038 
 
Re: 13CVCP073M 

372 Lafayette Street 
Remedial Action Work Plan (RAWP) Stipulation List Revised 

Dear Mr. Chawla: 

ESPL hereby submits a Remedial Action Work Plan (RAWP) Stipulation List for the 
subject site to the New York City Office of Environmental Remediation (NYCOER) 
on behalf of Great Jones Lafayette, LLC. This letter serves as an addendum to the 
RAWP to stipulate additional content, requirements and procedures that will be 
followed during the site remediation.  The contents of this list are added to the 
RAWP and will supersede the content in the RAWP where there is a conflict in 
purpose or intent.  The additional requirements/procedures include the following: 

Stipulation List 

1. The criterion attached in Addendum 1 will be utilized if petroleum containing 
tank or vessel is identified during the remedial action or subsequent 
redevelopment excavation activities. All petroleum spills will be reported to 
the NYSDEC hotline as required by applicable laws and regulations. This 
contingency plan is designed for heating oil tanks and other small or 
moderately sized storage vessels. If larger tanks, such as gasoline storage 
tanks are identified, OER will be notified before this criterion is utilized. 

2. It is the responsibility of the project team to implement a Construction Health 
& Safety Plan (CHASP) in accordance with local, state, and federal laws and 
regulations.  The CHASP is attached in Addendum 2. 

3. Removal actions under this plan will be performed in conjunction with 
remedial end-point sampling.  For assessment of attainment of Track 1 
Unrestricted Use SCOs, the RI provided endpoint data meeting Unrestricted 
Use SCOs at 16-18 feet below grade across the Site.  Three additional 
endpoint samples will be collected from the bottom of the final excavation and 
analyzed for the full list of VOCs, SVOCs, PCBs, Pesticides, and Metals to 
verify attainment of Track 1 Unrestricted Use SCOs.  Endpoint sampling plan 
is attached as Addendum 3. 
 

 



 
 
 
The following architectural and engineering plans signed and stamped by the 
PE/RA of record for the project are attached as Addendum 4: final cover slab 
design, excavation diagram for footings/development-related excavation, 
vapor barrier design, and sub-slab depressurization system design (cross-
section and plan showing horizontal extent). VaporBlock Plus (20-mil 
thickness) vapor barrier product will be installed beneath the foundation slab 
and behind foundation sidewalls.  Manufacturer’s specifications are included 
in Addendum 4. 

4. In the event that hazardous waste is identified during the remedial action or 
subsequent redevelopment excavation activities at this NYC VCP project, and 
removal and transportation of hazardous waste becomes necessary, the 
project may be subject to the New York State Department of Environmental 
Conservation’s Special Assessment Tax (ECL 27-0923) and Hazardous 
Waste Regulatory Fees (ECL 72-00402).  See DEC’s website for more 
information:  http://www.dec.ny.gov/chemical/9099.html.  

5. A CD containing the final RAWP including this approved Stipulation List will 
be placed in the library that constitutes the primary public repository for 
project documents. 

6. Signage for the project will include a sturdy placard mounted in a publically 
accessible right of way to building and other permits signage will consist of  
the NYC VCP Information Sheet (attached Addendum 5) announcing the 
remedial action. The Information sheet will be laminated and permanently 
affixed to the placard. 

7. Signed and stamped RAWP certification page is attached in Addendum 6. 

Sincerely 
 
 
 
 
         Ray Kahn, P.E. 
 
cc: H. Moore/ NYCOER/City Brownfield Cleanup Program 
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